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Orange Selection
Quick and easy planning

As a planning engineer, do you want to select products easily and receive them
quickly? From a partner you can rely on? Then plan with the Orange Selection
from Weidmidiller in the future. The Orange Selection items are always available,
carefully selected and the portfolio consists of more than 1,500 items to fully
cover your standard needs.

If your order is placed before 3:00 pm, we guarantee that your order will
be on its way the very next working day.

For even more efficient planning and production processes, we will of course
provide all articles in digital form. CAD, ETIM and eClass data are available in our
online product catalogue catalog.weidmueller.com

We have summarised all the advantages of the Orange Selection on our website.

Check it out: www.weidmueller.com/orange-selection
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Product overview

PLC interfaces and migration solutions

RS 10
Page A.35

RSA
Page A.51

RSM
Page A.57

e Passive interfaces for digital input/outputs
for PLCs

* Ribbon cable connection 20 pole 1-2-3 wires

o With LED, fuses, disconnector

 Screw or tension clamp connection

RSM
Page A.61

* Passive interfaces for analogue input/output
for PLCs

* Connection connector SUB-D

 With disconnection by channel and test points

 Screw or tension clamp connection

FTA-C300
Page B.5

o |solated digital inputs interfaces for PLCs
* Ribbon connection cable 20 pole
e Screw or tension clamp connection

FTA-C300-RSLIM
Page B.12

* |solated interfaces for digital outputs for PLCs
e Ribbon connection cable 20 pole

* With narrow 6 mm relay or standard RCL

e Screw, tension clamp and PUSH IN connection

C300/ PAC-C300
Page B.13

* Passive input/output interfaces for
Honeywell C300
 Screw or tension clamp connection

TBY-C3
Page C.5

* Isolated digital input/output interfaces for
Honeywell C300
 Screw or tension clamp connection

TBY-ADV
Page C.11

e Pre-assembled cables for Honeywell C300
* Premium range (with housing) and Basic range
(without housing)
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e Passive Interfaces for CS3000 digital and
analogue cards

* 2 KS (40 poles) or AKB (50 poles) connectors for

redundancy
e With LED, fuses, disconnectors
» Screw and tension clamp connection

e |solated Interfaces for CS3000 digital cards

* 2 AKB (50 poles) connectors for redundancy
* 6.4mm relays with fuses and disconnectors
 Screw and tension clamp connection
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PAC-YOK-MIL
Page C.26

TBY-RS
Page C.17

Product overview

BKP
Page C.30

e Pre-assembled cable for Yokogawa CS3000 and
ProSafe

¢ MIL connector - MIL connector

* MIL connector - ferrules

e Colour code according DIN 47100

* Passive Interfaces for ProSafe digital and
analogue cards

e 2 KS (40 poles) or AKB (50 poles) connectors for
redundancy

 With LED, fuses, disconnections

e Screw and tension clamp connection

RS SD
Page D.8

RS F
Page D.6

 Backplane for Digital outputs SIL relays
with alarm (as optional)

RS SD HD
Page D.10

e Interface for connector SUB-D in accordance with
IEC 60807-2/ DIN 41652

¢ Connection 1:1

* 9 to 50 male or female poles

e Interface for ribbon cable in accordance with
|EC 60603-1/ DIN 41651

e Connection 1:1

¢ 10 to 64 poles

RS ELCO
Page D.12

RS RJ45
Page D.11

o Interface for connector SUB-D high-density

¢ Connection 1:1
¢ 15, 26, 44, 62 poles
e Screw connection

RS ELCO F
Page D.12

e |nterface with male ELCO plug-in connectors
¢ Screw or tension clamp connection

e Interfaces with RJ45 connector
 Connection 1:1

2690170000

o Interface with female ELCO plug-in connectors
¢ 20 to 56 poles
e Screw connection
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Product overview

PLC interfaces and migration solutions

RSX
Page D.17

RS VERT
Page D.18

RSD
Page D.21

* Axial components such as resistors, diodes
and capacitors, can be soldered into the RSX
component modules

RSM 1C0/2C0
Page E.5

 Supply voltage distributor modules
e Connection 1:1
¢ 2 to 6 potentials

RSMS 1C0
Page E.13

o Interfaces with independent diodes or with anode
or common cathode
* Screw connection

TIAF10
Page E.47

* Relay interface 1 or 2 changeover

* From 4 to 16 electromechanical relays

* Positive or negative switching or ac/dc

e Flat-connector avaliable to make easy the
connection to PLC'S

 Compatible with solid-state relays

e Screw, PUSH IN and tension clamp connection

TRS
Page E.51

* Relay interface 1 changeover

 From 8 to 16 electromechanical relays

* Positive or negative switching or ac/dc

e Flat-connector avaliable to make easy the
connection to PLC'S

 Compatible with solid-state relays

 Screw and tension clamp

PAC-UNIV-HE
Page F.3

o TERMSERIES interface adapter for PLC wiring
e For 8-16 relays RSS

e For 8 relays RCL

* Sub-d and flat-connector connection

PAC-UNIV-D
Page F.4

e All-purpose, pluggable relay modules

* Space-saving width

 AgNi contact with and without gold plating
e Screw and tension clamp connection
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 Pre-assembled cables with ribbon cable connector
* Wire-end ferrules or ribbon cable connector

* Halogen free option

¢ Connection 1:1

¢ Pre-assembled cables with SUB-D connector
* Wire-end ferrules or SUB-D connector

¢ Connection 1:1

* Halogen free option

e Shielded cable
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PAC-HD
Page F.6

PAC-ELCO
Page F.8

Product overview

PAC-UNIV
Page F.9

* Pre-assembled cables with High density SUB-D
connector

o Wire-end ferrules or HD SUB-D connector

 Connection 1:1

e Shielded cable

FAD 85115
Page G.12

¢ Pre-assembled cables
¢ At one end has the PLC connector
¢ The other end has a wire-end ferrule

¢ Pre-assembled cables with ELCO connector
o Wire-end ferrules or ELCO connector

¢ Connection 1:1

e Shielded cable

FAD BLK9
Page G.23

FAD S5135
Page G.16

* Front adapters for migrations from

* Front adapters for migrations from * Front adapters for migrations from Schneider TSX

Siemens S5-115 Siemens S5-135 e Clip-in foot for TS35
e Clip-in foot for TS35
FAD 1771 MIGRATION RACK SKH
Page G.25 Page G.30 Page H.4

* Front adapters for migrations from Rockwell PLC5
Clip-in foot for TS35

2690170000

e Card holders for adapting Euro format cards (19")
* Plug-in connectors acc. to IEC 603/DIN 41612
and DIN 41617

* 19" racks
* Same dimensions as the original Siemens or
Schneider racks
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Introduction

Universal solutions for PLC input/output cards

Aimed at reducing costs, and to save space and time in the
construction of electrical cabinets, the universal cabling
system for PLCs is provided as an effective alternative

to end-to-end cabling design. Weidmiiller offers a wide
range of pre-assembled cables and interfaces to major

PLC manufacturers:

* The interfaces are used as an interconnection element
between the control and the process, and are supplied
with tension clamp or screw connection. Those interfaces,
with a compact design, provide different functions such
as LEDs, fuses, disconnectors or relays.

* The pre-assembled cables are supplied with the
manufacturer’'s own connector at one end and are
available in different lengths.

Universal system

The system is designed to be compatible with
all main commercial PLCs: ABB, Emerson,
Fanuc, Honeywell, Mitsubishi, Omron, Rockwell,
Schneider, Siemens, ...

Guaranteed connection

The original factory connector is on one end

of the PLC and standard connectors are on the
other end: ribbon cable with fixing housing

for digital signals and SUB-D connector for
analogue signals. Available in different lengths.

A2 Weidmiiller 3¢ 2690170000
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Introduction

Simple system configuration

Selection tables are available in this catalogue
to assist you in choosing the right products
for your application. In addition, there is also
an automatic software selection guide on the
website.

PLC SIEMENS - S7-300/ ET- 200M

| =l e Wide range of passive interfaces

e e The range includes passive input/output
interfaces for digital and analogue signals.
The interfaces are available in screw or tension
clamp connection and the sensors/actuators can
be connected with 1, 2 or 3 wires, whichever
is needed. You can also choose from a large
variety of functions:
e LED indication
* Fuse
* Disconnector
* Test leads

[

Wide range of relay insulated interfaces
Available in versions with 8, 12 and 16 relays,
the RSM family offers the possibility of
insulating digital signals both in input and
output cards. Options include our compact
format (6 mm relays) or standard (RCL relay),
with additional features including:

* Switch in coil and contact

* Fuse in contact

* 1 or 2 CO contacts

2690170000
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Introduction

Universal solutions for PLC input/output cards

The increasing complexity of machinery and facilities in the
industry means that attention is being drawn to the resulting
rise in the costs of wiring. Traditional end-to-end cabling
between the PLC and the field components has many
drawbacks:

* High assembly costs: Time-consuming routing and
assembly of connecting leads.

e The risk of wiring mistakes increases in proportion with
the number of individual wires at one end.

¢ Individual wires occupy a considerable amount of space
in the cabinet.

¢ High installation and implementation time.

¢ High labelling and documentation workload

Weidmiuiller offers a complete line of pre-assembled cables,
together with a range of compact interfaces, to connect with
the main commercial PLCs:

¢ ABB S88

* Emerson Delta V

¢ GE Fanuc 90-30 and RX3i

¢ Honeywell C200

¢ Mitsubishi Melsec

e Omron CJ1W

* Rockwell Compact Logix , Control Logix and Micro Logix

¢ Schneider Micro, Premium, Twido, Quantum,
M340 and M258

e Siemens S7-200, S7-300, S7-400, S7-1200
and S7-1500

PLC interface

The range includes passive input/output interfaces for digital

and analogue signals and relay boards to insulate the input
and output signals. These modules accept all common
commercial connectors and are available for screw or
tension clamp connection.

The Weidmidiller universal interfaces for the PLC have the
following individual components:

* Extruded profile for inserting the PCB
¢ Clip-on feet for locking on standardised mounting rails
TS 32 and TS 35
* Printed circuit board where the following elements can
be identified
- Plug-in connectors to the PLC (Ribbon cable,
RSV or SUB-D)
- Weidmdiiller terminals for screw or tension clamp
connection
- Electronic or mechanical components offering
additional functions: LED, relays, fuses...

These interfaces are universal: the same interface can
be used by different PLCs from different manufacturers.
Pre-assembled cables are responsible for adequately
communicating the PLC with its field components.

Weidmiiller 3¢
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Digital input/output interfaces (H System)

The digital input/output interfaces have been designed using
a ribbon cable connector suitable for the majority of signals
coming from the PLC. In addition, the pre-assembled cables
are designed using a cross-section of 0.25 mm? and have a
cover that guarantees complete and safe fastening with the
interface connector.

The range has been designed for 8,12,16 and 32 signals

in tension clamp or screw connection and you can choose
additional functions including:

e LED
* Fusible
* Interruptor

Additionally, sensors/actuators can be connected using
1-, 2-, or 3-wire techniques; this way, the space that is
usually needed for connecting the common power supply
points, which are normally connected via additional
terminals, is not required.

T-wire system:

In field components, one of the wires is connected to the
interface while the other is connected to a common power
supply point (for example a terminal block).

o
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o
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2-wire system:
The 2 wires of the field element are connected to the
interface with power bus in one of them.
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3-wire system:

The interface is designed for 3 wire field components, with
one for positive, one for negative and one for the signal that
is sent to the PLC.
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Introduction

Universal solutions for PLC input/output cards

Digital input/output interfaces for high voltage
(R System)

The digital signals used by PLCs are usually 24V DC or a
maximum of 48 V DC. Nevertheless, a few cards also work
at higher voltages, up to 230 V AC.

For these voltages, the insulation distance between
channels has to be increased up to values that the ribbon
cable connector is not able provide. In this case, interfaces
supplied with RSV connectors have been included in the
range.

Analogue input/output interfaces (S System)

The analogue input/output interfaces have been designed
using a shielded SUB-D connector, ideal for avoid
interferences in the transmission of analogue signals.

The pre-assembled cables are also supplied with shielded
cable.

Weidmiiller 3¢

Insulated digital input/output interfaces

The insulated digital input/output interfaces are used,
when necessary, to isolate the PLC signal from the field
signal, normally when adapting voltages between the field
components and the PLC operational voltage.

The current provided by the PLC is not high enough for the
different field components in the output cards. In this case,
the relay acts like an amplifier and offers enough power to
connect the different elements, such as, for example, electro
valves.

The RSM family, available in 8,12, and 16 relay versions
connects to the PLC with a ribbon cable and is available in
compact form (6 mm relays) or standard (RCL relay) and
includes additional features such as:

e Switch in coil and contact

e Fuse in contact

e 1 or 2 CO contacts

In addition, the relays also can be replaced by the
Weidmdiller solid-state-relays.

2690170000
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Pre-assembled cables Table of colour codes according to DIN 47100

N Colour Ne Colour F Colour
. . . 1 White 22 Brown/Blue 43 Blue/Black

The connection using pre-assembled cables drastically 7 Bown 23 White/Re M Red/Black

reduces the connection work between the PLC and the field 3 Green 24 Brown/Red 45 White/Brown/Black

components. 4 Yellow 25 White/Black 46 Yellow/Green/Black
5 Grey 26 Brown/Black 47 Grey/Pink/Black
6 Pink 21 Grey/Green 48 Blue/Red/Black
7 Blue 28 Yellow/Grey 49 White/Green/Black
8 Red 29 Pink/Green 50 Green/Brown/Black
9 Black 30 Yellow/Pink 51 White/Yellow/Black
10 Violet 31 Green/Blue 52 Yellow/Brown/Black
1" Grey/Pink 32 Yellow/Blue 53 White/Grey/Black
12 Red/Blue 33 Green/Red 54 Grey/Brown/Black
13 White/Green 34 Yellow/Red 55 White/Pink/Black
14 Brown/Green 35 Green/Black 56 Pink/Brown/Black
15 White/Yellow 36 Yellow/Black 57 White/Blue/Black
16 Yellow/Brown 37 Grey/Blue 58 Brown/Blue/Black
17 White/Grey 38 Pink/Blue 59 White/Red/Black
18 Grey/Brown 39 Grey/Red 60 Brown/Red/Black
19 White/Pink 40 Pink/Red 61 Black/White
20 Pink/Brown 41 Grey/Black
21 White/Blue 42 Pink/Black

Tables and automatic selection guides:
Each pre-assembled cable has the following features:
To help you choose the right products for your application,

e PLC connector: The original connector of the Weidmdiiller offers a catalogue with a selection of tables
manufacturer is used. which can be found on the following pages.
* |Interface Connector: 3 types of connectors are used
according to the interface they connect to. In addition, on our website, we have an automatic selection
- Ribbon cable connectors - which are supplied with a guide, using intuitive software that can help you to choose
hood to protect them from cable extraction forces and the appropriate interface and cable for your Input/Output
ensure secure and reliable connection. cards. This can be found at www.weidmueller.com

- Very robust RSV connectors that allow working with
high voltages of up to 230 V.

- SUB-D connectors, where the wire screening for
analogue signals is connected directly to the metallic
body of the connector to minimise the effect of
electromagnetic interferences.

e Cable: A multipole 0.25 mm? cross-section wire is used.
This is also shielded for analogue signal cables. Each of
the individual wires is identified by means of a colour
code according to DIN 47100.

2690170000 Weidmiiller 32 A7
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Universal solutions for PLC input/output cards

Advantages of the system:

The combination of pre-assembled cables and the interfaces
allows the final connecting system to be:

* Safe
- It excludes the risk of errors in cabling

* Fast
The use of pre-assembled cables means there are real
savings in time:
- during design, thanks to the selection guides.
- during assembly.
- during startup.
- in the detection/resolution of problems.

* Reliable
- no cabling errors,
- clean cabling in cabinet
(multi-pole cables instead of single cables)

* Flexible

- a multitude of input/output interfaces

- variable cable lengths,

- expansions can be made without any problem.

- flexibility thanks to the simplicity of interchanging and
diverse input/output interfaces.

- easy migration to another system, simply by changing
the pre-assembled cable.

¢ Small-space reduction
- more space in the cable ducts,
- narrow modules,
- no terminal block

Weidmiiller 3¢
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PLC interface selection tables

Selection guide

PLC SIEMENS - S7-300 / ET- 200M a

| —

1s [ H2016 1 12016
- I GES7323-1BLOGOARD |- 7789236100 w01 : 20T

GES7331-THFO1-0AB0_| 8Al 778980110 1 H20 1
GEST331-1KF01-0AB0 | 8 Al 778960410 1 A3716 1
GEST331-1KF02-0AB0 | 8 Al 7789604x0x 1 A3716 1
6ES7331-7KB00-0ABD | 2 Al 7789224x0x 1 A1504 1

GES7331-7KBO1-0ABD | 2 ]I 778922860 i IED i - 3
G6ES7331-7KB0Z0ABO | 2 Al 778922800 i AT504 i
2 GES7331-7KFO0-UABD | 8AI 7789229 1 A2508 i
6ES7331-7KF01-0AB0 | 8 Al 7789229xxx 1 A2508 1
GEST331-7KF020AB0 | 8 Al 7789229 1 A2508 1
GES7331-7NFOD-0ABO | 8 Al 778923 Tk 1 A3716 1
78923301 1 A2508 1
Selection guide 1 H40 1
1 A2508 1
1 H4D 1
1 A2508 1
. . Lo 1 H40 1

RS 10 - Selection guide for passive interfaces

for digital signals

= The selection tables help you to choose the pre-assembled
T E— cables and interfaces.

RS 160 WHS

RS 160 WHZ
RS 160 IWLHZ

1 Select the PLC card from the corresponding table
Example:
* PLC: Siemens S7-300
e Card: 6ES7321-1BH82-0AA0

un

i

i

o] | B | (o] |

TT[T(T)
S

]
§

LS SIS I S S S 2L 2 T

i

e 2 Check the code of the cable to be ordered:
Example:

RS 160 1WIRS
RS 160 2WRS

e e Cable code 7789234xxx
e Quantity: 1 unit (by card)

(|| (o

RS0 2WFRS

The last 3 digits indicate the length:
For example 015 indicates 1.5 m

2690170000 Weidmiitier € A35
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3 Locate the exact family of modules and the
quantity you require
Example:
¢ H2016 System Quantity: 1 unit (by card)
or
¢ 12016 System Quantity: 1 unit (by card)

Take the notes into account (if there are any)
The portfolio includes:

Passive digital input/output interfaces

(H System)

H20: Universal interface for pin to pin 20 pole ribbon
cable (see chapter D)

H2008: Passive input/output 8-channel digital interface
H2012: Passive input/output 12-channel digital interface
H2016: Passive input/output 16-channel digital interface
H40: Universal interface for pin to pin 40 pole ribbon
cable (see chapter D)

Passive digital input/output interfaces for high
voltage (R System)

R1208: Passive input/output 8-channel digital interface
(for high voltage)

R2416: Passive input/output 16-channel digital interface
(for high voltage)

R3632: Passive input/output 32-channel digital interface
(for high voltage)

Passive analogue output/input interfaces

(S System)

A15: Universal interface for pin to pin SUB-D 15 male
poles (see catalogue D)

A25: Universal interface for pin to pin SUB-D 25 male
poles (see catalogue D)

A37: Universal interface for pin to pin SUB-D 37 male
poles (see catalogue D)

A1504: Passive input/output 4-channel analogue
interface

A2508: Passive input/output 8-channel analogue
interface

A3716: Passive input/output 16-channel analogue
interface

A1504M: Passive input/output 4-channel analogue
interface (specific)

A2508P: Passive input/output 8-channel analogue
interface (specific)

A2509M: Passive input/output 8+1-channel analogue
interface (specific)

2690170000
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Relay insulated digital output/input interfaces
02008: 8-channel insulated digital output interface
positive switching

02008N: 8-channel insulated digital output interface
negative switching

02012: 12-channel insulated digital output interface
positive switching

02016: 16-channel insulated digital output interface
positive switching

02016N: 16-channel insulated digital output interface
negative switching

12016: 16-channel insulated digital input interface

Note the page number that is shown in the top part
of the column

Example:

* H2016 System -> See page A.35

or

¢ 12016 System -> See page A.61

Once the module family is chosen (step 3 - eg H2016), go
to the page identified in step 4 and locate that family in
the new table on that page.

Choose the interface according to your application needs
ie. 1, 2 or 3 wires, screw or tension clamp connection,
with fuse, LED, switch, etc.

Go to the specifications page where you can check all the
details of the interface.

Note: The interfaces are intended to be used inside an
IP20 enclosure at least.
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Selection guide

PLC ABB S800

778964 1xxx 1 1
DIg11 ™ 16 DI 778964 1xxx 1 H2016 1
DIg14~ 16 DI 778964 1xxx 1 H0216 1
DI818 + TU819 32DI 778964 1xxx 2 H2016 2
DI830 16 DI 778964 1xxx 1 H2016 1 12016 1
DIg31~ 16 DI 778964 1xxx 1 H2016 1
DI340 16 DI 778964 1xxx 1 H2016 1 12016 1
DI880 16 DI 778964 1xxx 1 H2016 1 12016 1
D0810 16 DO 778964 1xxx 1 H2016 1 02016 1
D0814°® 16 DO 778964 1xxx 1 H2016 1 02016N 1
D0815 8D0 7789643xxx 1 H2016 1 02016 1
D0818+TU819 32D0 778964 1xxx 2 H2016 2 02016 2
D0840 16 DO 778964 1xxx 1 H2016 1 02016 1
D08380 16 DO 778964 1xxx 1 H2016 1 02016 1
AI810 8 Al 7789657xxx 1 A25 1
AI810 8 Al 2491490xxx 1 A2508 1
Al820 4Al 7789657xxx 1 A25 1
AI830 8Al 7789657xxx 1 A25 1
AI830A 8Al 7789657xxx 1 A25 1
Al845 8Al 7789657xxx 1 A25 1
Al880+TU854 8 Al 7789657xxx 1 A2508 1
A0810 8 A0 7789657xxx 1 A25 1
A0810 8 A0 1349920xxx 1 A2508 1
A0810V2 8 A0 7789657xxx 1 A25 1
A0815 8 A0 7789657xxx 1 A25 1
A0820 4A0 7789657xxx 1 A25 1
A0845 8A0 7789657xxx 1 A25 1

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ Use with 812TU MTU
* The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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Selection guide

PLC EMERSON DELTAV

PLC o Cabes efaes
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels | OrderNo, | Quantity | Type | Quantity ~ Type  Quantity ~ Type | Quantity
VE4001S2T1B1 % 8 DI 7789100xxx 1 H2016 1
VE4001S2T1B2~ 8 DI 7789100xxx 1 H2016 1
VE4001S2T1B3 * 8 DI 7789701xxx 1 H2016 1
VE4001S2T2B1~ 8 DI 7789100xxx 1 H2016 1
VE4001S2T2B2* 8 DI 7789100xxx 1 H2016 1
o VE4001S2T2B3 8 DI 7789701xxx 1 H2016 1
VE4001S2T2B4 ~ 32Dl 7789100xxx 2 H2016 2
VE4001S2T2B5 * 32Dl 7789702xxx 2 H2016 2
VE4001S3T1B1 8 DI 7789104xxx 1 R2416 1
VE4001S3T1B2 8 DI 7789104xxx 1 R2416 1
VE4001S3T2B1 8 DI 7789104xxx 1 R2416 1
VE4001S3T2B2 8 DI 7789104xxx 1 R2416 1
VE4002S1T1B1~ 8D0 7789100xxx 1 H2008 1
VE4002S1T1B2~ 8D0 7789100xxx 1 H2008 1
VE4002S1T1B3 * 8D0 7789701xxx 1 H2016 1
VE4002S1T2B1 % 8D0 7789100xxx 1 H2008 1
VE4002S51T2B2* 8D0 7789100xxx 1 H2008 1
00 VE4002S1T2B3 * 8D0 7789700xxx 1 H2008 1
VE4002S1T2B4 ~ 8D0 7789703xxx 1 H2008 1
VE4002S1T2B5 * 32D0 7789100xxx 2 H2016 2
VE4002S1T2B6 32D0 7789702xxx 2 H2016 2
VE4002S2T1B2 8D0 7789108xxx 1 R1208 1
VE4002S2T2B1 8D0 7789104xxx 1 R2416 1
VE4002S52T2B2 8D0 7789104xxx 1 R2416 1
VE4003S2B1 8 Al 1350490xxx 1 A2508 1
VE4003S2B2 8 Al 1350490xxx 1 A2508 1
VE4003S2B3 8 Al 1350490xxx 1 A2508 1
Al VE4003S2B4 8 Al 7789704xxx 1 A2508 1
VE4003S2B6 16 Al 1350500xxx 1 A3716 1
VE4003S3B3 8 Al 1350490xxx 1 A2508 1
VE4003S3B4 8 Al 7789704xxx 1 A2508 1
VE4003S6B1 8 Al 1350500xxx 1 A3716 1
VE400552B1 8 A0 1350490xxx 1 A2508 1
A0 VE400552B2 8AD 1350490xxx 1 A2508 1
VE4005S2B3 8A0 7789704xxx 1 A2508 1
Note A) Attention! Only use interfaces without LEDs

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.

¢ Cables 7789100xxx, 7789 104xxx, 7789 106xxx, 7789108xxx, 1350480xxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.
These cables do not have a PLC connector. Colour code according to DIN 47 100.

* The interfaces are intended to be used inside an IP20 enclosure at least.

* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC GE FANUC RX3i

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
1C694MDL230 8 DI 2680670xxx R2416 1
1C694MDL231 8 DI 2680670xxx R2416 1
1C694MDL240 16 DI 2680650xxx R2416 1
1C694MDL241 16 DI, positive logic 2680630xxx H2016 1 12016 1
1C694MDL250 16 DI 778963 1xxx R3632 1
1C694MDL260 32Dl 7789632xxx R3632 1
DI 1C694MDL632 8 DI, positive logic 2680810xxx R1208 1
1C694MDL634 8 DI, positive logic 2680630xxx H2008 1
1C694MDL645 16 DI, positive logic 2680630xxx H2008 1 12016 1
1C694MDL646 16 DI, positive logic 2680630xxx H2008 1 12016 1
1C694MDL654 32 DI, positive logic 7789066xxx H2016 2 12016 2
1C694MDL655 32 DI, positive logic 7789066xxx H2016 2 12016 2
1C694MDL660 32Dl 7789619xxx H2016 2 12016 2
1C694MDL310 12D0 2680660xxx R2416 1
1C694MDL330 8D0 2680810xxx R1208 1
1C694MDL340 16 D0 2680660xxx R2416 1
1C694MDL350 16 DO 778963 1xxx R3632 1
1C694MDL390 5D0 7789636xxx R2416 1
1C694MDL732 8D0 2680640xxx H2008 1 02008 1
1C694MDL734 6D0 7789669xxx R2416 1
1C694MDL740 16 DO 2680640xxx H2016 1 02016 1
DO 1C694MDL741 % 16 DO 2680640xxx H2016 1 02016N 1
1C694MDL742 ® 16 DO 2680640xxx H2016 1 02016 1
1C694MDL752 32D0 7789066xxx H2016 2 02016N 2
1C694MDL753 32D0 7789066xxx H2016 2 02016 2
1C694MDL754 32D0 7789618xxx H2016 2 02016 2
1C694MDLI16 16 DO 7789696xxx R3632 1
1C694MDLI30 8D0 2680670xxx R2416 1
1C694MDL931 8D0 7789665xxx R3632 1
1C694MDL940 16 DO 7789666xxx R2416 1
1C694ALG220 4 Al, voltage diff ial applicati 2680800xxx A1504 1
1C694ALG221 4 Al, voltage diff ial applicati 2680790xxx A1504 1
IC694ALG222 16 Al 2680690xxx A2508 1
IC694ALG223 16 Al 2680690xxx A2508 1
IC695ALG106 6 Al, current applicati 1373690xxx A2508 1
IC695ALG106 6 Al, voltage applicati 1373700xxx A2508 1
IC695ALG508 8Al 1338580xxx A3716 1
Al 1C695ALG600 8 Al, resi pplicati 7789622xxx A3716 1
1C695ALG600 8 Al, voltage or current app! 7789623xxx A3716 1
IC695ALG608 2:::“, — pplicati 778966 7xxx A2508 1
IC695ALG616 8 Al diff ial applicati 7789626xxx A3716 1
1C695ALG616 4Al, mode applicati 7789798xxx A3716 1
IC695ALG626 © 8 Al, diff ial applicati 7789626xxx A3716 1
IC695ALG626 © 16 Al, mode applicati 7789798xxx A3716 1
IC694ALG390 2A0 2680700xxx A2508 1
IC694ALG391 2A0 2680700xxx A2508 1
1C694ALG392 8 A0, current applicati 2680770xxx A1504 1
A0 IC694ALG392 8 A0, voltage applicati 2680780xxx A1504 1
IC695ALG704 4A0 7789668xxx A1504 1
IC695ALG708 8A0 7789625xxx A2508 1
IC695ALG728 ®'© 8AD 7789625xxx A2508 1
1C695ALG808 8AD 7789621xxx A2508 1
AI/AO0 IC694ALG442 ; ::] 2680720xxx A3716 1
DI/DO IC695HCS308 g g:] 1419430xxx H20 1
Note A) Attention! Use only interfaces without LEDs for the direct option. B) LEDs interfaces only possible if configured at 24 V DC
C) ion! Only use without di and test points

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
* The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC HONEYWELL C200

DO

Al

A0

Note

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—

TC-IDA161/TK-IDA161 16 DI 778903 1xxx 1 R2416 1

TC-IDD321 / TK-IDD321 32D1 778904 1xxx 1 H2016 2 12016 2

TC-IDJ161/TKIDJ161 16 DI 7789049xxx 1 H2016 1 12016 1

TC-IDK161/ TK-IDK161 16 DI 7789030xxx 1 R3632 1

TC-IDW161/TKIDW161 16 DI 7789030xxx 1 R3632 1

TC-IDX081/ TK-IDX081 8Dl 7789048xxx 1 R1208 1

TC-IDX161/ TK-IDX161 16 DI 7789049xxx 1 H2016 1 12016 1

TC-0DA161 TK-ODA161 16 D0 7789056xxx 1 R2416 1

TC-0DD321/TK-0DD321 32D0 7789042xxx 1 H2016 1 02016 1
TC-0DJ161/TK-0DJ161 16 D0 7789059xxx 1 H2016 1 02016 1
TC-0DK161/ TK-ODK161 16 D0 7789030xxx 1 R3632 1

TC-0DX081/ TK-0DX081 8D0 7789057xxx 1 R1208 1

TC-0DX161/ TK-0DX161 16 DO 7789040xxx 1 H2016 1 02016 1
TC-ORC081/ TK-ORC081 8D0 7789155xxx 1 R2416 1

TC-ORC161/TK-ORC161 16 DO 7789030xxx 1 R3632 1

TC-IAH061 / TK-IAH061 6 Al, current appli 7789156xxx 1 A2508 1

TC-IAH061 / TK-IAH061 6 Al, voltage appli 7789157xxx 1 A2508 1

TC-IAH161 / TK-IAH161 16 Al 7789032xxx 1 A3716 1

TC-IXR061 / TKIXR061* 6 Al, resistances 0 to 550 0 7789158xxx 1 A2508 1

TC-0AHO61 / TK-OAHO61 6A0 7789159xxx 1 A2508 1

TC-0AV061/ TK-0AV161 6A0 7789157xxx 1 A2508 1

TC-0AV081/ TK-0AV081 8 AO, current appli 7789037xxx 1 A2508 1

TC-0AV081/ TK-0AV081 8 AO, voltage applications 7789038xxx 1 A2508 1

A) Only for 2-wires applications

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.

In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at

www.weidmueller.com where you will always find the most up-to-date information.
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Selection guide

PLC MITSUBISHI MELSEC Q

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
0X10 16 DI 7789104xxx 1 R2416 1
0X28 8Dl 7789108xxx 1 R1208 1
x40 16 DI 7789100xxx 1 H2016 1
0X40-S17 16 DI 7789100xxx 1 H2016 1
ax41» 32D1 7789681xxx 1 H2016 2
0X41-81% 32D1 7789681xxx 1 H2016 2
ax42» 64 DI 7789681xxx 2 H2016 4
o 0X42-81% 64 DI 7789681xxx 2 H2016 4
0X50 16 DI 7789104xxx 1 R2416 1
ax70” 16 DI 7789100xxx 1 H2016 1
ax71 % 32D1 7789681xxx 1 H2016 2
ax72% 64 DI 7789681xxx 2 H2016 4
0X80 16 DI 7789100xxx 1 H2016 1 12016 1
0X81 32D1 7789682xxx 1 H2016 2 12016 2
0X82 64 DI 7789683xxx 2 H2016 4 12016 4
0X82-S1 64 DI 7789683xxx 2 H2016 4 12016 4
Qay10 16 DO 7789104xxx 1 R2416 1
QY18A 8D0 7789104xxx 1 R2416 1
Qay22 16 DO 7789104xxx 1 R2416 1
QY40pP ® 16 DO 7789100xxx 1 H2016 1 02016N 1
Qay41p® 32D0 7789708xxx 1 H2016 2 02016N 2
Qay42p® 64 D0 7789708xxx 2 H2016 4 02016N 4
DO Qys0® 16 DO 7789100xxx 1 H2016 1 02016N 1
QY68A 8D0 7789100xxx 1 H2016 1 02016 1
ay70® 16 DO 7789100xxx 1 H2016 1 02016N 1
ay71® 32D0 7789708xxx 1 H2016 2 02016N 2
QY80 16 DO 7789100xxx 1 H2016 1 02016 1
Qys1 3200 7789709xxx 1 H2016 2 02016 2
QY81P 3200 7789709xxx 1 H2016 2
32D1 7789681xxx 1 H2016 2
QHaZP 32D0 7789708xxx 1 H2016 2 02016N 2
N 32D1 7789681xxx 1 H2016 2
bi/b0 QX41VATP 32D0 7789708xxx 1 H2016 2 02016N 2
8Dl H2016 1
0X48Y57 % 700 7789100xxx 2 12016 1 02016N 1
062AD-DGH 2Al 1350480xxx 1 A1504 1
064AD 4Al 1350480xxx 1 A1504 1
064AD-GH 4Al 1350480xxx 1 A1504 1
Al 068AD-G 8 Al, current applicati 7789684xxx 1 A2508 1
Q68AD-G 8 Al, voltage applications 7789685xxx 1 A2508 1
Q68ADI 8 Al 1350490xxx 1 A2508 1
0Q68ADV 8 Al 1350490xxx 1 A2508 1
062DA 2A0 1350480xxx 1 A1504 1
062DA-FG 2A0 1350480xxx 1 A1504 1
062DAN 2A0 1350480xxx 1 A1504 1
064DA 4 A0 1350480xxx 1 A1504 1
064DAN 4 A0 1350480xxx 1 A1504 1
A0 066DA-G 6 AO, current applicati 7789710xxx 1 A2508 1
066DA-G 6 AD, voltage applicati 7789711xxx 1 A2508 1
068DAI 8AD 1350490xxx 1 A2508 1
0Q68DAIN 8A0 1350490xxx 1 A2508 1
068DAV 8A0 1350490xxx 1 A2508 1
068DAVN 8A0 1350490xxx 1 A2508 1
Note A) Attention! Only use interfaces without LEDs

B) Attention! Use only interfaces without LEDs for the direct option.

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.

¢ Cables 7789100xxx, 7789 104xxx, 7789 106xxx, 7789108xxx, 1350480xxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.
These cables do not have a PLC connector. Colour code according to DIN 47 100.

* The interfaces are intended to be used inside an IP20 enclosure at least.

* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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Selection guide

PLC MOELLER XIOC

16 DI, positive logic 7789862xxx 1 1
XI0c-16DI 16 DI, negative logic » 7789863xxx 1 H2016 1
XI0C-16DI-AC 16 DI 7789864xxx 1 R2416 1
XI0C-16DI-AC110 16 DI 7789864xxx 1 R2416 1
32 DI, positive logic 778977 1xxx 1 H2016 2 12016 2
Xioc-3201 32 DI, negative logic ¥ 7789768xxx 1 H2016 2
8 DI, positive logic 7789862xxx 1 H2008 1
Xloc-8ol 8 DI, negative logic # 7789863xxx 1 H2016 1
XI0C-12D0-R ® 12D0 778987 1xxx 1 R2416 1
XI0C-16D0 16 DO 7789865xxx 1 H2016 1 02016 1
XI0C-16D0-S 16 DO 7789865xxx 1 H2016 1 02016 1
X10C-32D0 32D0 7789866xxx 1 H2016 2 02016 2
X10C-8D0 8D0 7789865xxx 1 H2008 1 02008 1
- XI0C-16DX :: g:) 7789872xxx 1 H2016 1
XI0C-8AH12 8Al 7789867xxx 1 A2508 1
- XI0C-8AI-U1 8 Al 7789867xxx 1 A2508 1
XI0C-8AI-U2 8 Al 7789867xxx 1 A2508 1
XI0C-2A0-U1-2A0-12 4A0 7789868xxx 1 A1504 1
XI0C-2A0-U2 2A0 7789868xxx 1 A1504 1
XI0C-4A0-U1 4 A0 7789868xxx 1 A1504 1
XI0C-4A0-U2 4 A0 7789868xxx 1 A1504 1
XI0C-2AI-1A0-U1 : ::) 7789870xxx 1 A1504 1
2Al
XI0C-2AI-1AC-U1T-1 280 7789870xxx 1 A1504 1
4Al
XI0C-4A1-2A0-U1 7789869xxx 1 A2508 1
2A0
4Al
XI0C-4AI-2A0-U1-1 280 7789869xxx 1 A2508 1

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC OMRON - CJ1W

7789664xxx 1 1
1A201 8Dl 7789648xxx 1 R1208 1
10211 16 DI, positive logic 7789645xxx 1 H2016 1
16 DI, negative logic » 7789833xxx 1 H2016 1
10231 32 DI, positive logic 778977 1xxx 1 H2016 2
32 DI, negative logic ¥ 7789768xxx 1 H2016 2
10232 32 DI, positive logic 7789772xxx 1 H2016 2
32 DI, negative logic ¥ 7789767xxx 1 H2016 2
10261 64 DI, positive logic 778977 1xxx 2 H2016 4
64 DI, negative logic 7789768xxx 2 H2016 4
10262 64 DI, positive logic 7789772xxx 2 H2016 4 12016 4
64 DI, negative logic ¥ 7789767xxx 2 H2016 4
0A201 8D0 7789648xxx 1 R1208 1
0C201 8D0 7789649xxx 1 R2416 1
0c211 16 DO 7789664xxx 1 R2416 1
0D201°® 8D0 7789650xxx 1 H2016 1 02016N 1
00202 8D0 7789650xxx 1 H2008 1 02008 1
0D211® 16 DO 7789794xxx 1 H2016 1 02016N 2
00212 16 DO 7789794xxx 1 H2016 1 02016 2
0D231% 32D0 7789793xxx 1 H2016 2 02016N 2
00232 32D0 7789373xxx 1 H2016 2 02016 2
0D233 % 32D0 7789373xxx 1 H2016 2 02016N 2
0D261°" 64 D0 7789793xxx 2 H2016 4 02016N 4
0D262 64 D0 7789373xxx 2 H2016 4 02016 4
0D263 ® 64 D0 7789373xxx 2 H2016 4 02016N 4
VD232 16 DI, positive logic 7789328xxx 1 H2016 1
16 DO 7789329xxx 1 H2016 1 02016 1
16 DI, ive logic 7789329xxx 1 H2016 1
c) )
232 16 DO 7789329xxx 1 H2016 1 02016 1

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC ROCKWELL - COMPACT LOGIX

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
1769-1A16 16 DI 7789025xxx 1 R2416 1
1769-1A8I 8Dl 7789016xxx 1 R2416 1
1769-IM12 12DI 7789025xxx 1 R2416 1
16 DI, positive logic 7789770xxx 1 H2016 1 12016 1
17631016 16 DI, negative logic ¥ 778983 1xxx 1 H2016 1
16 DI, positive logic 7789770xxx 1 H2016 1 12016 1
DI 17631016F 16 DI, negative logic ¥ 778983 1xxx 1 H2016 1
. . 7789770xxx 1
1769-1032 32 DI, positive logic 778969500 1 H2016 2 12016 2
. . 778983 1xxx 1
1769-1032 32 DI, negative logic 778983200 1 H2016 2
32 DI, positive logic 1489160xxx 1 H2016 2 12016 2
176810327 32 DI, negative logic 1489180xxx 1 H2016 2
1769-0A16 16 DO 7789024xxx 1 R2416 1
1769-0A8 8D0 7789017xxx 1 R1208 1
1769-0B16 16 DO 7789769xxx 1 H2016 1 02016 1
1769-0B16P 16 DO 7789769xxx 1 H2016 1 02016 1
1769-0832 3200 1789769 ! H2016 2 02016 2
0o 7789697xxx 1
1769-0B32T 32D0 1489170xxx 1 H2016 2 02016 2
1769-0B8 8D0 7789015xxx 1 H2008 1 02008 1
1769-0V16» 16 DO 7789769xxx 1 H2016 1
1769-0W16 16 DO 7789024xxx 1 R2416 1
1769-0W8 8D0 7789017xxx 1 R1208 1
1769-0W8I 8D0 7789016xxx 1 R2416 1
1769-IF4 4 Al, current applicati 7789026xxx 1 A1504 1
1769-IF4 4 Al, voltage applicati 7789046xxx 1 A1504 1
Al 1769-F41 4 Al, current applicati 7789027xxx 1 A1504 1
1769-IF41 4 Al, voltage applicati 7789047 xxx 1 A1504 1
1769-1F8 8 Al, current applicati 7789028xxx 1 A2508 1
1769-1F8 8 Al, voltage applicati 7789045xxx 1 A2508 1
1769-0F2 2A0 7789029xxx 1 A1504 1
A0 1769-0F4CI 4 A0 7789043xxx 1 A1504 1
1769-0F8C 8AD 7789044xxx 1 A2508 1
1769-0F8V 8A0 7789044xxx 1 A2508 1
Note A) Attention! Only use interfaces without LEDs

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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Selection guide

PLC ROCKWELL - CONTROL LOGIX

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
1756-1A16 16 DI 778903 1xxx 1 R2416 1
1756-1A161 16 DI 7789030xxx 1 R3632 1
1756-1A8D 8Dl 7789048xxx 1 R1208 1
1756-1B16 16 DI 7789039xxx 1 H2016 1 12016 1
1756-1B16D 16 DI 7789049xxx 1 H2016 1 12016 1
DI 1756-1B161 16 DI 7789049xxx 1 H2016 1 12016 1
1756-1B32 32D1 778904 1xxx 1 H2016 2 12016 2
1756-1C16 16 DI 778903 1xxx 1 R2416 1
1756-1H161 16 DI 7789030xxx 1 R3632 1
1756-IM161 16 DI 7789030xxx 1 R3632 1
1756-IN16 16 DI 778903 1xxx 1 R3632 1
1756-0A16 16 DO 7789056xxx 1 R3632 1
1756-0A161 16 DO 7789030xxx 1 R3632 1
1756-0A8 8D0 7789057xxx 1 R1208 1
1756-0A8D 8D0 7789048xxx 1 R1208 1
1756-0A8E 8D0 7789048xxx 1 R1208 1
1756-0B16D 16 DO 7789040xxx 1 H2016 1 02016 1
1756-0B16E 16 DO 7789058xxx 1 H2016 1 02016 1
1756-0B161 16 DO 7789059xxx 1 H2016 1 02016 1
DO 1756-0B32 32D0 7789042xxx 1 H2016 2 02016 2
1756-0B8 8D0 7789151xxx 1 H2008 1 02008 1
1756-0B8EI 8D0 7789152xxx 1 H2008 1 02008 1
1756-0C8 8D0 7789153xxx 1 R2416 1
1756-0H8I 8D0 7789154xxx 1 R2416 1
1756-0N8 8D0 7789057 xxx 1 R1208 1
1756-0V16E 16 D0 7789058xxx 1 H2016 1 02016 1
1756-0W161 16 DO 7789030xxx 1 R3632 1
1756-0X8I 8 D0 7789155xxx 1 R2416 1
1756-IF16 /1756-IF16H 16 Al 7789032xxx 1 A3716 1
1756-1F61 6 Al, current appl 7789156xxx 1 A2508 1
Al 1756-1F61 6 Al, voltage applicati 7789157xxx 1 A2508 1
1756-F8 8 Al, current applicati 7789035xxx 1 A2508 1
1756-IF8 8 Al, voltage applicati 7789036xxx 1 A2508 1
1756-1R6I 6 Al 7789158xxx 1 A2508 1
1756-0F4 4 A0, current appli 7789033xxx 1 A1504 1
1756-0F4 4 A0, voltage applicati 7789034xxx 1 A1504 1
A0 1756-0F6CI 6 AO, resi 0to 550 0 7789159xxx 1 A2508 1
1756-0F6VI 6A0 7789157xxx 1 A2508 1
1756-0F8/ 1756-0F8H 8 AO, current applications 7789037xxx 1 A2508 1
1756-0F8/ 1756-0F8H 8 AO, voltage applications 7789038xxx 1 A2508 1

Note

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC ROCKWELL - MICRO LOGIX 1400

Selection guide

1762-1A8 7789108xxx 1 1
17621016 16 DI 7789100xxx 1 H2016 1 12016
16 DI, positive logic 7789005xxx 1 H2016 2 12016
176210321 16 DI, negative logic 7789670xxx 1 H2016 2
1762-108 8Dl 7789100xxx 1 H2008 1
1762-0A8 8D0 7789108xxx 1 R1208 1
1762-0B16 16 DO 7789100xxx 1 H2016 1 02016 1
1762-0B32T 32D0 7789006xxx 1 H2016 2 02032 2
1762-0B8 8D0 7789100xxx 1 H2008 1 02008 1
1762-0V32T~ 32D0 7789006xxx 1 H2016 2 02016N 2
1762-0W16 16 DO 7789104xxx 1 R2416 1
1762-0W8 8D0 7789108xxx 1 R1208 1
1762-0X61 6D0 7789106xxx 1 R3632 1
8 DI, positive logic 7789100xxx 1 H2008 1
17621080W6 6D0 7789108xxx 1 R1208 1
8 DI, negative logic 7789100xxx 1 H2016 1
X n '
17621080W6 6D0 7789108xxx 1 R1208 1
1762-IF4 4 Al 1350480xxx 1 A1504 1
1762-1R4 4 Al, 2-wire applicati 1350480xxx 1 A1504 1
1762-1R4 ® 4 Al, 3 and 4-wire applicati 1350490xxx 1 A2508 1
[ A0 1762-0F4 4A0 1350480xxx 1 A1504 1
2Al
1762-IF20F2 280 1350480xxx 1 A1504 1

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.

¢ Cables 7789100xxx, 7789 104xxx, 7789 106xxx, 7789108xxx, 1350480xxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.
These cables do not have a PLC connector. Colour code according to DIN 47 100.

* The interfaces are intended to be used inside an IP20 enclosure at least.

* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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Selection guide

PLC SCHNEIDER - M258

TM5SDI12D 12Dl 7789840xxx 1 H2012 1
TM5SDI2D 20l 7789100xxx 1 H20 1
TM5SDI4A 4Dl 7789854xxx 1 R1208 1
TM5SDI4D 4Dl 7789100xxx 1 H20 1
TM5SDIGA 6DI 7789855xxx 1 R1208 1
TM5SDIGD 6DI 7789100xxx 1 H20 1

TM5SD012T 1200 7789840xxx 1 H2012 1 02012 1
TMSDO2T 200 7789100xxx 1 H20 1
TM5SD04R 400 7789858xxx 1 R1208 1
TM5SDO4T 400 7789100x 1 H20 1
TM5SDO4TA 400 7789100 1 H20 1
TV5SDOGT 6D0 7789100xxx 1 H20 1

TV5SDOSTA 800 7789857xxx 1 H2008 1 02008 1
8Dl H2008 1

- TM5SDM12DT 200 7789859xxx 1 12008 . G200 1
TM5SAI2H 241 778984 1xxx 1 A1504M 1
TM5SAIZL 241 778984 1xxx 1 A1504M 1
TM5SAI2PH 241 778984 1xxx 1 Al5 1
TM5SAIZH 4Al 778984 1xxx 1 A1504M 1
TM5SAIL 4Al 778984 1xxx 1 A1504M 1
TM5SAI4PH 4Al 778984 1xxx 1 A15 1
TM5SA02H 2A0 778984 1xxx 1 A1504M 1
TM5SA02L 2A0 778984 1xxx 1 A1504M 1
TM5SA04H 4A0 778984 1xxx 1 A1504M 1
TM5SAQ4L 4A0 778984 1xxx 1 A1504M 1

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.

e Cables 7789100xxx, 7789104xxx, 7789106xxx, 7789108xxx, 1350480xxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.
These cables do not have a PLC connector. Colour code according to DIN 47 100.

* The interfaces are intended to be used inside an IP20 enclosure at least.

¢ The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SCHNEIDER - M340 / M580

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
16 DI, negative logic » 7789630xxx 1 H2016 1
BIX DAI 1602 16 DI, positive logic 7789382xxx 1 R2416 1
BMX DAI 1603 16 DI 7789382xxx 1 R2416 1
o BMX DAI 1604 16 DI 7789382xxx 1 R2416 1
BMX DDI 1602 16 DI 7789380xxx 1 H2016 1 12016 1
BMX DDI 1603 16 DI 7789382xxx 1 R2416 1
BMX DDI 3202 K 32DI 7789387xxx 1 H2016 2 12016 2
BMX DDI 6402 K 64 DI 7789387xxx 2 H2016 4 12016 4
BMX DAO 1605 16 D0 7789383xxx 1 R2416 1
BMX DDO 1602 16 DO 7789380xxx 1 H2016 1 02016 1
BMX DDO 1612® 16 DO 7789380xxx 1 H2016 1 02016N 1
DO BMX DDO 3202 K 32D0 7789387xxx 1 H2016 2 02016 2
BMX DDO 6402 K 64 D0 7789387xxx 2 H2016 4 02016 4
BMX DRA 0805 8D0 7789633xxx 1 R2416 1
BMX DRA 1605 16 D0 7789384xxx 1 R2416 1
8Dl H2008 1
BMX DDM 16022 800 7789386xxx 1 12008 1 02008 1
8 DI H2008 1
DI/DO BMX DDM 16025 800 7789635xxx 1 R1208 1
16 DI H2016 1
BMX DDM 3202 K 1600 7789387xxx 1 12016 1 02016 1
BMX AMI 0410 4 Al, current applicati 7789638xxx 1 A1504 1
BMX AMI 0410 4 Al, voltage applicati 7789637xxx 1 A1504 1
BMX ART 0414 4Al 7789639xxx 1 A3716 1
Al BMX AMI 0810 8Al, current applicati 7789846xxx 1 A2508 1
BMX AMI 0800 8Al, current applicati 7789846xxx 1 A2508 1
BMX AMI 0800 8Al, voltage/current applicati 1479600xxx 1 H40 1
BMX ART 0814 8 Al 7789639xxx 2 A3716 2
A0 BMX AMO 0210 2A0 7789640xxx 1 A1504 1
BMX AMO 0410 4 A0 7789637xxx 1 A1504 1
BMX AMO 0802 8AD 7789847xxx 1 A2508 1
AI/A0 BMX AMM 0600 4 Al + 2 AD, current applicati 7789629xxx 1 A1504 2
BMX AMM 0600 4 Al + 2 AO, voltage applications 7789628xxx 1 A1504 2
Note A) Attention! Only use interfaces without LEDs

B) Attention! Use only interfaces without LEDs for the direct option.

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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N

AT

PLC SCHNEIDER - MICRO

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
TSX DEZ 08A4 8 DI 7789307xxx 1 R1208 1
TSX DEZ 08A5 8Dl 7789307xxx 1 R1208 1
TSX DEZ 12D2 7 12DI 7789312xxx 1 H2016 1
DI TSX DEZ 12D2K 12DI 7789301xxx 1 H2012 1
TSX DEZ 32D2 32Dl 77893 14xxx 1 H2016 2 12016 2
TSD DSZ 32R5 32D1 7789330xxx 1 R3632 1
TSX DSZ 3212 32DI 77893 14xxx 1 H2016 2 12016 2
TSX DSZ 04122 4D0 7789312xxx 1 H2008 1 02008 1
0o TSX DSZ 08R5 16 DO 7789308xxx 1 R2416 1
TSX DSZ 0812 8D0 7789312xxx 1 H2008 1 02008 1
TSX DSZ 08T2K 8D0 7789301xxx 1 H2008 1 02008 1
8 DI H2008 1
TSXDMZ 16DTK 300 7789834xxx 1 12008 1 02008 1
16 DI R2416 1
TSX DMZ 28AR 1200 778933 1xxx 1 R2016 1
TSX DMZ 28DR 1601 778933 1xxx 1 2416 !
12D0 R2416 1
Ll 16 DI H2016 1
TSX DMZ 28DT 1200 7789313xxx 1 12016 1 02016 1
16 DI 778930 1xxx 1 H2016 1
TSXDMZ 28DTK 12D0 7789301xxx 1 H2012 1 02012 1
32D1 7789301xxx 2 H2016 2
TSXDMZ64DTK 32D0 778930 1xxx 2 H2016 2 02016 2
TSXAEZ 414 4 Al 7789309xxx 1 A1504 1
Al TSX AEZ 801 8Al 778931 1xxx 1 A2508 1
TSX AEZ 802 8 Al 778931 1xxx 1 A2508 1
A0 TSX ASZ 200 2A0 7789310xxx 1 A1504 1
TSXASZ 401 4A0 7789310xxx 1 A1504 1
Note A) Attention! Only use interfaces without LEDs

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SCHNEIDER - PREMIUM

Note

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A61-
Manufacturer code Number/Type of channels _—
TSX DEY 08D2 8Dl 7789322xxx 1 H2008 1
TSX DEY 16A2 16 DI 7789315xxx 1 R2416 1
TSX DEY 16A3 16 DI 77893 15xxx 1 R2416 1
TSX DEY 16A4 16 DI 7789315xxx 1 R2416 1
TSX DEY 16A5 16 DI 7789315xxx 1 R2416 1
DI TSX DEY 16D2 16 DI 7789322xxx 1 H2016 1 12016 1
TSX DEY 16D3 16 DI 7789322xxx 1 H2016 1 12016 1
TSX DEY 16FK 16 DI 7789301xxx 1 H2016 1 12016 1
TSX DEY 32D2K 32D1 7789301xxx 2 H2016 2 12016 2
TSX DEY 32D3K " 32D1 7789301xxx 2 H2016 2
TSX DEY 64D2K 64 DI 7789301xxx 4 H2016 4 12016 4
TSX DSY 08R4D 8D0 7789318xxx 1 R2416 1
TSX DSY 08R5 8D0 7789316xxx 1 R2416 1
TSX DSY 08R5A 8D0 77893 18xxx 1 R2416 1
TSX DSY 08S5 8D0 7789316xxx 1 R2416 1
TSX DSY 0812 8D0 7789322xxx 1 H2008 1 02008 1
TSX DSY 08722 8D0 7789317xxx 1 R1208 1
DO TSX DSY 08T31 8D0 7789317xxx 1 R1208 1
TSX DSY 16R5 16 DO 7789316xxx 1 R2416 1
TSX DSY 1684 16 DO 7789316xxx 1 R2416 1
TSX DSY 16T2 16 DO 7789322xxx 1 H2016 1 02016 1
TSXDSY 16T3 % 16 DO 7789322xxx 1 H2016 1
TSX DSY 32T2K 32D0 7789301xxx 2 H2016 2 02016 2
TSX DSY 64T2K 64 D0 7789301xxx 4 H2016 4 02016 4
TSX AEY 1600 16 Al 1349980xxx 2 A2508P 2
TSZ AEY 414 4 Al resi li 7789319xxx 1 A2508P 1
Al TSXAEY 414 4 Al, current and voltage ppli 7789320xxx 1 A1504 1
TSX AEY 420 4 Al 1349980xxx 1 A2508P 1
TSX AEY 800 8 Al 1349980xxx 1 A2508P 1
TSX AEY 810 8 Al 7789261xxx 1 A2508P 1
TSXASY 410 4 A0, current appli 7789320xxx 1 A1504 1
A0 TSXASY 410 4 A0, voltage applications 7789321xxx 1 A1504 1
TSX ASY 800 8AD 1349980xxx 1 A2508P 1

A) Attention! Only use interfaces without LEDs

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SCHNEIDER - QUANTUM

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _— _—
140 DAI 340 00 16 DI 7789118xxx 1 R3632 1
140 DAI 353 00 32D1 7789118xxx 1 R3632 1
140 DAI 440 00 16 DI 7789118xxx 1 R3632 1
140 DAI 453 00 32D1 7789118xxx 1 R3632 1
140 DAI 540 00 16 DI 7789118xxx 1 R3632 1
Dl 140 DAI 543 00 16 DI 7789113xxx 1 R2416 1
140 DAI 553 00 32D1 7789118xxx 1 R3632 1
140 DAI 740 00 16 DI 7789118xxx 1 R3632 1
140 DDI 353 00 32D1 7789121xxx 1 H2016 2 12016 2
140 DDI 364 00 96 DI 7789301xxx 6 H2016 6 12016 6
140 DDI 841 00 16 DI 7789119xxx 1 H2016 1 12016 1
140 DDI 853 00 32DI 7789121xxx 1 H2016 2 12016 2
140 DAO 840 00 16 DO 7789118xxx 1 R3632 1
140 DAO 842 10 16 DO 7789113xxx 1 R2416 1
00 140 DDO 353 00 32D0 7789121xxx 1 H2016 2 02016 2
140 DDO 364 00 96 DO 7789301xxx 6 H2016 6 02016 6
140 DDO 843 00 16 DO 7789120xxx 1 H2016 1 02016 1
140 DRA 840 00 16 DO 7789118xxx 1 R3632 1
16 DI H2016 1
DI/DO 140 DDV 390 00 300 7789133xxx 1 12008 1 02008 1
140 ACI 030 00 8 Al, current applications 7789125xxx 1 A2508 1
140 ACI 030 00 8 Al, voltage appli 7789134xxx 1 A2508 1
140 ACI 040 00 16 Al 7789123xxx 1 A3716 1
Al 140 All 330 00 8 Al, 2-wire ppli 7789136xxx 1 A2508 1
140 ARI 030 10 8 Al, 2-wire applications 7789135xxx 1 A2508 1
140 AVI 030 00 8 Al, current appli 7789125xxx 1 A2508 1
140 AVI 030 00 8 Al, voltage appli 7789134xxx 1 A2508 1
140 ACO 020 00 4 A0 7789124xxx 1 A1504 1
A0 140 ACO 130 00 8 AO, without g 7789126xxx 1 A2508 1
140 AIO 330 00 8 AIO 7789137xxx 1 A2508 1

Note

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.

¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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N

PLC SCHNEIDER - TWIDO

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
TWD DDI 16DK 16 DI, positive logic 7789328xxx 1 H2016 1 12016
TWD DDI 16DT 16 DI, positive logic 7789100xxx 1 H2016 1 12016
ol TWD DDI 16DT ™ 16 DI, negative logic 7789100xxx 1 H2016 1
TWD DDI 32DK 32Dl 7789328xxx 2 H2016 2 12016
TWD DDI 8DT 8 DI, positive logic 7789100xxx 1 H2008 1 12016
TWD DDI 8DT* 8 DI, negative logic 7789100xxx 1 H2016 1
TWD DDO 16TK 16 DO 7789329xxx 1 H2016 1 02016 1
TWD DDO 16UK ® 16 DO 7789328xxx 1 H2016 1 02016N 1
TWD DDO 32TK 32D0 7789329xxx 2 H2016 2 02016 2
0o TWD DDO 32UK ® 32D0 7789328xxx 2 H2016 2 02016N 2
TWD DDO 8TT 8D0 7789100xxx 1 H2008 1 02008 1
TWD DDO 8UT* 8 D0 7789100xxx 1 H2016 1
TWD DRA 16RT 16 D0 7789104xxx 1 R2416 1
TWD DRA 8RT 8D0 7789108xxx 1 R1208 1
12 DI, positive logic 7789100xxx 1 H2012 1
TWD LMIDA 200RT 8 D0 7789104xxx R2416 1
12Dl ive logic 7789100xxx 1 H2016 1
M , neg,
TWD LMDA 200RT 8D0 7789104xxx R2416 1
12 DI, positive logic H2012 1
TWD LMDA 20DTK 800 7789327xxx 1 12016 1 02016 1
Lol 12 DI, positive logic H2012 1
) i
TWD LMDA 20DUK 800 7789326xxx 1 12016 1
24 DI, positive logic H2012 2
TWD LMDA 40DTK 1600 7789327xxx 2 12008 2 02008 2
24 DI, positive logic H2012 2
o
TWD LMDA 40DUK 1600 7789326xxx 2 2016 2
Al TWD AMI 2HT 2Al 1350480xxx 1 A1504 1
AO TWD AMO 1HT 1Al 1350480xxx 1 A1504 1
TWD ALM 3LT ZAl 1350480xxx 1 A1504 !
1A0 1
Al/A0 281 1
TWD AMM 3HT 1A0 1350480xxx 1 A1504 1

Note

A) Attention! Only use interfaces without LEDs
B) Attention! Use only interfaces without LEDs for the direct option.
C) Attention! Use only interfaces without LEDs for the direct output option.

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.

In some cases, the card can work at higher voltages than those indicated in the interface.

¢ Cables 7789100xxx, 7789 104xxx, 7789 106xxx, 7789108xxx, 1350480xxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.

These cables do not have a PLC connector. Colour code according to DIN 47 100.

* The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at

www.weidmueller.com where you will always find the most up-to-date information.
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PLC SIEMENS - S7-200

DI/DO

Al

A0

AI/A0

DI/DO/Al

Note

PLC
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
6ES7221-1BF22-DXA0 DI 7789100xxx 1 H2008 1
6ES7221-1BH22-0XA0 16 DI 7789100xxx 1 H2016 1 12016
6ES7221-1EF22-0XA0 DI 7789104xxx 1 R2416 1
6ES7222-1BD22-0XA0 4D0 7789100xxx 1 H2008 1 02008 1
6ES7222-1BF22-0XA0 3D0 7789100xxx 1 H2008 1 02008 1
6ES7222-1EF22-0XA0 3D0 7789104xxx 1 R2416 1
6ES7222-1HD22-0XA0 3D0 7789104xxx 1 R2416 1
4Dl H2008 1
6ES7223-1BF22-DAX0 200 7789100xxx 2 42008 . 37008 ;
3DI H2008 1
6ES7223-1BH22-0XA0 200 7789100xxx 2 h2008 : 7008 ;
16 DI H2016 1
6ES7223-1BL22-0XA0 1500 7789100xxx 2 H20T6 : 2076 ;
32DI H2016 2
6ES7223-1BM22-0XA0 3200 7789100xxx 4 H20TG > 2076 ;
4Dl 7789100xxx 1 H2008 1
BES7223-1HF22-0XA0 4D0 7789108xxx 1 R1208 1
3DI 7789100xxx 1 H2008 1
BES7223-1PH22.0XA0 3D0 7789108xxx 1 R1208 1
16 DI 7789100xxx 1 H2016 1
BES7223-1PL22-0XAD 16 DO 7789104xxx 1 R2416 1
32Dl 7789100xxx 2 H2016 2
6ES223-1PM22-0XAD 32D0 7789104xxx 2 R2416 2
6ES7231-0HC22-0XA0 4Al 1350480xxx 1 A1504 1
6ES7231-0HF22-0XA0 3Al 1350490xxx 1 A2508 1
6ES7232-0HB22-0XA0 2 A0 1350480xxx 1 A1504 1
6ES7232-0HD22-0XA0 4 A0 1350480xxx 1 A1504 1
6ES7235-0KD22-0XA0 4A1/1A0 1350490xxx [ A2508 1
14Dl 7789100xxx 1 H2016 1
6ES7-214-1AE30-0XBO 10 D0 7789100xxx 1 H2012 1
2Al 1350480xxx 1 A1504 1
14Dl 7789100xxx 1 H2016 1
6ES7-214-1AG31-0XBO 10 D0 7789100xxx 1 H2012 1
2A1 1350480xxx 1 A1504 1

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.

In some cases, the card can work at higher voltages than those indicated in the interface.

e Cables 7789100xxx, 7789 104xxx, 7789 106xxx, 7789108xxx, 1350480xxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.

These cables do not have a PLC connector. Colour code according to DIN 47 100.
* The interfaces are intended to be used inside an IP20 enclosure at least.
¢ The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SIEMENS - S7-300/ET-200M

PLC
Input/Qutput cards
-seepageA.35(H,R) orA.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
6ES7321-1BHO0-0AA0 | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BHO1-0AAD | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BH02-0AA0 | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BH50-0AA0 | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BH80-0AAD | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BH81-0AA0 | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BH82-0AA0 | 16 DI 7789234xxx 1 H2016 1 12016 1
6ES7321-1BL00-0AA0 | 32 DI 7789236xxx 1 H2016 2 12016 2
6ES7321-1BL80-0AAD | 32DI 7789236xxx 1 H2016 2 12016 2
64 DI, positive logic 778977 1xxx 2 H2016 4 12016 4
6ES7321-1BPO0-0AAD e, DI, negative logic * 7789768xxx 2 H2016 4
6ES7321-1CH20-0AA0 | 16 DI 778921 1xxx 1 R2416 1
DI 6ES7321-1CH80-0AA0 | 16 DI 7789211xxx 1 R2416 1
6ES7321-1EH00-0AA0 | 16 DI 7789212xxx 1 R2416 1
6ES7321-1EH01-0AA0 | 16 DI 7789212xxx 1 R2416 1
6ES7321-1ELO0-0AAD | 32 DI 7789215xxx 1 R3632 1
6ES7321-1FF00-0AA0 | 8DI 7789219xxx 1 R1208 1
6ES7321-1FF01-0AAD0 | 8 DI 7789219xxx 1 R1208 1
6ES7321-1FF81-0AA0 | 8 DI 7789219xxx 1 R1208 1
6ES7321-1FH00-0AA0 | 16 DI 7789212xxx 1 R2416 1
6ES7321-7BH00-0AB0 | 16 DI 7789210xxx 1 R2416 1
6ES7321-7BH01-0ABO | 16 DI 7789210xxx 1 R2416 1
6ES7321-7BH80-0AB0 | 16 DI 7789210xxx 1 R2416 1
6ES7321-7RD00-0AB0 | 16 DI 2183160xxx 1 H20 1
6ES7326-1BK02-0AB0 | 24 DI 2183170xxx 1 H40 1
6ES7322-1BF00-0AA0 | 8 DO 7789239xxx 1 H2008 1 02008 1
6ES7322-1BF01-0AA0 | 8 DO 7789239xxx 1 H2008 1 02008 1
6ES7322-1BH00-0AA0 | 16 DO 7789234xxx 1 H2016 1 02016 1
6ES7322-1BH01-0AA0 | 16 DO 7789234xxx 1 H2016 1 02016 1
6ES7322-1BH10-0AA0 | 16 DO 7789234xxx 1 H2016 1 02016 1
6ES7322-1BH81-0AA0 | 16 DO 7789234xxx 1 H2016 1 02016 1
6ES7322-1BL00-0A00 | 32 DO 7789236xxx 1 H2016 2 02016 2
6ES7322-1BP00-0AAD0 | 64 DO 7789246xxx 2 H2016 4 02016 4
6ES7322-1BP50-0AA0 | 64 DO 7789246xxx 2 H2016 4 02016N 4
6ES7322-1CF00-0AAD | 8DO 7789191xxx 1 R1208 1
6ES7322-1CF80-0AA0 | 8 DO 778919 1xxx 1 R1208 1
6ES7322-1EH00-0AAD | 16 DO 7789211xxx 1 R2416 1
6ES7322-1EH01-0AA0 | 16 DO 778921 1xxx 1 R2416 1
6ES7322-1ELO0-0AA0 | 32D0 7789211xxx 2 R2416 2
Do 6ES7322-1FF00-0AAD0 | 8 DO 7789219xxx 1 R1208 1
6ES7322-1FF01-0AA0 | 8 DO 7789219xxx 1 R1208 1
6ES7322-1FF81-0AA0 | 8 DO 7789219xxx 1 R1208 1
6ES7322-1FH00-0AA0 | 16 DO 7789211xxx 1 R2416 1
6ES7322-1FL00-0AA0 | 32 D0 778921 1xxx 2 R2416 2
6ES7322-1HF80-0AA0 | 8 DO 7789190xxx 1 R2416 1
6ES7322-1HHO1-0AAQ0 | 16 DO, Only for 24V DC 7789214xxx 1 H2016 1
6ES7322-5GH00-0AB0 | 16 DO 7789215xxx 1 R3632 1
6ES7322-5RD00-0AB0 ®| 4 DO 7789192xxx 1 H2016 1
6ES7322-5SD00-0AB0 ® | 4 DO 7789192xxx 1 H2016 1
6ES7322-8BF00-0AB0 | 8 DO, without redundancy 7789239xxx 1 H2008 1 02008 1
6ES7322-8BF00-0AB0 | 8 DO, with redundancy 7789830xxx 1 H2008 1 02008 1
6ES7322-8BH01-0AB0 | 16 DO, without redundancy 7789729xxx 1 H2016 1 02016 1
6ES7322-8BH01-0AB0 | 16 DO, with redundancy 7789730xxx 1 H2016 1 02016 1
6ES7326-2BF10-0AB0 | 16 DO 2183170xxx 1 HA40 1
6ES7326-2BF41-0AB0 | 8 DO 2183170xxx 1 H40 1
8Dl H2008 1
6ES7323-1BH00-0A00 300 7789237xxx 1 12008 1 02008 1
8 DI H2008 1
oub0 6ES7323-1BH01-00A0 : g? 7789237xxx 1 :;ggg 1 02008 1
6ES7323-1BH80-0AA0 200 7789237xxx 1 12008 1 02008 1
8DI H2008 1
6ES7323-1BH80-0A00 800 7789237xxx 1 12008 1 02008 ]
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PLC SIEMENS - S7-300 / ET-200M

PLC
-seepageA.35(H,R) orA.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
16 DI H2016 1 12016 1

DI/DO 6ES7323-1BLO0-0AAQ 1600 7789236xxx 1 H2016 1 02016 1
6ES7331-7HF01-0AB0 | 8Al 7789801xxx 1 H20 1
6ES7331-1KF01-0AB0 | 8 Al 7789604xxx 1 A3716 1
6ES7331-1KF02-0AB0 | 8 Al 7789604xxx 1 A3716 1
6ES7331-7KB00-0ABO | 2 Al 7789224xxx 1 A1504 1
6ES7331-7KB01-0AB0 | 2 Al 7789224xxx 1 A1504 1
6ES7331-7KB02-0AB0 | 2 Al 7789224xxx 1 A1504 1
6ES7331-7KF00-0AB0 | 8Al 7789229xxx 1 A2508 1
6ES7331-7KF01-0AB0 | 8 Al 7789229xxx 1 A2508 1
6ES7331-7KF02-0AB0 | 8 Al 7789229xxx 1 A2508 1
6ES7331-7NF00-0AB0 | 8 Al 778923 1xxx 1 A3716 1
Al 8 Al, voltage app 7789233xxx 1 A2508 1
GES7331-TNF10-0ABO0 o Al, current appli 7789759xxx 1 H40 1
6ES7331-7PF00-0AB0 | 8 Al, 2-wire appli 7789230xxx 1 A2508 1
6ES7331-7PF00-0AB0 | 8 Al, 3 and 4-wire appli 7789759xxx 1 H40 1
6ES7331-7PF01-0AB0 | 8 Al, 2-wire applicati 7789230xxx 1 A2508 1
6ES7331-7PF01-0AB0 | 8 Al, 3 and 4-wire appli 7789759xxx 1 H40 1
6ES7331-7RD00-0AB0 | 4 Al, 2-wire applicati 7789193xxx 1 A1504 1
6ES7331-7RD00-0AB0 | 4 Al, 4-wire appli 7789194xxx 1 A2508 1
6ES7331-7TF01-0AB0 | 8 Al, 2-wire appli 7789229xxx 1 A2508 1
6ES7331-7TF01-0AB0 | 8 Al, 4-wire appli 7789800xxx 1 A2508 1
6ES7336-4GE00-0ABO | 6 Al 7789801xxx 1 H20 1
6ES7332-5HB00-0AB0 | 2 AO, 2-wire voltage appli 7789228xxx 1 A1504 1
6ES7332-5HB00-0ABO | 2 AQ, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-5HB00-0AB0 | 2 AO, current appli 7789227xxx 1 A1504 1
6ES7332-5HB01-0AB0 | 2 AQ, 2-wire voltage appli 7789228xxx 1 A1504 1
6ES7332-56HB01-0AB0 | 2 AO, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-56HB01-0AB0 | 2 AO, current app 7789227xxx 1 A1504 1
6ES7332-56HB81-0AB0 | 2 AO, 2-wire voltage appli 7789228xxx 1 A1504 1
6ES7332-56HB81-0AB0 | 2 A0, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-56HB81-0AB0 | 2 AO, current applicati 7789227xxx 1 A1504 1
6ES7332-56HD00-0ABO | 4 AO, 2-wire voltage appli 7789228xxx 1 A1504 1
6ES7332-56HD00-0ABO | 4 AO, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-5HD00-0AB0 | 4 A0, current i 7789227xxx 1 A1504 1
A0 6ES7332-5HD01-0AB0 | 4 A, 2-wire voltage appli 7789228xxx 1 A1504 1
6ES7332-5HD01-0AB0 | 4 A0, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-5HD01-0AB0 | 4 AO, current applicati 7789227xxx 1 A1504 1
6ES7332-5HF00-0AB0 | 8 AO, voltage app! 7789759xxx 1 H40 1
6ES7332-5HF00-0AB0 | 8 A, current appli 7789233xxx 1 A2508 1
6ES7332-5RD00-0AB0 | 4 A0 7789195xxx 1 A1504 1
6ES7332-7ND01-0AB0 | 4 AO, 2-wire voltage appli 7789228xxx 1 A1504 1
6ES7332-7ND01-0AB0 | 4 AO, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-7ND01-0AB0 | 4 AO, current appli 7789227xxx 1 A1504 1
6ES7332-7ND02-0AB0 | 4 AO, 2-wire voltage applications 7789228xxx 1 A1504 1
6ES7332-7ND02-0AB0 | 4 A0, 4-wire voltage appli 7789801xxx 1 H20 1
6ES7332-7ND02-0AB0 | 4 AO, current applications 7789227xxx 1 A1504 1
6ES7332-8TF01-0AB0 | 8 A0 7789229xxx 1 A2508 1
6ES7334-0CE01-0AA0 | 4AI+2A0 7789225xxx 1 A3716 1
AI/AO 6ES7334-0KE00-0ABO | 4 Al+2 A0 7789196xxx 1 A2508 1
6ES7335-7HG01-0AB0 | 4 Al +2 A0 7789226xxx 1 A3716 1
6ES7335-7HG02-0AB0 | 4 Al +2 A0 7789226xxx 1 A3716 1
10DI H2012 1

6ES7312-5BD00-0AB0 600 1431530xxx 1 12008 1 02008 1
10DI H2012 1

6ES7312-5BD01-0AB0 600 1431530xxx 1 12008 1 02008 1
10DI H2012 1

6ES7312-5BE03-0AB0 600 1431530xxx 1 12008 1 02008 1
CPu 10DI H2012 1
6ES7312-5BF04-0AB0 800 1431530xxx 1 12008 1

16 DI H2016 1 12016 1
7789222xxx 1

6ES7312-6EH04-0AB0 1600 H2016 ! 02016 !
8 DI 7789223xxx 1 H2008 !
5Al+2A0 A2508P 1
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Selection guide

PLC SIEMENS - S7-300 / ET-200M

PLC o Cabes  ntefaces
-seepageA.35(H,R) orA.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
16 DI H2016 1
7789222xxx 1
6ES7313-5BE00-0ABO 16 00 #2016 ! 02016 !
8DI 7789223 1 H2008 1
5AI+2A0 b A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7313-5BE01-0ABO 1600 H2016 ! 02016 !
8 DI 7789223xxx 1 H2008 !
5Al+2A0 A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7313-5BF03-0AB0 1600 #2016 ! 02016 !
8 DI 7789223xxx 1 #2008 !
5Al1+2A0 A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7313-5BG04-0AB0 1600 H2016 ! 02016 !
8 DI 7789223xxx 1 H2008 !
5AI+2A0 A2508P 1
16 DI H2016 1 12016 1
6ES7313-6BE00-0ABO 1600 7789222xxx 1 H2016 1 02016 1
16 DI H2016 1 12016 1
6ES7313-6BE01-0ABO 1600 7789222xxx 1 12016 1 02016 1
16 DI H2016 1 12016 1
6ES7313-6BF03-0AB0 1600 7789222xxx 1 2016 1 02016 1
16 DI H2016 1 12016 1
6ES7313-6CE00-0ABO 1600 7789222xxx 1 12016 1 02016 1
16 DI H2016 1 12016 1
6ES7313-6CE01-0ABD 1600 7789222xxx 1 12016 1 02016 1
16 DI H2016 1 12016 1
- 6ES7313-6CF03-0AB0 1600 7789222xxx 1 12016 1 02016 1
16 DI 178922200 1 H2016 1 12016 1
6ES7314-6BF00-0AB0 1600 H2016 ! 02016 !
8 DI 7789223xxx 1 H2008 !
5Al+2A0 A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7314-6BF01-0AB0 16 D0 H2016 1 02016 1
8DI 1789223 1 H2008 1
5A1+2A0 o A2508P [
16 DI H2016 1 12016 1
7789222xxx 1
6ES7314-6BF02-0AB0 16 DO H2016 1 02016 1
8 DI 7789223xxx 1 H2008 !
5A1+2A0 A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7314-6CF00-0ABD 16 DO H2016 1 02016 1
8 DI 7789223xxx 1 H2008 !
5A1+2A0 A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7314-6CF01-0ABD 16 DO H2016 1 02016 1
8 DI 7789223xxx 1 H2008 !
5AI+2A0 A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7314-6CF02-0AB0 16 D0 H2016 1 02016 1
8DI 7789223 1 H2008 1
5AI+2A0 X A2508P 1
16 DI H2016 1 12016 1
7789222xxx 1
6ES7314-6CHO4-0ABO 16 DO H2016 1 02016 1
8ol 7789223xxx 1 H2008 !
5AI+2A0 A2508P 1
Note A) Attention! Use only interfaces without LEDs for the direct option.

B) This is not an ATEX solution. The interface cannot have LEDs, fuses, disconnectors or test points

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
* The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SIEMENS - S7-400

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels |17 Order No, "] """ Quantity " Type | Quantity  Type | Quantity = Type | Quanity |
6ES7421-1BLO0-0AAD | 32 DI 7789292xxx 1 H2016 2 12016 2
6ES7421-1BLO1-0AAD0 | 32 DI 7789292xxx 1 H2016 2 12016 2
6ES7421-1EL00-0AA0 | 32 DI 7789278xxx 1 R3632 1
o 6ES7421-1FH00-0AA0 | 16 DI 7789273xxx 1 R2416 1
6ES7421-1FH20-0AA0 | 16 DI 7789273xxx 1 R2416 1
6ES7421-7BH00-0AB0 | 16 DI 7789290xxx 1 H2016 2 12016 2
6ES7421-7BH01-0AB0 | 16 DI 7789290xxx 1 H2016 2 12016 2
6ES7421-7DH00-0ABO | 16 DI 7789278xxx 1 R3632 1
6ES7422-1BH10-0AA0 | 16 DO 7789291xxx 1 H2016 1 02016 1
6ES7422-1BH11-0AA0 | 16 DO 7789291xxx 1 H2016 1 02016 1
6ES7422-1BLO0-0AAD0 | 32 DO 7789292xxx 1 H2016 2 02016 2
00 6ES7422-1FF00-0AA0 | 8 DO 7789283xxx 1 R1208 1
6ES7422-1FH00-0AA0 | 16 DO 7789273xxx 1 R2416 1
6ES7422-1HHO0-0AA0 | 16 DO 7789270xxx 1 R3632 1
6ES7422-5EH10-0AB0 | 16 DO 7789291xxx 1 H2016 1 02016 1
6ES7422-7BL00-0AB0 | 32 DO 7789292xxx 1 H2016 2 02016 2
6ES7431-0HH00-0ABO | 16 Al 7789284xxx 1 A3716 1
6ES7431-1KF00-0ABO | 8 Al, voltage and resi: applications 2062360xxx 1 A2508 1
6ES7431-1KF00-0AB0 | 8 Al, current applicati 2062380xxx 1 A2508 1
Al 6ES7431-1KF10-0AB0 | 8 Al 7789285xxx 1 A2508 1
6ES7431-1KF20-0AB0 | 8 Al 7789285xxx 1 A2508 1
6ES7431-7KF10-0AB0 | 16 Al 7789284xxx 1 A3716 1
6ES7431-70H00-0AB0 | 16 Al 7789284xxx 1 A3716 1
A0 6ES7432-1HF00-0ABO0 | 8 AO, common mode voltage applications| ~ 7789288xxx 1 A2508 1

Note

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.
¢ The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SIEMENS - S7-1200

PLC
Input/Qutput cards
-see page A.35(H,R) or A.51(A)- -see page A.57 - -see page A.61-
Manufacturer code Number/Type of channels _—
6ES7221-1BF30-0XBO DI 1329110xxx 1 H2008 1
ol 6ES7221-1BF32-0XB0 8DI 1329110xxx 1 H2008 1
6ES7221-1BH30-0XBO 16Dl 1329120xxx 1 H2016 1 12016 1
6ES7221-1BH32-0XBO 16 DI 1329120xxx 1 H2016 1 12016 1
6ES7222-1HF30-0XBO 3D0 1329130xxx 1 R1208 1
6ES7222-1HH30-0XBO 16 DO 1329140xxx 1 R2416 1
DO 6ES7222-1BF30-0XB0 3D0 1329150xxx 1 H2008 1 02008 1
6ES7222-1BH30-0XB0 16 DO 1329170xxx 1 H2016 1 02016 1
6ES7222-1BH32-0XBO 16 DO 1329170xxx 1 H2016 1 02016 1
3DI 1329180xxx 1 H2008 1
BES7223-1PH30-0XB0 3D0 1329190xxx 1 R1208 1
16 DI 1329200xxx 1 H2016 1
BES7223-1PL30-0XBO 16 DO 1329210xxx 1 R2416 1
8Dl 1329180xxx 1 H2008 1
Di/bo BES7223-1BH30-0XB0 3D0 1329230xxx 1 H2008 1 02008 1
16 DI 1329200xxx 1 H2016 1
BES7223-1BL30-0XB0 16 DO 1329240xxx 1 H2016 1 02016 1
16 DI 1329200xxx 1 H2016 1
BES7223-1BL32-0XB0 16 DO 1329240xxx 1 H2016 1 02016 1
6ES7231-4HD30-0XB0 4Al 1329250xxx 1 A1504 1
Al 6ES7231-4HD32-0XB0 4Al 1329250xxx 1 A1504 1
6ES7231-4HF30-0XBO 3Al 1329270xxx 1 A2508 1
. 6ES7232-4HB30-0XB0 2A0 1329280xxx [ A1504 1
6ES7232-4HD30-0XB0 4A0 1329290xxx 1 A1504 1
AI/A0 6ES7234-4HE30-0XBO 4A1+2A0 1329300xxx 1 A2508 1
Note

* Please, always take into account the characteristics of the PLC card (voltage, current...) when selecting interfaces.
In some cases, the card can work at higher voltages than those indicated in the interface.

¢ Cables 7789100xxx, 7789 104xxx, 7789 106xxx, 7789108xxx, 1350480xxxx, 1350490xxx and 1350500xxx have wire-end ferrules at one end.
These cables do not have a PLC connector. Colour code according to DIN 47 100.

* The interfaces are intended to be used inside an IP20 enclosure at least.

* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.
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PLC SIEMENS - S7-1500

6ES7521-1BH00-0ABO

16 DI

1462090xxx

H2016

12016

1

* Please, always take into account the characteristics of the PLC card (voltage, current,...) when selecting interfaces. In some cases, the card can work at

higher voltages than those indicated in the interface.
* The interfaces are intended to be used inside an IP20 enclosure at least.
* The last 3 digits of the cable code indicate its length in decimetres. For example, if the code ends in 100, the cable would be 10 m long.

* In the case that an input/output card does not appear in this table, you can check our on-line PLC selection guide at
www.weidmueller.com where you will always find the most up-to-date information.

Weidmiiller 32

1 1
6ES7521-1BH50-0AA0”| 16 DI 1462100xxx 1 H2016 1
6ES7521-1BL00-0ABO | 32 DI 1462040xxx 1 H2016 2 12016 2
6ES7521-1BL10-0AA0 | 32 DI 1994500xxx 1 H2016 2
6ES7521-1FH00-0AA0 | 16 DI 1462130xxx 1 R2416 1
6ES7522-1BF00-0AB0 | 8 DO 1462110xxx 1 H2008 1 02008
6ES7522-1BH00-0AB0 | 16 DO 1462090xxx 1 H2016 1 02016
z::;;::::tg’:g::g 32D0 1462040xxx 1 H2016 2 02016 2
6ES7522-1BL10-0AA0 | 32 D0 1994500xxx 1 H2016 2 02016 2
6ES7522-5FF00-0AB0 | 8 DO 1462140xxx 1 R2416 1
6ES7531-7KF00-0ABO | 8 Al 1462200xxx 1 A3716 1
6ES7531-7NF10-0AB0 | 8 Al 1462200xxx 1 A3716 1
6ES7532-5HD00-0AB0 | 4 AQ, 2-wire voltage appli 1462150xxx 1 A1504 1
6ES7532-5HD00-0AB0 | 4 AO, 4-wire voltage appli 1462170xxx 1 A2508 1
6ES7532-5HD00-0AB0 | 4 AO, current applications 1462160xxx 1 A1504 1
6ES7532-5HF00-0AB0 8 AOQ, 2-wire voltage appli 1991700xxx 1 A2508 1
6ES7532-5HF00-0AB0 | 8 AO, 4-wire voltage applications 1991720xxx 1 A3716 1
6ES7532-5HF00-0AB0 | 8 AO, current applications 1991710xxx 1 A2508 1
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A.36

RS 10 - Passive interface for digital signals

RS 10 - Interface
for 8 digital signals 2-wire H (HE connector)
system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

o With fuse or disconnection per channel (optional)
 Fuse powered protection

 Screw or tension clamp connection

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection with LED

Accessories

Weidmiiller 32

RS 810 2WLH

H system, 2 wires with LED

Connector according IEC 60603-13/DIN 41651
20-pole plug

green

yellow

No

3.15A

No

24V DC + 10%
1A
24V DC + 10%
2A

-25..50°C
40..60 °C
CE; EAC

<50VAC
[l

2

0.8kV

0.13 mm2 / 6 mm?
0.13 mm? / 6 mm?
TS 32,TS 35

74 mm/ 87 mm

RS BIO2WLHS 72 mm

{fl
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RS 1/0 - Interface
for 12 digital signals 2-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection with LED

Accessories

N
[=2]
©
o
=
~
o
(=)
(=]
o

RS 1210 2WLH

H system, 2 wires with LED

Connector according IEC 60603-13/DIN 41651
20-pole plug

green

yellow

No

3.15A

No

24V DC + 10%
1A
24V DC + 10%
2A

-25..50°C
40..60 °C
CE; EAC

<50VAC
[l

2

0.8kV

0.13 mm2 / 6 mm?
0.13 mm? / 6 mm?
TS 32,TS 35

95 mm /87 mm

RS 12102WLHS 72 mm

{fl

RS 10 - Passive interface for digital signals
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A38

RS 10 - Passive interface for digital signals

RS 10 - Interface
for 16 digital signals 1-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED

Accessories

Weidmiiller 32

RS 1610 1TWH

RS 1610 1TWLH

H system, 1 wire

H system, 1 wire with LED

Connector according IEC 60603-13/DIN 41651

Connector according IEC 60603-13/DIN 41651

20-pole plug 20-pole plug
No green
yellow yellow
No No
3.15A 3.15A
No No
I
25VAC/50VDC 24V DC + 10%
1A 1A
24V DC + 10% 24V DC + 10%
2A 2A
. |
-25..50°C -25..50°C
-40...60 °C -40...60 °C
CE; EAC CE; EAC
. . |
<50VAC <50VAC
1l 1l
2 2
0.8kV 0.8kv
Screwconnection  Tensionclamp connection  Screwconnection _ Tension-clamp connection
0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS32,TS 35 TS32,TS 35 TS32,TS 35 TS32,TS 35
46 mm / 87 mm 46 mm/ 87 mm 46 mm /87 mm 46 mm / 87 mm

RS 1610 TW HS

RS 1610 IWHZ

RS 16I0 TWLHS

RS 16I0 TWLHZ
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RS 10 - Interface
for 16 digital signals 1-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

=
[1-]
(1]
-
=,
o
2
o
o
-
o

Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED

)
> =
©
S S
g (1]
~ 3
g 2
5 =
(]
w

RS 1610 1WI-LH

H system, 1 wire with LED and disconnection per channel

Connector according IEC 60603-13/DIN 41651
20-pole plug

green

yellow

No

3.15A

‘2
5

24V DC + 10%
1A
24V DC + 10%
2A

-25..50°C
40..60 °C
CE; EAC

<50VAC
[l

2

0.8kV

0.13 mm2 / 6 mm?
0.13 mm? / 6 mm?
TS 32,TS 35

110 mm / 87 mm

0.14 mm2/ 1.6 mm?
0.14 mm?2/ 1.6 mm?
TS 32, TS 35

110 mm / 87 mm

RS 16I0 TWILH S

RS 1610 TW -LH Z

RS 10 - Passive interface for digital signals
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RS 10 - Passive interface for digital signals

RS 10 - Interface
for 16 digital signals 2-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data

RS 1610 2W H

RS 1610 2WLH

H system, 2 wires

H system, 2 wires with LED

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED

Accessories

A40 Weidmiiller 32

Connector according IEC 60603-13/DIN 41651

Connector according IEC 60603-13/DIN 41651

20-pole plug 20-pole plug

No green

yellow yellow

No No

3.15A 3.15A

No No

25VAC/50VDC 24V DC + 10%

1A 1A

24V DC + 10% 24V DC + 10%

2A 2A

-25..50°C -25..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC

<50VAC <50VAC

1l 1l

2 2

0.8kV 0.8kv

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS32,TS 35 TS32,TS 35 TS32,TS 35 TS32,TS 35
87 mm /87 mm 87 mm /87 mm 87 mm /87 mm 87 mm /87 mm

RS 1610 2W HS

RS 1610 2WHZ

RS 1610 2WLHS

RS 1610 2WLHZ
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RS 10 - Interface
for 16 digital signals 2-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data

RS 1610 2WIH

RS 10 - Passive interface for digital signals

RS 1610 2WILH

H system, 2 wires with disconnection per channel

H system, 2 wires with LED and disconnection per channel

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED

Accessories

2690170000

Connector according IEC 60603-13/DIN 41651

Connector according IEC 60603-13/DIN 41651

20-pole plug 20-pole plug

No green

yellow yellow

No No

3.15A 3.15A

No No

25VAC/50VDC 24V DC + 10%

1A 1A

24V DC + 10% 24V DC + 10%

2A 2A

-25..50°C -25..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC

<50VAC <50VAC

1l 1l

2 2

0.8kV 0.8kv

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS32,TS 35 TS32,TS 35 TS32,TS 35 TS32,TS 35
95 mm /87 mm 95 mm /87 mm 95 mm / 87 mm 95 mm /87 mm

RS 1610 2WIHS

RS 1610 2WIHZ

RS 1610 2W -LH S

RS 1610 2W -LH Z
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A42

RS 10 - Passive interface for digital signals

RS 10 - Interface
for 16 digital signals 2-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data

RS 1610 2WI-L2H S

2 ribbon connectors for redundancy

Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)

Mounting rail
Length x width
Ordering data
Screw connection without LED
Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED
Accessories

Connector according IEC 60603-13/DIN 41651
20-pole plug

green

yellow

No

3.15A

No

24V DC + 10%
1A
24V DC + 10%
2A

-25..50°C
40..60 °C
CE; EAC

<50VAC
[l

2

0.8kV

0.13 mm2 / 6 mm?
0.13 mm? / 6 mm?
TS 32,TS 35

91 mm /109 mm

RS 1610 2W HL2H S

Weidmiiller 32
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RS 10 - Interface
for 16 digital signals 2-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data

RS 1610 2W FH

RS 10 - Passive interface for digital signals

RS 1610 2WF-LH

H system, 2 wires with fuse per channel

H system, 2 wires with LED and fuse per channel

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED

Accessories

2690170000

Connector according IEC 60603-13/DIN 41651

Connector according IEC 60603-13/DIN 41651

20-pole plug 20-pole plug

No green

yellow yellow

500 mA 500 mA

3.15A 3.15A

No No

25VAC/50VDC 24V DC + 10%

1A 1A

24V DC + 10% 24V DC + 10%

2A 2A

-25..50°C -25..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC

<50VAC <50VAC

1l 1l

2 2

0.8kV 0.8kv

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS32,TS 35 TS32,TS 35 TS32,TS 35 TS32,TS 35
122 mm/ 87 mm 122 mm/ 87 mm 122 mm / 87 mm 122 mm/ 87 mm

RS 1610 2WFHS

RS 1610 2WFHZ

RS 1610 2WFLH S

RS 16I0 2WFLHZ
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RS 10 - Passive interface for digital signals

RS 10 - Interface
for 16 digital signals 3-wire H system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data

RS 1610 3WH

RS 1610 3WLH

H system, 3 wires

H system, 3 wires with LED

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Screw connection with LED
Tension-clamp connection without LED
Tension-clamp connection with LED

Accessories

A44  Weidmiiller 32

Connector according IEC 60603-13/DIN 41651

Connector according IEC 60603-13/DIN 41651

20-pole plug 20-pole plug

No green

yellow yellow

No No

3.15A 3.15A

No No

25VAC/50VDC 24V DC + 10%

1A 1A

24V DC + 10% 24V DC + 10%

2A 2A

-25..50°C -25..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC

<50VAC <50VAC

1l 1l

2 2

0.8kV 0.8kv

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS32,TS 35 TS32,TS 35 TS32,TS 35 TS32,TS 35
90 mm /87 mm 90 mm /87 mm 90 mm / 87 mm 90 mm /87 mm

RS 16I03W HS

RS 1610 3WHZ

RS 1610 3WLHS

RS 1610 3WLHZ
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RS 10 - Interface
for 16 digital signals 1-wire R system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Accessories

N
[=2]
©
o
=
~
o
(=)
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o

RS 1610 TWR

RS 10 - Passive interface for digital signals

RS 1610 TWIR

R system, 1 wire

R system, 1 wire with disconnection per channel

Connector RSV 1.6

Connector RSV 1.6

24-pole female 24-pole female

No No

No No

No No

No 3.15A

No No
.. |

150V UC 250V UC

1A 1A

24VDC+10% 24V DC+10%

3A 3A
.. |

-25..50°C -25..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC
. |

<150V AC <250V AC

Il Il

2 2

1.5KkV 2.1kV

0.13 mm?/ 2.6 mm?

0.13 mm? / 6 mm?

0.13 mm?/ 2.6 mm?

0.13 mm2/ 6 mm?

T8 32, TS 35

T8 32, TS 35

97 mm /87 mm

RS 1610 TW RS

1]
{1

127 mm / 87 mm

RS 1610 TWIRS 72 mm
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RS 10 - Passive interface for digital signals

RS 10 - Interface RS 1610 2W R RS 1610 2W FR
for 16 digital signals 2-wire R system

R system, 2 wires R system, 2 wires with fuse per channel

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data

Connection on control side Connector RSV 1.6 Connector RSV 1.6

Number of poles (control side) 24-pole female 24-pole female

LED status display per channel No No

LED status of the supply voltage No No

Fuse per channel No 1A

Power supply fuse 3.15A 3.15A

Type of test point No No
Rateddata

Rated voltage (text) 150V UC 150V UC

Max. current per channel 1A 1A

Operating voltage (supply) 24VDC+10% 24V DC+10%

Operating current (supply) 3A 3A
Generaldata

Ambient temperature (operational) -25..50°C -25..50°C

Storage temperature -40...60 °C -40...60 °C

Approvals CE; EAC CE; EAC
Insulation coordination (EN50178)

Rated insulation voltage <150V AC <150 VAC

Surge voltage category I Il

Pollution severity level 2 2

Pulse voltage test (1,2/50ps) 1.5KkV 1.5kV
Dimensions

Clamping range, min./max. (field) 0.13 mm2/ 2.5 mm? 0.13 mm2/ 2.5 mm?

Clamping range, min./max. (supply) 0.13 mm?/ 2.6 mm? 0.13 mm2/ 2.6 mm?

Mounting rail 7832, TS 35 7832, TS 35

Length x width 123 mm/ 87 mm 123 mm / 109 mm

Screw connection without LED RS 1610 2W RS 72 mm - RS16I02WFRS 72 mm -

Ordering data

Accessories
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RS 10 - Interface
for 16 digital signals 3-wire R system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Accessories

N
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RS 1610 3WIR

R system, 3 wires with disconnection per channel

Connector RSV 1.6
24-pole female

No

No

No

3.15A

No

150V UC

1A
24V DC + 10%
3A

-25..50°C
40..60 °C
CE; EAC

250 VAC
Il

2

15kV

0.13 mm2 / 6 mm?
0.13 mm? / 6 mm?
TS 32,TS 35

116 mm/ 109 mm

RS 1610 3WIRS 84 mm

{fl

RS 10 - Passive interface for digital signals
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RS 10 - Passive interface for digital signals

RS 10 - Interface RS 3210 1W R RS 3210 1W IR
for 32 digital signals 1-wire R system

R system, 1 wire R system, 1 wire with disconnection per channel

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Technical data
Connection on control side Connector RSV 1.6 Connector RSV 1.6
Number of poles (control side) 36-pole female 36-pole female
LED status display per channel No No
LED status of the supply voltage No No
Fuse per channel No No
Power supply fuse No 3.15A
Type of test point No No
ARateddata
Operating voltage 150 vV UC 250V UC
Max. current per channel 1A 1A
Operating voltage (supply) 24VDC+10% 24V DC+10%
Operating current (supply) 3A 3A
Generaldata
Ambient temperature (operational) -25..50°C -25..50°C
Storage temperature -40...60 °C -40...60 °C
Approvals CE; EAC CE; EAC
Insulation coordination (EN50178)
Rated insulation voltage <150V AC <250V AC
Surge voltage category I Il
Pollution severity level 2 2
Pulse voltage test (1,2/50ps) 1.5KkV 2.1kV
Dimensions
Clamping range, min./max. (field) 0.13 mm2/ 2.5 mm? 0.13 mm2/ 6 mm?
Clamping range, min./max. (supply) 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm?
Mounting rail 7832, TS 35 7832, TS 35
Length x width 148 mm / 87 mm 188 mm / 87 mm

Screw connection without LED RS 3210 1W RS 72 mm - RS32I0 TWIRS 72 mm -

Ordering data

Accessories
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RS 10 - Interface
for 32 digital signals 2-wire R system

Digital input/output passive interface

e 1,2 0r 3 wires

» With LED indicator (optional)

» With fuse or disconnection per channel (optional)
* Fuse powered protection

* Screw or tension clamp connection

Connection on control side

Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection without LED

Accessories
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RS 3210 2W R

RS 10 - Passive interface for digital signals

RS 3210 2WFR

R system, 2 wires

R system, 2 wires with fuse per channel

Connector RSV 1.6

Connector RSV 1.6

36-pole female 36-pole female

No No

No No

No 2A

3.15A 3.15A

No No
I

150V UC 150 V UC

1A 1A

24VDC+10% 24V DC+10%

3A 3A
.. |

-25..50°C -25..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC
. |

<150V AC <150 VAC

Il Il

2 2

1.5KkV 1.5kV

0.13 mm?/ 2.6 mm?

0.13 mm? / 6 mm?

0.13 mm?/ 2.6 mm?

0.13 mm2/ 6 mm?

T8 32, TS 35

T8 32, TS 35

200 mm / 87 mm

RS 3210 2W RS 72 mm

{fl
{f{

200 mm / 109 mm

RS 3210 2WFRS 84 mm
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Selection guide

RS A - Selection guide for passive interfaces
for analogue signals

D.8

RS SD15S UNC 4.40 LP2N
RS SD15 SZ D.8
RS SD25S UNC 4.40 LP2N D8
RS SD25 SZ D.8
RS SD37S UNC 4.40 LP2N D8
RS SD37 SZ D8

mm RS 4AIODP SD S A52
mm RS 4AI0 DP SD Z A52
i = RS 4AI0 -M-DP SD S A52
mm = RS 4AI0 VIDP SD Z A52

RS 4AI0 DP-M258 SD S A53
et RS BAIODP SD S A54
mm RS BAIO DP SD Z A54
i = RS 8AI0 M-DP SD S Ab4
Lo RS 8AID -V-DP SD Z A54

| 9448030000 RS 8AI PREM/APR SD S
| 9448040000 RS 8AITAOMICRO SD S

RS 16AI0 DP SD § A.56
RS 16AI0 DP SD Z A6
RS 16AI0 M-DP SD § A.56
RS 16AI0 -M-DP SD Z A56

| A55

=

| A55

=

533
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A.52

RS A - Passive interface for analogue signals

RS A - Passive interface
for 4 analogue signals
Analogue input/output passive interface:

» With test points or disconnection per channel (optional)
 Screw or tension clamp connection

=
[1-]
(1]
-
=,
o
2
o
o
-
o

Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection
Tension-clamp

RS 4AI0 DP SD

RS 4AIO I-M-DP SD

4 channels

4 channels, test points and disconnection per channel

D-sub connectors, acc. to IEC 60807 / DIN 41652

D-sub connectors, acc. to [EC 60807 / DIN 41652

15-pole plug 15-pole plug
No No

No No

3.15A 3.15A

‘2
S

Diameter: 4 mm

<25VAC/50VDC <25VAC/50VDC

05A 05A

24V DC + 10% 24V DC + 10%

3A 3A
.. |

-20..50°C -20..50°C

40..60 °C -40..60 °C

CE; EAC CE; EAC
I

<50VAC <50VAC

Il il

2 2

0.8 kv 0.8 kv
Scewconnection  Tensionclampconn.  Screwcomnecton  Tensionclampconn.

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?

0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?

TS 32,TS 35 TS 32, TS 35 TS32,TS 35 TS 32,TS 35

75 mm/ 87 mm 75 mm/ 87 mm 73 mm/ 109 mm 73 mm/ 109 mm

RS 4AIDDP SD §
RS 4AI0 DP SD Z

72 mm

Accessories

Weidmiiller 32

RS 4AI0 -M-DP SD S
RS 4AI0 |-M-DP SD Z

81 mm

2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=9448000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1308230000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=9448100000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1308240000

RS A - Interface
for 4 analogue signals for Schneider M258
Analogue input/output passive interface:

» With test points or disconnection per channel (optional)
 Screw or tension clamp connection
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Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection

Accessories

N
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RS 4AI0 DP-M258 SD

4 channels for M258 (Schneider), config. by voltage or current

D-sub connectors, acc. to IEC 60807 / DIN 41652
15-pole plug

No

No

No

No

<25VAC/50VDC
05A
24V DC =+ 10%

3A

-20..50°C
40..60 °C
CE; EAC

<50VAC
1l

2

0.8kV

0.13 mm2 / 6 mm?
0.13 mm? / 6 mm?
TS 32,TS 35

45 mm /70 mm

RS 4AI0 DP-M258 SD § 60 mm

[f

RS A - Passive interface for analogue signals
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A54

RS A - Passive interface for analogue signals

RS A Interface
for 8 analogue signals
Analogue input/output passive interface:

» With test points or disconnection per channel (optional)
 Screw or tension clamp connection

=
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Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection
Tension-clamp

RS 8AIO DP SD

RS 8AIO I-M-DP SD

8 channels

D-sub connectors, acc. to IEC 60807 / DIN 41652

8 channels, test points and disconnection per channel

D-sub connectors, acc. to [EC 60807 / DIN 41652

25-pole plug 25-pole plug
No No

No No

3.15A 3.15A

‘2
S

Diameter: 4 mm

<25VAC/50VDC <25VAC/50VDC

05A 05A

24V DC + 10% 24V DC + 10%

3A 3A
.. |

-20..50°C -20..50°C

40..60 °C -40..60 °C

CE; EAC CE; EAC
I

<50VAC <50VAC

Il il

2 2

0.8 kv 0.8 kv
Screwconnection  Tensionclamp connection  Screwconnection _ Tension-clamp connection

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?

0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?

TS 32,TS 35 TS 32, TS 35 TS32,TS 35 TS 32,TS 35

117 mm/ 87 mm 117 mm/ 87 mm 114 mm / 109 mm 114 mm /109 mm

RS 8AIDDP SD §
RS 8AIO DP SD Z

72 mm

Accessories

Weidmiiller 32
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RS 8AIO I-M-DP SD Z

81 mm
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RS A - Interface

for 8 and 9 analogue signals for Schneider
Micro/Premium

Analogue input/output passive interface:

» With test points or disconnection per channel (optional)
 Screw or tension clamp connection
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Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection

Accessories
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RS 8AI PREM/APR SD

RS A - Passive interface for analogue signals

RS 8AI1A0 MICRO SD

8 channels for Premium (Schneider) config. by volt. or current

9 channels for Micro (Schneider)

D-sub connectors, acc. to IEC 60807 / DIN 41652

D-sub connectors, acc. to [EC 60807 / DIN 41652

25-pole plug 15-pole plug

No No

No No

No No

No No
. |

<25VAC/50VDC <25VAC/50VDC

05A 05A

24V DC + 10% 24V DC + 10%

3A 3A
.. |

-20..50°C -20..50°C

-40...60 °C -40...60 °C

CE; EAC CE; EAC
I

<50VAC <50VAC

1l 1l

2 2

0.8kV 0.8 kv

0.13 mm2 / 6 mm?

0.13 mm? / 6 mm?

0.13 mm? / 6 mm?

0.13 mm2/ 6 mm?

T8 32, TS 35

T8 32, TS 35

116 mm / 87 mm

RS 8AI PREM/APR SD S 72 mm

1]
[}

100 mm / 87 mm

RS 8AITAQO MICRO SD § 72 mm
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A.56

RS A - Passive interface for analogue signals

RS A Interface
for 16 analogue signals
Analogue input/output passive interface:

» With test points or disconnection per channel (optional)
 Screw or tension clamp connection
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Connection on control side
Number of poles (control side)
LED status display per channel
LED status of the supply voltage
Power supply fuse

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

Ordering data

Screw connection
Tension-clamp

RS 16AI0 DP SD

RS 16AI0 I-M-DP SD

16 channels

D-sub connectors, acc. to IEC 60807 / DIN 41652

16 channels, test points and disconnection per channel

D-sub connectors, acc. to [EC 60807 / DIN 41652

37-pole plug 37-pole plug
No No

No No

3.15A 3.15A

‘2
S

Diameter: 4 mm

<25VAC/50VDC <25VAC/50VDC

05A 05A

24V DC + 10% 24V DC + 10%

3A 3A
.. |

-20..50°C -20..50°C

40..60 °C -40..60 °C

CE; EAC CE; EAC
I

<50VAC <50VAC

Il il

2 2

0.8 kv 0.8 kv
Screwconnection  Tensionclamp connection  Screwconnection _ Tension-clamp connection

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?

0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?

TS 32,TS 35 TS 32, TS 35 TS32,TS 35 TS 32,TS 35

205 mm / 87 mm 205 mm / 87 mm 197 mm / 109 mm 197 mm/ 109 mm

RS 16AI0DP SD S
RS 16AI0 DP SD Z

72 mm

Accessories

Weidmiiller 32
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Selection guide

RSM - Selection guide for insulated interfaces
for digital input signals

RSM-16DI 24VDC S A58
RSM-16DI 24VDC Z A58
RSM-16DI 48VDC S

- Comecton
 Screw connection  Tension clamp connection
c&

>C< &
>C< 24V DC
>C< &

Weidmiiller 32 A57
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A58

RSM - Isolated interfaces for digital input signals

RSM - Isolated interfaces
for 16 digital input signals

Relay digital input interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system:

o Electrical insulation using pluggable relays
(interchangeable with solid-state relays; 6.1 mm RSS
relays)

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. DC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category input/input
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
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o
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Screw connection without switch
Tension-clamp connection without switch

3 a
g e
= =
e @
i

RSM-16 DI 24 V DC

6 mm relays; 24 VDC AU

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

2A

24V DC + 10%
13 mA
24V DC + 10%
2A

AgNi gold flashed

24V DC + 10%

0.1A

1mA

1V

5 x 10° switching cycles

-20..50°C
-20..70°C
CE; EAC

<50VDC
<50VDC
1l

1l

2

1.5kV
0.35 kVAC
>6mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

124 mm /109 mm 124 mm /109 mm

RSM-16DI 24VDC S
RSM-16DI 24VDC Z 72 mm

2690170000
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RSM - Isolated interfaces
for 16 digital input signals

Relay digital input interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system:

o Electrical insulation using pluggable relays
(interchangeable with solid-state relays; 6.1 mm RSS
relays)

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. DC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category input/input
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
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Screw connection without switch

)
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RSM-16 DI 48 V DC

6 mm relays; 48 VDC AU

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

2A

48V DC + 10%
10 mA
24V DC + 10%
2A

AgNi gold flashed

24V DC + 10%

0.1A

2mA

5V

10 x 10° switching cycles

-20..50°C
-20..70°C
CE; EAC

<50VvDC
<50VDC

1.5kV
0.35 kVAC
>6mm

0.13 mm2 / 6 mm?
0.13 mm2 / 6 mm?
TS32,TS 35

124 mm /109 mm

RSM-16DI 48VDC S 72 mm

[
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Selection guide

RSM - Selection guide for insulated interfaces
for digital output signals

>C< 24V DC 1C0 RSMS-8H 24V+ 1C0 § A.62
>C< 24V DC 1C0 RSMS-8H 24V+ 1C0 Z A.62
& 24V DC 10 s RSM-8 PLC C SW 1C0 § A.63

=) 24V DC 1C0 a5 RSM-8 PLC C SW 1C0 Z A.63

2 Ilnes & 24V DC 1C0 RSM-8C 1C0 S A.64
2 lines =) 24V DC 1C0 RSM-8C 1C0Z Ab4
1 line & 24V DC 1C0 RSM-8H 24V+ 1C0 S A.65
1 line = 24V DC 1C0 RSM-8H 24V+1C0 Z A.65
1 line & 24V DC 1NO RSM-8 24VDC INO+CS A.66
1 line = 24V DC ND RSM-8 24VDC TNO + C Z A.66

>C< Eﬁ 24V DC 100 RSMS-8H 24V- 100 S AB7
>C< = 24V DC 100 RSMS-8H 24V- 100 Z AB7
1 line & 24V DC 100 RSM-8H 24V- 100 S AB8
1 line 24vnc 100 RSM-8H 24V- 1C0 Z AB8
-- >C< & 24V DC 100 - RSM-12 PLCC 100'S A.69
2 lines & 24V DC 1€0 RSM-12 C 1C0S AT0
>C< Eﬁ 24V DC 100 RSMS-16H 24V+ 1C0 S AT
>C< = 24V DC 100 RSMS-16H 24V+ 100 Z AT1
>C< & 24V DC 100 Y RSM-16 PLC C SW 1C0 S AT2
>C< = 24V DC 100 S RSM-16 PLC C SW 1C0 Z AT2
1 line & 24V DC 100 RSM-16 24V+ 1C0 S AT3
1 line = 24V DC 100 RSM-16 24V+ 100 Z AT3
1 line & 24V DC (+/-) 100 Y RSM-16 PLC SW 100 S AT4
1 line - 24V DC (+/) 100 S RSM-16 PLC SW 100 Z AT4
2 lines & 24V DC 100 RSM-16C 100'S A75
2 lines - 24V DC 100 RSM-16 C 100 Z AT5
1 line & 24V DC 200 RSM-16 24V+2C0 S A76
1 line - 24V DC 200 RSM-16 24V+ 200 Z AT6
1 line & 24V DC 100 — RSM-16 FUS 1C0 S AT7
1 line - 24V DC 100 = RSM-16 FUS 1C0 Z ATT
1 line & 24V DC 100 Y RSM-16 FOR 1C0 S AT8
1 line & 24V DC 100 B RSM-16 PLC1 1C0 2H S AT9
1 line & 24V DC 1ND RSM-16 24VDC 1IN0+ C S A80
1 line = 24V DC NO RSM-16 24VDC TNO + C Z A80
1 line . 24V DC without relays| RSM-16 24V+ BASE S A81
1 line 24V DC Wwithout relays RSM-16 24V+ BASE Z AB1

>C< 3 24V DC 1C0 RSMS-16H 24V-1C0 S A.82
>C< =) 24V DC 1C0 RSMS-16H 24V-1C0 Z A82
1 line & 24V DC 1C0 RSM-16 24V-1C0 S A.83
1 line = 24V DC 1C0 RSM-16 24V-1C0 Z A83
1 line & 24V DC 2C0 RSM-16 24V-2C0 S A84
1 line 24\ DC 20 RSM-16 24V-2C0 Z A84
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A.62

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch

3 a
g e
= =
e @
i

RSMS-8H 24V+ 1CO

6 mm relay with 1 CO contact and without switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

No

24V DC + 10%
7.1mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

45A

100 mA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

61 mm/ 109 mm 61 mm/ 109 mm

RSMS-8H 24V+ 1C0 S

RSMS-8H 24V+ 1C0 Z
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RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch

)
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g (1]
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w

RSM-8 PLC C 1CO

6 mm relay with 1 CO contact and switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

25A

24V DC + 10%
13 mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

25A

0.TA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35
75mm/ 109 mm 75mm/ 109 mm

RSM-8 PLC C SW 1C0 §

RSM-8 PLC C SW 1C0 Z

RSM - Isolated interfaces for digital output signals
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A.64

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch

3 a
g e
= =
e @
i

RSM-8C 1C

RCL relays (arranged in 2 rows) with 1 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

3.15A

24V DC + 10%
20mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

5A

0.01A

0V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
<250V AC
Il

Il

2

6 kV

1.2 kVAC
255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

110 mm / 109 mm 110 mm / 109 mm

RSM-8 C 1C0 S

RSM-8 C 1C0Z
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RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
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Screw connection without switch
PUSH IN connection without switch
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RSM-8H 24V+ 1C0

RCL relays (arranged in 1 row) with 1 CO contact

LP 5.08 + Connector according IEC 60603-13/DIN 41651 20 poles
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%
16.7 mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

6A

0.TA

5V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?
0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

130 mm /87 mm 130 mm /87 mm

RSM-8H 24V+ 100 S
RSM-8H 24V+1C0 Z

62 mm

RSM - Isolated interfaces for digital output signals
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A.66

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
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Screw connection without switch
PUSH IN connection without switch
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RSM-8 24V DC 1NO +C

RCL relays (arranged in 1 rows) with 1 NO contact

LP 5.08 + Connector according IEC 60603-13/DIN 41651 20 poles
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%
16.7 mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

6A

0.TA

5V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?
0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

130 mm /87 mm 130 mm /87 mm

RSM-8 24VDC INO +C S
RSM-8 24VDC INO+CZ 62 mm
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RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Negative switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
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=
=
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Screw connection without switch
Tension-clamp connection without switch
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RSMS-8H 24 V- 1CO

6 mm relay with 1 CO contact and without switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

No

24V DC + 10%
7.1mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

45A

100 mA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

61 mm/ 109 mm 61 mm/ 109 mm

RSMS-8H 24V-1C0 S
RSMS-8H 24V-1C0 Z

76 mm

RSM - Isolated interfaces for digital output signals
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A.68

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 8 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Negative switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
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Screw connection without switch
PUSH IN connection without switch
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RSM-8H 24 V-1C0

RCL relays (arranged in 1 row) with 1 CO contact

LP 5.08 + Connector according IEC 60603-13/DIN 41651 20 poles
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%
16.7 mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

6A

0.TA

5V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?
0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

130 mm /87 mm 130 mm /87 mm

RSM-8H 24V-1C0 §
RSM-8H 24V- 1C0 Z 62 mm

2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1464800000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1464810000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8693260000

RSM - Isolated interfaces
for 12 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch
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RSM-12PLC 1C

6 mm relay with 1 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

25A

24V DC + 10%
13 mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

25A

0.TA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

>55mm

0.13 mm2 / 6 mm?
0.13 mm2 / 6 mm?
TS32,TS 35

95 mm /109 mm

RSM-12 PLCC 1C0 S 85 mm

[
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A.70

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 12 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch
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RSM-12C 1C0 S

RCL relays (arranged in 2 rows) with 1 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

3.15A

24V DC + 10%
20mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

5A

0.01A

0V

3 x 107 switching cycles

-25..40°C
40..60 °C
CE; EAC

<50VAC
<250V AC
1l

1

2

6 kV

1.2 kVAC
>55mm

0.13 mm2 / 6 mm?
0.13 mm2 / 6 mm?
TS 35, TS 32

147 mm /109 mm

RSM-12 C 1C0S 68 mm

[
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RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSMS-16H 24V+ 1CO

6 mm relay with 1 CO contact and without switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

No

24V DC + 10%
7.1mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

45A

100 mA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

112 mm /109 mm 112 mm /109 mm

RSMS-16H 24V+ 1C0 S

RSMS-16H 24+ 1C0 Z
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A.72

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 PLC C 1CO

6 mm relay with 1 CO contact and switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

25A

24V DC + 10%
13 mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

25A

0.TA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

111 mm /109 mm 111 mm/ 109 mm

RSM-16 PLCC SW 1C0 S

RSM-16 PLCC SW 1C0 Z
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RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch
PUSH IN connection without switch
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RSM-16 24V+ 1C0

RCL relays (arranged in 1 rows) with 1 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

No
24V DC + 10%
16.7 mA
24V DC + 10%

1A
|

AgNi 90/10

250 VAC

6A

0.1A

5V

30 x 10° switching cycles
|

-25..50°C

-40..60 °C

CE; EAC
|

<50VAC

250V AC

l

1l

2

6 kV

1.2 kVAC

255 mm
_Screwcomnection  PUSHINconnection

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?

0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?

TS32,TS 35 TS32,TS 35

259 mm/ 87 mm 259 mm/ 87 mm

RSM-16 24V+ 1C0 S
RSM-16 24V+1C0 Z

66 mm
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A.74

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 PLC 1CO

6 mm relay with 1 CO contact and switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

25A

24V DC + 10%
22 mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

6A

0.01A

0V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

255 mm/ 109 mm 255 mm/ 109 mm

RSM-16 PLC SW 1C0 S

RSM-16 PLC SW 1C0 Z
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RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 C 1CO

RCL relays (arranged in 2 rows) with 1 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

3.15A

24V DC + 10%
20mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

5A

0.01A

0V

3 x 107 switching cycles

-25..40°C
40..60 °C
CE; EAC

<50VAC
<250V AC
Il

Il

2

6 kV

1.2 kVAC
255 mm

0.13 mm2 / 6 mm?
0.13 mm2/ 6 mm?
TS 35, TS 32

185 mm /109 mm

0.15 mm?/ 1.6 mm?
0.15 mm2/ 1.5 mm?
TS 35, TS 32

185 mm/ 109 mm

RSM-16 C 1C0 S

RSM-16 C 1C0 Z
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A.76

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 24V+ 2C0

RCL relays (arranged in 1 rows) with 2 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%
16.7 mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

5A

0.TA

5V

30 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
1l

1l

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

290 mm/ 109 mm 290 mm/ 109 mm

RSM-16 24V+ 2C0 S

RSM-16 24V+ 200 Z
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RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 FUS 1CO

RCL relays, 1 CO contact with fuse relay contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

5A

3.15A

24V DC + 10%
20mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

5A

0.01A

0V

3 x 107 switching cycles

-25..40°C
40..60 °C
CE; EAC

<50VAC
<250V AC
Il

Il

2

6 kV

1.2 kVAC
255 mm

0.13 mm2 / 6 mm?
0.13 mm2/ 6 mm?
TS 35, TS 32

261 mm/ 109 mm

0.15 mm?/ 1.6 mm?
0.15 mm2/ 1.5 mm?
TS 35, TS 32

261 mm/ 109 mm

RSM-16 FUS 1C0 §

RSM-16 FUS 1C0 Z
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A.78

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 FOR 1CO

RCL relays, 1 CO contact and switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

3.15A

24V DC + 10%
17 mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

2A

0.01A

0V

3 x 107 switching cycles

-25..40°C
40..60 °C
CE; EAC

<50VAC
<250V AC
Il

Il

2

6 kV

1.2 kVAC
>55mm

0.13 mm2 / 6 mm?
0.13 mm2 / 6 mm?
TS 35, TS 32

263 mm/ 109 mm

RSM-16 FOR 1C0 §
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RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch

Screw connection with switch
Tension-clamp connection without switch
Tension-clamp connection with switch
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RSM-16 PLC 1 1CO 2H

2 ribbon connectors for redundancy and disconnector

Connector according IEC 60603-13/DIN 41651
20-pole

RCL

green

yellow

No

3.15A

24V DC + 10%
17 mA
24V DC + 10%
2A

AgNi 90/10

250 VAC

2A

0.01A

12V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
<250V AC
Il

Il

2

6 kV

1.2 kVAC
>55mm

0.13 mm2 / 6 mm?
0.13 mm2 / 6 mm?
TS 35, TS 32

259 mm/ 109 mm

RSM-16 PLC11C0 2H S

RSM - Isolated interfaces for digital output signals
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A.80

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width
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Screw connection without switch
PUSH IN connection without switch
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RSM-16 24V DC 1NO +C

RCL relays (arranged in 1 rows) with 1 NO contact

LP 5.08 + Connector according IEC 60603-13/DIN 41651 20 poles
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%
16.7 mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

6A

0.TA

5V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?
0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

250 mm/ 87 mm 250 mm/ 87 mm

RSM-16 24VDC INO+C S
RSM-16 24VDC INO+CZ 62 mm

2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1448450000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1448470000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8693260000

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Positive switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch
PUSH IN connection without switch

)
> =
©
S S
g (1]
~ 3
g 2
5 =
(]
w

RSM-16 24 V+ BASE

RCL relays (arranged in 1 rows) without relays or SSR's

LP 5.08 + Connector according IEC 60603-13/DIN 41651 20 poles
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%

24V DC + 10%
1A

AgNi 90/10

250 VAC

6A

0.TA

5V

3 x 107 switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?
0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

259 mm/ 87 mm 259 mm/ 87 mm

RSM-16 24V+ BASE §
RSM-16 24V+ BASE Z

51 mm

RSM - Isolated interfaces for digital output signals

Weidmiiller 32 A81



http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1448480000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1448490000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8693260000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1132290000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1132310000

A.82

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Negative switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch
Tension-clamp connection without switch

3 a
g e
= =
e @
i

RSMS-16H 24V- 1CO

6 mm relay with 1 CO contact and without switch

Connector according IEC 60603-13/DIN 41651
20-pole plug

RSS

green

yellow

No

No

24V DC + 10%
7.1mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

45A

100 mA

5V

5 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
Il

Il

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

112 mm /109 mm 112 mm /109 mm

RSMS-16H 24V-1C0 S
RSMS-16H 24V-1C0 Z 76 mm
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RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Negative switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch
PUSH IN connection without switch

)
> =
©
S S
g (1]
~ 3
g 2
5 =
(]
w

RSM-16 24V- 1CO

RCL relays (arranged in 1 rows) with 1 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

No
24V DC + 10%
16.7 mA
24V DC + 10%

1A
|

AgNi 90/10

250 VAC

6A

0.1A

5V

30 x 10° switching cycles
|

-25..50°C

-40..60 °C

CE; EAC
|

<50VAC

250V AC

l

1l

2

6 kV

1.2 kVAC

255 mm
_Screwcomnection  PUSHINconnection

0.13 mm2 / 6 mm? 0.12 mm? / 2.6 mm?

0.13 mm2/ 6 mm? 0.12 mm2/ 2.5 mm?

TS32,TS 35 TS32,TS 35

259 mm/ 87 mm 259 mm/ 87 mm

RSM-16 24V-1C0 S
RSM-16 24V-1C0 Z

66 mm

RSM - Isolated interfaces for digital output signals
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A.84

RSM - Isolated interfaces for digital output signals

RSM - Isolated interfaces
for 16 digital output signals

Digital output relay interface for transmitting electrical

signals between the PLC and the field via pre-wired cables

of Weidmiiller's universal system.

* Input/output reinforced insulation (basic between
contacts)

* Negative switching

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Mounting rail

Length x width

[=]
=
=
@
=
=
(=
o
o
-
n

Screw connection without switch
Tension-clamp connection without switch

3 a
g e
= =
e @
i

RSM-16 24V-2C0

RCL relays (arranged in 1 rows) with 2 CO contact

Connector according IEC 60603-13/DIN 41651
20-pole plug

RCL

green

yellow

No

No

24V DC + 10%
16.7 mA
24V DC + 10%
1A

AgNi 90/10

250 VAC

5A

0.TA

5V

30 x 10° switching cycles

-25..50°C
40..60 °C
CE; EAC

<50VAC
250V AC
1l

1l

2

6 kV

1.2 kVAC

255 mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS32,TS 35 TS32,TS 35

290 mm/ 109 mm 290 mm/ 109 mm

RSM-16 24V-2C0 S
RSM-16 24V-2C0 Z 66 mm
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Honeywell C300 - General description

Field Terminal Assembly (FTA)

New interfaces for the Honeywell Experion PKS C300 controller

Weidmiiller’s new interfaces and pre-assembled cables allow you to wire up
1/0 cards from Honeywell’s C300 controller quickly and simply in the field.

The IOTAs (Input Output Terminal Assemblies) are designed using Weidmidiller

PCB connectors and terminals. This design gives you the flexibility to connect directly
to the field cabling wire to wire or with a pre-assembled cable in combination

with Weidmuller’s FTAs. In comparison to traditional wire-to-wire cabling, the new
Weidmuller FTAs and pre-cabling solution offer a highly efficient method of wiring
between 1/0 modules and the field.

Concise wiring in the electrical cabinet is possible because multicore cables are
used instead of individual wires. The cable harness can be delivered with double
or single connectors and even with unterminated ends.

The housing provides easy handling as well as a safe, firm connection to the IOTA.
It also allows you to use cables with large cross-sections.

Minimised wiring effort
Pluggable connectors and cables minimise the
on site wiring effort.

B2 Weidmiiller 3¢ 2690170000
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Honeywell C300 - General description

TERMSERIES interface adapter

Our pre-assembled plug-and-play solution
with TERMSERIES interface adapter
enables and minimised wiring effort.

See Chapter E

High current switching capability

The isolated digital output FTAs provide a high
current switching capacity in a compact design.

Clear identification

The IOTA and FTA are delivered with
the same Weidmdiller connectors and
the same orientation.

Excellent flexibility Wide range of Weidmiiller interfaces (FTA)

The pre-assembled cables can be manufactured Weidmiiller interfaces offer a large variety

with different cross sections and in different of functions such as LED indicators,

lengths of up to 50 m. insulators, relays or fuses for all the C300
1/0 cards.

e

2690170000 Weidmiiller 32 B3
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Honeywell C300 - Selection guide

The following selection guides enable you to quickly and easily choose the correct products according to your application needs:

STEP 1: Choose the I0TA to be used.
STEP 2: In this column you can find the number and type of cable required to make the connection.
STEP 3: Choose the most suitable interface for the application.

Example: For CC-TDILO1 it's possible to select different options.
Solution 1: Pre-assembled cable C300-32B-320B (2 units)
Interface: 1221550000 (1 unit)
Solution 2: Pre-assembled cable C300-32B-320B (2 units)
Interface: 1222980000 (2 units)

Selection Guide for pre-assembled cables and FTA for Honeywell C300 I0TA's

I & I FTAC300-32DIOHV-S
& | # Yes 1 FTAC300-320I10S
£300-328-3208 (Premium) 2 [ & | # Yes | Relay Gold | 1 FTAC300-32D1-24VDCS B.I 1
or ) ) Yes 1 FTAC30032DI0HVZ | B6
PAC£300-3232 (Basic) %= | ¥ Yes 1 FTAC300-320I107 B6
page B.13 ) No 2 FTAC300-16A0SHS | BJS
6 [ =& No 2 FIAC300-16A0SHZ | B9
> No 2 FTAC300-16A0SHP | B9
. ] Yes 1 FTAC30032DI0AVS | B6
3300'323'32::3 (Premium) 2 32 Zz: Yes 1 FTAC30032DI0VZ | B6
. No 2 FTAC300-16AOSHS | B9
PAGCS;EQ}SE?S(B”'C’ % | =& No 2 FTAC300-16A0SHZ | B9
= No 2 FTAC300-16AOSHP | B9
) Yes 1 FTAC300.32DI0AV-S | B6
& | Yes 1 FTIAC30032001DS | B.J
& = | Yes 1 FTAC300-32D0FUSES | B.7
o b | B Yes | Relay6A | 1 FTAC300-3200SLIMS | B.12
) Yes 1 FTAC30032DI0HVZ | B6
£300-328-320B (Premium) = | # Yes 1 FIAC300320010Z | BJ
or ) o = | Yes 1 FTAC300-3200FUSEZ | B.7
PACC300-3232 (Basic) - | Yes | Relay 6A | 1 FTAC300.3200SUMZ | B.12
page B.13 & No 2 FTAC300-1610-SH-S B.9
& —r No 2 FTA-C300-16A0-TEST-S | B9
6 B No 2 FTAC300-16A0SHZ | B9
=) = No 2 FTAC300-16A0-TESTZ | B9
=& = No 2 FTAC300-16A0TPZ | B.10
= No 2 FTAC300-16AOSHP | B9
X No 1 FTAC300-16A0SHS | BJS
£300-32B-320B (Premium) & = No 1 FTAC300-16AQTESTS | B9
or e B No 1 FTAC300-16A0SHZ | B9
PACC300-3232 (Basic) % = No 1 FTAC300-16AOTESTZ | B9
page B.13 o 2 No 1 FTAC300-16A0TPZ | B.10
= No 1 FTAC300-16A0SHP | B9
£300368-3248 (Premium) ) No 1 FTAC300-16AISHS BS
. or 11 & —r No 1 FTA-C300-16ATEST-S | B.8
PACC300-3636 (Basic) ) No 1 FTAC300-16AISHZ BS
page B.14 % = No 1 FTAC300-16AFTESTZ | B8
£300-328-3208 + [23[3’[:-168-1603 {Premium) 1. P " 1 CTACIOIEONSHS | B0
FAr,cao0-32;;;??:-5??.71313 (Bast -] No 1 FIAC300-16DAISHZ | B.10
£300328-3208 (Premium) ) No 2 FTAC300-1610.SHS B9
or )| 6 B No 2 FIAC300-16A0SHZ | B9
PACC300-3232 (Basic) o 2 No 2 FTAC300-16A0TPZ | B.10
page B.13 = 2 FTAC300-16A0-SHP

2690170000 Weidmiiller 32 B5
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Honeywell C300 - FTA C300 Input/output passive interface

Honeywell C300 - FTA C300 FTA-C300-32DI-LD FTA-C300-32DIOHV
Input/output passive interface for digital cards

For: CC-TDILO1, CC-TDIL11 For: CC-TDILO1/11, CC-TDOBO1/11, CC-TDI110/120/220/230

Passive interfaces (FTA) for connecting the Honeywell

C300 digital I0TAs.

o Clearly labelled: same connector on the FTA and on the
I0TA

o LED and fuse per channel (optional)

o Possibility of feeding the IOTA from the FTA (fuse
protected)

* Screw or tension clamp connection

Technical data
Connection on control side SLDV-THR 5.08 SLDV-THR 5.08
LED status display per channel green No
LED status of the supply voltage yellow yellow
Fuse per channel No No
Power supply fuse 630 mA 630 mA
Type of test point No No
Rateddata
Operating voltage 24V DC + 10% <250VAC
Max. current per channel 1A 1A
Operating voltage (supply) 24V DC +10% 24V DC + 10%
Generaldata
Ambient temperature (operational) -25..50 °C -25..50 °C
Storage temperature -40...60 °C -40...60 °C
Approvals CE; EAC CE; EAC
Insulation coordination
Rated insulation voltage <50VAC <250VAC
Surge voltage category 1} Il
Pollution severity level 2 2
Insulation test voltage 0.35 kVAC 1.2 kVAC
Pulse voltage test (1,2/50ps) 0.8 kV 2kV
Dimensions
Clamping range, min./max. (field) 0.13 mm2 / 6 mm? 0.13 mm2/ 2.5 mm? 0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
Clamping range, min./max. (supply) 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
Rail TS 35, TS 32 TS 35, TS 32 TS 35, TS 32 TS 35, TS 32
Length x width 216 mm /87 mm 216 mm/ 87 mm 216 mm /87 mm 216 mm / 87 mm

Ordering data
Screw connection FTA-C300-32DI-LD-S FTA-C300-32DIOHV-S
Tension clamp i FTA-C300-32D1.D-Z 65 mm FTA-C300-32DIOHV-Z 65 mm
Accessories

Weidmiiller 32 2690170000
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FTA-C300-32D0-LD

Honeywell C300 - FTA C300 Input/output passive interface

FTA-C300-32D0-FUSE

For: CC-TDOBO1, CC-TDOB11

For: CC-TDOBO1, CC-TDOB11

SLDV-THR 5.08 SLDV-THR 5.08

green No

yellow yellow

No 500 mA

5A 5A

No No
. |

24V DC + 10% 24V DC + 10%

1A 1A

24V DC = 10% 24V DC + 10%
I

-25..50 °C -25..50 °C

-40..60 °C -40...60 °C

CE; EAC CE; EAC
I

<50VAC <50VAC

1l 1l

2 2

0.35 KVAC 0.35 kVAC

0.8 kV 0.8kV
Screwcomnection  Tensionclamp connection _Screw connection __ Tension-clamp connection

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?

0.13 mm2 / 6 mm? 0.13 mm2/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?

TS 35, TS 32 TS 35, TS 32 TS 35, TS 32 TS 35, TS 32

216 mm / 87 mm 216 mm/ 87 mm 217 mm/ 133 mm 217 mm/ 133 mm

FTA-C300-32D0-LD-S
FTA-C300-32D0-LD-Z 65 mm

2690170000

FTA-C300-32D0-FUSE-S
FTA-C300-32D0-FUSE-Z 95 mm
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Honeywell C300 - FTA C300 Input/output passive interface

Honeywell C300 - FTA C300
Input/output passive interface for analogue and
digital cards

Passive interfaces (FTA) for connecting the Honeywell

€300 analogue I0TAs.

» Same connector and position on the FTA and on the
I0TA

e 2 units can also be used for digital I0TAs

* Disconnecting plugs and test points (2 mm in diameter)
for voltage and current measurements

* M4 connection for shielding

=
[1-]
(1]
-
=,
o
2
o
o
-
o

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage
Max. current per channel
Operating voltage (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp

FTA-C300-16AI-SH

FTA-C300-16AI-TEST

For: CC-TAIX01, CC-TAIX11, CC-TAIX51, CC-TAIX61

For: CC-TAIX01, CC-TAIX11, CC-TAIX51, CC-TAIX61

SLDV-THR 5.08 SLDV-THR 5.08
No No
No No
No No
No No
No Diameter: 2 mm
I
250V AC/350VDC 24V DC + 10%
1A 1A
. |
-25..50 °C -25..50 °C
-40...60 °C -40...60 °C
CE; EAC CE; EAC
. . |
<250V AC <50V DC
Il 1l
2 2
1.2 KVAC 0.35 KVAC
2kv 0.8 kv
Screwconnection  Tensionclamp connection  Screwconnection _ Tension-clamp connection
0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS 35, TS 32 TS 35, TS 32 TS 35, TS 32 TS 35, TS 32
135 mm /70 mm 135 mm /70 mm 141 mm/ 133 mm 141 mm/ 133 mm

FTA-C300-16AI-SH-S
FTA-C300-16AI-SH-Z

56 mm

Plug-in connection

Accessories

Weidmiiller 32

FTA-C300-16AI-TEST-S
FTA-C300-16AI-TEST-Z

95 mm

2690170000
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FTA-C300-16A0-SH

Honeywell C300 - FTA C300 Input/output passive interface

FTA-C300-16A0-TEST

CC-TDI 110/120/220/230/L01/L11, TDOB01/11, TAOX 01/11;
TuUI01/11

For: CC-TDOBO1, CC-TDOB11, CC-TAOX01, CC-TAOX11,
CC-TAONO1, CC-TAON11

SLDV-THR 5.08 SLDV-THR 5.08

No No

No No

No No

No No

No Diameter: 2 mm
I

250 VAC/350VDC 24V DC + 10%

1A 1A
I

-25..50 °C -25..50 °C

-40..60 °C -40...60 °C

CE; EAC CE; EAC
I

<250V AC <50VDC

1 1l

2 2

1.2 KVAC 0.35 kVAC

2kv 0.8kV
Screwconnection  Tensiomclampconnection  Screwconnection _ Tensiowclamp connection

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm? 0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?

0.13 mm2 / 6 mm? 0.13 mm2/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?

TS 35, TS 32 TS 35, TS 32 TS 35, TS 32 TS 35, TS 32

105 mm /70 mm 105 mm / 70 mm 110 mm /133 mm 110 mm / 133 mm

FTA-C300-16A0-SH-S
FTA-C300-16A0-SH-Z 56 mm
FTA-C300-16A0-SH-P 56 mm

2690170000

FTA-C300-16A0-TEST-S
FTA-C300-16A0-TEST-Z 95 mm

Weidmiiller 32
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B.10

Honeywell C300 - FTA C300 Input/output passive interface

Honeywell C300 - FTA C300
Input/output passive interface for analogue and
digital cards

Passive interfaces (FTA) for connecting to Honeywell C300

analogue I0TAs.

» Same connector and position on the FTA and on the
I0TA

e 2 units can also be used for digital I0TAs.

* Disconnectors and test points (2mm in diameter) for
voltage and current measurements

* M4 connection for shielding
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Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse

Type of test point

Operating voltage
Max. current per channel
Operating voltage (supply)

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp

FTA-C300-16A0-TP

FTA-C300-16DAI-SH

For: CC-TDOBO1/11, CC-TAOX01/11, CC-TAONO1/11, CC-
TuUl001/11

For: CC-TAIDO1, CC-TAID11

SLDV-THR 5.08 SLDV-THR 5.08
No No
No No
No No
No No
Diameter: 2 mm No
. |
24V DC + 10% 24V DC + 10%
1A 15A
. |
-25..50 °C -25..50 °C
-40...60 °C -40...60 °C
CE CE; EAC
. |
<50VDC <50V DC
1l Il
2 2
0.35 kVAC 0.6 kVAC
0.8kV Tkv
_ Tensionclmpcomnecton _ Screwconnecton  Tensionclamp connection
0.13 mm?/ 2.6 mm? 0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?2/ 2.6 mm? 0.13 mm2/ 6 mm? 0.13 mm?/ 2.6 mm?
TS 35, TS 32 TS 35, TS 32 TS 35, TS 32
105 mm / 86 mm 105 mm / 109 mm 105 mm / 109 mm

FTA-C300-16A0-TP-Z

Plug-in connection

Accessories

Weidmiiller 32

FTA-C300-16DAI-SH-S
FTA-C300-16DAI-SH-Z

80 mm
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Honeywell C300 - FTA C300 Isolated interface per relay

Isolated input interface for digital cards

For: CC-TDILO1, CC-TDIL11

Passive interfaces (FTA) for connecting to Honeywell C300

analogue I0TAs.

o Clear identification: same connector and position on the
FTA and on the IOTA

* Reinforced insulation at input/output (basic between
contacts)

* Possibility of powering the IOTA from the FTA

* Screw or tension clamp connection

Technical data
Connection on control side SLDV-THR 5.08
Number of poles (control side) 64-pole
Relay type RSS
LED status display per relay green
LED status of the supply voltage yellow
Fuse per relay No
Power supply fuse 630 mA
Input voltage 24V DC+10%
Input current 13 mA
Operating voltage (supply) 24V DC+10%
Contact material AgNi gold flashed
Operating voltage 24V DC + 10%
Max. DC continuous current 0.1A
Ambient temperature (operational) -25..50 °C
Storage temperature -40...60 °C
Approvals CE; EAC
Rated input insulation voltage <50VAC
Rated output insulation voltage <50VAC

Overvoltage category input/output 1l
Overvoltage category output/output 1l

Pollution severity level 2

Pulse voltage test (1,2/50ps) 1.5kV
Insulation test voltage 0.35 kVAC
Clearance input/output =6 mm

Clamping range, min./max. (field) 0.13 mm2 / 6 mm?
Clamping range, min./max. (supply) 0.13 mm2 / 6 mm?
Rail TS 35, TS 32

Length x width 244 mm/ 131 mm
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Screw connection FTA-C300-32DI-24VDC-S 65 mm
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B.12

Honeywell C300 - FTA C300 Isolated interface per relay

Honeywell C300 - FTA C300
Isolated output interface for digital cards

Passive interfaces (FTA) for connecting the Honeywell

€300 analogue I0TAs.

o (Clearly labelled: same connector and position on the FTA
and on the I0TA

* Input/output reinforced insulation (basic between
contacts)

* Possibility of powering the IOTA from the FTA

* Screw or tension clamp connection

Technical data

Connection on control side
Number of poles (control side)
Relay type

LED status display per relay
LED status of the supply voltage
Fuse per relay

Power supply fuse

Input voltage
Input current
Operating voltage (supply)

Contact material
Operating voltage
Max. AC continuous current

Ambient temperature (operational)
Storage temperature
Approvals

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

[=]
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Screw connection
Tension clamp

FTA-C300-32DO-RSLIM

For: CC-TDOBO1, TDOB11

SLDV-THR 5.08
64-pole

RSS

green

yellow

No

5A

24V DC + 10%
13 mA
24V DC + 10%

AgNi 90/10
250V
4A

-25..50 °C
40..60 °C
CE; EAC

<50VAC
<250V AC
il

Il

2

6 kV

1.2 kVAC
255mm

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

368 mm/ 133 mm 368 mm/ 133 mm

FTA-C300-32D0-RSLIM-S
FTA-C300-32D0-RSLIM-Z 95 mm
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Halogen free cables on demand

Honeywell C300 - Interconnection cables

Honeywell €300 - Interconnection cables C300-32B-3208 - Premium range PAC-C300-3232 - Basic range
interconnection - - - -

32 poles connector to 32 poles connector (with housing) 32 poles to 32 poles (without housing)
Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:
 Premium: With housing for the connector o
* Basic: Without housing for the connector %
Shielded Cable LI YCY
Colour code according DIN 47100 gy

-

Capacity wire / shield 300 pF/m 300 pF/m
Capacity wire / wires 300 pF/m 300 pF/m
Cable Cable LiYCY Cable LiYCY
Material PVC PVC
Ambient temperature (operational) -10..50 °C -10..50 °C
Storage temperature -10..60 °C -10..60 °C

Ordering data

0.25 mm? £300-32B-320B-25-M25-1M PAC-C300-3232-25-1M
0.34 mm? C300-32B-320B-28-M34-1M 1 PAC-C300-3232-34-1M 1
0.50 mm? £300-32B-3208-25-M50-1M 1 PAC-C300-3232-60-1M 1

Accessories

2690170000 Weidmiiller 32 B.13
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B.14

Honeywell C300 - Interconnection cables

Honeywell C300 - Interconnection cables
interconnection

Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:

 Premium: With housing for the connector

* Basic: Without housing for the connector

Shielded Cable LI YCY
Colour code according DIN 47100
Halogen free cables on demand

Capacity wire / shield
Capacity wire / wires

Cable

Material

Ambient temperature (operational)
Storage temperature

Ordering data
0.25 mm?
0.34 mm?
0.50 mm?

Accessories

Weidmiiller 32

C300-36B-324B - Premium range

32 + 4 poles connector to 32+4 poles connector (with housing)

PAC-C300-3636 - Basic range

32+4 poles connector to 32+4 poles connector (without housing)

300 pF/m 300 pF/m
300 pF/m 300 pF/m
Cable LiYCY Cable LiYCY
PVC PVC
-10..50 °C -10..50 °C
-10..60 °C -10..60 °C

C300-36B-324B-25-M25-1M PAC-C300-3636-25-1M
€300-36B-324B-2S-M34-1M 1 PAC-€300-3636-34-1M 1
£300-36B-324B-25-M50-1M 1 PAC-C300-3636-50-1M 1

2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7789829010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7789891010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7789892010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7789884010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7789885010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7789837010

Honeywell C300 - Interconnection cables
interconnection

Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:

 Premium: With housing for the connector

* Basic: Without housing for the connector

Shielded Cable LI YCY
Colour code according DIN 47100
Halogen free cables on demand

Capacity wire / shield
Capacity wire / wires

Cable

Material

Ambient temperature (operational)
Storage temperature

Ordering data
0.25 mm?
0.34 mm?
0.50 mm?

Accessories

2690170000

Honeywell C300 - Interconnection cables

C300-32B-F - Premium range PAC-C300-32-F - Basic range

32 poles connector to ferrules (with housing) 32 poles connector to ferrules (without housing)

| &

300 pF/m 300 pF/m
300 pF/m 300 pF/m
Cable LiYCY Cable LiYCY
PVC PVC
-10..50 °C -10..50 °C
-10..60 °C -10..60 °C

C300-32B-F-25-M25-1M
C300-32B-F-25-M34-1M 1
€300-32B-F-25-M50-1M 1

PAC-C300-32+-25-1M
PAC-C300-32-F-34-1M 1
PAC-C300-32F-50-1M 1

Weidmiiller 32 B.15
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B.16

Honeywell C300 - Interconnection cables

Honeywell C300 - Interconnection cables
interconnection

Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:

 Premium: With housing for the connector

* Basic: Without housing for the connector

Shielded Cable LI YCY
Colour code according DIN 47100
Halogen free cables on demand

Capacity wire / shield
Capacity wire / wires

Cable

Material

Ambient temperature (operational)
Storage temperature

Ordering data
0.25 mm?
0.34 mm?
0.50 mm?

Accessories

Weidmiiller 32

C300-36B-F - Premium range

PAC-C300-36-F - Basic range

32+4 poles connector to ferrules (with housing)

32+4 poles to ferrul

(without housing)

300 pF/m 300 pF/m
300 pF/m 300 pF/m
Cable LiYCY Cable LiYCY
PVC PVC
-10..50 °C -10..50 °C
-10..60 °C -10..60 °C

C300-36B-F-25-M25-1M
C300-36B-F-25-M34-1M 1
€300-36B-F-25-M50-1M 1

PAC-C300-36+-25-1M
PACC300-36-F-34-1M 1
PAC-C300-36F-50-1M 1

2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1349370010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1373780010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1373820010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1349340010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1373910010
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1373950010

Honeywell C300 - Interconnection cables

Honeywell C300 - Interconnection cables C300-16B-160B - Premium range PAC-C300-1616 - Basic range
interconnection

16 poles connector to 16 poles connector (with housing) 16 poles to 16 poles (without housing)

Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:

 Premium: With housing for the connector

* Basic: Without housing for the connector

Shielded Cable LI YCY
Colour code according DIN 47100
Halogen free cables on demand

Capacity wire / shield 300 pF/m 300 pF/m
Capacity wire / wires 300 pF/m 300 pF/m
Cable Cable LiYCY Cable LiYCY
Material PVC PVC
Ambient temperature (operational) -10..50 °C -10..50 °C
Storage temperature -10..60 °C -10..60 °C

Ordering data

0.25 mm? C300-16B-160B-25-M25-1M PAC-C300-1616-25-1M
0.34 mm? C300-16B-160B-28-M34-1M 1 PAC-C300-1616-34-1M 1
0.50 mm? €300-16B-160B-25-M50-1M 1 PAC-C300-1616-50-1M 1

Accessories

2690170000 Weidmiiller 32 B.17
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B.18

Honeywell C300 - Interconnection cables

Honeywell C300 - Interconnection cables C300-16B-F - Premium range PAC-C300-16-F - Basic range
interconnection

16 poles connector to ferrules (with housing) 16 poles connector to ferrules (without housing)

Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:

 Premium: With housing for the connector

* Basic: Without housing for the connector

Shielded Cable LI YCY
Colour code according DIN 47100
Halogen free cables on demand

Capacity wire / shield 300 pF/m 300 pF/m
Capacity wire / wires 300 pF/m 300 pF/m
Cable Cable LiYCY Cable LiYCY
Material PVC PVC
Ambient temperature (operational) -10..50 °C -10..50 °C
Storage temperature -10..60 °C -10..60 °C

Ordering data

0.25 mm? C300-16B-F-25-M25-1M PAC-C300-16+-25-1M
0.34 mm? C300-16B-F-25-M34-1M 1 PAC-C300-16-F-34-1M 1
0.50 mm? C300-16B-F-25-M50-1M 1 PAC-C300-16-F-50-1M 1

Accessories

Weidmiiller 32 2690170000
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Honeywell C300 - Interconnection cables

Honeywell C300 - Interconnection cables C300-32B-216B - Premium range PAC-C300-32-1616 - Basic range
interconnection

32 poles connector to 2X16 poles connector (with housing) 32 poles connector to 2X16 poles connector (without housing)

Pre-assembled cables for connecting the C300 cards to the
Weidmiiller interfaces. 2 ranges:

 Premium: With housing for the connector

* Basic: Without housing for the connector

Shielded Cable LI YCY
Colour code according DIN 47100
Halogen free cables on demand

Capacity wire / shield 300 pF/m 300 pF/m
Capacity wire / wires 300 pF/m 300 pF/m
Cable Cable LiYCY Cable LiYCY
Material PVC PVC
Ambient temperature (operational) -10..50 °C -10..50 °C
Storage temperature -10..60 °C -10..60 °C

Ordering data

0.25 mm? €300-32B-216B-25-M25-1M PAC-C300-32-1616-25-1M
0.34 mm? C300-32B-216B-25-M34-1M 1 PAC-C300-32-1616-34-1M 1
0.50 mm? €300-32B-216B-25-M50-1M 1 PAC-C300-32-1616-50-1M 1

Accessories
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C.2

Yokogawa CS3000 and ProSafe - General description

Interface units for Yokogawa CS3000 and ProSafe

Secure and fast connection between Distributed
Control Systems and the field

The goal is to provide a simple and clean connection between
sensors/actuators and the Yokogawa controllers. This is achieved by using
our interface units in the marshalling cabinets. Let’s connect.

The main goals of the Yokogawa CS3000 and Prosafe interfaces are to prevent
cabling errors, save space in the electronics cabinet and save time and costs in the
construction of electronics cabinets.

This is where our interface units for the Yokogawa CS3000 and ProSafe controllers
score: the compact interfaces minimise cabling costs and offer significant benefits
such as the regulated power supply with control relay.

If required we supply the components with a coating according to

corrosion class G3.

These benefits and more will enable you to establish the optimum connection
between field elements and input/output cards from Yokogawa. Let’s connect

Weidmiiller 3¢

You are shaping the future of the
process industry

Global competition and market dynamism
are driving change in the process industry.
New global strategies, mergers and
takeovers, investments and spin-offs are
all part of the change. Plant operators

and manufacturers who ensure a higher
standardisation of production processes
are one step ahead of the market. The best
conditions for efficient plant operation are
secure connectivity and a cost- and space-
saving connection when transmitting and
converting signals.

2690170000
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Yokogawa CS3000 and ProSafe - General description

TERMSERIES interface adapter
Our pre-assembled plug-and-play solution

Reliable connection with TERMSERIES interface adapter
The interface units are provided with a screw or enables and minimised wiring effort.
tension clamp connection on the field side and See Chapter E

with compatible connectors to KS or AKB cables
on the control side.

Numerous integral functions

Isolators, fuses with fault display, status LEDs:
field sensors may be supplied with power within
the individual modular terminal.

Wide range of interfaces

The range includes passive input/output
interfaces for digital and analogue signals and
isolated interfaces with relays incorporating a
compact design.

Redundancy supply control
Up to two power supplies can be connected to
the interface units for Yokogawa systems. If one
of the power supplies falls below approx. 12 V
an alarm is activated and the power supply LED
is extinguished.

Wide temperature range
—O 1 The interface can work

7 W;@ 2 in ambient temperatures

ranging from -25 to +70 °C.

¢ -  — O 3
2y ' o
Voltage control < — r O b

0y, E #1 j

O 6
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Yokogawa CS3000 - Selection guide

The following selection guides enable you to quickly and easily choose the correct products according to your application needs:
STEP 1: Choose the Yokogawa Card to be used.
STEP 2: Choose the most suitable interface for the application.
Example: For AAB841 it's possible to select different options:
*In screw: 1371470000, 1371600000, 1371640000
* In tension clamp: 1371500000, 1371610000, 1371650000

This is small selection of the most frequently used termination boards. Other termination boards are also avaliables.
G3 termination hoards can also be provided under demand.

KS TBY-C3-AI0-2KS
Y TBY-C3-UNIV-SP-2KS
TBY-C3-AI0-2KS
= TBY-C3-AI0--2KS
TBY-C3-UNIV-SP-2KS
TBY-C3-AI0-2KS
TBY-C3-16A1-2KS
TBY-C3-AI0--2KS
TBY-C3-UNIV-SP-2KS
TBY-C3-AI0-2KS
TBY-C3-UNIV-SP-2KS
TBY-C3-AI0-2KS
TBY-C3-AI0--2KS-Z
TBY-C3-UNIV-SP-2KS
TBY-C3-AI0-2KS
TBY-C3-16A10-2KS
TBY-C3-AI0--2KS-Z
TBY-C3-UNIV-SP-2KS
- Y
[16RTD analogueinput
12RTDinputmodules Y

Yokogawa CS3000 - Selection guide

TBY-C3-Al0-2KS
TBY-C3-16AI0-2KS
TBY-C3-Al0--2KS
TBY-C3-UNIV-SP-2KS
TBY-C3-UNIV-2KB
TBY-C3-UNIV-SP-2KS
TBY-C3-UNIV-2KB
TBY-ADV151-PS-L-2KB
TBY-ADV151-PS-F-L-2KB
TBY-ADV151-24-PS-2KB
TBY-ADV151-48-PS-2KB
TBY-C3-UNIV-2KB
TBY-ADV551-CF-PS-2KB
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C.6

Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-CS3000 Input/Qutput interfaces
for CS3000 analogue cards

Interface for 8 or 16 analogue signals (depend on marking)

* 2 KS connectors (40 poles) for redundancy

* Direct connection between the Yokogawa card and the
field connectors.

* Basic module also without marking available and
markers as accessory for customer flexibility

 Complete modules with marking available

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Analogue signals without marking (S)

Analogue signals without marking (Z)

AAI141, AAIT43 (S)

AAIT41, AAI143 (Z)

AAI543, AAV141, AAV142, AAV144, AAV542, AAV544 (S)
AAI543, AAV141, AAV142, AAV144, AAV5A2, AAVS44 (Z)

Weidmiiller 32

TBY-C3-

AABB41, AAI135, AAIT41, AAIT43, AAIG4A3, AAIBA1, AAIB35,
AAP135, AAV141, AAV142, AAV144, AAVEA2, AAVEA4

2 x KS (40P)

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70 °C
40..85 °C

<50VAC
1l

2

0.35 kVAC
0.8 kV

0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
0.13 mm2 / 6 mm? 0.13 mm? / 2.6 mm?
TS 35, TS 32 TS835,TS32

90 mm /70 mm 90 mm /70 mm

TBY-C3-Al0-2KS-S

TBY-C3-Al0-2KS-Z 52 mm
TBY-C3-16A1-2KS-S 56 mm
TBY-C3-16A1-2KS-Z 52 mm
TBY-C3-16AI0-2KS-S 56 mm

TBY-C3-16AI0-2KS-Z

2690170000
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Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000
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Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-CS3000 Input/Qutput interfaces
for CS3000 analogue cards

Interface for 8 or 16 analogue signals

* 2 KS connectors (40 poles) for redundancy

* Disconnecting plugs and test points (2 mm diameter) for
voltage or current measurement.

 The TBY is delivered with the marking for AAI141,
AAI143 and it's compatible with other analogue cards.

» Marker available as accessory.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-C3-Al0-I-2KS

AABB41, AAI135, AAIT41, AAIT43, AAIB4A1, AAI543, AAIB3S,
AAP135, AAV141, AAV142, AAV144, AAVEA2, AAVEA4

2 x KS (40P)

Diameter: 2 mm

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70 °C
40..85 °C

<50VAC
1l

2

0.35 kVAC
0.8 kV

0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
0.13 mm2 / 6 mm? 0.13 mm? / 2.6 mm?
TS 35, TS 32 TS835,TS32

170 mm / 87 mm 170 mm / 87 mm

TBY-C3-Al0H-2KS-S
TBY-C3-Al0--2KS-Z
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TBY-CS3000 Input/Qutput interfaces
for CS3000 analogue cards

Interface for analogue signals

* 2 KS connectors (40 poles) for redundancy

* Direct connection between the Yokogawa card and the
field connectors.

* The soldering tags allows the mounting of external
components: voltage conversion or monitorization of the
current loop.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

2690170000

Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-C3-UNIV-SP-2KS

AAI141, AAIT43, AAV141, AAV142, AAV144, AAIBA1, AABBAT,
AAV542, AAI543, AAV544, AAR181, AAI135, AAP135, AAIB35

2 x KS (40P)

Soldering tags

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70 °C
40..85 °C

<50VAC
1l

2

0.35 kVAC
0.8 kV

0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?
0.13 mm2 / 6 mm? 0.13 mm? / 2.6 mm?
TS 35, TS 32 TS835,TS32

112 mm/ 109 mm 112 mm/ 109 mm

TBY-C3-UNIV-SP-2KS-S
TBY-C3-UNIV-SP-2KS-Z

Weidmiiller 32
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C.10

Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-CS3000 Input/Qutput interfaces

for CS3000 digital cards

Interface for Centum CS3000 digital Cards

* AKB connectors (50 poles) for redundancy

* Direct connection between the Yokogawa card and the
field connectors.

 Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-C3-UNIV-2KB

ADV151, ADV161, ADV551, ADV561, AAR145

2 x AKB (50P)

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32
135mm /70 mm 135 mm /70 mm

TBY-C3-UNIV-2KB-S
TBY-C3-UNIV-2KB-Z
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TBY-CS3000 Input/Qutput interfaces
for CS3000 digital cards

Interface for Centum ADV151 32 digital input card

* 2 AKB connectors (50 poles) for redundancy

* Green LED shows channel Status

* The Card can be configured with positive or negative
common (see schematic)

* Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.

 Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

2690170000

Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-ADV151-PS-L-2KB

ADV151, ADV161 (2 TBY by Card)

2 x AKB (50P)
green

green

No

2A

‘22
S |S

24V DC
1A
24V DC
2A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

190 mm / 109 mm 190 mm / 109 mm

TBY-ADV151-PS-L-2KB-S
TBY-ADV151-PS-L-2KB-Z

Weidmiiller 32
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C.12

Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-CS3000 Input/Qutput interfaces
for CS3000 digital cards

Interface for Centum ADV151 32 digital input card

* 2 AKB connectors (50 poles) for redundancy

* The input sensors are connected to the card with fuses.

 Green LED shows channel status

* The Card can be configured with positive or negative
common (see schematic)

 Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-ADV151-PS-F-L-2KB

ADV551, ADV561 (2 TBY by Card)

2 x AKB (50P)
green

green

100 mA

2A

‘22
S |S

24V DC
1A
24V DC
2A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32
190 mm /131 mm 190 mm /131 mm

TBY-ADV151-PS-F-L-2KB-S
TBY-ADV151-PS-F-L-2KB-Z
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TBY-CS3000 Input/Qutput interfaces
for CS3000 digital cards

Interface for Centum ADV151 32 digital input card
* 2 AKB connectors (50 poles) for redundancy
* 100 mA fuse per channel
 Green LED shows relays switching status (control side).
* Red LED shows fuse blow
 The input sensors can be connected in 2 ways:
- Powered by field terminals
- Powered by the TBY with auxiliary voltage
 Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.
* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side
Relay type
Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. DC continuous current of the /0 card
Minimum contact current

Minimum contact voltage

Mechanical service life

Ambient temperature (operational)
Storage temperature

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category input/input
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection
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Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-ADV151-24-PS-2KB

ADV151, ADV161 (2 TBY by Card)

2 x AKB (50P)
RSS
1A

24V DC + 10%

7 mA (fuse on) / 0.5 mA (fuse off)
24\ DC

1A

AgNi gold-plated
18..26,4VDC

10 mA

1mA

v

5 x 10° switching cycles

-25..70°C
40..85 °C

<50VDC
<50VDC
1l

1l

1l

2

1.5KkV
0.35 kVAC
255 mm

0.13 mm2/ 6 mm? 0.13 mm?/ 2.5 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
TS 35, TS 32 TS 35,TS 32

317 mm/ 131 mm 317 mm/ 131 mm

TBY-ADV151-24-PS-2KB-S

TBY-ADV151-24-PS-2KB-Z

Weidmiiller 32
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C.14

Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-CS3000 Input/Qutput interfaces
for CS3000 digital cards

Interface for Centum ADV151 32 digital input card
* 2 AKB connectors (50 poles) for redundancy
* 100 mA fuse per channel
 Green LED shows relays switching status (control side).
* Red LED shows fuse blow
 The input sensors can be connected in 2 ways:
- Powered by field terminals
- Powered by the TBY with auxiliary voltage
* Dual power supply can be connected to the TBY to
supply sensors and Yokogawa Card.
 Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.
* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side
Relay type
Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. DC continuous current of the /0 card
Minimum contact current

Minimum contact voltage

Mechanical service life

Ambient temperature (operational)
Storage temperature

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category input/input
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-ADV151-48-PS-2KB

ADV151, ADV161 (2 TBY by Card)

2 x AKB (50P)
RSS
1A

48V DC £ 10%

7 mA (fuse on) / 0.5 mA (fuse off)
24\ DC

1A

AgNi gold-plated
18..26,4VDC

10 mA

1mA

v

5 x 10° switching cycles

-25..70°C
40..85 °C

<50VDC
<50VDC
1l

1l

1l

2

1.5KkV
0.35 kVAC
255 mm

0.13 mm2/ 6 mm? 0.13 mm?/ 2.5 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.6 mm?
TS 35, TS 32 TS 35,TS 32

317 mm/ 131 mm 317 mm/ 131 mm

TBY-ADV151-48-PS-2KB-S

TBY-ADV151-48-PS-2KB-Z
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TBY-CS3000 Input/Qutput interfaces
for CS3000 digital cards

Interface for Centum ADV551 32 digital output Card

* 2 AKB connectors (50 poles) for redundancy

o Green LED shows relays switching status (control side).

 The output sensors can be connected in 2 ways:

- Powered by field terminals
- Powered by the TBY with auxiliary voltage (groups
of 8 channels)

* Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.

 Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side
Relay type

Fuse per channel

Power supply fuse

Input voltage
Input current
Operating voltage (supply)
Operating current (supply)

Contact material

Operating voltage

Max. AC continuous current
Minimum contact current
Minimum contact voltage
Mechanical service life

Ambient temperature (operational)
Storage temperature

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category input/input
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

N
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Yokogawa CS3000 - TBY Input/Qutput interfaces for CS3000

TBY-ADV551-CF-PS-2KB

ADV551, ADV561 (2 TBY by Card)

2 x AKB (50P)
RSS

No

1A

24V DC + 10%
13 mA

24V DC

1A

AgNi 90/10

250V AC

25A

0.1A

5V

5 x 10° switching cycles

-25..70°C
-40..85 °C

<50VDC
250 VAC
il

6 kV
1.2 KVAC
255 mm

0.13 mm? / 6 mm? 0.13 mm? / 2.6 mm?
0.13 mm? / 6 mm? 0.13 mm?/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

303 mm/ 131 mm 303 mm/ 131 mm

TBY-ADV551-CF-PS-2KB-S

TBY-ADV551-CF-PS-2KB-Z

Weidmiiller 32
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Yokogawa ProSafe - Selection guide

The following selection guides enable you to quickly and easily choose the correct products according to your application needs:
STEP 1: Choose the Yokogawa Card to be used.
STEP 2: Choose the most suitable interface for the application.
Example: For SAI143 it's possible to select different options:
*In screw: 1371130000,1371150000,1371220000,1371340000,1371240000
*In tension clamp: 1371140000,1371170000,1371230000,1371250000

This is small selection of the most frequently used termination boards. Other termination boards are also avaliables.
G3 termination hoards can also be provided under demand.

Yokogawa Pro Safe - Selection guide

TBY-RS-AIO-2KS
TBY-SAI143-2KS
TBY-RS-AIO--2KS
TBY-RS-UNIV-SP-2KS
TBY-SAI143F-L-PS-2KS
TBY-RS-AI0-2KS
TBY-SAI533-2KS
TBY-RS-AIO-2KS
TBY-RS-UNIV-SP-2KS
TBY-RS-AI0-2KS
TBY-SAV144-2KS
TBY-RS-AIO-2KS
TBY-RS-UNIV-SP-2KS
TBY-SDV144-PS-2KB
TBY-SDV144-F-PS-2KB
TBY-RS-DIO-2KB
TBY-RS-DIO-2KB
TBY-RSDIO-2KB
TBY-RSDIO-2KB

2690170000 Weidmiiller 32 C.17
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C.18

Yokogawa ProSafe - TBY Input/Output interfaces for ProSafe

TBY-RS Input/Output interfaces
for ProSafe analogue cards

Interface for 8 or 16 analogue signals (depend on marking)

* 2 KS connectors (40 poles) for redundancy

* Direct connection between the Yokogawa card and the
field connectors.

* Basic module also without marking available and
markers as accessory for customer flexibility

 Complete modules with marking available

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

SAI143, SAV144, SAI533 without marking (S)
SAI143, SAV144, SAI533 without marking ()
SAI43 (S)
SAI43(2)
SAV144 (S)
SAV144 (Z)
SAI553 (S)
SAI553 (2)

Weidmiiller 32

TBY-

SAI143, SAV144, SAI553

I

2 x KS (40P)

No

No

No

No

No

No
I

50V AC/70VDC

1A

50V AC/70VDC

1A
|

-25..70 °C

-40...85 °C
I

<50VAC

1l

2

0.35 kVAC

0.8 kV
_Screwcomnection _Tensionclamp connection

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?

0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?

TS 35, TS 32 TS 35, TS 32

90 mm /70 mm 90 mm /70 mm

TBY-RS-AI0-2KS-S

TBY-RS-AI0-2KS-Z 52 mm
TBY-SAI143-2KS-S 56 mm
TBY-SAI143-2KS-Z 52 mm
TBY-SAV144-2KS-S 56 mm
TBY-SAV144-2KS-Z 52 mm
TBY-SAI533-2KS-S 56 mm

TBY-SAI533-2KS-Z

2690170000
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Yokogawa ProSafe - TBY Input/Qutput interfaces for ProSafe
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C.20

Yokogawa ProSafe - TBY Input/Output interfaces for ProSafe

TBY-RS Input/Output interfaces
for ProSafe analogue cards

Interface for 8 or 16 analogue signals

* 2 KS connectors (40 poles) for redundancy

* Disconnecting plugs and test points (2 mm diameter) for
voltage or current measurement.

 The TBY is delivered with the marking for SAI143 and
it's compatible with cards SAV144 and SAI533. Marker
available as accessory.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-RS-AIO-1-2KS

SAI143, SAV144, SAI553

2 x KS (40P)

Yes
Diameter: 2 mm

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

170 mm / 87 mm 170 mm / 87 mm

TBY-RS-AIO--2KS-S
TBY-RS-AIO--2KS-Z
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TBY-RS Input/Output interfaces
for ProSafe analogue cards

Interface for analogue signals

* 2 KS connectors (40 poles) for redundancy

* Direct connection between the Yokogawa card and the
field connectors.

* The soldering tags allows the mounting of external
components: voltage conversion or monitorization of the
current loop.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

2690170000

Yokogawa ProSafe - TBY Input/Qutput interfaces for ProSafe

TBY-RS-UNIV-SP-2KS

SAI143, SAV144, SAI553

2 x KS (40P)

Soldering tags

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

112 mm /109 mm 112 mm /109 mm

TBY-RS-UNIV-SP-2KS-§
TBY-RS-UNIV-SP-2KS-Z

Weidmiiller 32
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C.22

Yokogawa ProSafe - TBY Input/Output interfaces for ProSafe

TBY-RS Input/Output interfaces
for ProSafe analogue cards

Interface for Pro-safe SA143 analogue input Card

* 2 KS connectors (40 poles) for redundancy

* The input sensors are connected to the card with fuses.

* Red LED show fuses status

* Dual power supply can be connected to the TBY to
supply sensors and Yokogawa Card.

 Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-SAI143-F-L-PS-2KS

SAI143

2 x KS (40P)
red

green

1A

63A

‘22
S |S

24V DC
1A
24V DC
63A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32
133 mm /131 mm 133 mm /131 mm

TBY-SAI143-F-1-PS-2KS-S 107 mm
TBY-SAI143F-L-PS-2KS-Z 107 mm
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TBY-RS Input/Output interfaces
for ProSafe digital cards

Interface for Pro-safe digital Cards

* AKB connectors (50 poles) for redundancy

* Direct connection between the Yokogawa card and the
field connectors.

 Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

2690170000

Yokogawa ProSafe - TBY Input/Qutput interfaces for ProSafe

TBY-RS-DIO-2KB

SDV144, SDV521, SDV531, SDV541

2 x AKB (50P)

50 VAC/70VDC
1A
50 VAC/70VDC
1A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32
135mm /70 mm 135 mm /70 mm

TBY-RS-DIO-2KB-S
TBY-RS-DIO-2KB-Z

Weidmiiller 32
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c.24

Yokogawa ProSafe - TBY Input/Output interfaces for ProSafe

TBY-RS Input/Output interfaces
for ProSafe digital cards

Interface for Pro-safe SDV144 digital input Card

* 2 AKB connectors (50 poles) for redundancy

* Dual power supply can be connected to the TBY to
supply sensors and Yokogawa Card.

 Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA): close
contact and led shinning means no supply fault.

* Screw and tension clamp connection

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

Weidmiiller 32

TBY-SDV144-PS-2KB

SDV144

2 x AKB (50P)
No

green

No

2A

‘22
S |S

24V DC
1A
24V DC
2A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

134 mm /109 mm 134 mm /109 mm

TBY-SDV144-PS-2KB-S
TBY-SDV144-PS-2KB-Z
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TBY-RS Input/Output interfaces
for ProSafe digital cards

Interface for Pro-safe SDV144 digital input Card

* 2 AKB connectors (50 poles) for redundancy

* The input sensors are connected to the card with fuses.

 Dual power supply can be connected to the TBY to
supply sensors and Yokogawa Card.

* Monotoritzation of the Power supply status with green
LED and alarm contact (24 V DC / 2...100 mA).

Technical data

Connection to the card

Connection on control side

LED status display per channel
LED status of the supply voltage
Fuse per channel

Power supply fuse
Disconnection per channel

Type of test point

Operating voltage

Max. current per channel
Operating voltage (supply)
Operating current (supply)

Ambient temperature (operational)
Storage temperature

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

Ordering data

Screw connection
Tension clamp connection

2690170000

Yokogawa ProSafe - TBY Input/Qutput interfaces for ProSafe

TBY-SDV144-F-PS-2KB

SDV144, SDV521, SDV531, SDV541

2 x AKB (50P)
No

green

100 mA

2A

‘22
S |S

24V DC
1A
24V DC
1A

-25..70°C
-40..85 °C

<50VAC
[l

2

0.35 kVAC
0.8kV

0.13 mm2 / 6 mm? 0.13 mm?/ 2.6 mm?
0.13 mm?/ 6 mm? 0.13 mm2/ 2.5 mm?
TS 35, TS 32 TS 35, TS 32

134 mm /109 mm 134 mm /109 mm

TBY-SDV144-F-PS-2KB-S
TBY-SDV144-F-PS-2KB-Z

Weidmiiller 32
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C.26

PAC-YOK - MIL Pre-made cables PAC-YOK-MIL-F PAC-YOK-MILVO

MIL connector to ferrules MIL connector to MIL connector

Pre-built cable according:

¢ MIL connector - MIL connector

* MIL connector - ferrules

e Colour code according DIN47100

Operating voltage <60VDC<25VAC <60VDC<25VAC
Permissible current strength per path, max. 1A 1A
Total current, max. 3A 3A
Resistance <150 m0/m <150 m0/m
Capacity wire / wires 300 pF/m 300 pF/m
Capacity wire / shield 300 pF/m
Nominal rating, conteol cable
Cable Cable LiYY Cable LiYCY
Material PVC PVC
Wire cross-section 0.14 mm? 0.14 mm?
Generaldota
Ambient temperature (operational) -10..50 °C -10..50 °C
Storage temperature -10..60 °C -10..60 °C

Ordering data

PAC-YOK-MIL40V0-1M
PAC-YOK-MIL50-VO-TM 1

40-pole connector PAC-YOK-MILA0-F-TM
50-pole PAC-YOK-MIL50-F-1M 1

Accessories
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Yokogawa backplane - SIL Backplane for digital outputs

Connect DCS and PLS systems quickly and reliably
Backplane systems for integrating electronic components

The highly complex connections between DCS, PLC and
other electrical components need to be wired as efficiently
as possible. In some cases, additional functions also need to
be integrated without taking up more space.

Backplane systems allow various electrical components,
such as SIL relays or analogue converters, to be connected
quickly and conveniently. This speeds up the installation and
vastly simplifies the connection to the PLC or DCS.

The reinforced circuit board of our backplane allows various
electrical components to be accommodated and makes it
easier to add individual extra functions in a confined space.
Certified pre-mounted cables simplify the connection to the
DCS system and improve efficiency.

Backplane systems can help facilitate installation and wiring
in the process industry - particularly when a large number of
components need to be connected.

Your special advantages:

Simple integration of electrical
equipment and components

Save time and costs: backplane systems
simplify the installation and wiring of
complex circuits and process systems.
Using pre-mounted cables during
installation can also effectively minimise
incorrect wiring.
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Integration of additional functions

If required, functions such as power supply
alarms, diagnostic functions or HART
connectivity can be integrated in the backplane
without taking up extra space.

Pre-mounted cables

Pre-mounted cables ensure error-free
connections between the backplane and
PLC/DCS system, and are available in a
variety of lengths.

2690170000

Yokogawa backplane - SIL Backplane for digital outputs

Fast and simple installation

Rigid printed circuit boards in combination with
MTA mounting adapters for DIN rails ensure a
robust system in the control cabinet.

Universally usable system

The system can be be combined with all major
commercial PLC models according to customer
requirements, including Yokogawa, Honeywell,
Invensys, Emerson and Siemens.

High compatibility

Thanks to clip-fit fixing to the DIN rail, modules
and components can be installed, replaced and
customised quickly and easily.
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C.30

Yokogawa backplane - SIL Backplane for digital outputs

Backplane with SIL 3 relays for Yokogawa
Prosafe SDV541

* 2 AKB connectors (50 poles) for redundancy

o Green LED indicator for relay switching status

* Monitoring the power supply status with green LED and
alarm contact (24 V DC / 2 - 100 mA): close contact and
LED lit means no supply fault

o 2 versions: de-energised to safe SIL relays with and
without monitor

* Screw connection

=
[2-]
(1]
-
s,
d
2
o
-]
-,
-1

Connection to the card

Connection on control side
Relay type
Power supply fuse

Rated control voltage

Power consumption

Guaranteed current consumption of 24 VDC -10%
Status indicator

Base material of the contact / Contact design
max. permitted switching voltage

max. permitted switching current

max. switching current, internal fuse

max. switching current, external fuse
Switching capacity, min./max.

Internal fuse

Short-circuit-proof

Switch-on time / Switch-off time

Ambient temperature (operational)
Storage temperature

Rated input insulation voltage
Rated output insulation voltage
Overvoltage category input/output
Overvoltage category input/input
Overvoltage category output/output
Pollution severity level

Pulse voltage test (1,2/50ps)
Insulation test voltage

Clearance input/output

Clamping range, min./max. (field)
Clamping range, min./max. (supply)
Rail

Length x width

[=]
=
=
@
=
=
(=}
=3
[
——
1

Potential-free for SIL3 relay without monitoring
Potential-free for SIL3 relay with monitoring

Accessories

2#00 A fast

SIL relay without monitoring
SIL relay with monitoring
Relay (for alarm)

Weidmiiller 32

BKP-16D0-SDV541

SDV541

2 x AKB (50P)
SIL3
2A

24V DC + 20%
42 mA

35mA

LED yellow

AgNi 0.15 gold flashed / NO contact
250V AC/30VDC

8A

5 A (refer to derating curve)

5 A (refer to derating curve)

12V /10 mA /2000 VA

5 A time-lag

No

typ. 7 ms/ typ. 14 ms

-25..50 °C
-40..85 °C

50V AC/70VDC
<300VAC

1l

1l

1l

2

6 kV

1.2 KVAC

255 mm

0.13 mm? / 2.6 mm?
0.13 mm? / 6 mm?
TS 35

376 mm/ 168 mm

BKP-16D0-SDV541-V0-S
BKP-16D0-SDV541-V1-S

G 20/2.00A/F

SCS 24vDC P1SIL3DS
SCS 24VDC P1SIL3DS M
RSS112024
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D.2

Introduction

Passive interfaces for general applications

Due to the need for cost reductions in the construction of

electric cabinets, our interfaces for general applications offer

an alternative to end-to-end wiring concepts. Their main
function is as an adapter to enable a functional and safe
operation between standard plug-in connectors connected
to any controller or PLC, and printed circuit terminals
connected to application sensors/activators.

Weidmiuiller’'s universal interfaces for applications have the
following individual features:
* Extruded profile for inserting the PCB
* End plates for fitting on the mounting rail
¢ Clip-on feet for locking on standardised mounting rails
TS 32 and TS 35
* Printed circuit board where the following elements can
be identified:
- Plug-in connectors
- Weidmiuiller terminals for screw or tension clamp
connection
- Markings

The plug-in connectors used for interconnection can be
divided into the following groups:
* Ribbon cable connector in accordance with
IEC 60603-13/DIN 41651 (RSF)
¢ Miniature SUB-D plug-in connectors acc. to
IEC 60807-2/DIN 41652
¢ RJ45 connectors for data lines
¢ Plug-in ELCO connectors for applications in high-demand
industrial areas.

Pre-assembled cables with the corresponding plug-in
connector systems are used in the connection between the
controller and the interface. These pre-assembled cables
allow maximum savings for the user, as they achieve a cost
reduction in the materials, due to fewer individual cables,
conductors and cable ducting.

Advantages of the interface units:

* Space savings thanks to the 2 and 3 floor interface
terminals.

e Conventional end-to-end wiring is only needed on one
side, therefore assembly and start-up times are reduced,

* Greater safety, preventing wiring errors

* Simplified setup and documentation

Weidmiiller 3¢

RS F - Interface for ribbon cable in accordance
with IEC 60603-13/ DIN 41651

Passive interfaces for transmitting signals from a plug-in
flat cable connector, based on IEC 60603-13 /DIN 41651,
to a tension clamp or screw connection.

Connection between both connectors is 1 to 1 and the
range includes male connectors with between 10 and
64-poles.

RS SD - Interface for connector SUB-D in accordance
with IEC 60807-2/ DIN 41652

Passive interfaces for transmitting signals from a plug-in
SUB-D connector based on IEC 60807-2 / DIN 41652, to a
tension clamp connection or screw connection.

Thanks to the metal casing of the SUB-D these connectors
are ideal for transmitting analogue signals or for connection
with shielded cables.

Connection between both connectors is 1 to 1 and the
range includes male and female connectors with between

9 and 50-poles.

Sub-d High density 15,26,44 and 62 poles also avaliable in
screw connection.

2690170000
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Introduction

RS RJ45 - Interfaces with RJ45 connector RS ELCO - Interface with ELCO plug-in connectors
Passive interfaces transport signals from a modem, router, Passive interfaces that transport signals proceeding from a
computer or any other communications equipment using 20 to 90-pole male/female ELCO plug-in connector to screw
RJ45 connectors to screw or tension clamp connections. or tension clamp connection techniques.

The modules can be fixed to standard TS32 and/or TS35 The ELCO connectors are used, for example, in electric

mounting rails. power stations, refineries and in different processing
applications in which a robust, reliable connection is
needed for a large number of signals. The main feature of an
ELCO connector is its reliability thanks to its hermaphrodite
contact, which is shaped like a fork.

The diagonal disposition of the connector (from right to left)

facilitates the wiring of the cables in the electrical cabinet
and avoids them from crossing one other.

RSX - Interface for soldering of components

Axial components such as resistors, diodes and capacitors,
can be soldered into the RSX component modules

2690170000 Weidmiiller 32 D3
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Introduction

Passive interfaces for general applications

RS VERT - Supply voltage distributor modules

Passive interfaces for the distribution of AC or DC voltage
These interfaces can distribute from 2 to 6 different voltages.
This allows distributing voltages of 230/400 V AC and DC
control signals.

These interfaces provide an easy visualisation, and can be
fixed to standard TS35 and/or TS32 assembly rails.

RSD - Interfaces with diodes

The diode interface is used for protection from surges,
testing lamps or for preventing reverse polarity.

We therefore supply the following interfaces, namely:
* In common anode

* In common cathode

* Transverse diode

All come with screw connection and can be assembled
onto TS-32 and TS-35 rails.

D4 Weidmiiller 32 2690170000
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RS F - Interface for flat cable in accordance with IEC 60603-13 / DIN41651

RS F - Interface for flat cable
in accordance with IEC 60603-13/DIN41651

Interface for flat cable in accordance with IEC 60603-13/
DIN41651

e Connection 1:1

* 10to 64 poles

 Screw or tension clamp connection

Technical data

Connection on control side
Type of connection

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Rail
Width x height

Ordering data

10-pole plug
14-pole plug
16-pole plug
20-pole plug
26-pole plug
34-pole plug
40-pole plug
50-pole plug
60-pole plug
64-pole plug

RSFZ

RSFS

Plug-in connector in acc. with IEC80603-13 / DIN41651

Plug-in connector in acc. with IEC60603-13 / DIN41651

Tension-clamp connection

Screw connection

60VAC/75VDC 60VAC/75VDC
1A 1A

0..55°C 0..55°C

-40...70 °C -40...60 °C

CE; EAC CE; EAC

100V 100V

Il Il

2 2

0.8kV 0.8 kv

0.13 mm2/ 2.5 mm? 0.13 mm?/ 6 mm?
TS 35, TS 32 TS 35, TS 32

87 mm /64 mm 87 mm/ 70 mm

RSF10Z

RSF147 50 mm
RS F20Z 65 mm
RS F26 Z 80 mm
RSF347 110 mm
RS F40Z 115 mm
RS F50 Z 145 mm

RS F10 LP2N 5/10
RS F14 LP2N 5/14

RS F16 LP2N 5/16 55 mm
RS F20 LP2N 5/20 65 mm
RS F26 LP2N 5/26 80 mm
RS F34 LP2N 5/34 110 mm
RS F40 LP2N 5/40 115 mm
RS F50 LP2N 5/50 145 mm
RS F60 LP2N 5/60 180 mm
RS F64 LP2N 5/64 180 mm

Accessories

Weidmiiller 32
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RSF S/ COMPACT

RS F - Interface for flat cable in accordance with IEC 60603-13 / DIN41651

RSF S/ RS45

Plug-in connector in acc. with [EC60603-13 / DIN41651

Plug-in connector in acc. with IEC80603-13 / DIN41651

Screw connection

Screw connection

60VAC/75VDC 60VAC/75VDC
1A 1A

0..55°C 0..55°C

40..70 °C -40...70 °C

CE; EAC CE; EAC

100V 100V

1 Il

2 2

0.8 kV 0.8kV

0.13 mm2 / 6 mm? 0.15mm2/ 1.5 mm?
TS 35, TS 32 TS 35, TS 32

87 mm /76 mm 45 mm/65.5 mm

RS F10 LP3R 3/12

RS F14 LP3R 3/14 45 mm RS F14 LPK 2H/16 56 mm
RS F16 LP3R 3/18 50 mm RS F16 LPK 2H/18 64 mm
RS F20 LP3R 3/21 50 mm RS F20 LPK 2H/22 71 mm
RS F26 LP3R 3/27 55 mm RS F26 LPK 2H/28 86 mm
RS F34 LP3R 3/36 70 mm RS F34 LPK 2H/36 106 mm
RS FA0 LP3R 3/42 80 mm RS F40 LPK 2H/42 121 mm
RS F50 LP3R 3/51 95 mm RS F50 LPK 2H/52 151 mm
RS F60 LP3R 3/63 115 mm RS F60 LPK 2H/62 176 mm
RS F64 LP3R 3/66 120 mm RS F64 LPK 2H/66 186 mm

RS F10 LPK 2H/12
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RS SD - Interface for SUB-D connector in accordance with IEC 60807-2 / DIN 41652

RS SD - Interface for SUB-D connector in
accordance with IEC 60807-2 / DIN 41652

Interface for SUB-D connector in accordance with
IEC 60807-2 / DIN 41652.

e Connection 1:1

* 9o 50 poles

 Screw or tension clamp connection

Technical data

Connection on control side
Type of connection

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Rail
Width x height

Ordering data

9-pole male connector

RSSD Z

RSSD S

D-sub connectors, acc. to IEC 60807 / DIN 41652

D-sub connectors, acc. to [EC 60807 / DIN 41652

Tension-clamp connection Screw connection
100V 100V

15A 15A

0..55°C 0..55°C

-40...70 °C -40...70 °C

CE; EAC CE; EAC

100V 100V

Il Il

2 2

0.8kV 0.8 kv

0.13 mm2/ 2.5 mm? 0.13 mm?/ 6 mm?
TS 35, TS 32 TS 35, TS 32

87 mm/63.6 mm 87 mm/ 76 mm

RS SDY §Z

15-pole male RS SD15 SZ 60 mm
25-pole male connector RS SD25 SZ 80 mm
37-pole male RS SD37 SZ 110 mm
50-pole male connector RS SD50 SZ 145 mm
9-pole female connector RS SD9 BZ 45 mm
15-pole female connector RS SD15 BZ 60 mm
25-pole female connector RS SD25 BZ 80 mm
37-pole female connector RS SD37 BZ 110 mm
50-pole female connector RS SD50 BZ 87 mm

RS SDIS UNC 4.40 LP2N
RS SD15S UNC 4.40 LP2N

RS SD25S UNC 4.40 LP2N 80 mm
RS SD37S UNC 4.40 LP2N 110 mm
RS SD50S UNC 4.40 LP2N 154 mm
RS SD9B UNC 4.40 LP2N 45 mm
RS SD15B UNC 4.40 LP2N 60 mm
RS SD25B UNC 4.40 LP2N 80 mm
RS SD37B UNC 4.40 LP2N 110 mm
RS SD50B UNC 4.40 LP2N 154 mm

Accessories

Weidmiiller 32
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RSSD/ COMPACT

RS SD - Interface for SUB-D connector in accordance with IEC 60807-2 / DIN 41652

RSSD / RS45

D-sub connectors, acc. to IEC 60807 / DIN 41652

D-sub connectors, acc. to IEC 60807 / DIN 41652

Screw connection

Screw connection

100V 100V

15A 15A

0..55°C 0..55°C

40..70 °C -40...70 °C

CE; EAC CE; EAC

100V 100V

1 Il

2 2

0.8 kV 0.8kV

0.13 mm2 / 6 mm? 0.15mm2/ 1.5 mm?
TS 35, TS 32 TS 35, TS 32

87 mm /80 mm 45 mm/65.5 mm

RS SD9S LP3R

RS SD15S LP3R 45 mm RS SD15S UNC LPK2

RS SD25S LP3R 60 mm RS SD25S UNC LPK2 86 mm
RS SD37S LP3R 80 mm RS SD37S UNC LPK2 116 mm
RS SD50S LP3R 145 mm RS SD50S UNC LPK2 154 mm
RS SD9B LP3R 40 mm RS SD9B UNC LPK2 50 mm
RS SD15B LP3R 45 mm RS SD15B UNC LPK2 61 mm
RS SD258B LP3R 60 mm RS SD25B UNC LPK2 86 mm
RS SD37B LP3R 80 mm RS SD37B UNC LPK2 116 mm
RS SD508B LP3R 100 mm RS SD50B UNC LPK2 45 mm

RS SD9S UNC LPK2

2690170000
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D.10

RS SD HD - Interface for connector SUB-D high density

Interface for connector
SUB-D high-density
e Connection 1:1

* 15,26,44,62 poles
 Screw connection

=
[1-]
(1]
-
=,
o
2
o
o
-
o

Connection on control side
Type of connection

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Rail
Width x height

Ordering data

15-pole male connector

RS SD HD

High-density SUB-D plug-in connectors
Screw connection

125 VAC/ 175V DC
1A

-25..50 °C
-40..60 °C
CE; EAC

125V AC/ 175V DC
Il

2

1.16kv

0.13 mm? / 6 mm?
TS 35, TS 32
70mm/ 71 mm

RS SD15M HD UNC4.40 S 40 mm

26-pole male RS SD26M HD UNC4.40 S 55 mm
44-pole male connector RS SD44M HD UNC4.40 S 95 mm
62-pole male RS SD62M HD UNC4.40 S 135 mm
15-pole female connector RS SD15F HD UNC4.40 S 40 mm
26-pole female connector RS SD26F HD UNC4.40 S 55 mm
44-pole female connector RS SD44F HD UNC4.40 S 95 mm
62-pole female connector RS SD62F HD UNC4.40 S 135 mm

Accessories

Weidmiiller 32
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RS RJ45 - Interfaces

with RJ45 connector

* Interface for the screw connection of communication
devices

* Phosphor-bronze connector 6y AU
o Data rate Catb 100 Mbit

=
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-
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o
2
o
o
-
o

Connection on control side
Connection (field side)

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Rail
Width x height

Ordering data
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RS RJ45

RS RJ45 - Interfaces with RJ45 connector

RS RJ45 2WAY

RJ45 plug-in connectors

2 x RJ45 connector

LM2N 3.5mm 2 x RJ45 plug-in connectors
50V 50V

1A 1A

0..55°C 0..55°C

-40...70 °C -40...70 °C

CE; EAC CE; EAC
<50VAC <50VAC

1l 1l

2 2

0.8kV 0.8 kv

0.08 mm?/ 2.08 mm?

TS 35, TS 32 TS 35, TS 32

70 mm /48 mm 45 mm /44.2 mm

RS RJ45

[
Il

RS RJ45 2WAY 46.8 mm

Weidmiiller 32
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RS ELCO - Interface with ELCO plug-in connectors

RS ELCO - Interface RSELCOS

RS ELCO 90/90 S

with male ELCO plug-in connectors

Passive interface for transporting signals originating from

a male ELCO plug-in connector to screw or tension clamp

connection techniques.

 Family with male plug-in connectors with 20, 38, 56
and 90 poles

 The connector is polarised to avoid errors in the
connection (Position 1)

* High resistance to vibration and low contact resistance

Rated voltage 150 VAC/ 200V DC 150V AC/200VDC
Rated current per connection 15A 05A

Ambient temperature (operational) -25..50 °C -25..50 °C
Storage temperature -40...60 °C -40...60 °C
Approvals CE; EAC CE; EAC

Rated insulation voltage <150V AC <150V AC

Surge voltage category Il Il

Pollution severity level 2 2

Pulse voltage test (1,2/50ps) 25kv 25kv

Clamping range, min./max. (field) 0.13 mm2/ 6 mm? 0.13 mm?/ 6 mm?
Rail TS 35, TS 32 TS 35, TS 32
Width x height 70 mm/ 60 mm 109 mm/ 76 mm

Ordering data

20-pole right RS ELCO 20/20RM S
20-pole left RS ELCO 20/20LM S 60 mm
38-pole right RS ELCO 38/38RM S 105 mm
38-pole left RS ELCO 38/38LM S 105 mm
56-pole right RS ELCO 56/32RM S 95 mm
56-pole left RS ELCO 56/32LM S 95 mm
56-pole right RS ELCO 56/54RM S 155 mm
56-pole left RS ELCO 56/54LM S 155 mm
56-pole right RS ELCO 56/56RM S 155 mm
56-pole left RS ELCO 56/56LM S
90-pole right
90-pole left

Accessories

Weidmiiller 32

RS ELCO 90/90RM S
RS ELCO 90/90LM S

2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126610000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126630000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126650000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126670000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126690000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126710000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126730000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126750000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126770000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126790000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126810000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1126870000

RS ELCO - Interface with ELCO plug-in connectors

RS ELCO - Interface RSELCOF RS ELCO F 56
with female ELCO plug-in connectors

Passive interfaces for transmitting signals from a plug-in

ELCO female connector to a screw connection.

o Family of 20, 38, to 56-pole female plug-in connectors

* Polarisation of the connector to prevent errors in
connection (position 1)

* High resistance to vibration and low contact resistance

Technical data
Rated voltage 150 VAC/ 200V DC 150V AC/200VDC
Rated current per connection 15A 5A
Ambient temperature (operational) -25..50 °C -25..50 °C
Storage temperature -40...60 °C -40...60 °C
Approvals CE CE
Rated insulation voltage <150V AC <150V AC
Surge voltage category Il Il
Pollution severity level 2 2
Pulse voltage test (1,2/50ps) 2.5kV 2.5kV

Clamping range, min./max. (field) 0.13 mm2/ 6 mm? 0.13 mm2/ 6 mm?
Rail TS 35, TS 32 TS 35, TS 32
Width x height 70 mm / 60 mm 70 mm / 60 mm

Ordering data

20-pole right RS ELCOF 20/20RM S
20-pole left RS ELCOF 20/20LM S 60 mm
38-pole right RS ELCOF 38/38RM S 105 mm
38-pole left RS ELCOF 38/38LM S 105 mm
56-pole right RS ELCOF 56/56RM S
56-pole left RS ELCOF 56/56LM S 155 mm

Accessories
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RS ELCO - Interface with ELCO plug-in connectors

RS ELCO male connector: Dimensional Drawings

ELCO 20/20L LEFT ELCO 38/38L LEFT

ELCO 20/20R RIGHT ELCO 38/38R RIGHT

ELCO 56/32L LEFT

ELCO 56/32R RIGHT

ELCO 56/54L LEFT

ELCO 56/56L LEFT

ELCO 56/54R RIGHT

ELCO 90/90L LEFT

D.14 Weidmiiller 32

ELCO 56/56R RIGHT

ELCO 90/90R RIGHT
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RS ELCO - Interface with ELCO plug-in connectors

RS ELCOF female connector: Dimensional Drawings

RS ELCOF 20/20LM S RS ELCOF 20/20RM S

RS ELCOF 38/38LM S RS ELCOF 38/38RM S

RS ELCOF 56/56LM S RS ELCOF 56/56RM S

2690170000 Weidmiiller 352 D.15
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RS ELCO - Interface with ELCO plug-in connectors

Pin assignement

ELCO connector RS ELCO 20/20RM S ELCO connector RS ELCO 56/32RM S RS ELCO 56/54RM S RS ELCO 56/56RM S ELCO connector RS ELCO 90/90RM S
20ole RS ELCO 20/20LM S 56-pole RSELCO56/32LMS  RSELCO56/54LMS  RSELCO56/56LM S 90-pole RS ELCO 90/90LM S
RS ELCOF 20/20RM S RS ELCOF 56/56RM S
RS ELCOF 20/20LM S RS ELCOF 56/56LM S
A 1 A 1 1 1 A 1
B 2 B 2 2 2 B 2
C 3 C 3 3 3 C 3
D 4 D 4 4 4 D 4
E 5 E 5 5 5 E 5
F 6 F 6 6 6 F 6
H 7 H 7 7 7 H 7
J 8 J 8 8 8 J 8
K 9 K 9 9 9 K 9
L 10 L 10 10 10 L 10
M 11 M 11 1 1 M 11
N 12 N 12 12 12 N 12
P 13 P 13 13 13 P 13
R 14 R 14 14 14 R 14
S 15 S 15 15 15 S 15
T 16 T 16 16 16 T 16
U 17 U 17 17 17 U 17
v 18 v 18 18 18 vV 18
W 19 W 19 19 19 W 19
X 20 X 20 20 20 X 20
Note Y Y Y.Y 21 Y 21
Z 21 - 22 Z 22
a 22 21 23 AA 23
b 23 22 24 AB 24
3 24 23 25 AC 25
d 25 24 26 AD 26
ELCO connector RS ELCO 38/38RM S e 26 25 27 AE 27
38ole RS ELCO 38/38LM S f 27 26 28 AF 28
RS ELCOF 38/38RM S h gg % gg ﬁb* gg
|
. RS ELCOF 381/38LM s 3 %0 5 3 e o
B 5 I 31 30 32 AL 32
T 5 m 32 31 33 AM 33
5 1 n 32 34 AN 34
£ : D 33 35 AP 35
F 3 r 34 36 AR 36
m 7 s 35 37 AS 37
] 8 t 36 38 AT 38
¥ 9 u 37 39 AU 39
L 5 v 38 40 AV 40
m I w 39 ] AW ]
N m X 40 42 AX 42
p 13 y ] 43 AY 43
R 17 7 42 44 AZ 44
S & AA 43 45 BA 45
7 % BB 44 46 BB 46
U 17 cc 45 47 BC 47
v 18 DD 46 48 BD 48
W 19 EE 47 49 BE 49
i 20 FF 48 50 BF 50
v T HH 49 51 BH 51
7 5 JJ 50 52 BJ 52
v 53 KK 51 53 BK 53
5 o) L 52 54 BL 54
5 5 MM 53 55 BM 55
o6 5 NN Y 54 56 BN 56
EE 27 Note BP 57
FF 28 BR 58
HH 29 BS 59
3 30 BT 60
KK 31 BU 61
LL 32 BY 62
W 33 BW 63
N 34 BX 64
PP 35 BY 65
RR 36 BZ 66
5 37 CA 67
T 38 (8 68
cc 69
Note cD 70
CE 71
CF 72
CH 73
CJ 74
CK 75
cL 76
™ 77
CN 78
cP 79
CR 80
cS 81
cT 82
] 83
v 84
W 85
X 86
cY 87
Cz 88
DA 89
DB 90
Note
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Interface for soldering of components

o For soldering 5 components
e Height of solder tabs: 6mm

Rated control voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

‘ N‘n
m

Rated insulation voltage
Surge voltage category

Clamping range, min./max. (field)
Rail
Width x height

Ordering data

Accessories

2690170000

RSX LOETST. LP

|

250V
5A

-25..50°C
40..60°C

0.13 mm? / 6 mm?
TS32,TS 35
70 mm /42 mm

RSX LOETST. LP

[

RSX - Interface for soldering of components
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RS VERT - Supply voltage distributor modules

RS VERT - 2 potentials RS VERT 2P/ 8P1-8P2 S RS VERT 2P/ 16P1-16P2 S

o Distribution module with 2, 4 or 6 potentials
o Distribution current from 10to 120 A
 Screw or tension clamp connection

Operating voltage max. 30 V max. 30 V
Maximum current per distributor connection 5A 5A
Maximum current per potential connection 5A 5A
Total operating current 10A 10A
Generaldota
Ambient temperature (operational) 0..565°C 0..55°C
Storage temperature -40...60 °C -40...60 °C
Approvals CE; EAC CE; EAC
nsulation coordivation
Rated insulation voltage <50VAC <50 VAC
Surge voltage category i i
Pollution severity level 2 2
Pulse voltage test (1,2/50ps) 0.8 kv 0.8 kv

Clamping range, min./max. (field) 0.15mm2/ 1.5 mm? 0.15mm2/ 1.5 mm?
Clamping range, min./max. (supply) 0.15 mm?/ 1.6 mm? 0.15 mm2/ 1.6 mm?
Rail TS 35, TS 32 TS 35, TS 32

Length x width 51.5 mm /45 mm 92.5 mm /45 mm

Ordering data

Screw connection RS VERT8 LPK2 64 mm RS VERT16 LPK2 64 mm

Accessories

|
1]
[I{
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RS VERT - Supply voltage distributor modules

RS VERT - 2 potentials RS VERT 2P/ 72P1-12P2 S

o Distribution module with 2, 4 or 6 potentials
o Distribution current from 10to 120 A
 Screw or tension clamp connection

Operating voltage <250V DC<250VAC
Maximum current per distributor connection 10A
Maximum current per potential connection 10A
Total operating current 20A
Generaldata
Ambient temperature (operational) 0..565°C
Storage temperature -40...60 °C
Approvals CE; EAC
[nsulation coordinaion
Rated insulation voltage <300VAC
Surge voltage category i
Pollution severity level 2
Pulse voltage test (1,2/50ps) 4 kv

Clamping range, min./max. (field) 0.15mm2/ 1.5 mm?
Clamping range, min./max. (supply) 0.15 mm? / 6 mm?
Rail TS 35, TS 32

Length x width 160 mm / 109 mm

Ordering data

Screw connection RS LPK3/144 VERT 68 mm

Accessories

|
[t
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RS VERT - Supply voltage distributor modules

RS VERT - 4 and 6 potentials RS VERT 4P/4X20P S/Z RS VERT 6P/6X12P S/Z

o Distribution module with 4 or 6 potentials
o Distribution current from 10to 120 A
 Screw or tension clamp connection

Technical data
Operating voltage <600VAC 250 VAC
Maximum current per distributor connection 15A 15A
Maximum current per potential connection 30A 20A
Total operating current 120A 120 A
Ambient temperature (operational) -25..50 °C -25..50 °C
Storage temperature -40...60 °C -40...60 °C
Approvals CE; EAC CE; EAC
Rated insulation voltage <600VAC <300VAC
Surge voltage category i i
Pollution severity level 2 2
Pulse voltage test (1,2/50ps) B kV 4kv

Clamping range, min./max. (field) 0.13 mm2 / 6 mm? 0.13 mm2/ 2.5 mm? 0.13 mm2/ 6 mm? 0.13 mm2/ 2.5 mm?

Clamping range, min./max. (supply) 0.13 mm? / 6 mm? 0.13 mm2 / 6 mm? 0.13 mm2/ 6 mm? 0.13 mm? / 6 mm?

Rail TS 35, TS 32 TS 35, TS 32 TS 35, TS 32 TS 35, TS 32

Length x width 145 mm / 70 mm 145 mm / 70 mm 122 mm / 87 mm 122 mm/ 87 mm
Ordering data

Screw connection RS VERT 4P 20X4 S
Tension-clamp i RS VERT 4P 20X4 Z 52 mm

Accessories

RS VERT 6P 12X6 S
RS VERT 6P 12X6 Z 75 mm

Weidmiiller 32 2690170000
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RSD - Interfaces with diodes

RSD - interfaces with diodes RSDA/RSD K RSD

Common anode or cathode Independent diodes

Diode bases for current peak protection, lamp tests or
preventing reverse polarity.

* Diode 1N4007

* Mounting on TS32/35

Technical data

Operating voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category Il Il

Pollution severity level 2 2

Pulse voltage test (1,2/50ps) 2kv 2kv

Clamping range, min./max. (field) 0.13 mm2/ 6 mm? 0.13 mm2/ 6 mm?
Rail TS 35, TS 32 TS 35, TS 32
Width x height 70 mm /42 mm 70 mm /42 mm

Ordering data

RSD 10 LP/LP
RSD 12 LP/LP
RSD 20 LP/LP
RSD 40 LP/LP

10 independent diodes
12 independent diodes
20 independent diodes
40 independent diodes

5 A diodes (shared plus pole) RSD A5 LP/LP
5 K diodes (shared negative pole) RSD K5 LP/LP 20 mm
10 A diodes (shared plus pole) RSD A10 LP/LP 35mm
10 K diodes (shared negative pole) RSD K10 LP/LP 35 mm
20 A diodes (shared plus pole) RSD A20 LP/LP 60 mm
20 K diodes (shared negative pole) RSD K20 LP/LP 60 mm
22 A diodes (shared plus pole) RSD A22 LP/LP 65 mm

22 K diodes (shared negative pole) RSD K22 LP/LP

Accessories
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RSM/RSMS multiple relay modules - General description

Connecting relay modules to controls in a compact fashion
It's child's play with our RSM multiple relay modules

You want relay modules that save space and can be wired with minimal
effort. Our compact RSM modules save time and money. Let’'s connect.

A growing number of applications require dense wiring to be connected in a very
small space, in a very short time. Our RSM relay modules form interfaces with
4, 8 or 16 electromechanical and/or solid-state relays.

Our RSM modules are extremely compact. For quick wiring, the DC variants
come with a shared positive or negative potential. An optional IEC 603-13 plug-in
connector allows pre-assembled lines to be connected.

The RSM series comes in various functional variants, making it highly flexible.
Available with 1 or 2 CO contacts and a 16/8 A relay (RCL), as a slim 6 A relay
(RSS) or with a test button (RCI).

Relay modules that save a lot of space

A growing number of applications require dense
wiring to be connected in a very small space,

in a very short time - for instance in machinery,
process and conventional power stations.

RSM relay modules allow extremely compact
solutions.

E2 Weidmiiller 32 2690170000
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Fast, safe and easy connection.

With PAC-UNIV pre-assembled cables, it's
easy to connect the interfaces to almost any
controller on the market.

Clear marking
One green LED per channel ensures that each
contact is clearly identified.

Excellent electrical properties
Galvanic isolation with electromechanical
or solid-state relay allows the voltage of the
controller to be adjusted to that of the field
elements (e.g. sensors).

2690170000

RSM/RSMS multiple relay modules - General description
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RSM multiple relay modules - Interfaces with 12,56 mm relays (RCL)

RSM 1C0/2CO0 - Relay interface

1 or 2 changeover

* Interface from 4 to 16 electromechanical relays

e 1 or 2 changeover

* Positive or negative switching or AC

» With optional test button with latching function
(RCl relays)

* Empty boards available (BASE)

* Flat-connector avaliable to make easy the connection to PLC'S

 Compatible with solid-state relays

e Screw and “PUSH IN" for 1 changeover

» Screw and tension clamp for 2 changeover

General technical data

Relay RCL (standard) / RCI (test button) RCL (standard) / RCI (test button)

LED status display per channel Green Green

LED status of the supply voltage Yellow Yellow
Neminalouputdata

Contact material AgNi 90/10 AgNi 90/10

Operative voltage 250 VAC 250 VAC

Max. AC continuous current 6A 5A

Minimum contact current 100 mA 100 mA

Minimum contact voltage 5VDC 5VDC

Mechanical service life (dc coil) 30 x 10°/ 10 x 10° (RC) switchings 30 x 10°/ 10 x 10° (RCI) switchings

Mechanical service life (ac coil) 10 x 10°/5 x 10° (RCI) switching cycles 5 x 10° switching cycles

Operating temperature -25..+50 °C -25..+50 °C

Storage temperature 40..+60 °C -40..+60 °C
Insulation coordination (EN50178)

Rated input insulation voltage <50VAC <50VAC

Rated output insulation voltage 250 VAC 250V AC

Overvoltage category input/output il [l
Overvoltage category input/output Il Il

Pollution severity level 2 2
Impulse voltage test (1.2/50ps) B kV 6 kV
Insulation test voltage 1.2 kVAC 1.2kVAC
Clearance input/output =55mm =55 mm
Dimensions  Soewcomnecton  PUSHIN  Scewcomnection  Temsionclamp
Clamping range, min. [Field]/ Clamping range, max. [Field] 0.13 mm?/ 6 mm? 0.12 mm?/ 2.5 mm? 0.13 mm%/ 6 mm? 0.13 mm?/ 2.5 mm?
Clamping range, min. [supply]/Clamping range, max. [supply] 0.13 mm?/ 6 mm? 0.12 mm?/ 2.5 mm? 0.13 mm? 6 mm? 0.13 mm?/ 2.5 mm?
Mounting rail T$32/TS 35 TS32/TS 35 T1$32/TS 35 T$32/TS 35
Width / height mm 87 x 66 87 x 66 109x 71 109 x 66
Width / height (RCI) mm 87x71 87x177 109x 75 109x 75

Width / height (BASE)

87 x 53 87x51
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RSM multiple relay modules - Interfaces with 12,5 mm relays (RCL)

Technical data

Connection control side

4 Relays - Screw/PUSH IN/Tension clamp

Screw/ Tension clamp/PUSH IN

Connection field side (1C0) Screw/PUSH IN
Connection field side (2C0) Screw/ Tension clamp
Length 69 mm (1C0) / 75 mm (2C0)
Operating voltage 12VDC+10%
Rated current (dc) 33mA
Free wheel diode Yes
Operating voltage 24VDC+10%
Rated current (dc) 16.7 mA
Free wheel diode Yes
Operating voltage 24V AC/DC+10 %
Rated current (dc) 229 mA
Rated current (ac) 13.9mA
Free wheel diode No
Operating voltage 48VDC+10%
Rated current (dc) 8.7 mA
Free wheel diode Yes
Operating voltage 115V AC/DC =10 %
Rated current (dc) 4.8 mA
Rated current (ac) 3.3mA
Free wheel diode No
Operating voltage 230VAC+10%
Rated current (ac) 3.3mA
Free wheel diode No
Ordering data
12 V DC positive switching (negati ) RSM-4 12V+
12 V DC negati itching (positive ) RSM-4 12V-
24V DC positive switching (negati ) RSM-4 24V+
24V DC negative switching (positive common) RSM-4 24V-
24V DC positive switching (negati ) with test button RSM-41 24V+
24V DC positive switching (negative common) without relays RSM-4 24V+ BASE
24V AC/DC RSM-4 24VAC/DC
48V DC positive switching (negati ) RSM-4 48V+
48V DC negative switching (positive common) RSM-4 48V-
115 VAC/DC RSM-4 115VAC/DC
230 VAC RSM-4 230Vac
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RSM multiple relay modules - Interfaces with 12,56 mm relays (RCL)
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RSM multiple relay modules - Interfaces with 12,5 mm relays (RCL)

Technical data

Connection control side

8 Relays - Screw/PUSH IN/Tension clamp

Flat connector" 10 poles + Screw/ Tension clamp/PUSH IN

Connection field side (1C0) Screw/PUSH IN
Connection field side (2C0) Screw/ Tension clamp
Length 130 mm (1C0) / 149 mm (2C0)
Operating voltage 12VDC+10%
Rated current (dc) 33mA
Free wheel diode Yes
Operating voltage 24VDC+10%
Rated current (dc) 16.7 mA
Free wheel diode Yes
Operating voltage 24V AC/DC+10 %
Rated current (dc) 229 mA
Rated current (ac) 13.9mA
Free wheel diode No
Operating voltage 48VDC+10%
Rated current (dc) 8.7 mA
Free wheel diode Yes
Operating voltage 115V AC/DC =10 %
Rated current (dc) 4.8 mA
Rated current (ac) 3.3mA
Free wheel diode No
Operating voltage 230VAC+10%
Rated current (ac) 3.3mA
Free wheel diode No
Ordering data
12 V DC positive switching (negati ) RSM-8 12V+
12 V DC negati itching (positive ) RSM-8 12V-
24V DC positive switching (negati ) RSM-8 24V+
24V DC negative switching (positive common) RSM-8 24V-
24V DC positive switching (negati ) with test button RSM-8I 24V+
24V DC positive switching (negative common) without relays RSM-8 24V+ BASE
24V AC/DC RSM-8 24VAC/DC
48V DC positive switching (negati ) RSM-8 48V+
48V DC negative switching (positive common) RSM-8 48V-
115 VAC/DC RSM-8 115VAC/DC
230 VAC RSM-8 230Vac
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RSM multiple relay modules - Interfaces with 12,5 mm relays (RCL)

Technical data

Connection control side

16 Relays - Screw/PUSH IN/Tension clamp

Flat connector" 20 poles + Screw/ Tension clamp/PUSH IN

Connection field side (1C0) Screw/PUSH IN
Connection field side (2C0) Screw/ Tension clamp
Length 2593 mm (1C0) / 290 mm (2C0)
Operating voltage 12VDC+10%
Rated current (dc) 33mA
Free wheel diode Yes
Operating voltage 24VDC+10%
Rated current (dc) 16.7 mA
Free wheel diode Yes
Operating voltage 24V AC/DC+10 %
Rated current (dc) 229 mA
Rated current (ac) 13.9mA
Free wheel diode No
Operating voltage 48VDC+10%
Rated current (dc) 8.7 mA
Free wheel diode Yes
Operating voltage 115V AC/DC =10 %
Rated current (dc) 4.8 mA
Rated current (ac) 3.3mA
Free wheel diode No
Operating voltage 230VAC+10%
Rated current (ac) 3.3mA
Free wheel diode No

Ordering data
12 V DC positive switching (negati ) RSM-16 12V+
12 V DC negati itching (positive ) RSM-16 12V-
24V DC positive switching (negati ) RSM-16 24V+
24V DC negative switching (positive common) RSM-16 24V-
24V DC positive switching (negati ) with test button RSM16-1 24V+
24V DC positive switching (negative common) without relays RSM-16 24V+ BASE
24V AC/DC RSM-16 24VAC/DC
48V DC positive switching (negati ) RSM-16 48V+
48V DC negative switching (positive common) RSM-16 48V-
115 VAC/DC RSM-16 115VAC/DC
230 VAC RSM-16 230Vac
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RSMS multiple relay modules - Interfaces with 6,1 mm relays (RCL)

RSMS 1CO - Relay interface

1 changeover

* Interface from 8 to 16 electromechanical relays

1 changeover

* Positive or negative switching or ac/dc

o Flat-connector avaliable to make easy the connection
to PLC'S

 Compatible with solid-state relays

» With optional gold contact relay

e Screw and tension clamp

General technical data

Relay RSS relay
LED status display per channel Green
LED status of the supply voltage Yellow
Nominal outputdata
Contact material AgNi 90/10 / AgNi 5pAu
Operative voltage 250 VAC
Max. AC continuous current 45A
Minimum contact current standard / Gold 100mA/ 1 mA
Minimum contact voltage standard / Gold 5V/1V
Mechanical service life (dc coil) 5 x 10° Switching cycles
Operating temperature -25..+50 °C
Storage temperature -40..+60 °C
Insulation coordination (EN50178)
Rated input insulation voltage <50VAC
Rated output insulation voltage 250V AC

Overvoltage category input/output Il
Overvoltage category output/input I

Pollution severity level 2
Impulse voltage test (1.2/50ps) 6 kV
Insulation test voltage 1.2 kVAC
Clearance input/output >55mm
Dimensions  Soewconnecton  Tensionclmp
Clamping range, min. [Field]/ Clamping range, max. [Field] 0.13 mm?/ 6 mm? 0.13 mm?/ 2.5 mm?
Clamping range, min. [supply]/Clamping range, max. [supply] 0.13 mm?/ 6 mm? 0.2 mm? 2.5 mm?
Mounting rail T832/TS 35 TS$32/TS 35

Width / height 109 x 85 109 x 76

2690170000 Weidmiiller 32 E.A3
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E14

RSMS multiple relay modules - Interfaces with 6,1 mm relays (RCL)

8-16 Relays - Screw/Tension clamp connection

Technical data

Connection control side Flat connector 20 poles
Conection field side Screw/Tension clamp
Length (RSM-8 / RSM-16) 61/112 mm
Operating voltage 24VDC=10%

Rated current (dc) 7.1 mA

Free wheel diode Yes

Ordering data

8 Relays 24V DC positive switching (negati ) with flat RSMS-8H 24V+ 1C0
24V DC negati itching (positive ) with flat RSMS-8H 24V- 1C0

16 Relays 24V DC positive switching (negative common) with flat connector ~ RSMS-16H 24V+ 1C0
24V DC negati itching (positive ) with flat RSMS-16H 24V- 1C0
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Technical data

Connection control side
Conection field side
Length (8 relays) / Length (16 relays)

Operating voltage
Rated current (dc)
Free wheel diode

Operating voltage
Rated current (dc)
Free wheel diode

Operating voltage
Rated current (dc)
Rated current (ac)
Free wheel diode

Operating voltage
Rated current (dc)
Free wheel diode

Ordering data

12V DC positive switching (negative common)

RSMS multiple relay modules - Interfaces with 6,1 mm relays (RCL)

8-16 Relays - Screw/Tension clamp connection

Screw/ Tension clamp
Screw/ Tension clamp
61/112 mm

12VDC+10%
14.2 mA
Yes

24VDC+10 %
7.1 mA
Yes

24\ AC/DC 10 %
6 mA
15.6 mA

‘2
5

48VDC+10%
4.5mA
Yes

RSMS-8 12V+ 1C0

8 Relays 12V DC negative switching (positive common)

RSMS-8 12V- 1C0

12 V DC positive switching (neg

RSMS-16 12V+ 1C0

16 Relays 12 V DC negative switching (positive common)

ching ( . \

24V DC positive

RSMS-16 12V- 1C0

RSMS-8 24V+ 1C0

Y

8 Relays 24V DC negati itching (positive )

RSMS-8 24V- 1C0

RSMS-8 24V+ BASE

24V DC positive switching (negative common) without relays

)

24V DC positive switching (neg

RSMS-16 24V+ 1C0

16 Relays 24 V DC negative switching (positive common)

RSMS-16 24V- 1C0

24V DC positive switching (negative common) without relays

RSMS-16 24V+ BASE

8 Relavs 24V AC/DC RSMS-8 24VAC/DC 1C0
¥ 24V AC/DC with Gold contact RSMS-8 24VUC AU 1C0
24V AC/DC RSMS-16 24VAC/DC 1C0
16 Relays

24V AC/DC with Gold contact

RSMS-16 24VUC AU 1C0

8 Relays 48V DC positive switching (negati ) RSMS-8 48V+ 1C0
48V DC negati itching (positive ) RSMS-8 48V- 1C0

16 Relays 48V DC positive switching (negative common) RSMS-16 48V+ 1C0
48V DC negati itching (positive ) RSMS-16 48V- 1C0

2690170000
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TERMSERIES PLC’S system cables - General description

Faster signal wiring taking up less space
Our interface adapters for TERMSERIES relays reduce
wiring times thanks to plug-and-play

Extensive wiring complexity leads to high throughput times in electrical
cabinets. Thanks to our TERMSERIES interface adapter, you benefit from
the speed of our plug-and-play solution. Let’s connect.

To reduce wiring times, pre-assembled lines are used between the controller and
interface level and are simply connected to the TERMSERIES adapter. This enables
electrical cabinet throughput times to be significantly reduced.

Our pre-assembled plug-and-play solution with TERMSERIES interface adapter
minimises wiring complexity. The adapter has a universal fit and offers a genuine
space advantage in conjunction with TERMSERIES products with identical
contours.

Thanks to its symmetrical structure, the adapter can be connected to both
TERMSERIES coil and contact connections. The use of positive and negative
switching logic is also possible for the lower level with the aid of the potential
changeover switch.

Configure wiring-intensive

cabinets faster

Wiring complexity is especially high for electrical
cabinets builders of standardised series cabinets
in the field of machine construction and plant
manufacture, process control technology and in
shipbuilding. The wiring and throughput times
of your machines can be reduced with the use
of TERMSERIES interface adapters.
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Connection to a variety of controllers
The standardised ribbon cable plug-in
connections enable connection of all the
interface system's pre-assembled cable types.

Reliable and unambiguous wiring
Installation is unambiguous and safe thanks
to practical marking of the connections,
assignment of the contacts and the option of
individual marking using MultiCard.

Both types of logic with one device

The potential switch for the lower level allows
the adapter for plus and minus switching logic
to be used.

TERMSERIES PLC'S system cables - General description

Fast supply and bridging of the auxiliary

voltage

Quick and safe supply of the auxiliary voltage as

a result of the TOP connection with "PU

SH IN"

technology. Simple bridging is also possible
thanks to duplication of the connections.

Connection with our remote 1/0
system u-remote

Use our perfectly matched cable
harness for connecting our u-remote
DI/DO sub assemblies and
TERMSERIES relays.

Weidmiiller 3¢
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TERMSERIES PLC'S system cables - Selection tables

PLC interface selection tables

The following Selection guides enable you to quickly and
easily choose the correct products according to your
application needs

Choose the PLC Card:
In the same raw you can find the number of cable
required, the TERMSERIES adapter and the

TERMSERIES relays to make the connection with the
selected PLC Card.

3 options are possible:

¢ 8 channels with TERMSERIES 6.4 mm
¢ 8 channels with TERMSERIES 12.8 mm
¢ 16 channels with TERMSERIES 6.4 mm

Note: Technical information about TERMSERIES Adapter
and relays can be found in Weimiiller Catalogue 4.2 Relays
and solid-state relays
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TERMSERIES PLC'S system cables - Selection tables

PLC ABB S800
8-channel solution

S R asgznoon | o | 1EOOO00 g | O
DIg14 16 DI 1512410xxx 1 & = 1463520000 | 2 ::::l:ggggg 16 | 1463540000 | 2 :::g;:gg:g 16
DI830 16DI® 1512410xxx 1 & = 1463520000 | 2 ::::l:ggggg 16 | 1463540000 | 2 :::g;:gg:g 16
DIg40 16DI® 1512410xxx 1 & = 1463520000 | 2 : :::l:ggggg 16 | 1463540000 | 2 : ::g;:gg:g 16
om0 | oo | zmome | 1 | s | o [VEOO Ly |, 0
D0810 16D0" 1512410xxx 1 8 = 1463520000 | 2 ::::;;g::g 16 | 1463540000 | 2 :::gggg:g 16
D0814 16D0® 1512410xxx 1 & = 1463520000 | 2 :::;;:gggg 16 | 1463540000 | 2 :::g:ggg:g 16
D0815 8DoN 1512390xxx 1 & = 1463520000 | 1 : ::;;;gggg 8 1463540000 | 1 : ::::?gg:g 8
D0840 16D0" 1512410xxx 1 B % 1463520000 | 2 : :::;;gggg 16 | 1463540000 | 2 : :;gzggggg 16

16D0" 1512410xxx 1 e % 1463520000 | 2 : :;:;;gggg 16 | 1463540000 | 2 : :;:::lg:gg 16

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC ABB S800
16-channel solution

DI810 1601® 778964 Txxx 1463550000 : ::ggggggg

DI814 16014 77896410 | 1 e = 1463550000 1 : }igfgﬂﬂﬂﬂ 16
DIB30 1601 7789641xxx | 1 e = 1463550000 1 : ::2223332 16
DIB40 1601 7789641xxx | 1 & = 1463550000 L : ::2?23332 16
DI880 1601® 77896410 | 1 e = 1463550000 1 : :::?ggggg 16
D0810 1600~ | 77896410 | 1 & = 1463550000 1 : :::;;::ggg 16
D0814 16D0° 778964 1xxx 1 e = 1463550000 1 : :::;:gggg 16
D0840 16D0* 7789641xxx | 1 & = 1463550000 1 : :::;;gggg 16
D0880 16007 778964 1xxx 1 & = 1463550000 1 : :::;Z::gg 16

 The adapters should receive power from an external supply.
 The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC EMERSON DELTAY
8-channel solution

VE4001S2T2B4 32D 1349730xxx 1463520000 ::::?ggggg 1463540000 :::g;:g:gg

VE4001S2T2B5 32D 1512370xxx 2 = % 1463520000 | 4 ::;:?ggggg 32 | 1463540000 | 4 ::ig;:gggg 32
VE4002S1T2B5 32D0% 134973xxx 4 & = 1463520000 | 4 : :z;zg:gg 32 | 1463540000 | 4 : :::::’gg:g 32
VE4002S1T2B6 32D0% 1512370xxx 2 = % 1463520000 | 4 ::z;;gggg 32 | 1463540000 | 4 ::igzi’gggg 32

 The adapters should receive power from an external supply
* The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC EMERSON DELTAY
16-channel solution

VE4001S2T2B4 32D 7789100xxx 2 & % 1463550000 2 : :::?gggg: 32
VE4001S2T2B5 32010 7789301xxx 2 & % 1463550000 2 : :::gg:ggg 32
VE4002S1T2B5 32p0” 7789100xxx 2 & = 1463550000 2 : :::;;ggg: 32
VE4002S1T2B6 32p07 7789301xxx 2 & % 1463550000 2 : :::;;gggg 32

 The adapters should receive power from an external supply
 The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC GE FANUC RX3I
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

Ty..,..m.,m.s-----l-l-l--

16 ol D(? | 2680860xxx S 1463520000 1123000000 1463540000 1123730000

ootz *3C 3 .| ol
g 'Iogic o 2680870xxx 1 = 1463520000 | 2 1123120000 16 | 1463540000 | 2 1123850000 16
CeaNIDLESS positi:ltlel:l:;gic g 2680890xxx 1 j = 1463520000 | 1 i i EEEEEEEE 8 1463540000 1 E i Egéggﬁﬁg 8
g |'0!]il: o 2680900xxx 1 = 1463520000 | 1 1123120000 8 1463540000 1 1123850000 8
C9aMDLEAS FositE‘ZeE(:;gic g 2680860xxx 1 j = 1463520000 | 2 i i EEEEEEEE 16 | 1463540000 | 2 E i EE%‘EEEE 16
DI gati I(;gic o 2680870xxx 1 = 1463520000 | 2 1123120000 16 | 1463540000 | 2 1123850000 16
C9aMDLEE FositE‘ZeE(:;gic g 2680860xxx 1 j = 1463520000 | 2 i i EEEEEEEE 16 | 1463540000 | 2 E i EE%‘EEEE 16
g |(;!]il: o 2680870xxx 1 = 1463520000 | 2 1123120000 16 | 1463540000 | 2 1123850000 16
C9aMDLESS Fositz‘zeE(:;gic g 1911540xxx 2 j = 1463520000 | 4 i i EEEEEEEE 32 | 1463540000 | 4 E i EE%‘EEEE 32
g |(;!]il: o 1511570xxx 2 = 1463520000 4 1123120000 32 | 1463540000 | 4 1123850000 32
1C694MDL660 posit:i;:e[::gic | 1511840xxx 1 & % 1463520000 | 4 : :::?ggggg 32 | 1463540000 | 4 : ::;;:gggg 32
1C694MDL732 248VDDOI': » 2680910xxx 1 8 = 1463520000 | 1 ::::;;g::g 8 1463540000 1 :::;:!:gg:g 8
1C694MDL740 z:_l\i,?)%n) 2680880xxx 1 & = 1463520000 | 2 ::::;;g:gg 16 | 1463540000 | 2 :::;:?gggg 16
1C694MDL741 241_3[::: 8 2680880xxx 1 & = 1463520000 | 2 : :::;:g:gg 16 | 1463540000 | 2 : ::;:gg:gg 16
DO 1C694MDL742 16 321\2)4 v 2680880xxx 1 B = 1463520000 | 2 : :::;;gggg 16 | 1463540000 | 2 : ::;:?gggg 16
ooz E00 e | 2 | s | ¢ |20y | Dm0
oosaorss] 0 e | 2 R | s | ¢ [0y | D00
1C694MDL754 szl[l;%" 1512670xxx 1 e % 1463520000 | 4 ::::;;gggg 32 | 1463540000 | 4 :::;:33333 32

Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC GE FANUC RX3I
16-channel solution

1601, bC 2680630xxx 1463550000 1123000000
positive logic ® 1123120000
1C694MDL241 16 DI DC & 1123000000
. logic " 2680680xxx 1 = 1463550000 1 1123120000 16
5 1.5 DL . 2680630xxx 1 i 1463550000 1 1123000000 16
positive logic® = 1123120000
1C694MDL645 1601 & 1123000000
. logic® 2680680xxx 1 = 1463550000 1 1123120000 16
5 1.5 DL . 2680630xxx 1 i 1463550000 1 1123000000 16
positive logic® = 1123120000
1C694MDL646 1601 & 1123000000
. logic® 2680680xxx 1 = 1463550000 1 1123120000 16
.:?2 DL . 7789066xxx 2 i 1463550000 2 1123000000 32
positive logic® = 1123120000
1C694MDL655 320l & 1123000000
. logic " 2680680xxx 2 = 1463550000 2 1123120000 32
32DI, & 1123000000
1C694MDL660 positive logic® 7789619xxx 1 % 1463550000 2 1123120000 32
16 DO, & 1122770000
1C694MDL740 28V DCH 2680640xxx 1 = 1463550000 1 1122880000 16
16 DO, & 1122780000
1C694MDL741 2avDC® 2680640xxx 1 = 1463550000 1 1122890000 16
16 DO, & 1122770000
1C694MDL742 2avDCH 2680640xxx 1 = 1463550000 1 1122880000 16
32D0, & 1122780000
1C694MDL752 28vDC® 7789066xxx 1 % 1463550000 2 1122890000 32
32D0, & 1122770000
1C694MDL753 2avDCH 7789066xxx 1 % 1463550000 2 1122880000 32
32D0, & 1122770000
1C694MDL754 2avDCH 7789618xxx 1 % 1463550000 2 1122880000 32

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC HONEYWELL C200
8-channel solution

?::;;11?1/ 16 D1 1511990xxx 1463520000 ::::?gg:gg 1463540000 :::g;:g:gg

TI'(I:(-IIIIJJ‘.II1IZ11/ 16D1® 1511990xxx 1 = = 1463520000 | 2 :::g?ggggg 16 | 1463540000 | 2 ::g;:gg:g 16
';l:(l::]l;332211/ 32p1® 1512010xxx 1 = % 1463520000 | 4 ::2223333 32 | 1463540000 | 4 ::zg;:gggg 32
.;(:;3]%))((11?1/ 1600~ 1512030xxx 1 & = 1463520000 | 2 : :z;zg:gg 16 | 1463540000 | 2 : :;:::lgg:g 16
TI'[:((I)JI:I'JT:;:/ 1600~ 1512070xxx 1 = = 1463520000 | 2 : :g:;zgggg 16 | 1463540000 | 2 : :;::E:gg:g 16
T::(?JI;I:]ZZZI‘/ 32007 1512020xxx 1 = % 1463520000 | 4 : :Z;Zgggg 32 | 1463540000 | 4 : :;;:E:g:gg 32

 The adapters should receive power from an external supply
* The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC HONEYWELL C200
16-channel solution

1‘;}:]);11?1/ 16DI® 7789049xxx 1 & % 1463550000 1 : :::l:ggggg 16
Tr(:(-_l::;‘l:‘?( 16DI® 7789049xxx 1 o % 1463550000 1 : :::?ggggg 16
ol PSR ey R R E———— : [ 2
.;(:;2]?]))((11?1/ 16 D0 7789040xxx 1 S % 1463550000 1 : :::;;gggg 16
G P e [ S T R e— 1 g0 .
e PP e R e T E— (e ve— : azrroo0 2

 The adapters should receive power from an external supply
 The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long
« The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC HONEYWELL C300
8-channel solution

CC-TDILOT | 32DI,24Vdc®| 2065090xxx 1463520000 ::::?ggggg 1463540000 :::g;:g:gg

CC-TDIL11 | 32DI,24Vde®| 2065090xxx 2 = % 1463520000 | 4 ::;:l:ggggg 32 | 1463540000 | 4 ::ig;:gggg 32
CC-TDOBO1 |32DO0,24Vdc”® 2065080xxx 2 & = 1463520000 | 4 : :z;zg:gg 32 | 1463540000 | 4 : :;::?gg:g 32
CC-TDOB11 | 32DO0, 24 Vdc®) 2065080xxx 2 = % 1463520000 | 4 : :;:;ggggg 32 | 1463540000 | 4 : :igzi’gggg 32

 The adapters should receive power from an external supply.

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.

« The relays indicated in the table are 24 V DC for the digital input cards. These relays can be replaced by MICROSERIES relays with other voltages, from 5V DC to 230 V DC.
 The TIAL has a LED for supply indication. The LED is not relevant in this application for the operation.

PLC HONEYWELL C300
16-channel solution

CCTDILOT | 32DI,24Vdc®| 2421450xxx 1463550000 :::gggg:gg

CCTDIL11 | 32DI,24Vde®| 2421450xxx 2 & = 1463550000 2 :::ggggggg 32
CC-TDOBO1 |32D0,24Vdc® 2421440xxx | 2 8 = 1463550000 2 ::::;;:ggg 32
CCTDOB11 |32D0,24Vdc™ 2421440xxx | 2 i = 1463550000 2 ::::;::ggg 32

 The adapters should receive power from an external supply.

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.

 The relays indicated in the table are 24 V DC for the digital input cards. These relays can be replaced by MICROSERIES relays with other voltages, from 5V DC to 230 V DC.
 The TIAL has a LED for supply indication. The LED is not relevant in this application for the operation.
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TERMSERIES PLC'S system cables - Selection tables

PLC HONEYWELL C300
8-channel solution (Sub-d connector)

CC-TDILOT | 32DI,24Vdc®| 2065110xxx 1463530000 : :::l:ggggg

CC-TDIL11 | 32DI,24Vde®| 2065110xxx 2 = % 1463530000 4 : ::;gggggg 32
CC-TDOBO1 |32DO0,24 Vdc”® 2065100xxx 2 & = 1463530000 4 : :::;;gggg 32
CC-TDOB11 | 32DO0,24Vde®| 2065100xxx 2 & % 1463530000 4 : :;;;:gggg 32

 The adapters should receive power from an external supply.

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.

« The relays indicated in the table are 24 V DC for the digital input cards. These relays can be replaced by MICROSERIES relays with other voltages, from 5 V DC to 230 V DC.
 The TIAL has a LED for supply indication. The LED is not relevant in this application for the operation.
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TERMSERIES PLC'S system cables - Selection tables

PLC MITSUBISHI MELSEC Q
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

Ty..,..m.,m.s-----l-l-l--

Qx40 16 DY 1349730xxx S 1463520000 : :::?ggggg 1463540000 : :::;:gg:g
0X40-S1 16 DI 1349730xxx 2 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 : ::;;:gggg 16
0x41 32D1% 1512290xxx 1 & = 1463520000 | 4 : :::?gg:gg 32 | 1463540000 | 4 :::;;:gggg 32
0X41-81 32D1% 1512290xxx 1 & = 1463520000 | 4 : :::?gg:gg 32 | 1463540000 | 4 :::;;:gggg 32
o 0X42 64D1% 1512290xxx 2 & = 1463520000 | 8 : :::?gg:gg 64 | 1463540000 | 8 : ::;;:gggg 64
0X42-s1 64D1% 1512290xxx 2 & = 1463520000 | 8 : :::?gg:gg 64 | 1463540000 | 8 : ::;;:gggg 64
0X80 16DI® 1349730xxx 2 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 : ::;;:gggg 16
0x81 32D1® 1512320xxx 1 & = 1463520000 | 4 : :::?gg:gg 32 | 1463540000 | 4 : ::;;:gggg 32
0X82 64D1® 1512330xxx 2 & = 1463520000 | 8 : :::?gg:gg 64 | 1463540000 | 8 : ::;;:gggg 64
0X82-81 64D1% 1512330xxx 2 & % 1463520000 | 8 : :::?ggggg 64 | 1463540000 8 : :::;:gggg 64
avaop 16D0°® 1349730xxx 2 8 = 1463520000 | 2 : :::;:g::g 16 | 1463540000 | 2 :::;:ggg:g 16
Qav41p 32p0® 1512310xxx 1 & = 1463520000 | 4 : :::;:gggg 32 | 1463540000 | 4 :::;:gg:gg 32
DO Qv4zp 64D0" 1512310xxx 2 & = 1463520000 | 8 : :::;:gggg 64 | 1463540000 | 8 : ::;:ggggg 64
Qys50 16D0°® 1349730xxx 2 B % 1463520000 | 2 : :::;:gggg 16 | 1463540000 | 2 :::g:ggggg 16
Qyso 16D0" 1349730xxx 2 e % 1463520000 | 2 : :::;;gggg 16 | 1463540000 | 2 : ::;:s:gggg 16
wazp 32D1% 1512290xxx 1 & % 1463520000 | 4 : :::[1'23332 32 | 1463540000 | 4 ::::;:gggg 32
e 3200% | 1512310m | 1 j | 163520000 | 4 EEEEEEEEE 32 | 1463540000 | 4 EE;EEEEE )
J— 32D1% 1512290xxx 1 % 1463520000 | 4 1123120000 32 | 1463540000 | 4 1123850000 32
32D0"° 1512290xxx 1 e % 1463520000 | 4 : :::;:gggg 32 | 1463540000 | 4 :::;:ggggg 32

Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.

 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
 The use of cables longer than 20 m is not recomended for this application.
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TERMSERIES PLC'S system cables - Selection tables

PLC MITSUBISHI MELSEC Q
16-channel solution

PLC

Manufacturer Number/

x40 16DI” 778910000 | 1 'j = 1463550000 1 : ::mgggg 16
0X40-81 16DIY 77891000x | 1 = = 1463550000 1 : ::;22:33: 6
oxa1 32010 | 7789681xxx | 2 & = 1463550000 2 : ::;22:33: 32
0x41-81 32010 7789681xxx | 2 = = 1463550000 2 : ::;22:33: 3
. 0x42 64DI7 7789681xxx | 4 & = 1463550000 4 : ::;22:33: 64
0x42-s1 64 D17 778968100 | 4 = = 1463550000 4 : ::;22:33: o
X80 16DI® 77891000 | 1 & = 1463550000 1 : ::;22:33: 16
0xs1 3201® 15123400 | 1 & = 1463550000 2 : ::;22:33: 32
0xs2 6401 77896830 | 4 = = 1463550000 4 : ::;22:33: o
0X82-81 64DI1® 7789683xxx | 4 = = 1463550000 4 : ::2?23333 .
avaop 16D0® | 77891000« | 1 8 = 1463550000 1 : :::;:::gg 16
avaip 3200% | 7789708xxx | 2 & = 1463550000 2 : :::;:::gg 32
DO avazp 6400 7789708xxx | 4 = = 1463550000 4 : :::;::333 o
avso 16D0® | 77891000 | 2 B = 1463550000 1 : :::;:gggg 16
avso 16004 | 77891000 | 2 e = 1463550000 1 : ::;;;:ggg 16
oo 32D00% | 7789708xxx | 2 = 1463550000 2 1122890000 32
32010 778968Tx00x | 2 A 1463550000 2 1123000000 32

F— 2 TiEETE0
32p0°® 7789708xxx 2 = 1463550000 2 1122890000 32

Note A) The TERMSERIES adapter switch, should be positioned on the ™" side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.

 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
 The use of cables longer than 20 m is not recomended for this application.
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TERMSERIES PLC'S system cables - Selection tables

PLC OMRON CJ1W
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

Ty.,,.m.,m.s-----l-l-l--

16 DI, & 1123000000 1123730000
D277 | positive logic® 15110700 1463520000 1123120000 1463540000 1123850000
16 DI, & 1123000000 1123730000
g Jogic 1511090xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
16 DI, & 1123000000 1123730000
21 positive logic ® 1511070xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
16 DI, & 1123000000 1123730000
g Jogic 1511090xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
32DI, & 1123000000 1123730000
o231 positive logic ® 1511270xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, & 1123000000 1123730000
g Jogic 1511290xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, & 1123000000 1123730000
o 2% positive logic ® 1511320xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, & 1123000000 1123730000
g Jogic 1511330xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, & 1123000000 1123730000
23 positive logic ® 1511320xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, & 1123000000 1123730000
g Jogic 1511330xxx 1 = 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
64 DI, & 1123000000 1123730000
0261 positive logic ® 1511270xxx 2 = 1463520000 | 8 1123120000 64 | 1463540000 8 1123850000 64
64 DI, & 1123000000 1123730000
g Jogic 1511290xxx 2 = 1463520000 | 8 1123120000 64 | 1463540000 8 1123850000 64
64 DI, & 1123000000 1123730000
0262 positive logic ® 1511320xxx 2 = 1463520000 | 8 1123120000 64 | 1463540000 8 1123850000 64
64 DI, & 1123000000 1123730000
negative logic 1511330xxx 2 = 1463520000 | 8 1123120000 64 | 1463540000 8 1123850000 64
0D201 8po® 1511390xxx 1 = = 1463520000 | 1 ::::;:gg:g 8 1463540000 1 :::;:gg::g 8
0D202 8po” 1511390xxx 1 i = 1463520000 | 1 : :::;;gggg 8 1463540000 1 : ::::?gggg 8
0D203 8po® 1511420xxx 1 i = 1463520000 | 1 ::::;ggggg 8 1463540000 1 :::::ggggg 8
0D204 8pon 1511420xxx 1 i =y 1463520000 | 1 : :::;;gggg 8 1463540000 1 : :::::lgggg 8
0D211 16D0® 1511120xxx 1 e = 1463520000 | 2 ::::;:gggg 16 | 1463540000 2 :::::ggggg 16
0D212 16 D0~ 1511120xxx 1 e = 1463520000 | 2 ::::;;gggg 16 | 1463540000 2 :::::s:gggg 16
0D213 16D0°® 1511120xxx 1 e = 1463520000 | 2 ::::;:gggg 16 | 1463540000 2 :::::ggggg 16
DO
0D231 32p0® 1511340xxx 1 e = 1463520000 | 4 ::::;:gggg 32 | 1463540000 4 :::::ggggg 32
0D232 32p0% 1511370xxx 1 e = 1463520000 | 4 ::::;;gggg 32 | 1463540000 4 :::::s:gggg 32
0D233 32p0"® 1511370xxx 1 e = 1463520000 | 4 ::::;:gggg 32 | 1463540000 4 :::::ggggg 32
0D234 32p0"® 1511370xxx 1 e = 1463520000 | 4 ::::;:gggg 32 | 1463540000 4 :::::ggggg 32
0D261 64D0"® 1511340xxx 2 e = 1463520000 | 8 : :::;:gggg 64 | 1463540000 8 : ::::ggggg 64
0D262 64D0" 1511370xxx 2 e = 1463520000 | 8 ::::;;gggg 64 | 1463540000 8 :::::s:gggg 64
0D263 64D0" 1511370xxx 2 i = 1463520000 | 8 ::::;:gggg 64 | 1463540000 8 :::::ggggg 64
Note A) The TERMSERIES adapter switch, should be positioned on the ™" side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
 The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC OMRON CJ1W
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

T,.,.,,m.m.s-----l-l-l--

I . WSSO0 | 2 |y | 10 | GO0 | 2 ity
MD231 nega:is:’llt;gic u 1911140xxx 1 & = 1463520000 | 2 : :ig?g:ggg 16 | 1463540000 | 2 : :;:;::ggg 16
16D0® 1511170xxx 1 & = 1463520000 | 2 ::i:;:gggg 16 | 1463540000 | 2 ::;g:g::gg 16
pnsit:\(lisl:l’ll;gic g 1911190xxx 1 & = 1463520000 | 2 : :ig?g:ggg 16 | 1463540000 | 2 : :;:;::ggg 16
MD232 nega:is:’lll;gic o 1511220xxx 1 & = 1463520000 | 2 : :ig?g:ggg 16 | 1463540000 | 2 : :;:;::ggg 16
16 D0 1511240xxx 1 & = 1463520000 | 2 : :i:;z:ggg 16 | 1463540000 | 2 : :;::?:ggg 16
pnsit:\(lisl:l’ll;gic g 1911190xxx 1 & = 1463520000 | 2 : :ig?g:ggg 16 | 1463540000 | 2 : :;:;::ggg 16
DI/DO MD233 nega:is:’lll;gic o 1511220xxx 1 & % 1463520000 | 2 : :ig?g:ggg 16 | 1463540000 | 2 : :;:;::ggg 16
16D0® 1511230xxx 1 & = 1463520000 | 2 ::i:;:gggg 16 | 1463540000 | 2 ::;g:g::gg 16
pnsit?fs[:lll'gic g 1911270xxx 1 & = 1463520000 | 4 : :ig?g:ggg 32 | 1463540000 | 4 : :;:;::ggg 32
MD261 nega:fenlll;gic o 1511280xxx 1 & = 1463520000 | 4 : :ig?g:ggg 32 | 1463540000 | 4 : :;:;::ggg 32
32p0® 1511340xxx 1 & = 1463520000 | 4 ::i:;:gggg 32 | 1463540000 | 4 ::;g:g::gg 32
pnsit?fe[:lll'gic g 1911320xxx 1 & = 1463520000 | 4 : :ig?g:ggg 32 | 1463540000 | 4 : :;:;::ggg 32
MD263 nega:fenlll;gic n 1511330xxx 1 & = 1463520000 | 4 : :ig?g:ggg 32 | 1463540000 | 4 : :;:;::ggg 32
oo | st | 1 k| s | o |V [ ot

Note A) The TERMSERIES adapter switch, should be positioned on the " side.
B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC OMRON CJ1W
16-channel solution

PLC

Input/Output cards
Manufacturer Number/

un | 7 : — e
. I‘;gic o 7789833xxx 1 = 1463550000 1 1123120000 16
o212 positE‘ZeE(:;gic g 7789645xxx 1 j = 1463550000 1 i EEEEEEEE 16
. I‘;gic o 7789833xxx 1 = 1463550000 1 1123120000 16
o231 positz‘zeE(:;gic | 789771xxx 1 j = 1463550000 2 i EEEEEEEE 32
. I‘;gic o 7789768xxx 1 = 1463550000 2 1123120000 32
o o232 positz‘zeE(:;gic | 789772xxx 1 j = 1463550000 2 i EEEEEEEE 32
. I‘;gic o 7789767xxx 1 = 1463550000 2 1123120000 32
o33 positz‘zeE(:;gic | 789772xxx 1 j = 1463550000 2 i EEEEEEEE 32
. I‘;gic o 7789767xxx 1 = 1463550000 2 1123120000 32
0261 positE‘ZeE(:;gic | 789771xxx 2 j = 1463550000 4 i EEEEEEEE 64
. I‘;gic o 7789768xxx 2 = 1463550000 4 1123120000 64
0262 positE‘ZeEl:;gic | 789772xxx 2 j = 1463550000 4 i EEEEEEEE 64
negative It;gic n  1789767xxx 2 % 1463550000 4 1123120000 64
0D211 16D0°® 7789794xxx 1 8 = 1463550000 1 : :Z;z::gg: 16
0D212 16 D0 Y 7789794xxx 1 & = 1463550000 1 : :::;;::gg 16
0D213 16D0® 7789794xxx 1 & = 1463550000 1 : :::;:::gg 16
0D231 32D0"% 7789793xxx 1 B % 1463550000 2 : :::;:gggg 32
0D232 32D0% 7789373xxx 1 e % 1463550000 2 :::;;;gggg 32
T wm | w0 ] s : 112278000 32
0D234 32p0"® 7789373xxx 1 e % 1463550000 2 : ::;;:gggg 32
0D261 64D0"® 7789793xxx 2 e % 1463550000 4 : ::;;:gggg 64
0D262 64D0" 7789373xxx 1 e % 1463550000 4 : ::;;;gggg 64
0D263 64D0° 7789373xxx 1 e % 1463550000 4 : ::;;:gggg 64

Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC OMRON CJ1W
16-channel solution

16 DI, 1123000000

positive logic ® 15T14300:x 1463550000 1123120000

16 DI, & 1123000000
MD231 gative logic™ 1511440xxx 1 = 1463550000 1 1123120000 16
16D0°® 1511470xxx 1 i = 1463550000 1 : :::;:::gg: 16

16 DI, & 1123000000
positive logic ® 7789328xxx 1 = 1463550000 1 1123120000 16

16 DI, & 1123000000
MD232 gative logic ¥ 7789329xxx 1 = 1463550000 1 1123120000 16
16D07 7789329xxx 1 i = 1463550000 1 : :::;;:::g: 16

16 DI, & 1123000000
positive logic® 7789328xxx 1 = 1463550000 1 1123120000 16

16 DI, & 1123000000
MD233 gative logic™ 7789329xxx 1 = 1463550000 1 1123120000 16
16D0°® 7789329xxx 1 i = 1463550000 1 : :::;:::gg: 16

32Dl & 1123000000
positive logic® 778977 1xxx 1 = 1463550000 2 1123120000 32

32Dl & 1123000000
MD261 gative logic ¥ 7789768xxx 1 = 1463550000 2 1123120000 32
32D0® 7789793xxx 1 i = 1463550000 2 : :::;:::gg: 32

32Dl & 1123000000
positive logic® 7789772xxx 1 = 1463550000 2 1123120000 32

32Dl & 1123000000
MD263 gative logic ¥ 7789767xxx 1 = 1463550000 2 1123120000 32
32p0® 7789373xxx 1 i =% 1463550000 2 : :::;:::332 32

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

2690170000 Weidmiiller 32 E.31


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1123000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1123120000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111222278
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8900000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111222278
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=7800000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111222278
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8900000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111222278
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8900000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111223301
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=0200000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1463550000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1111222278
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=8900000000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000

TERMSERIES PLC'S system cables - Selection tables

PLC ROCKWELL COMPACT LOGIX
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

Ty..,.,m,m.,-----l-l-l--

16 DI, & 1123000000 1123730000
\76ei01p |_Positive logic® 117300 1463520000 1123120000 1463540000 1123850000
16 DI, & 1123000000 1123730000
g Togic " 1511740xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
16 DI, & 1123000000 1123730000
17601016F positive logic ® 1511730xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
16 DI, & 1123000000 1123730000
o g Togic " 1511740xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
32DI, 1511730xxx 1 & 1123000000 1123730000
17681032 positive logic ™| 1511770xxx 1 = 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, 1511790xxx 1 & 1123000000 1123730000
g logic ¥ 1511820xxx 1 = 1463520000 | 4 1123120000 82 | 1463540000 | 4 1123850000 3
32DI, & 1123000000 1123730000
176010527 positive logic ® 1511890xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
32DI, & 1123000000 1123730000
negative logic " 1511910xxx 1 = 1463520000 | 4 1123120000 32 | 1463540000 | 4 1123850000 32
1769-0B8 8po~ 1511930xxx 1 = =y 1463520000 | 1 : :::;;g::g 8 1463540000 1 : ::::33::3 8
1769-0B16 16D07 1511830xxx 1 i = 1463520000 | 2 ::::;;g:gg 16 | 1463540000 2 :::::?g:gg 16
1769-0B16P 16D07 1511830xxx 1 i = 1463520000 | 2 ::::;;g:gg 16 | 1463540000 2 :::::?g:gg 16
DO
1511830xxx 1 & 1122770000 1123490000
- A
1769-0B32 32D0 151187 0xx 1 =y 1463520000 | 4 1122880000 32 | 1463540000 4 1123610000 32
1769-0B32T 32p0% 1511920xxx 1 i = 1463520000 | 4 : :::;;gggg 32 | 1463540000 4 : ::g:s:gggg 32
1769-0V16 16D0® 1511830xxx 1 i = 1463520000 | 4 ::::;ggggg 32 | 1463540000 4 :::g:ggggg 32
Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC ROCKWELL COMPACT LOGIX
16-channel solution

1601, 7789770xxx 1463550000 1123000000
17694016 positive logic ® 1123120000
16 DI, & 1123000000
. logic " 778983 1xxx 1 = 1463550000 1 1123120000 16
: !E oL . 7789770xxx 1 g 1463550000 1 1123000000 16
17684Q16F positive logic ® =) 1123120000
16 DI, & 1123000000
. logic " 778983 1xxx 1 = 1463550000 1 1123120000 16
32Dl 7789770xxx 1 & 1123000000
17681032 positive logic®|  7789695xxx 1 = 1463550000 2 1123120000 52
32Dl 778983 1xxx 1 & 1463550000 ) 1123000000 32
gative logic ¥ 7789832xxx 1 o) 1123120000
: :?2 L . 1489160xxx 1 g 1463550000 2 1123000000 32
17691327 positive logic ® o, 1123120000
32Dl & 1123000000
g Jogic " 1489180xxx 1 % 1463550000 2 1123120000 32
1769-0B16 16 D0~ 7789769xxx 1 i = 1463550000 1 :::;z;ggg: 16
1769-0B16P 16 D0~ 7789769xxx 1 g = 1463550000 1 ::::;;::gg: 16
7789769xxx 1 & 1122770000
Y n
1769-0B32 32D0 778969 7m0k 1 = 1463550000 2 1122880000 32
1769-0B32T 32p0% 1489170xxx 1 i % 1463550000 2 : :::;;gggg 32
1769-0V16 16D0® 7789769xxx 1 & % 1463550000 1 :::;;:gggg 16

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC ROCKWELL CONTROL LOGIX
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

w..,.M,m.,-----l-l-l--

S T ¥ esszoon0| 7[BT0 |

o 1756-1B16D 16DI® 1511990xxx 1 & = 1463520000 | 2 ::::?gg:gg 16 | 1463540000 | 2 ::::;:g:gg 16
1756-1B161 16DI® 1511990xxx 1 & = 1463520000 | 2 ::::?gg:gg 16 | 1463540000 | 2 ::::;:g:gg 16

e I . N preevy Py i L e Py i1 L1
1756-0B16D 16D0" 1512030xxx 1 8 = 1463520000 | 2 :::gz;gggg 16 | 1463540000 | 2 :::::3:::3 16
1756-0B16E 16 D0 Y 1512040xxx 1 & = 1463520000 | 2 ::::;;g:gg 16 | 1463540000 | 2 :::::?g:gg 16

1756-0B161 16 D0 Y 1512070xxx 1 & = 1463520000 | 2 ::::;;g:gg 16 | 1463540000 | 2 :::::?g:gg 16

o 1756-0B32 32D0" 1512020xxx 1 B % 1463520000 | 4 : :::;;gggg 32 | 1463540000 | 4 : ::::?:ggg 32
1756-0B8 800" 1512090xxx 1 A % 1463520000 | 1 : :::;;gggg 8 | 1463540000 | 1 : ::::s:gggg 8

e YT PV R S T R oo P 71 g Py T 1
masovier | 10000 | tstwons | 1 b oo | 2 [EIOO g | TOME
1756-0V32E 32D0"® 1512020xxx 1 e % 1463520000 | 4 : :::;:gggg 32 | 1463540000 | 4 : ::g:ggggg 32

Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC ROCKWELL CONTROL LOGIX
16-channel solution

17564816 16DI® | 7789039 1463550000 : :::?gggg:

17564B16D 16D1% | 7789049k | 1 & = 1463550000 1 : ::ggggggg 16
175648161 16D1% | 7789049 | 1 & = 1463550000 1 : ::ggggggg 16
1756-1B32 32D1® 778904 1xxx 1 & = 1463550000 2 : ::zgggggg 32
1756-0816D |  16D0% | 7789040xx | 1 8 = 1463550000 1 : :::;;gggg 16
1756-0B16E |  16DO™ | 77890580 | | = = 1463550000 ! : :::;;::gg: 0
1756-0B161 1600~ | 77890590 | 1 = = 1463550000 ! : :::;;::gg: 0
1756-0B32 32004 | 77890420 | 1 B = 1463550000 2 : :::;;gggg 32
1756-0V16E 16D0® | 7789058xxx 1 & = 1463550000 1 : :::;:gggg 16
1756-0V32E |  32D0% | 7789042xxx | 1 & = 1463550000 2 : :::;:gggg 32

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SCHNEIDER M340
8-channel solution

PLC

Input/Output cards

Manufacturer Number/

w..,.M,m.,-----l-l-l--

16 DI, DC & 1123000000 1123730000
BMIX positive logic™| 212 200K 1463520000 1123120000 1463540000 1123850000
DAI 1602 16 DI, DC & 1123000000 1123730000
g Togic " 1512130xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
BMX 8 & 1123000000 1123730000
DI DDI 1602 16 DI 1512120xxx 1 =y 1463520000 | 2 1123120000 16 | 1463540000 2 1123850000 16
BMX 8 & 1123000000 1123730000
DDI 3202K 32Dl 1512170xxx 1 =y 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
BMX B & 1123000000 1123730000
DDI 6402K 64 DI 1512170xxx 2 % 1463520000 | 8 1123120000 64 | 1463540000 | 8 1123850000 16
BMX 8 & 1122770000 1123490000
DDO 1602 16 DO 1512120xxx 1 =y 1463520000 | 2 1122880000 16 | 1463540000 2 1123610000 16
BMX B & 1122780000 1123500000
o0 DDO 1612 16 DO 1512120xxx 1 =y 1463520000 | 2 1122890000 16 | 1463540000 2 1123620000 16
BMX DDO A & 1122770000 1123490000
3202K 32D0 1512170xxx 1 =y 1463520000 | 4 1122880000 32 | 1463540000 4 1123610000 32
BMX A & 1122770000 1123490000
DDO 6402K 64 DO 1512170xxx 2 = 1463520000 | 8 1122880000 64 | 1463540000 8 1123610000 64
& 1123000000 1123730000
B)
BNIX 8DI - 1 =y 1463520000 | 1 1123120000 8 1463540000 1 1123850000 8
DDM 16022 » | 1122770000 1123490000
o0 8D0 % 1463520000 | 1 1122880000 8 | 1463540000 | 1 1123610000 8
& 1123000000 1123730000
B)
BMIX 16 DI 12170 1 % 1463520000 | 2 1123120000 16 | 1463540000 | 2 1123850000 16
DDM 3202K 8 & 1122770000 1123490000
16 DO = 1463520000 | 2 1122880000 16 | 1463540000 2 1123610000 16
Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SCHNEIDER M340
16-channel solution

po:l:\:ll I:;c | 7789380xxx 1463550000 : ::ggggggg

DAI IGOZ : G'DI'I::ic o 7789630xxx 1 & = 1463550000 1 : : :gl:g::ggg 16
DDBI'\‘:I:UZ 16DI® 7789380xxx 1 & = 1463550000 1 ::::l:g::ggg 16
DDIBI:’;)I;ZK 32D1® 7789387xxx 1 & = 1463550000 2 ::::l:g::ggg 32
DD?:T;ZK 64D1% 7789387xxx 2 & % 1463550000 4 : ::ggggggg 64
DD?)'\:)IEBZ 16 D0~ 7789380xxx 1 8 = 1463550000 1 : :::;;ggg: 16
DD?)'\{IDB(H 16D0® 7789380xxx 1 & = 1463550000 1 ::::;:::ggg 16
DD:;’IZ)EIZK 32p0% 7789387xxx 1 & = 1463550000 2 : :::;;::ggg 32
DD:'l\in:-:]ZK 64D0% 7789387xxx 2 B = 1463550000 4 : :;:;;gggg 64
I T I e e 1 23000 "
DDM 3202K 16 D0~ & % 1463550000 1 : :::;;gggg 16

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SCHNEIDER - PREMIUM
8-channel solution

o S p— asgznoop | 1 | 100000 ||z

TS1);I;JZEY 16DI® 1512440xxx 1 & = 1463520000 | 2 ::::l:ggggg 16 | 1463540000 | 2 :::g;:gg:g 16
TS1);|I:)KEY 16DI® 1512470xxx 1 & = 1463520000 | 2 ::::l:ggggg 16 | 1463540000 | 2 :::g;:gg:g 16
T:;(DI;E(Y 32D1® 1512470xxx 2 & = 1463520000 | 4 : :::l:ggggg 32 | 1463540000 | 4 : ::g;:gg:g 32
SO o | ¢ L e | o | EOOM g g | VT
Ts;;_?zs v 8po” 1512430xxx 1 8 = 1463520000 | 1 : :::;;gg:g 8 1463540000 | 1 : ::g:!:gg:g 8
TS1);-III-IZS v 16 D0 Y 1512440xxx 1 & = 1463520000 | 2 : ::;;;gggg 16 | 1463540000 | 2 : ::::?gg:g 16
T::TI;;Y 32D0" 1512470xxx 2 B % 1463520000 | 4 : :::;;gggg 32 | 1463540000 | 4 : :;gzggggg 32
T::TI;;Y 64D0" 1512470xxx 4 e % 1463520000 | 8 : :;:;;gggg 64 | 1463540000 | 8 : :;:::lg:gg 64

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC SCHNEIDER - PREMIUM
16-channel solution

T?;II:ZEY 16DI® 7789322xxx 1 & % 1463550000 1 ::::l:gggg: 16
T?;::fv 16 DI® 7789301xxx 1 & % 1463550000 1 :::g?gggg: 16
T::DI;E(Y 32D1® 7789301xxx 2 & % 1463550000 2 : :::?gggg: 32
T:;(DI;f(Y 64D1% 7789301xxx 4 8 % 1463550000 4 : :::gggggg 64
e P eSS [ S . - 1 77O "
T::TI;?(Y 32D0" 7789301xxx 2 8 % 1463550000 2 : :::;;ggg: 32
T::TI;?(Y 64D0" 7789301xxx 4 & % 1463550000 4 : ::;;:gggg 64

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SCHNEIDER - QUANTUM
16-channel solution

140 DDI 353 00 32p1® 2460880xxx 1463550000 :::ggggggg

140 DDI 364 00 96 DI® 778930 1xxx 6 = = 1463550000 6 : ::gl:g::ggg 96
140 DDI 853 00 32p1® 2460880xxx 1 = % 1463550000 2 : ::;l:g::ggg 32
140 DDO 353 00 32D0% 2460880xxx 1 & = 1463550000 2 : :::;;gggg 32
140 DDO 364 00‘ 96 D0 778930 1xxx 6 & % 1463550000 6 : :;;;:gggg 96

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are 24 V DC for the digital input cards. These relays can be replaced by MICROSERIES relays with other voltages, from 5 V DC to 230 V DC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SIEMENS S7-300
8-channel solution

PLC
-----I-I-I-I
code Type of channels
S T — E e P e pv—, T T

1::?:::‘1‘\0 16DI® 1512620xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

1::?;::‘1‘\0 16DI® 1512620xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

1::23.?‘\0 16 DI 1512620xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

1:::;1?‘\0 16DI® 1512620xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

1::::::‘1‘\0 16DI® 1512620xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

o 1%52%}2‘\0 16DI® 1512620xxx 1 j = 1463520000 | 2 i EEEEEEEE 16 | 1463540000 | 2 EEE;EEEEE 16

1BLOC-0AAD 32D1® 1512640xxx 1 = 1463520000 | 4 1123120000 32 | 1463540000 | 4 1123850000 32

1:::;:1:‘0 32D1® 1512640xxx 1 & = 1463520000 | 4 : :::?gg:gg 32 | 1463540000 | 4 ::::;:gggg 32

B I e e e R

1BPOC-0AAD . 64 Dllc;gic a  1512680xxx 2 & = 1463520000 | 8 ::::?gg:gg 64 | 1463540000 8 ::::;:gggg 64

7::?;?;]?80 16DI® 1512630xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

7::?:?;]?80 16DI® 1512630xxx 1 & = 1463520000 | 2 : :::?gg:gg 16 | 1463540000 | 2 ::::;:gggg 16

AP NI [P [ — oy P 17 N ey g 1

1:3;—?;\2/\0 8po» 1512600xxx 1 8 = 1463520000 | 1 : :::;;g::g 8 | 1463540000 | 1 : ::;:s:gg:g 8

1:317_:22“0 8Do" 1512600xxx 1 & = 1463520000 | 1 : :::;;g:gg 8 | 1463540000 | 1 : ::::?gggg 8

1::?;17‘2‘\0 16 D0 Y 1512620xxx 1 & = 1463520000 | 2 : :::;;g:gg 16 | 1463540000 | 2 : ::::?gggg 16

1::31::;2‘\0 16D07 1512620xxx 1 B % 1463520000 | 2 : :::;;gggg 16 | 1463540000 | 2 : :::::]gg:g 16

0o etk | 16004 | 1512620m | 1 = | 1ess20000 | 2[RI 16 | tas3sa000 | 2 2R s

eror | 16004 | 151620m | 1 = | 1ess20000 | 2[RI 16 | tas3sa000 | 2 2R s

o | 3200m | 1si26a00 | 1 = | 1ess20000 | 4 | a2 | tas3sa000 | 4 2Rt 32

ek | BaD0N | 151330 | 2 = | 120000 | 8 | RN 64 | 1463540000 | 8 (oSt 6

1 :::;::]i\zAO 64D0"° 1513340xxx 2 e =% 1463520000 | 8 : :::;:gggg 64 | 1463540000 8 : ::g:ggggg 64

Note A) The TERMSERIES adapter switch, should be positioned on the "' side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SIEMENS S7-300
16-channel solution

PLC

Manufacturer Number/
code Type of channels

1::2;_‘?‘\;0 16DI® 7789234xxx 1 'j = 1463550000 1 : :::22::3: 16
1::?:;1"'\0 16DI® 7789234xxx 1 & = 1463550000 1 : ::g?ggggg 16
1::?;;1"'\0 16DI® 7789234xxx 1 & = 1463550000 1 : ::g?ggggg 16
1::231"'\0 16DIY 7789234xxx 1 & = 1463550000 1 : ::g?ggggg 16
1:::31"'\0 16DI® 7789234xxx 1 & = 1463550000 1 : ::g?ggggg 16
1:::31"'\0 16DI® 7789234xxx 1 & = 1463550000 1 : ::g?ggggg 16

. 1%52%}2{\0 16DI® 7789234xxx 1 j = 1463550000 1 i EEEEEEEE 16
1BLOG.0AAD 32019 7789236xxx 1 = 1463550000 2 1123120000 32
1:5:;_:120 32019 7789236xxx 1 & = 1463550000 2 :::g?ggggg 32

6ES7321- posit(ii:e[::)'gic w| 7789770 2 4 =) 1463550000 4 : ::;?g:ggg 64

1BPOC-0AAD . 64 [’I:;uic o 7789768xxx | 2 & = 1463550000 4 :::g?ggggg 64
7::3;::12‘\'30 16DI® 7789192xxx 1 & = 1463550000 1 : ::g?ggggg 16
7::3:22‘\'30 16DI® 7789192xxx 1 & = 1463550000 1 : ::g?ggggg 16
7:::;3&0 16DI® 7789192xxx 1 i = 1463550000 1 : ::z:’ggggg 16
1::333"\0 1600~ | 7789234xxx 1 8 = 1463550000 1 : :z;z:ggg 16
1::?:;12"\0 16D0% | 7789234xxx 1 & = 1463550000 1 : :::;z::gg 16
1::?312"\0 16D0% | 7789234xxx 1 & = 1463550000 1 : :::;z::gg 16

DO 1:::312"\0 16D0% | 7789234xxx 1 & = 1463550000 1 : :::;z::gg 16
1:5%_:12‘;0 32D0% | 7789236xxx 1 & = 1463550000 2 : :::;z::gg 32
1::3;;130 64D0Y | 7789246xxx 1 B = 1463550000 4 ::::;;gggg 64
1:::;;130 64D0® | 7789246xxx 1 e = 1463550000 4 :::;;:gggg 64

Note A) The TERMSERIES adapter switch, should be positioned on the ™" side.

B) The TERMSERIES adapter switch, should be positioned on the "+" side.

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SIEMENS S7-400
8-channel solution

S 1 s S T 1Y PV, 17

T S . N S prewsseey g 1. LNy ppsessey 1 L1
1::?;_4612‘\0 16D0°® 1512510xxx 1 8 = 1463520000 | 2 : :::;;gg:g 16 | 1463540000 | 2 : ::g:!:gg:g 16
1::?;”;‘21‘0 16D0® 1512510xxx 1 & = 1463520000 | 2 : ::;;;gggg 16 | 1463540000 | 2 : ::::?gg:g 16
1:::;_40:2‘\0 32D0"% 1512490xxx 1 B % 1463520000 | 4 : :::;;gggg 32 | 1463540000 | 4 : :;gzggggg 32
5::?;:;\25“ 16D0® 1512520xxx 1 A % 1463520000 | 2 :::ﬁ;;gggg 16 | 1463540000 | 2 ::gﬁg:gg 16
7:5:;407\230 32D0"® 1512490xxx 1 e % 1463520000 | 4 : :;:;;gggg 32 | 1463540000 | 4 : :;:::lg:gg 32

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC SIEMENS S7-400
16-channel solution

1:::;40:1\0 32017 7789292xxx 1 2 % 1463550000 2 : :::?ggggg 32
1:::114011‘\0 32D1® 7789292xxx 1 & % 1463550000 2 :::ggggggg 32
1::?;:;2“0 16D0® 778929 Txxx 1 & % 1463550000 1 ::::;;gggg 16
1::?;,40121\0 16D0® 7789291xxx 1 & % 1463550000 1 : :::;;gggg 16
1:::;_:22‘\0 32p0® 7789292xxx 1 & % 1463550000 2 : :::;;gggg 32
5::?;:]7\280 16D0® 7789291xxx 1 & % 1463550000 1 : :::;;gggg 16
Y Y [Fer o [ R E—(— : azrreD 2

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC SIEMENS S7-1500
8-channel solution

BEST521- ) 1123000000 1123730000
oot | 1601 151253010 1463520000 73120000 1463540000 73880000
o & 1123000000 1123730000
pott 32019 | 1512500m¢ | 1 1463520000 | 4 32 | 1463540000 | 4 2
e & 1123120000 1123850000
BEST521- . i 1123000000 1123730000
Breotnng | 1601 151254000 | 1 | 163520000 | 2 |UREIO 16 | 1463840000 | 2 oec i 16
BEST522- . iz 1122770000 1123490000
oonony | 800 15125700c | 1 | 163520000 | 1 PRI 6| 1963840000 | 1 [t 8
1::355&250 1122770000 1123490000
pl 16007 | 15125300 | 1 1463520000 | 2 16 | 1463540000 | 2 16
o & 1122880000 1123610000
BEST522- . i 1122770000 1123490000
Biooonmg | 3200 151250000 | 1 1463620000 | 4 (OB 32 | 1aasa0000 | 4 Rl 32

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC SIEMENS S7-1500
16-channel solution

6ES7521- N 1123000000
1BHO0-0ABD 16 DI 1462090xxx 1463550000 1123120000
1253;_501'50 & 1123000000
6EST521 32D1® 1462040xxx 1 1463550000 2 32
1BLOT-0AES ) 1123120000
6EST521- N & 1123000000
1BHE0-0AA0 16 DI 1462100xxx 1 == 1463550000 1 1123120000 16
1:53171502;\230 1122770000
6EST522 16D0” 1462090xxx 1 1463550000 1 16
1BHD1-0ABO ) 1122880000
BES7522- N & 1122770000
1BLO0-0ABO 3200 1462040xxx 1 = 1463550000 2 1122880000 32
BES7522- & 1122770000
1BL10-0ABO 3200 1994450xxx 1 = 1463550000 2 1122880000 32

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC YOKOGAWA CENTUM
8-channel solution

it e 1
gati It;gic A 1512210xxx 1 = 1463520000 | 4 1123120000 32 | 1463540000 4 1123850000 32
ADVIGT posi 'E‘}E‘:;gic 5 1512190xxx 2 j = 1463520000 | 8 E i EEEEEEEE 64 | 1463540000 8 i i §§§§§§§§ 64
. |l;§|il: n  1512210xxx 2 % 1463520000 | 8 1123120000 64 | 1463540000 8 1123850000 64
ADV551 32p0® 1512220xxx 1 i = 1463520000 | 4 : :::;:ggg:: 32 | 1463540000 8 : :;gzggggg 32
ADV561 64D0® 1512220xxx 2 g % 1463520000 | 8 : :;:;;gggg 64 | 1463540000 8 : :ig:ggggg 64

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC YOKOGAWA CENTUM
16-channel solution

32 DI | 1512230xxx 1463550000 1123000000

1 e
gati |(;!|il: o 1512240xxx 1 = 1463550000 2 1123120000 32
AOVIBT "“s“E’E Eﬂ:iliﬁ B) 1512230xxx 2 j = 1463550000 4 i EEE%EEEE 64
. Ic;gil: n  1512240xxx 2 =% 1463550000 4 1123120000 64
ADV551 32D0"® 1512270xxx 1 8 = 1463550000 2 : :::;::::: 32
ADV561 64D0® 1512270xxx 2 i = 1463550000 4 : ::;;::gg: 64

 The adapters should receive power from an external supply.
 The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC YOKOGAWA STARDOM
8-channel solution

— ""s"Z‘ZeE':’gm ol 15121900 N 1463520000 EEEEEEEEE 1463540000 EE;EEEEE
gotive lagich| 19122108 | 1 o | 1463820000 | 4 o g 32 | 1463540000 | 4 oo Y2
vrovie L% 'E'Z"E':;“ic o 15121900 | 2 j % | 1463520000 | 8 EEEEEEEE 64 | 1463540000 | 8 EEEEEEEE 64
gativelogich| 15122108 |2 o | 1463520000 | 8 oo g 64 | 1463540000 | 8 oo onon| 6
NFDV551 3200° | 15122200 | 1 & % | 1463520000 | 4 : :z;ggggg 32 | 1463540000 | 8 : :ﬁiﬂgggﬂg 32
NFDV561 64D0° | 15122200 | 2 = % | 1463520000 | 8 : :;:;ggggg 64 | 1463540000 | 8 : :2223333 64

 The adapters should receive power from an external supply.
« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
 The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.

PLC YOKOGAWA STARDOM
16-channel solution

32 DI | 1512230xxx 1463550000 1123000000

1 st
gati |(;!|il: o 1512240xxx 1 = 1463550000 2 1123120000 32
I '“’Si'E‘Z“E':"gi" g 1912230xxx 2 j = 1463550000 4 i EEE%EEEE 64
. Ic;gil: n  1512240xxx 2 =% 1463550000 4 1123120000 64
NFDV551 32D0"® 1512270xxx 1 8 = 1463550000 2 : :::;::::g 32
NFDV561 64D0" 1512270xxx 2 i = 1463550000 4 : ::;;::gg: 64

 The adapters should receive power from an external supply.
 The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are chosen for 24 V DC control voltage. For digital input cards these can be replaced by TERMSERIES relays with control voltages from 5 V DC to 230 V AC.
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TERMSERIES PLC'S system cables - Selection tables

PLC WEIDMULLER U-REMOTE

8-channel solution

UR20-16DI-P-
- PLCANT® ‘ 16DI ‘1512470)()()(

1463520000 ‘

1123000000

1123120000

‘ 1463540000 ‘

1123730000

1123850000

UR20-16D0-P-
- PLCINT ‘ 1600 ‘1512470xxx

 The adapters should receive power from an external supply.

&

1463520000 ‘ 2

1122770000

1122880000

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are 24 V DC for the digital input cards. These relays can be replaced by TERMSERIES relays with other voltages, from 5 V DC to 230 V DC.

PLC WEIDMULLER U-REMOTE

16-channel solution

UR20-16DI-P-

1349670xxx

1463550000

16 ‘1463540000‘ 2

1123000000

1123490000

1123120000

1123610000

UR20-16D0-P-

 The adapters should receive power from an external supply.

1463550000

« The last 3 digits of the cable code indicates its length in decimeters. For example, if the code ends in 100, the cable would be 10 m long.
« The relays indicated in the table are 24 V DC for the digital input cards. These relays can be replaced by TERMSERIES relays with other voltages, from 5 V DC to 230 V DC.
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TERMSERIES adapters

o Suitable for input and output logic

* Version for 6.4mm TERMSERIES base

* Supply connections (PUSH IN) in double execution for
supply voltage bridging

e Userfriendly and unmistakable marking

* 10-pin connector according to DIN EN 60603-13

Technical data
Supply voltage
Status display

Rated voltage

Voltage, max.

Rated current (per signal path)
Current (per signal path), max.
Total current of all signals, max.
Number of signal paths

Wire connection method

Clamping range, rated connection, min.
Clamping range, rated connection, max.
Number of terminals

Plug type

Ambient temperature (operational)
Storage temperature

Humidity

UL 94 flammability rating
Approvals

N‘

Pollution degree
Overvoltage category
Impulse withstand voltage
Rated voltage

Protection degree

Depth x width x height mm

N
> = =)
© g =3
S 2 @
=} ] =,
2 g 2
o = <
5] = o
® )
« -,
Y

TIAF10

TERMSERIES adapters

24VDC+20%

Green LED

24VDC
30VvDC
125 mA
1A
1A

‘-

PUSH IN
0.13 mm?

1.5 mm?
4(++-)

10-pole plug according to DIN EN 60603-13, long locking lever

40 °C...60 °C

40°C..85°C

5..95% (indoor), T= 40°C, no cond
V0

CE; cULus; GL

1l

1.5kV

32V

IP 20 in installed condition

62/51/43

TIAF10

il

Potential change-over switch

The potential change-over switch is located between contact rows of
the TERMSERIES adaptor. It is used to switch the potential of the lower
contact row to “+” or “-" potential of the supply voltage.

Installation input

s

Figure 1b

Figure 1a:  Positive-switching logic: Potential change-over
switch to ", installation on 24 V DC input (A1/A2).
Negative-switching logic: Potential change-over

switch to "+, installation on 24 V UC input (A1/A2).

Figure 1b:

Installation output

1l

i

(W
Figure 2a
M)
Figure 2b
Positive-switching logic: Potential change-over
switch to “+”, installation on output (11/14).
Negative-switching logic: Potential change-over
switch to ", installation on output (11/14).

0000222211
00} DQAYC SHL I

Figure 2a:

Figure 2b:
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TERMSERIES adapters

TERMSERIES adapters

o Suitable for input and output logic

* Version for 6.4mm TERMSERIES base

e Userfriendly and unmistakable marking

* 15-pin D-sub connector according to DIN 41652 /
IEC 60807

Technical data
Supply voltage
Status display

Rated voltage

Voltage, max.

Rated current (per signal path)
Current (per signal path), max.
Total current of all signals, max.
Number of signal paths

Wire connection method

Clamping range, rated connection, min.
Clamping range, rated connection, max.
Number of terminals

Plug type

Ambient temperature (operational)
Storage temperature

Humidity

UL 94 flammability rating
Approvals

N‘

Pollution degree
Overvoltage category
Impulse withstand voltage
Rated voltage

Protection degree

Depth x width x height mm

= [=]
S g 5
& : s
g g g
M @

TIASUBD 158

24VDC+20%
Green LED

24VDC
30VvDC
125 mA
1A
1A

‘-

PUSH IN
0.13 mm?
1.5 mm?
2(+7)

SUB-D, 15-pole, DIN 41652 / IEC 60807

40 °C...60 °C

40°C..85°C

5..95% (indoor), T= 40°C, no cond
V0

CE; cULus; GL

1l

1.5kV

32V

IP 20 in installed condition

52/51/43

TIA SUBD 158

il

Potential change-over switch

The potential change-over switch is located between contact rows of
the TERMSERIES adaptor. It is used to switch the potential of the lower
contact row to “+” or “-" potential of the supply voltage.

Installation input

s

Figure 1b

Figure 1a:  Positive-switching logic: Potential change-over
switch to ", installation on 24 V DC input (A1/A2).
Negative-switching logic: Potential change-over

switch to "+, installation on 24 V UC input (A1/A2).

Figure 1b:

Installation output

1l

i

(W
Figure 2a
M)
Figure 2b
Positive-switching logic: Potential change-over
switch to “+”, installation on output (11/14).
Negative-switching logic: Potential change-over
switch to ", installation on output (11/14).

0000222211
00} DQAYC SHL I

Figure 2a:

Figure 2b:
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TERMSERIES adapters

o Suitable for input and output logic

* Version for 12.8mm TERMSERIES base

* Supply connections (PUSH IN) in double execution for
supply voltage bridging

e Userfriendly and unmistakable marking

* 10-pin connector according to DIN EN 60603-13

Technical data

Supply voltage
Status display

Rated voltage

Voltage, max.

Rated current (per signal path)
Current (per signal path), max.
Total current of all signals, max.
Number of signal paths

Wire connection method

Clamping range, rated connection, min.
Clamping range, rated connection, max.
Number of terminals

Plug type

Ambient temperature (operational)
Storage temperature

Humidity

UL 94 flammability rating
Approvals

N‘

Pollution degree
Overvoltage category
Impulse withstand voltage
Rated voltage

Protection degree

Depth x width x height mm

N
> = =)
© g =
S 2 @
=} ] =,
2 g 2
o = <
5] = o
® )
« -,
Y

TERMSERIES adapters

TIALF10

Potential change-over switch

The potential change-over switch is located between contact rows of
the TERMSERIES adaptor. It is used to switch the potential of the lower
contact row to “+” or “-" potential of the supply voltage.

Installation input

24VDC+20%

Green LED

24V DC

30VDC

125 mA

1A

o @m]@

3 Figure 1a
e =g

PUSH IN Figure 1b

0.13 mm? Figure 1a:  Positive-switching logic: Potential change-over

1.5 mm? switch to ", installation on 24 V DC input (A1/A2).

4+

Figure 1b:  Negative-switching logic: Potential change-over

switch to "+, installation on 24 V UC input (A1/A2).

10-pole plug according to DIN EN 60603-13, long locking lever

40 °C...60 °C

40°C..85°C

5..95% (indoor), T= 40°C, no cond
V0

CE; cULus; GL

Installation output

1l

1.5kV

32V

IP 20 in installed condition

1l

i

(W
Figure 2a
M)
Figure 2b
Positive-switching logic: Potential change-over
switch to “+”, installation on output (11/14).
Negative-switching logic: Potential change-over
switch to ", installation on output (11/14).

0000222211
00} DQAYC SHL I

Figure 2a:
62/102/43

Figure 2b:

TIALF10

il
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TERMSERIES adapters

TERMSERIES adapters

o Suitable for input and output logic

* Version for 6.4mm TERMSERIES base

* Supply connections (PUSH IN) in double execution for
supply voltage bridging

e Userfriendly and unmistakable marking

* 20-pin connecting plug according to DIN EN 60603-13

Technical data
Supply voltage
Status display

Rated voltage

Voltage, max.

Rated current (per signal path)
Current (per signal path), max.
Total current of all signals, max.
Number of signal paths

Wire connection method

Clamping range, rated connection, min.
Clamping range, rated connection, max.
Number of terminals

Plug type

Ambient temperature (operational)
Storage temperature

Humidity

UL 94 flammability rating
Approvals

N‘

Pollution degree
Overvoltage category
Impulse withstand voltage
Rated voltage

Protection degree

Depth x width x height mm

= [=]
S g 5
& : s
g g g
M @

TIALF20

24VDC+20%

Green LED

24VDC
30VvDC
60 mA
1A
1A

‘.’

PUSH IN
0.13 mm?

1.5 mm?
A(+*-)

20-pole plug according to DIN EN 60603-13, long locking lever

40 °C...60 °C

40°C..85°C

5..95% (indoor), T= 40°C, no cond
V0

CE; cULus; GL

1l

1.5kV

32V

IP 20 in installed condition

62/102/43

TIALF20

il

Potential change-over switch

The potential change-over switch is located between contact rows of
the TERMSERIES adaptor. It is used to switch the potential of the lower
contact row to “+” or “-" potential of the supply voltage.

Installation input

s

Figure 1b

Figure 1a:  Positive-switching logic: Potential change-over
switch to ", installation on 24 V DC input (A1/A2).
Negative-switching logic: Potential change-over

switch to "+, installation on 24 V UC input (A1/A2).

Figure 1b:

Installation output

1l

i

(W
Figure 2a
M)
Figure 2b
Positive-switching logic: Potential change-over
switch to “+”, installation on output (11/14).
Negative-switching logic: Potential change-over
switch to ", installation on output (11/14).

0000222211
00} DQAYC SHL I

Figure 2a:

Figure 2b:
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TERMSERIES - relays modules from 6 mm width

TERMSERIES
Relay modules from 6 mm width

Number of contacts / Type of contact 1NO 1CO0 2C0
Contact material AgSn0 AgSn0 +W AgNi AgNi + 5uAu AgNi AgNi AgNi + 5pAu
Switching current 16A ‘ 16 A 6A 16A 8A
Voltage / Input DC Connection
5VDC Screw 1122740000 1122980000 1479650000 1123470000 1123710000
Tension clamp 1122860000 1123100000 1479800000 1123590000 1123830000
12V DC Screw 1122750000 1122990000 1479670000 1123480000 1123720000
Tension clamp 1122870000 1123110000 1479820000 1123600000 1123840000
24VDC Screw 1479780000 1479810000 1122770000 1123000000 1479680000 1123490000 1123730000
Tension clamp 1479940000 1479970000 1122880000 1123120000 1479840000 1123610000 1123850000
Input UC
24vVUC Screw 1122780000 1123010000 1479690000 1123500000 1123740000
Tension clamp 1122890000 1123130000 1479850000 1123620000 1123870000
48V UC Screw 1122790000 1123020000 1479700000 1123510000 1123750000
Tension clamp 1122900000 1123140000 1479870000 1123630000 1123880000
60V UC Screw 1122800000 1123030000 1479710000 1123520000 1123770000
Tension clamp 1122910000 1123150000 1479880000 1123640000 1123890000
120 vUC Screw 1122810000 1123170000 1479730000 1123530000 1123780000
Tension clamp 1122920000 1123040000 1479890000 1123650000 1123900000
230vVUC Screw 1122820000 1123050000 1479740000 1123540000 1123790000
Tension clamp 1122930000 1123180000 1479900000 1123670000 1123910000
24-230VUC Screw 1479790000 1479830000 1122850000 1123090000 1479770000 1123580000 1123820000
Tension clamp 1479950000 1479980000 1122970000 1123210000 1479930000 1123700000 1123940000
Input AC
120 VACRC Screw 1122830000 1123070000 1479750000 1123550000 1123800000
Tension clamp 1122940000 1123190000 1479910000 1123680000 1123920000
230VACRC Screw 1122840000 1123080000 1479760000 1123570000 1123810000
Tension clamp 1122950000 1123200000 1479920000 1123690000 1123930000
Note Selection of preferred types, other modules upon request
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Introduction

Pre-assembled cables for general applications

Pre-assembled cables with the corresponding plug-in
connector systems are used in the connection between the
controller and the interface. These pre-assembled cables
allow maximum savings for the user, as they achieve a cost
reduction in the materials, due to fewer individual cables,
conductors and cable ducting.

PAC-UNIV Pre-assembled cables for RS F and
RS SD interfaces

This range of pre-assembled cables for ribbon cabling
complies with IEC 60603-13/DIN 41651 SUB-D in
accordance with IEC 60807-2/DIN 41652 and SUB-D
High density.

One end of the cable is prepared for connecting with the
RS-F or RS SD interfaces and the other end for wire-end
ferrules or to a SUB-D connector or ribbon cable.

Colour code acc. To DIN 47,100 and available in different
lengths.

Weidmiiller 3¢

PAC-ELCO Pre-assembled cables for RS ELCO
interfaces

With pre-assembled cables for ELCO connectors, one end of
the cable is prepared for connecting with the RS-ELCO
interfaces. The other end is connected to a wire-end ferrule
or to a female ELCO connector. Colour code acc. To

DIN 47,100 and available in different lengths.

PAC-UNIV Pre-assembled cables with PLC original
connector

These range of pre-assembled cables are provided with the
original PLC connector in one end of the cables and with
ferrules in the other.

Colour code acc. To DIN 47,100 and available in different
lengths.

Avaliable for main PLC's of the market. More options on
demand.

2690170000
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PAC-UNIV-HE - Universal pre-assembled cables
for ribbon connectors according IEC 60603-13

Pre-assembled ribbon cable according to IEC-60603-13/
DIN 41651.

* Ribbon cable - ribbon cable

* Ribbon cable - wire-end ferrules

Cable

* Halogen free cables: LIHH

* No halogen-free cables: LIYY

* Colour code according DIN 47100

Technical data

Operating voltage

Permissible current strength per path, max.
Total current, max.

Resistance

Wire cross-section

Ambient temperature (operational)
Storage temperature

Ordering data

10-pole connector
14-pole connector
16-pole connector
20-pole connector
26-pole connector
34-pole connector
40-pole connector
50-pole connector

10-pole connector
14-pole connector
16-pole connector
20-pole connector
26-pole connector
34-pole connector
40-pole connector

PAC-UNIV-HE - Universal pre-assembled cables for ribbon connectors according IEC 60603-13

PAC-UNIV-HE-F / PAC-HE-F-HF

PAC-UNIV-HE-HE / PAC-HE-HE-HF

Ribbon cable to wire-end ferrules connector

Ribbon cable to ribbon cable connector

<B0VDC<25VAC <B0VDC<25VAC
1A 1A

3A 3A

< 150m0)/m < 150m0/m

0.14 mm? 0.14 mm?

-10..50 °C -10..50 °C

-10..60 °C -10..60 °C

PAC-UNIV-HE10-F-1M

PAC-UNIV-HE14-F-1M

PAC-UNIV-HE10-HE10-1M

PAC-UNIV-HE16-F-1M

PAC-UNIV-HE14-HE14-1M

PAC-UNIV-HE20-F-1M

PAC-UNIV-HE16-HE16-1M

PAC-UNIV-HE26-F-1M

PAC-UNIV-HE20-HE20-1M

PAC-UNIV-HE34-F-1M

PAC-UNIV-HE26-HE26-1M

PAC-UNIV-HE40-F-1M

PAC-UNIV-HE34-HE34-1M

PAC-HE10-FHF-1M

PAC-UNIV-HE40-HE40-1M

PAC-HE14-FHF-1M

PAC-UNIV-HE50-HE50-1M

PAC-HET0-HE10-HF-1M

PACHE16-FHF-1M

PAC-HE14-HET4-HF-1M

PAC-HE20-F-HF-1M

PAC-HE16-HE16-HF-1M

PAC-HE26-F-HF-1M

PAC-HE20-HE20-HF-1M

PAC-HE34-F-HF-1M

PAC-HE26-HE26-HF-1M

PAC-HE40-F-HF-1M

PAC-HE34-HE34-HF-1M

PAC-HE40-HE40-HF-1M

2690170000
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PAC-UNIV-D - Universal pre-assembled cables for SUB-D connectors according IEC 60807

PAC-UNIV-D - Universal pre-assembled cables
for SUB-D connectors according IEC 60807

Pre-assembled SUB-D cable according to IEC-60807/DIN
41652.

* SUB-D to SUB-D connector

* SUB-D to wire-end ferrules

o Shielded cable

Cable

* Halogen free cables: LIHCH

* No halogen-free cables: LIYcY

* Colour code according DIN 47100

Technical data

Operating voltage

Permissible current strength per path, max.
Total current, max.

Resistance

Wire cross-section

Ambient temperature (operational)
Storage temperature

PAC-UNIV-D-F/ PAC-D-F-HF

PAC-UNIV-D-D /PAC-D-D-HF

SUB-D to wire-end ferrules

SUB-D male to male or SUB-D female to female connector

<B0VDC<25VAC <B0VDC<25VAC
1A 1A

3A 3A

<80 m/m <80 mO/m

0.25 mm? 0.25 mm?

-10..50 °C -10..50 °C

-10..60 °C -10..60 °C

Ordering data

9-pole male connector
15-pole male connector
25-pole male connector
37-pole male connector
50-pole male connector
9-pole female connector
15-pole female connector
25-pole female connector
37-pole female connector
50-pole female connector

9-pole male connector
15-pole male connector
25-pole male connector
37-pole male connector
9-pole female connector
15-pole female connector
25-pole female connector
37-pole female connector

PAC-UNIV-DIM-F-1M

PAC-UNIV-D15M-F-1M

PAC-UNIV-D25M-F-TM

PAC-UNIV-D9M-DIM-1M
PAC-UNIV-D15M-D15M-1M

PAC-UNIV-D37M-F-1M

PAC-UNIV-D25M-D25M-1M

PAC-UNIV-D50M-F-1M

PAC-UNIV-D37M-D37M-1M

PAC-UNIV-D9F-F-1M

PAC-UNIV-D50M-D50M-1M

PAC-UNIV-D15F-F-1M

PAC-UNIV-D9F-D9F-1M

PAC-UNIV-D25F-F-1M

PAC-UNIV-D15F-D15F-1M

PAC-UNIV-D37F-F-1M

PAC-UNIV-D25F-D25F-1M

PAC-UNIV-D50F-F-1M

PAC-DIM-F-HF-TM

PAC-UNIV-D37F-D37F-1M

PAC-D15M-F-HF-1M

PAC-UNIV-D50F-D50F-1M

PAC-DIM-DIM-HF-1M

PAC-D25M-F-HF-1M

PAC-D15M-D15M-HF-1M

PAC-D37M-F-HF-1M

PAC-D25M-D25M-HF-1M

PAC-DYF-F-HF-1M

PAC-D37M-D37M-HF-1M

PAC-D15F-F-HF-1M

PAC-D9F-DSF-HF-1M

PAC-D25F-F-HF-1M

PAC-D15F-D15FHF-1M

PAC-D37F-F-HF-1M

PAC-D25F-D25F-HF-TM

PAC-D37F-D37F-HF-1M
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PAC-UNIV-D - Universal pre-assembled cables for SUB-D connectors according IEC 60807

PAC-UNIV-D - Universal pre-assembled cables
for SUB-D connectors according IEC 60807

Pre-assembled SUB-D cable according to IEC-60807/DIN
41652.

* SUB-D to SUB-D connector

* SUB-D to wire-end ferrules

o Shielded cable

Cable

* Halogen free cables: LIHCH

* No halogen-free cables: LIYcY

* Colour code according DIN 47100

PAC-UNIV-DxM-DxF/PAC-DxM-DxF-HF

SUB-D male-female connector

Technical data

Operating voltage <60VDC=<25VAC
Permissible current strength per path, max. 1A

Total current, max. 3A

Resistance <80 m0/m

Wire cross-section 0.256 mm?

Ambient temperature (operational) -10..50 °C

Storage temperature -10..60 °C

Ordering data

‘Nohalogenfreecables
9-pole male/female connector PAC-UNIV-D9M-D9F-TM 1
15-pin male/female connector PAC-UNIV-D15M-D15F-1M 1
25-pin male/female connector PAC-UNIV-D25M-D25F-1M 1
37-pin male/female connector PAC-UNIV-D37M-D37F-1M 1
50-pin male/female connector PAC-UNIV-D50M-D50F-1M 1

Halogenfreecables

9-pole male/female connector PAC-DIM-DIF-HF-TM

1
15-pin male/female connector PAC-D15M-D15F-HF-1M 1
25-pin male/female connector PAC-D25M-D25F-HF-1M 1
37-pin male/female connector PAC-D37M-D37F-HF-1M 1
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PAC-HD - Universal pre-assembled cables for High density SUB-D connectors

PAC-HD - Universal pre-assembled cables for PAC-HD-F PAC-HD-HD
High density SUB-D connectors

HD SUB-D to wire-end ferrules HD SUB-D male to male or HD SUB-D female to female connector
Pre-assembled high density SUB-D cable

* HD SUB-D to HD SUB-D connector

* HD SUB-D to wire-end ferrules

Shielded cable LIYcY:

* 1526 poles: 0.25 mm? (resistance < 80 m()/m)
e 44-62 poles: 0.14 mm? (resistance < 150 mQ)/m)
* Colour code according DIN 47100

Technical data

Operating voltage <250V DC=<250VAC <60VDC=<25VAC
Permissible current strength per path, max. 1A 1A

Total current, max. 3A 3A

Capacity wire / wires 300 pF/m 300 pF/m

Capacity wire / shield 300 pF/m 300 pF/m

Cable Cable LiYCY Cable LiYCY

Material PVC PVC

Ambient temperature (operational) -10..50 °C -10..50 °C

Storage temperature -10..60 °C -10..60 °C

Ordering data
15-pole male connector PAC-HD15M-FV0-1M PAC-HD15M-HD15M-V0-1M 1
26-pole male connector PAC-HD26M-FVO-1M 1 PAC-HD26M-HD26M-V0-1M 1
44-pole male connector PAC-HD44M-FVO-1M 1 PAC-HD44M-HD44M-V0-1M 1
62-pole male connector PAC-HD62M-HD62M-V0-1M 1
15-pole female connector PACHD15F-FV0-1M 1 PAC-HD15F-HD15F-V0-1M 1
26-pole female connector PAC-HD26F-FV0-1M 1 PAC-HD26F-HD26F-V0-1M 1
44-pole female connector PAC-HD44F-FV0-1M 1 PAC-HD44F-HD44F-V0-1M 1
62-pole female connector PAC-HD62F-HD62F-V0-1M 1
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PAC-HD - Universal pre-assembled cables for High density SUB-D connectors

PAC-HD - Universal pre-assembled cables for PAC-HDXM-HDXF
High density SUB-D connectors

HD SUB-D male-female connector
Pre-assembled high density SUB-D cable

* HD SUB-D to HD SUB-D connector

* HD SUB-D to wire-end ferrules

Shielded cable LIYcY:

* 1526 poles: 0.25 mm? (resistance < 80 m()/m)
e 44-62 poles: 0.14 mm? (resistance < 150 mQ)/m)
* Colour code according DIN 47100

Technical data

Operating voltage <60VDC=<25VAC
Permissible current strength per path, max. 1A

Total current, max. 3A

Capacity wire / wires 300 pF/m

Capacity wire / shield 300 pF/m

Cable Cable LiYCY

Material PVC

Ambient temperature (operational) -10..50 °C

Storage temperature -10..60 °C

Ordering data

15-pin male/female connector PAC-HD15M-HD15F-V0-1M 1
26-pin male/female connector PAC-HD26M-HD26F-V0-1M 1
44-pin male/female connector PAC-HD44M-HD44F-/0-1M 1
62-pin male/female connector PAC-HD62M-HD62F-V0-1M 1
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PAC-ELCO - Pre-assembled cables for RS ELCO interfaces

PAC-ELCO Pre-assembled cables
for RS ELCO interfaces
Pre-assembled ELCO female cable

¢ ELCO to ELCO connector

e ELCO to wire-end ferrules

o Polarizer in position 1
Shielded cable LIYcY

Technical data

Operating voltage

Permissible current strength per path, max.
Total current, max.

Resistance

Capacity wire / wires

Capacity wire / shield

Cable
Material
Wire cross-section

Ambient temperature (operational)
Storage temperature

Ordering data

20-pole socket / 20-pole socket

20-pole socket / wire-end ferrules

38-pole socket / 38-pole socket

38-pole socket / wire-end ferrules

56-pole socket / 56-pole socket (only 32 poles connected)
56-pole socket / wire-end ferrules (only 32 poles connected)
56-pole socket / 56-pole socket (only 54 poles connected)
56-pole socket / wire-end ferrules (only 54 poles connected)
56-pole socket / 56-pole socket

56-pole socket / wire-end ferrules

Weidmiiller 32

PAC-ELCO

300 pF/m
300 pF/m
Cable LiYCY
PVC

0.25 mm?

-10..50 °C

-10..60 °C

PAC-ELC020-F20-F20-1M
PAC-ELCO20-F20-F-1M
PAC-ELCO38-F38-F38-1M
PAC-ELCO38-F38-F-1M
PACELCO56-F32-F32-1M
PAC-ELCO56-F32-F1M
PAC-ELCO56-F54-F54-1M
PAC-ELCO56-F54-F-TM
PAC-ELCO56-F56-F56-1M
PAC-ELCO 56-F56-F-1M
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Selection guide - PLC Universal pre-assembled cables

PLC Universal pre-assembled cables

Cables PLC Connector Cable type

Universal cables for Siemens $7-300

7789606xxx Siemens S7-300 20 poles Unshielded LIYY 0,25 mm? Siemens S7-300 digital cards with Siemens 20 poles connector
1323930xxx Siemens S7-300 20 poles Unshielded 0,5 mm? Si S7-300 digital cards with Siemens 20 poles connector
7789607xxx Siemens S7-300 20 poles Shielded LIYCY 0,25 mm? Siemens S7-300 analog cards with Siemens 20 poles connector
7789608xxx Siemens S7-300 40 poles Unshielded LIYY 0,25 mm? Si S7-300 digital cards with Siemens 40 poles connector
1323960xxx Siemens S7-300 40 poles Unshielded 0,5 mm? Si $7-300 digital cards with Siemens 40 poles connector
7789609xxx Siemens S7-300 40 poles Shielded LIYCY 0,25 mm? Siemens S7-300 analog cards with Siemens 40 poles connector
1452610xxx 40 poles connector Unshielded LIYY 0,25 mm? Siemens S7-300 digital cards with 40 poles con
Universal cables for Siemens $7-400

1504000xxx Siemens S7-400 48 poles Unshielded LIYY 0,25 mm? Si S7-400 digital cards with Siemens 48 poles connector
1504020xxx Siemens S7-400 48 poles Shielded LIYCY 0,25 mm? Siemens S7-400 analog cards with Siemens 48 poles connector

Universal cables for Siemens $7-1500

1466230xxx Siemens S7-1500 35mm 40 poles Unshielded LIYY 0,25 mm? Sie S7-1500 digital cards with 35 mm Si 40 poles connector
1466240xxx Siemens S7-1500 35mm 40 poles Shielded LIYCY 0,25 mm? Siemens S7-1500 analog cards with 35 mm Siemens 40 poles connector
2000150xxx Siemens S7-1500 35mm 40 poles Unshielded 0,5 mm? Siemens S7-1500 digital cards with 35 mm Si 40 poles connector
2579210xxx Siemens S7-1500 25mm 40 poles Unshielded LIYY 0,25 mm? Sie $7-1500 digital cards with 25 mm Si 40 poles connector
2579220xxx Siemens S7-1500 25mm 40 poles Shielded LIYCY 0,25 mm? Siemens S7-1500 analog cards with 25 mm Siemens 40 poles connector
2579230xxx Siemens S7-1500 25mm 40 poles Unshielded 0,5 mm? Sie $7-1500 digital cards with 25 mm Si 40 poles connector

Universal cables for Rockwell Control Logix

778973 1xxx Rockwell 1756-TBNH 20 poles Unshielded LIYY 0,25 mm? Rockwell Control Logix digital cards with Rockwell 20 poles connector
7789732xxx Rockwell 1756-TBNH 20 poles Shielded LIYCY 0,25 mm? Rockwell Control Logix analog cards with Rockwell 20 poles connector
7789733xxx Rockwell 1756-TBCH 36 poles Unshielded LIYY 0,25 mm? Rockwell Control Logix digital cards with Rockwell 36 poles connector
7789734xxx Rockwell 1756-TBCH 36 poles Shielded LIYCY 0,25 mm? Rockwell Control Logix analog cards with Rockwell 36 poles connector

Universal cables for Rockwell Compact Logix

1350250xxx Rockwell 1769-RTBN18 18 poles Unshielded LIYY 0,25 mm? Rockwell Compact Logix digital cards with Rockwell 18 poles connector
1350270xxx Rockwell 1769-RTBN18 18 poles Shielded LIYCY 0,25 mm? Rockwell Compact Logix analog cards with Rockwell 18 poles connector
1349880xxx IDC connector 40 poles Unshielded LIYY 0,25 mm? Rockwell Compact Logix cards with DIN 41651 type 40 poles connector

Universal cables for Schneider Premium

7789827xxx Schneider TSX BLY 01 20 poles Unshielded LIYY 0,25 mm? Schneider Premium digital cards with Schneider 20 poles connector
2426770xxx Schneider TSX BLY 01 20 poles Shielded LIYCY 0,25 mm? Schneider Premium analog cards with Schneider 20 poles connector
1349790xxx IDC tor 20 poles Unshielded LIYY 0,25 mm? Schneider Premium cards with DIN 41651 type 20 poles connects
1350430xxx SUBD male connector 25 poles Shielded LIYCY 0,25 mm? Schneider Premium cards with SUBD female 25 poles connector

Universal cables for Schneider M340

1355950xxx Schneider BMX FTB 2000 20 poles Unshielded LIYY 0,25 mm? Schneider M340 digital cards with Schneider 20 poles connecto
2426750xxx Schneider BMX FTB 2000 20 poles Shielded LIYCY 0,25 mm? Schneider M340 analog cards with Schneider 20 poles connector
2426760xxx Schneider BMX FTB 2820 28 poles Shielded LIYCY 0,25 mm? Schneider M340 analog cards with Schneider 28 poles connector
1452610xxx 40 poles connector FCN Unshielded LIYY 0,25 mm? Schneider M340 digital cards with 40 poles connector
2509360xxx 40 poles connector Shielded LIYCY 0,25 mm? Schneider M340 digital cards with 40 poles connector

Universal cables for Mitsubishi Melsec Q
1452610xxx 40 poles connector Unshielded LIYY 0,25 mm? ‘ Mitsubishi Melsec Q digital cards with 40 poles c

Universal cables for Omron CJ1W

2426780xxx Omron CJ-0D507-18P 18 poles Unshielded LIYY 0,25 mm? Omron CJ1W digital cards with Omron 18 poles ct or

2426790xxx Omron CJ-0D507-18P 18 poles Shielded LIYCY 0,25 mm? Omron CJ1W analog cards with Omron 18 poles connector

1452610xxx 40 poles connector Unshielded LIYY 0,25 mm? Omron CJ1W digital cards with 40 poles conn
Universal cables for GeFanuc RX3i

2435770xxx 20 poles connector Unshielded LIYY 0,25 mm? Gefanuc RX3i digital cards with 20 poles conn

778984 2xxx GeFanuc IC694TBS032 36 poles Unshielded LIYY 0,25 mm? RX3i digital cards with Gefanuc 38 poles conn

2435780xxx GeFanuc IC694TBS032 36 poles Shielded LIYCY 0,25 mm? RX3i analog cards with Gefanuc 38 poles connector

Universal cables for Weidmiiller u-remote
140507 0xxx 20 poles connector with housing Unshielded LIYY 0,25 mm? Weidmuller U-Remote cards with DIN 41651 type 20 poles connector
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Introduction - Bridge System

Replace PLC systems without any downtimes
Our PLC Migration Bridge System affords maximum flexibility when no
space in the cabinet

When industrial systems age or are no longer state-of-the-
art, or when there is a limited supply of support and/or spare
parts, systems need to be updated at a process industry
plant’s control level.

When replacing PLC systems, it is vital to avoid cabling
errors and to keep plant downtimes to a minimum during the
migration process.

PLC migration interfaces from Weidmiiller provide you with
a secure way of replacing the control level. Even adaptations
or changes to the infrastructure can be performed simply
and quickly without any need to intervene in the field
cabling.

In many fields, such as the process, chemical, cement or automotive industry, and in the energy
sector, plant operators need to perform PLC system updates without any downtimes. In situations
such as these ones, PLC migration interfaces from Weidmiller are the perfect solution

Retrofitting made easy - our solutions at a glance

Preparation
0ld PLC wiring connection has to be disconnected and the rack or structure of the old PLC systems
has to be disassembled from the cabinet.

Step 1 Step 2
Assemble the new Weidmiiller rack in the old Mount the corresponding Weidmiiller Front
rack used space. adapter (FAD) in the rack.

Your special advantages:

Reach your goal faster

With Weidmdiller PLC migration interfaces,
there’s no need to make any changes to the
field cabling, so this shortens the amount

of time needed to upgrade the entire plant.
Indeed, what used to be a PLC migration
process that lasted a good few weeks is now
an update that can be completed in just a few
hours - including the system tests. Production

facilities can return to operating as normal Step 3 Step 4

even after the briefest of downtimes. Plug in the FAD the old PLC cables and one Assemble the new rail where the new PLC will
end of the new Weidmiiller PLC pre-assembled be placed in and plug the other end of new
cable. Weidmiiller PLC pre-assembled cable.
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Introduction - Bridge System

Use independent of the manufacturer

Irrespective of the PLC manufacturer, at ; :

Weidmiuiller you'll find the perfect portfolio of Error-free mlgra‘tlon.

migration components to suit your purpose. Easyjtc? _choose mlqrgtlon components and the
possibility of combining tested, pre-assembled

cables and front plug-in adapters make for

error-free connection of the new PLC.

Make choices specific to your application
Simple configuration tables from Weidmdiiller
make it easier for you to choose all the elements
you need. The lists are based on the ratio of old
to new PLC cards and precisely describe the
rack system, the front adapters and the
pre-assembled cables.

See our Online Selection Tool for Migration

New system: Weidmiiller u-remote
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Less space required

With our new migration interfaces, PLC
migration doesn’t automatically translate into
you suddenly having less free space in your
cabinet. The rack system replaces the old
control and combines connection levels and the
new control to create one compact unit. Due to
the possibility of easily turning down the upper
deck the connection components are accessible
without any difficulty.

Needs-based solution

Our adapters and interfaces are the
easiest way of combining old plants with
new PLC systems. There are no limits

to the potential uses of our retrofitting
components.
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Migration from Siemens $5-115 - Bridge System

Selection Table for migration between SIEMENS S5-115
to Weidmiiller u-remote/ SIEMENS S7-1500 and S7-300

The following selection tables help you to choose the
FAD and pre-assembled cables to migrate from S5-115 to
other systems.

1.Select the right table, depending on the new systems
you need to migrate

2.Select the combination of "old Card" /'new card" you
need to migrate from the corresponding table. For ex-
ample: 6ES5 420-7LA11 to 1315210000
UR20-16DI-P-PLC-INT

3.Select the order number of the FAD to be ordered:
¢ FAD code 1991730000
* Quantity: 1 unit (by card)

4 .Generate the order number of the cable to be ordered:
e Cable code 1349670xxx
* Quantity: 2 unit (by card)
The last 3 digits indicate the length:
For example 015 indicates 1.5 m

Please always take into account the characteristics of the
new PLC card so that it is able to provide enough current
to your existing application to act the field elements.
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Migration from Siemens $5-115 - Bridge System

New system: Weidmiiller u-remote

Siemens $5-115 Weidmiiller u-remote Card type Number of
0Old Card New Card signals -_ -

6ES5420-7LA11 | 1315210000 UR20-16DI-P-PLCINT (2 uds) Digital Input 32 1991730000% | FAD S5115 2XHE20 32I0M | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 430-7LA12 | 1315210000 UR20-16DI-P-PLCINT (2 uds) Digital Input 32 1991730000* | FAD S5115 2XHE20 32I0M | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 441-7LA12 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1991730000" | FAD S5115 2XHE20 3210 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5451-7LA11 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1991730000* | FAD S5115 2XHE20 32I0M | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5451-7LA12 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1991730000" | FAD S5115 2XHE20 3210 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 451-7LA21 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1991730000* | FAD S5115 2XHE20 32I0M | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 454-7TLA12 1315270000 UR20-16D0-P-PLCANT Digital Output 16 1986010000* | FAD S5115HE20 1610M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 9 FAD's can be placed in the migration rack 1993530000. The use of the Weidmuller Migration rail 2003740000 is needed too

New system: Siemens S7-1500

Siemens S&-115 Siemens S7-1500 Momborof | P cAmes
0id Card New Card CHIOPE gnals  OrderMo.  Type Ot OnderNo Ty Gy
6ES5 420-7TLA11 6ES7521-1BL00-0ABO Digital Input 32 1991730000" | FAD S5115 2XHE20 32I0M | 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 430-7LA12 6ES7521-1BL00-0ABO Digital Input 32 1991730000% | FAD S5115 2XHE20 3210M | 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 431-7TLA11 6ES7521-1BH00-0ABO (only 24 V DC) Digital Input 16 1986010000 | FAD S5115HE20 1610M 1 1462090xxx PAC-S1500-HE20-V1-LLLM 1
6ES5 435-7TLA11 6ES7521-1FH00-0AAD Digital Input 16 1985980000 FAD §5115 SL24 M 1 2004530xxx PAC-S1500-SL24-AR1-LLLM 1
6ES5 436-7TLA11 6ES7521-1FH00-0AAD Digital Input 16 1985980000 FAD S5115 SL24 M 1 2004530xxx PAC-S1500-SL24-AR1-LLLM 1
6ES5 441-TLA12 6ES7522-1BL00-0ABO Digital Output 32 1991730000% | FAD S5115 2XHE20 3210M | 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 451-7TLA11 6ES7522-1BL00-0ABO Digital Output 32 1991730000% | FAD S5115 2XHE20 32I0M | 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 451-7LA12 6ES7522-1BL00-0ABO Digital Output 32 1991730000% | FAD S5115 2XHE20 32I0M | 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 451-7LA21 6ES7522-1BL00-0ABO Digital Output 32 1991730000% | FAD S5115 2XHE20 32I0M | 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 454-7TLA12 B6ES7522-1BH00-0ABO Digital Output 16 1986010000% | FAD S5115HE20 1610 M 1 1462090xxx PAC-S1500-HE20-V1-LLLM 1
6ES5 458-7LC11 6ES7522-5HF00-0ABO (2 units) Digital Output 16 1985980000 FAD $5115 SL24 M 1 2004540xxx® | PAC-S1500-SL24-AY0-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 9 FAD's can be placed in the migration rack 1993530000. The use of the Siemens rail for S7-1500 6ES7590-1AE80-0AAQ is needed too

New system: Siemens S7-300

Siomens $5-115 Siemens $7-300 Cordpe MTOEOfEMD 0 cMmes
01d Card New Card signals  OrderNo. ~ Type Oty OderNo. Type Oty
6ES5 420-7LA11 6ES7321-1BLO0-0AAQ Digital Input 32 1991730000 | FAD S5115 2XHE20 32I0M | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 430-7LA12 B6ES7321-1BLO0-0AAQD Digital Input 32 1991730000 | FAD S5115 2XHE20 32I0M | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 435-7LA11 6ES7321-1FHO0-0AAD Digital Input 16 1985980000 FAD S5115 SL24 M 1 2004620xxx PAC-S300-SL24-AR0-LLLM 1
6ES5 435-7LC11 BES7321-1FF10-0AA0 Digital Input 8 1985980000 FAD S5115 SL24 M 1 2004630xxx PAC-S300-SL24-AR1-LLLM 1
6ES5 436-7LA11 6ES7321-1FH00-0AAD Digital Input 16 1985980000 FAD S5115 SL24 M 1 2004620xxx PAC-S300-SL24-AR0-LLLM 1
6ES5 436-7LC11 BES7321-1FF10-0AAQ Digital Input 8 1985980000 FAD S5115 SL24 M 1 2004630xxx PAC-S300-SL24-AR1-LLLM 1
6ES5 441-7LA12 6ES7322-1BLO0-0AAQ Digital Output 32 1991730000 | FAD S5115 2XHE20 32I0M | 1 7789236xxx PAC-S300-HE20-V4-LLLM 1
6ES5 451-7LA11 B6ES7322-1BLO0-0AAQD Digital Output 32 1991730000 | FAD S5115 2XHE20 32I0M | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 451-7LA12 6ES7322-1BLO0-0AAQ Digital Output 32 1991730000 | FAD S5115 2XHE20 32I0M | 1 7789236xxx PAC-S300-HE20-V4-LLLM 1
6ES5 451-7LA21 B6ES7322-1BLO0-0AAD Digital Output 32 1991730000 | FAD S5115 2XHE20 32I0M | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 454-7LA12 6ES7322-1BHO0-0AA0 Digital Output 16 1986010000 | FAD S5115 HE20 1610 M 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
6ES5 458-7LB11 BES7322-1HF10-0AAD Digital Output 8 1985980000 FAD S5115 SL24 M 1 2004640xxx PAC-S300-SL24-AY2-LLLM 1
BES5460-7LA12 BES7331-7KF02-0ABO Analogue Input 8 2045120000 FAD S5115 SL46 AM 1 2045970xxx PAC-S300-SL46-AJO-LLLM 1
(current, voltage and TC)
6ES5470-7LC12 6ES7332-5HF00-0ABO Analogue Output 8 2045120000 FAD S5115 SL46 AM 1 2045910xxx PAC-S300-SL46-AMO-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 9 FAD's can be placed in the migration rack 1993530000. The use of the Siemens rail for S7-300 6ES7390-1AE80-0AAQ is needed too

Solutions on demand
Our retrofit front-panel adapters and interfaces are the easiest way to connect old PLCs with new PLC systems.

The possible uses of our retrofit components are unlimited. Weidmiiller has developed many products for migration systems.
We look forward to provide you with professional advice on the needed conversion for your system. Any customised solution is available on demand.
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Migration from Siemens $5-135 - Bridge System

Selection Table for migration between SIEMENS S5-135
to Weidmiiller u-remote/ SIEMENS S7-1500 and S7-300

The following selection tables help you to choose the
FAD and pre-assembled cables to migrate from S5-135 to
other systems.

1.Select the right table, depending on the new systems
you need to migrate

2.Select the combination of "old Card" /'new card" you
need to migrate from the corresponding table. For ex-
ample: 6ES5 420-4UA13 to 1315210000
UR20-16DI-P-PLC-INT

3.Select the order number of the FAD to be ordered:
* FAD code 1986050000
* Quantity: 1 unit (by card)

4 .Generate the order number of the cable to be ordered:
e Cable code 1349670xxx
* Quantity: 2 unit (by card)
The last 3 digits indicate the length:
For example 015 indicates 1.5 m

Please always take into account the characteristics of the
new PLC card so that it is able to provide enough current
to your existing application to act the field elements.
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Migration from Siemens $5-135 - Bridge System

New system: Weidmiiller u-remote

Siemens S5-135 Weidmiiller u-remote Card type Number of
0Old Card New Card signals -_ -

6ES5 420-4UA13 | 1315210000 UR20-16DI-P-PLCNT (2 uds) Digital Input 32 1986050000% | FAD S5135 2XHE20 32I0R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 420-4UA14 | 1315210000 UR20-16DI-P-PLCANT (2 uds) Digital Input 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 430-4UA13 | 1315210000 UR20-16DI-P-PLC-INT (2 uds) Digital Input 32 1986050000 | FAD S5135 2XHE20 3210 R 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 430-4UA14 | 1315210000 UR20-16DI-P-PLCANT (2 uds) Digital Input 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 432-4UA12 | 1315210000 UR20-16DI-P-PLC-INT (2 uds) Digital Input 32 1986050000 | FAD S5135 2XHE20 3210 R 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 441-4UA13 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 441-4UA14 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1986050000 | FAD S5135 2XHE20 3210 R 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 451-4UA13 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
6ES5 451-4UA14 | 1315270000 UR20-16D0-P-PLCINT (2 uds) | Digital Output 32 1986050000* | FAD S5135 2XHE20 3210R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 20 FAD's can be placed in the migration rack 1993500000. The use of the Weidmuller Migration rail 2003740000 is needed too

New system: Siemens S7-1500

Siemens $5-135 Siemens $7-1500 Cordtype | NomOErOf PO cAmEs
0ld Card New Card signals | OrderNo. ~ Type Oty OrderNo. ~ Tye Oty
6ES5 420-4UA13 B6ES7521-1BLO0-0ABO Digital Input 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 420-4UA14 6ES7521-1BLO0-0ABO Digital Input 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ESH 430-4UA13 6ES7521-1BLO0-0ABO Digital Input 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 430-4UA14 6ES7521-1BLO0-0ABO Digital Input 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ESH 432-4UA12 6ES7521-1BLO0-0ABO Digital Input 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 436-4UA12 BES7521-1FHO0-0AAD Digital Input 16 1986030000 FAD S5135 SL20 R 1 2004590xxx PAC-S1500-SL20-AR0-LLLM 1
6ES5 441-4UA13 6ES7522-1BL0O0-0ABO Digital Output 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 441-4UA14 6ES7522-1BL0O0-0ABO Digital Output 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 451-4UA13 6ES7522-1BL0O0-0ABO Digital Output 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 451-4UA14 6ES7522-1BL0O0-0ABO Digital Output 32 1986050000% | FAD S5135 2XHE20 3210 R 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
6ES5 456-4UB12 BES7522-5FF00-0ABO Digital Output 8 1986030000 FAD S5135 SL20 R 1 2004600xxx PAC-S1500-SL20-AYOQ-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 20 FAD's can be placed in the migration rack 1993500000. The use of the Siemens rail for S7-1500 6ES7590-1AE80-0AAQ is needed too

New system: Siemens S7-300

Siemens $5-135 Siemens S7-300 Crdype MOOf @0 cages
0id Card New Card signals  OrderNo. Ty Oty OnderNo.  Type Q.
6ES5 420-4UA13 6ES7321-1BLO0-0AAD Digital Input 32 1986050000" | FAD $5135 2XHE2032I0R | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 420-4UA14 6ES7321-1BLO0-DAAOD Digital Input 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 430-4UA13 6ES7321-1BLO0-0AAOD Digital Input 32 1986050000" | FAD S5135 2XHE20 3210R | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 430-4UA14 6ES7321-1BLO0-DAAD Digital Input 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 432-4UA12 6ES7321-1BLO0-0AAOD Digital Input 32 1986050000" | FAD S5135 2XHE20 3210R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1
6ES5 436-4UA12 BES7321-1FH00-0AAD Digital Input 16 1986030000 FAD S5135 SL20 R 1 2004880xxx PAC-$300-SL20-AR0-LLLM 1
6ES5 436-4UB12 BES7321-1FF10-0AA0 Digital Input 8 1986030000 FAD S5135 SL20 R 1 2004870xxx PAC-S300-SL20-AR1-LLLM 1
6ES5 441-4UA13 6ES7322-1BLO0-DAAD Digital Output 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1
6ES5 441-4UA14 6ES7322-1BLO0-0AAD Digital Output 32 1986050000" | FAD S5135 2XHE20 3210R | 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1
6ES5 451-4UA13 6ES7322-1BLO0-DAAD Digital Output 32 1986050000* | FAD S5135 2XHE20 32I0R | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 451-4UA14 6ES7322-1BLO0-0AAD Digital Output 32 1986050000" | FAD S5135 2XHE20 3210R | 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
6ES5 454-4UA13 6ES7322-1BH00-0AAD Digital Output 16 1986040000* | FAD S5135 HE20 1610 R 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
6ES5 454-4UA14 6ES7322-1BH00-0AAD Digital Output 16 1986040000" | FAD S5135 HE20 1610 R 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
6ES5 456-4UA12 6ES7322-1HHO1-0AAD Digital Output 16 1986030000 FAD S5135 SL20 R 1 2004860xxx PAC-S300-SL20-AYO-LLLM 1
6ES5 456-4UB12 6ES7322-1HF10-0AAD Digital Output 8 1986030000 FAD S5135 SL20 R 1 2004850xxx PAC-S300-SL20-AY 1-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 20 FAD's can be placed in the migration rack 1993500000. The use of the Siemens rail for $7-300 6ES7390-1AE80-0AAO is needed too

Solutions on demand
Our retrofit front-panel adapters and interfaces are the easiest way to connect old PLCs with new PLC systems.

The possible uses of our retrofit components are unlimited. Weidmiiller has developed many products for migration systems.
We look forward to provide you with professional advice on the needed conversion for your system. Any customised solution is available on demand.
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Migration from Schneider TSX - Bridge System

Selection Table for migration between Schneider TSX 7
to Weidmiiller u-remote/ SIEMENS S7-1500 and S7-300

The following selection tables help you to choose the FAD
and pre-assembled cables to migrate from TSX 7 to other
systems.

1.Select the right table, depending on the new systems
you need to migrate

2.Select the combination of "old Card" /'new card" you
need to migrate from the corresponding table. For ex-
ample: TSXDET 16 12 to 1315210000
UR20-16DI-P-PLC-INT

3.Select the order number of the FAD to be ordered:
¢ FAD code 1985940000
* Quantity: 1 unit (by card)

4 .Generate the order number of the cable to be ordered:
e Cable code 1349670xxx
* Quantity: 1 unit (by card)
The last 3 digits indicate the length:
For example 015 indicates 1.5 m

Please always take into account the characteristics of the
new PLC card so that it is able to provide enough current
to your existing application to act the field elements.
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Migration from Schneider TSX - Bridge System

New system: Weidmiiller u-remote

Schneider TSX7 Weidmiiller u-remote Card type Number of
Old Card New Card signals -_ -
TSXDET 16 12 1315210000 UR20-16DI-P-PLCINT Digital Input 16 1985940000% FAD BLK 1 HE20 161 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1
TSX DET 32 52 1315210000 UR20-16DI-P-PLCINT (2 uds) Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
TSX DET 3242 1315210000 UR20-16DI-P-PLC-INT (2 uds) Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
TSX DET 32 32 1315210000 UR20-16DI-P-PLCINT (2 uds) Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
TSXDST 16 82 1315270000 UR20-16D0-P-PLC-INT Digital Output 16 1985950000 FAD BLK 1 HE20 160 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1
TSXDST3292 | 1315270000 UR20-16D0-P-PLCNT (2 uds) | Digital Output 32 1985970000 FAD BLK 9 2XHE20 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 2
TSX DST 16 32 1315270000 UR20-16D0-P-PLCANT Digital Output 16 1985950000* |  FAD BLK 1 HE20 160 M 1 1349670xxx PAC-UNIV-HE20-HE20-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 8 FAD's can be placed in the migration rack 1993520000. The use of the Weidmuller Migration rail 2003740000 is needed too

New system: Siemens S7-1500

Schneider TSX7 Siemens $7-1500 Cardtype | NOOETOf A0 cAmss

Old Card New Card signals | OrderNo. ~ Type  [Oty.  OrderNo. | Type Oty
TSXDET 16 12 B6ES7521-1BHO0-0AAD Digital Input 16 1985940000% FAD BLK 1 HE20 161 M 1 1462090xxx PAC-S1500-HE20-V1-LLLM 1
TSX DET 16 04 BES7521-1FHO0-0AAD Digital Input 16 1985930000 FAD BLK 1 SL24 M 1 2004610xxx PAC-S1500-SL24-AR0-LLLM 1
TSX DET 3252 6ES7521-1BLO0-0ABO Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
TSXDET 3242 6ES7521-1BLO0-0ABO Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
TSXDET 3232 6ES7521-1BLO0-0ABO Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
TSX DST 32 92 6ES7522-1BL0O0-0ABO Digital Output 32 1985970000 FAD BLK 9 2XHE20 M 1 1462040xxx PAC-S1500-HE20-VO-LLLM 1
TSXDST 16 32 6ES7522-1BHO0-0ABO Digital Output 16 1985950000 FAD BLK 1 HE20 160 M 1 1462090xxx PAC-S1500-HE20-V1-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 8FAD’s can be placed in the migration rack 1993520000. The use of the Siemens rail for $7-1500 6ES7590-1AE80-0AAQ is needed too

New system: Siemens S7-300

Schneider TSX7 Siemens $7-300 Number of

01d Card New Card CHUPE ignals  OrderNo.  Type Oty OnderNo Ty Gy

TSX DET 16 12 6ES7321-1BH00-0AAD Digital Input 16 1985940000" FAD BLK 1 HE20 161 M 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
TSXDET 16 12 6ES7321-1BHO1-0AAD Digital Input 16 1985940000" FAD BLK 1 HE20 161 M 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
TSX DET 16 12 6ES7321-1BH02-0AA0 Digital Input 16 1985940000" FAD BLK 1 HE20 161 M 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
TSX DET 16 04 6ES7 321-1FHO0-0AAD Digital Input 16 1985930000 FAD BLK 1 SL24 M 1 2004650xxx PAC-S300-SL24-AR2-LLLM 1
TSX DET 8 05 6ES7 321-1FF10-0AAQ Digital Input 8 1985930000 FAD BLK 1 SL24 M 1 2004660xxx PAC-S300-SL24-AR3-LLLM 1
TSX DET 32 52 B6ES7 321-1BLO0-0AAD Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DET 32 52 6ES7 321-1BL80-0AAD Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DET 3242 6ES7 321-1BLO0-0AAD Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DET 32 42 6ES7 321-1BL80-0AAD Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DET 3232 6ES7 321-1BLO0-0AAD Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DET 32 32 6ES7 321-1BL80-0AAD Digital Input 32 1985960000 FAD BLK 7 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DST 16 82 6ES7322-1BLO0-0AAD Digital Output 16 1985950000 FAD BLK 1 HE20 160 M 1 7789234xxx PAC-S300-HE20-V3-LLLM 1
TSX DST 32 92 6ES7322-1BHO0-0AAD Digital Output 32 1985970000 FAD BLK 9 2XHE20 M 1 7789236xxx PAC-S300-HE20-VA-LLLM 1
TSX DST 16 32 6ES7322-1BLO0-DAAOD Digital Output 16 1985950000 FAD BLK 1 HE20 160 M 1 7789234xxx PAC-S300-HE20-V3-LLLM 1

Note:  A) FAD designed to work with only one power supply. Please contact us for information on other solution.
B) Cable designed to work with only power supply. Please contact us for information on other solution.
C) A maximum of 8 FAD's can be placed in the migration rack 1993520000. The use of the Siemens rail for S7-300 6ES7390-1AE80-0AAQ is needed too

Solutions on demand
Our retrofit front-panel adapters and interfaces are the easiest way to connect old PLCs with new PLC systems.

The possible uses of our retrofit components are unlimited. Weidmiiller has developed many products for migration systems.
We look forward to provide you with professional advice on the needed conversion for your system. Any customised solution is available on demand.
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Migration from Rockwell PLC5 - Bridge System

Selection Table for migration between Rockwell PLC5 to ferrules.

The following selection tables help you to choose the
pre-assembled cables to migrate from PLC5 FAD to ferrules.

Wiring-arms  OrderNo. ~ Type  OnderNo.  Type  Typeofcable Numberof cables /FAD

WA-WC 2448650000 | FAD 1771-WA/WCSL1OM | 2679940XXX PAC-BLZF 10-F-C50-XXXX cable 0,5 mm? 1
WB/WD 2448680000 | FAD 1771-WB/WD SL12M | 2679960XXX PAC-BLZF12-F-C50-XXXX cable 0,5 mm? 1
WH-WHF-WHFR | 2448660000 FAD 1771-WHSL21M 2679980XXX | PAC-2BLZF11-FC50-XXXX | cable 0,5 mm? 1
WG 2563110000 FAD 1771-WG SL21 M 2679980XXX | PAC-2BLZF11-FC50-XXXX | cable 0,5 mm? 1
WE-WF-WI 2448690000 FAD 1771-WF SL18 M 2679970XXX PAC-BLZF18-F-C50-XXXX cable 0,5 mm? 1
WN 2448670000 FAD 1771-WN 25L20 M 2679950XXX | PAC-2BLZF20-FC50-XXXX | cable 0,5 mm? 1

G.10 Weidmiiller 3¢ 2690170000
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FAD - front adapters for migrations from Siemens S5-115 - Bridge System

FAD - front adapters for migrations FAD S5115 HE20 1610 M
from Siemens S5-115

The FAD S5-115 front adapters with pre-assembled cables
provide safe migration from the old S5-115 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

* S5-115 card is powered by a single power supply

Connection (field side) Plug-in connectors according to IEC 60603-13 / DIN 41651 20p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current 3A

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <50VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.35 kVAC

Length / Width / Height 280.45 mm /46 mm / 36.4 mm

Ordering data

FAD §5115 HE20 1610 M

Accessories

[
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FAD - front adapters for migrations from Siemens S5-115 - Bridge System

FAD - front adapters for migrations FAD S5115 2XHE20 3210 M
from Siemens S5-115

The FAD S5-115 front adapters with pre-assembled cables
provide safe migration from the old S5-115 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

* S5-115 card is powered by a single power supply

Connection (field side) 2 x Connector according IEC 60603-13/DIN 41651 20 p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current BA

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <50VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.35 kVAC

Length / Width / Height 280.45 mm /46 mm / 36.4 mm

Ordering data

FAD 85115 2XHE20 3210 M

Accessories

[

N
[=2]
©
o
=
~
o
(=)
(=]
o

Weidmiiller 32 G.13


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1991730000

FAD - front adapters for migrations from Siemens S5-115 - Bridge System

FAD - front adapters for migrations FAD S5115 SL24 M
from Siemens S5-115

The FAD S5-115 front adapters with pre-assembled cables
provide safe migration from the old S5-115 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

o S5-115 card is powered by a single power supply

Connection (field side) SL5.08 mm
Operating voltage 250 VAC
Max. current per channel 6A

Max. current per byte

Total operating current 32A
Ambient temperature (operational) -25..50°C
Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <250VAC
Surge voltage category Il

Pollution severity level 2

Insulation test voltage 1.2 kVAC

Length / Width / Height 280.45 mm /46 mm / 24.7 mm

Ordering data

FAD 85115 SL24 M

Accessories

i
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FAD - front adapters for migrations from Siemens S5-115 - Bridge System

FAD - front adapters for migrations FAD S5115 SL46 A M
from Siemens S5-115

The FAD S5-115 front adapters with pre-assembled cables
provide safe migration from the old S5-115 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

o S5-115 card is powered by a single power supply

Connection (field side) SL5.08 mm
Operating voltage 250 VAC
Max. current per channel BA

Max. current per byte

Total operating current 32A
Ambient temperature (operational) -25..50°C
Storage temperature -40...60 °C
Approvals CE

Rated insulation voltage <250VAC
Surge voltage category Il

Pollution severity level 2

Insulation test voltage 1.2 kVAC

Length / Width / Height 280.45 mm /46 mm / 24.7 mm

Ordering data

FAD 85115 SL46 AM

Accessories
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FAD - front adapters for migrations from Siemens S5-135 - Bridge System

FAD - front adapters for migrations FAD S5135 HE20 1610 M
from Siemens S5-135

The FAD S5-135 front adapters with pre-assembled cables
provide safe migration from the old S5-135 to other PLC
systems or to the u-remote system from Weidmiiller.

* S5-135 card is powered by a single power supply

Connection (field side) Plug in connectors according to IEC 60603-13 / DIN 41651 20p
Operating voltage 30V AC /60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current 3A

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <50VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.35 kVAC

Length / Width / Height 283 mm /20 mm/ 36.4 mm

Ordering data

FAD §5135 HE20 1610 R

Accessories

[
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FAD - front adapters for migrations from Siemens S5-135 - Bridge System

FAD - front adapters for migrations FAD S5135 2XHE20 3210 M
from Siemens S5-135

The FAD S5-135 front adapters with pre-assembled cables
provide safe migration from the old S5-135 to other PLC
systems or to the u-remote system from Weidmiiller.

* S5-135 card is powered by a single power supply

Connection (field side) 2 x Connector according IEC 60603-13/DIN 41651 20 p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current BA

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <50VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.35 kVAC

Length / Width / Height 283 mm /20 mm/ 36.4 mm

Ordering data

FAD §5135 2XHE20 3210 R

Accessories
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FAD - front adapters for migrations from Siemens S5-135 - Bridge System

FAD - front adapters for migrations
from Siemens S5-135

The FAD S5-135 front adapters with pre-assembled cables
provide safe migration from the old S5-135 to other PLC
systems or to the u-remote system from Weidmiiller.

* S5-135 card is powered by a single power supply

Technical data

Connection (field side)

Operating voltage
Max. current per channel

Max. current per byte
Total operating current

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Length / Width / Height

Ordering data

Accessories

Weidmiiller 32

FAD S5135 SL20 M / SL42 R

SL5.08 mm

250 VAC
1986030000: 6 A;
2435110000: 4 A

32A
-25..50°C
40..60 °C

CE
<250VAC
1

2

1.2 kVAC

283 mm /20 mm/ 24.7 mm

FAD §5135 SL20 R
FAD S5135 SL42 AR 1
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FAD - front adapters for migrations from Schneider TSX - Bridge System

FAD - front adapters for migrations FAD BLK1 HE20 161 M
from Schneider TSX47

The FAD BLK front adapters with pre-assembled cables
provide safe migration from the old TSX47 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Connection (field side) Plug-in connectors according to IEC 60603-13 / DIN 41651 20p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current 3A

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <50VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.35 kVAC

Length / Width / Height 218 mm/53.6 mm/ 36.4 mm

Ordering data

FAD BLK1 HE20 161 M

Accessories
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FAD - front adapters for migrations from Schneider TSX - Bridge System

FAD - front adapters for migrations FAD BLK1 HE20 160 M
from Schneider TSX47

The FAD BLK front adapters with pre-assembled cables
provide safe migration from the old TSX47 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Connection (field side) Plug-in connectors according to IEC 60603-13 / DIN 41651 20p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current 3A

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <50VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.35 kVAC

Length / Width / Height 218 mm/53.6 mm/ 36.4 mm

Ordering data

FAD BLK1 HE20 160 M

Accessories

[
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FAD - front adapters for migrations from Schneider TSX - Bridge System

FAD - front adapters for migrations FAD BLK1 SL24 M
from Schneider TSX47

The FAD BLK front adapters with pre-assembled cables
provide safe migration from the old TSX47 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Connection (field side) SL5.08 mm
Operating voltage 250 VAC
Max. current per channel BA

Max. current per byte

Total operating current 32A
Ambient temperature (operational) -25..50°C
Storage temperature -40...60 °C
Approvals CE

Rated insulation voltage <250VAC
Surge voltage category Il

Pollution severity level 2

Insulation test voltage 1.2 kVAC

Length / Width / Height 218 mm/53.6 mm/ 36.4 mm

Ordering data

FAD BLK1 SL24 M

Accessories
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FAD - front adapters for migrations from Schneider TSX - Bridge System

FAD - front adapters for migrations FAD BLK7 2XHE20 M
from Schneider TSX47

The FAD BLK front adapters with pre-assembled cables
provide safe migration from the old TSX47 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Connection (field side) 2 x Connector according IEC 60603-13/DIN 41651 20 p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current BA

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <250VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 1.2 kVAC

Length / Width / Height 218 mm/53.6 mm/ 36.4 mm

Ordering data

FAD BLK7 2XHE20 M

Accessories

[
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FAD - front adapters for migrations from Schneider TSX - Bridge System

FAD - front adapters for migrations FAD BLK9 2XHE20 M
from Schneider TSX47

The FAD BLK front adapters with pre-assembled cables
provide safe migration from the old TSX47 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Connection (field side) 2 x Connector according IEC 60603-13/DIN 41651 20 p
Operating voltage 30VAC/60VDC
Max. current per channel 1A

Max. current per byte 2A

Total operating current BA

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C
Approvals CE

Rated insulation voltage <250VAC

Surge voltage category il

Pollution severity level 2

Insulation test voltage 1.2 kVAC

Length / Width / Height 218 mm/53.6 mm/ 36.4 mm

Ordering data

FAD BLK9 2XHE20 M

Accessories
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FAD - front adapters for migrations from Schneider TSX - Bridge System

FAD - front adapters for migrations FAD BLK4 2XSL20
from Schneider TSX47

The FAD BLK front adapters with pre-assembled cables
provide safe migration from the old TSX47 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Connection (field side) 2 x Connector according IEC 60603-13/DIN 41651 20 p
Operating voltage 30VAC/60VDC
Max. current per channel 3A

Max. current per byte 2A

Total operating current BA

Ambient temperature (operational) -25..50°C

Storage temperature -40..60 °C

Approvals CE

Rated insulation voltage 50VAC/71VDC
Surge voltage category il

Pollution severity level 2

Insulation test voltage 0.56 kVAC / 0.8 kvDC

Length / Width / Height 218 mm/53.6 mm/ 36.4 mm

Ordering data

FAD BLK4 2XSL20

Accessories

i
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FAD - front adapters for migrations from Rockwell PLC5 - Bridge System

FAD - front adapters for migrations FAD 1771-WA/WC/WB/WD
from Rockwell PLC5

The FAD PLC5 front adapters with pre-assembled cables
provide safe migration from the old PLC 5 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Technical data
Operating voltage, max. <300VAC
Max. current per channel 2A
Total operating current 6A
Ambient temperature (operational) -25..50 °C
Storage temperature -40..60 °C
Approvals CE
Rated insulation voltage <300VAC
Surge voltage category Il
Pollution severity level 2
Insulation test voltage 1.2 kVAC
Length / Width 269 mm /32 mm
Ordering data
FAD for wiring-arm WA-WC FAD 1771-WA/WC SL10 M
FAD for wiring-arm WB-WD FAD 1771-WB/WD SL12 M 1
Accessories

2690170000
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FAD - front adapters for migrations from Rockwell PLC5 - Bridge System

FAD - front adapters for migrations FAD 1771-WG/WH
from Rockwell PLC5

The FAD PLC5 front adapters with pre-assembled cables
provide safe migration from the old PLC 5 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Technical data

Operating voltage, max. <250V AC

Max. current per channel 2A

Total operating current 8A

Ambient temperature (operational) -25..50 °C

Storage temperature -40..60 °C

Approvals CE

Rated insulation voltage <250VAC

Surge voltage category Il

Pollution severity level 2

Insulation test voltage 1.2 kVAC

Length / Width 269 mm /32 mm
Ordering data

FAD for wiring-arm WH/WHF/WHFR FAD 1771-WH SL21 M
FAD for wiring-arm WG FAD 1771-WG SL21 M 1

Accessories
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FAD - front adapters for migrations from Rockwell PLC5 - Bridge System

FAD - front adapters for migrations FAD 1771-WF

from Rockwell PLC5

The FAD PLC5 front adapters with pre-assembled cables
provide safe migration from the old PLC 5 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Technical data

Operating voltage, max.
Max. current per channel
Total operating current

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Length / Width

<250VAC

2A
8A

-25..50 °C
40..60 °C
CE

<250VAC
1

2

1.2 kVAC

269 mm /32 mm

Ordering data

FAD for wiring-arm WE/WF/WI FAD 1771-WF SL18 M 1 -

Accessories
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FAD - front adapters for migrations from Rockwell PLC5 - Bridge System

FAD - front adapters for migrations FAD 1771-WN

from Rockwell PLC5

The FAD PLC5 front adapters with pre-assembled cables
provide safe migration from the old PLC 5 to other PLC
systems or to the u-remote system from Weidmiiller.

o Clip-in foot for TS35

Technical data

Operating voltage, max.
Max. current per channel
Total operating current

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Length / Width

<250VAC

2A
8A

-25..50 °C
40..60 °C
CE

<250VAC
1

2

1.2 kVAC

269 mm /32 mm

Ordering data

FAD for wiring-arm WN FAD 1771-WN 2SL20 M 1 -

Accessories
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MIGRATION RACK - Migration accessories

MIGRATION RACK - Migration accessories MIGRATION RACK S5 115 H MIGRATION RACK S5 135 H

 The 19" racks have the same dimensions as the original
Siemens or Schneider racks

o The front adapters (FAD) are installed in the bottom
section of the rack while the new PLC is located in the
top section

* The racks are fitted with a hinge that provides access to
the old cabling

Technical data
Material Stainless steel Stainless steel
Length / Width / Height 482.5mm /212 mm/120.6 mm 482.5 mm /283 mm / 120.6 mm

Ordering data
MIGRATION RACK S5 115 H 1 - MIGRATION RACK $5 135 H 1 -

Accessories

G30 Weidmiiller 3¢ 2690170000


http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2690170000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1993530000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2003740000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=1993500000
http://catalog.weidmueller.com/catalog/Start.do?&ObjectID=2003740000

MIGRATION RACK - Migration accessories

MIGRATION RACK - Migration accessories MIGRATION RACK TSX7 H MIGRATION RACK PLC5 H

 The 19" racks have the same dimensions as the original
Siemens, Rockwell or Schneider racks

o The front adapters (FAD) are installed in the bottom
section of the rack while the new PLC is located in the
top section

* The racks are fitted with a hinge that provides access to
the old cabling

.
IIl

Technical data
Material Stainless steel Stainless steel
Length / Width / Height 482.5mm /212 mm/120.6 mm 500 mm /327 mm/ 115 mm

Ordering data
MIGRATION RACK TSX7 H 1 - MIGRATION RACK PLC5 H 1 -

Accessories
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6.32

MIGRATION RACK - Migration accessories

MIGRATION RACK - Migration accessories MIGRATION DIN RAIL TS35

The migration DIN RAIL is placed in the 19" racks to allow
the placement of DIN RAIL PLC cards
* TS 35 DIN-RAIL

Technical data
Material Stainless steel
Length / Width / Height 399 mm /81 mm/ 35 mm

Ordering data
MIGRATION DIN RAIL TS35 1 -

Accessories

Weidmiiller 32
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Introduction - Card System

Migrate IPC620 / PLC 5 systems in the shortest time possible
Simple control system conversion with IPC620 / PLC 5 Card system

When upgrading obsolete PLC/DCS systems, an increasing
number of users are opting to keep their existing wiring. This
allows the migration to be performed considerably faster,
more efficiently and with fewer errors.

Many users of IPC620 (Honeywell Logic Master) or PLC 5
(Rockwell) will soon have to upgrade their controls. With
the system-specific migration system from Weidmiiller, the
migration to a new system can be completed in just a few
hours.

The particular advantage of the Weidmiller migration
platform is its clever concept: using a system-specific front
adapter, the new PLC/DCS can be connected to the existing
field wiring, eliminating the need for time-consuming and
costly rewiring.

Your special advantages:

Straightforward PLC/DCS conversion
within a few short hours

All components are immediately ready for
use following the conversion, and existing
field terminations remain grounded.
Interlocking plug-in connectors prevent
cabling errors. The old rack remain in
place simplifying the installation time.

Weidmiiller 3¢

B

In many industries, plant operators need to perform PLC system
updates without any downtimes. In situations such as these, PLC
migration adapters from Weidmiiller are the perfect solution.

2690170000
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Minimal number of components
Weidmuller's migration solution includes a small
number of card adapters with different poles.

Global approvals
The card adapters are cURus approved.

2690170000

Introduction - Card System

PLC interface cables

The Card-Adapters are compatible
with PLC/DCS systems from several
manufacturers, and can be connected
using pre-mounted cables.

Straightforward migration process
The entire migration process can be performed
in just five simple steps.

Remove existing Remove existing
Field Wiring adaptors controller cards

Step 5 Done!

Connect cable with Reattach existing Completed and
Weidmiiller adaptor card connector to adaptor card Field Wiring adaptors migrated DCS System

Weidmiiller 32 6.35
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FAD - front adapters for migrations from Rockwell PLC5 - Card System

Universal card adapters SP-RS PLC PLC5 1771-WA/WC

o Feed through connection
e PLC 5 1771 conversion to pluggable connector(s)
® 10, 12-, 18-, 21- or 40-point cards

Technical data
Process side Card edge fingers on PWB for legacy style connectors
Type OEM connector
Control side One 3.5 pitch 12-pin SL header
Type Screw type connection
Rated voltage 250V max., 150 V max. (UR)
Max. current per channel 5A
Operating temperature 0..50°C
Storage temperature 0..50 °C

Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Ordering data
SP-RS PLC PLC5 1771-WA/WC 1 -

Accessories

G36 Weidmiiller 3¢ 2690170000
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FAD - front adapters for migrations from Rockwell PLC5 - Card System

Universal card adapters SP-RS PLC PLC5 1771-WB/WD

o Feed through connection
e PLC 5 1771 conversion to pluggable connector(s)
® 10, 12-, 18-, 21- or 40-point cards

Technical data

Process side Card edge fingers on PWB for legacy style connectors
Type OEM connector

Control side One 3.5 pitch 12-pin SL header

Type Screw type connection

Rated voltage 250V max., 150 V max. (UR)

Max. current per channel 5A

Operating temperature 0..50°C

Storage temperature 0..50 °C

Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Ordering data
SP-RS PLC PLC5 1771-WB/WD 1 -

Accessories

2690170000
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FAD - front adapters for migrations from Rockwell PLC5 - Card System

Universal card adapters SP-RS PLC PLC5 1771-WE/WF/WI

o Feed through connection
e PLC 5 1771 conversion to pluggable connector(s)
® 10, 12-, 18-, 21- or 40-point cards

Process side Card edge fingers on PWB for legacy style connectors
Type OEM connector
Control side One 3.5 pitch 22-pin SL header
Type Tension type connection
Rateddoa
Rated voltage 150 V max.
Max. current per channel 5 A per point max.
10 A per whole assembly
Operating temperature 0..50 °C
Storage temperature 0..50°C

Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Ordering data

SP-RS PLC PLC5 1771-WE/WF/WI

Accessories

H

G38 Weidmiiller 3¢
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FAD - front adapters for migrations from Rockwell PLC5 - Card System

Universal card adapters SP-RS PLC PLC5 1771-WG/WH/WHF/WHFB

o Feed through connection
e PLC 5 1771 conversion to pluggable connector(s)
® 10, 12-, 18-, 21- or 40-point cards

Process side Card edge fingers on PWB for legacy style connectors
Type OEM connector
Control side One 3.5 pitch 22-pin SL header
Type Tension type connection
Rateddoa
Rated voltage 120/240 V max., 103W+G
Max. current per channel 5 A per point max.
16 A per whole assembly
Operating temperature 0..50 °C
Storage temperature 0..50°C

Standards cURus (E141197), CE

Designed to fit in existing 1/0 rack

Ordering data

SP-RS PLC PLC5 1771-WG/WH/WHF/WHFB 1

Accessories

[
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FAD - front adapters for migrations from Rockwell PLC5 - Card System

Universal card adapters SP-RS PLC PLC5 1771-WN

o Feed through connection
e PLC 5 1771 conversion to pluggable connector(s)
® 10, 12-, 18-, 21- or 40-point cards

Process side Card edge fingers on PWB for legacy style connectors
Type OEM connector
Control side One 3.5 pitch 18-pin + 22-pin SL header
Type Tension type connection
Rateddoa
Rated voltage 250V max., 150 V max. (UR)
Max. current per channel 5 A per point max.
10 A per whole assembly
Operating temperature 0..50 °C
Storage temperature 0..50°C

Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Ordering data

SP-RS PLC PLC5 1771-WN

Accessories

[

G40 Weidmiiller 3¢
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FAD - front adapters for migrations from Honeywell IPC620 - Card System

Front panel adaptors for migrations from IPC620 carrier
Honeywell IPC620
Feed through connections

* |PC-620 conversion to pluggable connector(s)
® 12-, 22-point cards

Technical data

Operating voltage 150V

Max. current per channel

Ambient temperature (operational) 0..50°C

Storage temperature 0..50 °C
Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Length / Width / Height 266 mm /29 mm/ 61 mm
Ordering data

12-points (Reference Honeywell TB 621-9949) 12-point IPC-620 card adapter
22-points (Reference Honeywell TB 621-9950) 22-point IPC-620 card adapter 1

Accessories
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FAD - front adapters for migrations from Honeywell IPC620 - Card System

Front panel adaptors for migrations from IPC620 carrier
Honeywell IPC620
Feed through connections

* |PC-620 conversion to pluggable connector(s)
* 38-point cards

Technical data

Operating voltage 125V

Max. current per channel

Ambient temperature (operational) 0..50°C

Storage temperature 0..50 °C
Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Length / Width / Height 266 mm /29 mm /126 mm
Ordering data

38-points (Reference Honeywell TB 621-9977 or-9976) 38-point IPC-620 card adapter 1 -

Accessories
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FAD - front adapters for migrations from Honeywell IPC620 - Card System

Front panel adaptors for migrations from IPC620 carrier
Honeywell IPC620
Feed through connections

* |PC-620 conversion to pluggable connector(s)
 24-point cards

Technical data
Operating voltage
Max. current per channel

Ambient temperature (operational) 0..50°C

Storage temperature 0..50 °C

Standards cURus (E141197)

Designed to fit in existing 1/0 rack

Length / Width / Height 266 mm /29 mm / 50 mm
Ordering data

24-points (Reference Honeywell TB 621-9954) 24-point IPC-620 card adapter 1 -

Accessories
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RS F20 X - Redundancy interfaces

RS F20 X - Redundancy interfaces

* Connection 1to 1 for input interfaces
* Diode protection for output interfaces

=
[1-]
(1]
-
=,
o
2
o
o
-
o

Connection on control side
Number of poles (control side)
Earthing

Rated voltage
Rated current per connection
Total operating current

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level
Insulation test voltage

Mounting rail
Width / Height

Ordering data
Without diodes
With diodes

Accessories

G44 Weidmiiller 3¢

RS F20 X3 IN

RS F20 X3 OUT

3 x connector in accordance with IEC 60603-13 / DIN 41651

3 x connector in accordance with IEC 60603-13 / DIN 41651

20-pole

20-pole

No No
50VAC/70VDC 50VAC/70VDC
05A 05A

3A 3A

-25..50°C -25..50°C

40..60 °C -40..60 °C

CE CE
50VAC/70VDC 50VAC/70VDC
Il Il

2 2

0.35 kVAC 0.35 kVAC

TS 35, TS 32 TS 35, TS 32
70/50 mm 70/50 mm

RS F20 X3 IN

RS F20 X3 OUT

2690170000
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Introduction

Card holders

Card holders are used for adapting Euro 19" format
(100 x 160 mm) cards to plug-in connectors acc. to
IEC 603/DIN 41612 and DIN 41617.

Cardholders can be used in industrial applications when:

* Adapting several 19" cards: As well as saving on the cost
of a rack, accessibility is improved, because usually racks
are only accessible from behind.

* The PCB card is in a remote position, making it difficult to
install the cabling.

* ltis necessary to extend legacy systems by adding more
electronic modules.

e There are processes where quick replacement of the
printed circuit and easy handling of connections is
important.

Card holders have the following individual components:
* Snap-fit base and mechanism for securing the card
* Assembly plate and feet for direct assembly or for locking
on DIN rails
e Printed circuit board where the following features can
be identified:
- Plug-in connectors acc. IEC 603/DIN 41612 and
DIN 41617
- Weidmiiller terminals for screw connection

H2 Weidmiiller 3¢ 2690170000
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H4

SKH2 Card holders

Card holders are used for adapting Euro cards (19”) to plug
connectors to [EC 603/DIN 41612 and DIN 41617.
 Screw connection

o Installed on rail TS 35 with accessories

Connection on control side
Type (control side)

Number of poles (control side)
Contact assembly

Design of the pluggable board

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Length x width x height

Ordering data

|
(Ml
(il

Accessories

Weidmiiller 32

SKH2 31

SKH2 D32 LP

Plug-in connector, acc. to DIN 41617 female

Plug-in connector, acc. to DIN 41612 female

320
31-pole female 32-pole female
aand b aandc

100x160 mm euro format for 19" racks

100x160 mm euro format for 19" racks

125V AC/ 150V DC 250V UC
4A 4A
0..55°C 0..55°C
40..60 °C -40..60 °C
CE CE
<150V AC 250V

Il Il

2 2

15kV 2.1kv

0.13 mm2 / 6 mm?

0.13 mm? / 6 mm?

60.7 mm/ 160 mm / 192.56 mm

55 mm /160 mm / 192.5 mm

SKH2 31LP

SKH2 D32 LP

2690170000
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SKH2 F32Z+B

SKH2 F32 Z+D

Plug-in connector, acc. to DIN 41612 female

Plug-in connector, acc. to DIN 41612 female

32F 32F

32-pole female 32-pole female
zand b zand d
100x160 mm euro format for 19" racks 100x160 mm euro format for 19" racks
250V UC 250V UC

4A 4A

0..55°C 0..55°C
-40..60 °C -40...60 °C

CE CE

250V 250V

1 Il

2 2

2.1kV 2.1kV

0.13 mm2 / 6 mm?

0.13 mm2 / 6 mm?

80.7 mm/ 160 mm / 192.56 mm

80.7 mm/ 160 mm / 192.56 mm

SKH2 F32 (Z+B) LPP

N
[=2]
©
o
=
~
o
(=)
(=]
o

SKH2 F32 (Z+D) LP

{fl

Card holders
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KH

Card holders are used for adapting Euro cards (19”) to plug
connectors to [EC 603/DIN 41612 and DIN 41617.
 Screw connection

o Installed on rail TS 35 with accessories

Connection on control side
Type (control side)

Number of poles (control side)
Contact assembly

Design of the pluggable board

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Length x width x height

Ordering data

1 clamping bracket
2 clamping brack

SKH31

SKH31 250VAC

Plug-in connector, acc. to DIN 41617 female

Plug-in connector, acc. to DIN 41617 female

31-pole female

31-pole female

aand b

aandb

100x160 mm euro format for 19" racks

100x160 mm euro format for 19" racks

125V AC/ 150V DC 250VUC
4A 4A
0..55°C 0..55°C
40..60 °C 40..60 °C

‘n
rm

[}
m

<150 VAC 250V
Il Il
2 2
15kV 2.1kv

0.13 mm2 / 6 mm?

0.13 mm? / 6 mm?

475mm/ 131 mm/ 144 mm

47.5mm/ 131 mm/ 144 mm

SKH31LPRH1

Accessories

Weidmiiller 32
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SKH 31 LP 250VAC RH1
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SKH B64

Card holders

Plug-in connector, acc. to DIN 41612 female

(7]
=~
=
[x]
[~
=

Plug-in connector, acc. to DIN 41612 female

(7]
=~
=
o
(=5}
N

Plug-in connector, acc. to DIN 41612 female

B64 64C 320

64-pole female 64-pole female 32-pole female
aand b aandc aandc
100x160 mm euro format for 19" racks 100x160 mm euro format for 19" racks 100x160 mm euro format for 19" racks
125V AC/ 150V DC 125V AC/ 150V DC 250V UC

1A 1A 4A

0..55°C 0..55°C 0..55°C
-40..60 °C -40...60 °C -40..60 °C

CE CE CE

<150 VAC <150V AC 250V

1 Il Il

2 2 2

1.5KkV 1.5KkV 2.1kV

0.13 mm2 / 6 mm?

0.13 mm2 / 6 mm?

0.13 mm? / 6 mm?

76 mm/ 131 mm/ 144 mm

76 mm/ 131 mm/ 144 mm

50.8 mm /131 mm / 144 mm

SKH B64 RH2

1 -
2690170000

SKH 64 RH2
SKH C64 RH2 1

SKH D32 LP 5/16 RH2

Weidmiiller 32
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Card holders are used for adapting Euro cards (19”) to plug
connectors to [EC 603/DIN 41612 and DIN 41617.
 Screw connection

o Installed on rail TS 35 with accessories

Connection on control side

Type (control side)
Number of poles (control side)
Contact assembly
Design of the pluggable board

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Length x width x height

Ordering data

1 clamping bracket
2 clamping brack

SKH E48

SKFF32Z+B

Plug-in connector, acc. to DIN 41612 female

Hi~

Plug-in connector, acc. to DIN 41612 female

48E 32F
48-pole female 32-pole female
eca zand b

100x160 mm euro format for 19" racks

100x160 mm euro format for 19" racks

125V AC/ 150V DC 250VUC
4A 4A
0..55°C 0..55°C
40..60 °C 40..60 °C

‘n
m

[}
m

<150 VAC 250V
Il Il
2 2
15kV 2.1kv

0.13 mm2 / 6 mm?

0.13 mm? / 6 mm?

69 mm /131 mm / 144 mm

50.8 mm /131 mm / 144 mm

SKH E48 LP2/LP

Accessories

Weidmiiller 32
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SKH F32 (Z&B) LP RH2
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SKFF32Z+D

SKH F48

Plug-in connector, acc. to DIN 41612 female

Plug-in connector, acc. to DIN 41612 female

32F A8F

32-pole female 48-pole female
zand d z,b.d

100x160 mm euro format for 19" racks 100x160 mm euro format for 19" racks
250V UC 125V AC/ 150V DC
4A 4A

0..55°C 0..55°C

-40..60 °C -40...60 °C

CE CE

250V <150V AC

1 Il

2 2

2.1kV 1.5KkV

0.13 mm2 / 6 mm?

0.13 mm2 / 6 mm?

50.8 mm/ 131 mm / 144 mm

56 mm/ 131 mm/ 144 mm

SKH F32 (Z&D) LP RH2

2690170000
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Card holders are used for adapting Euro cards (19”) to plug
connectors to [EC 603/DIN 41612 and DIN 41617.
 Screw connection

o Installed on rail TS 35 with accessories

Connection on control side

Type (control side)
Number of poles (control side)
Contact assembly
Design of the pluggable board

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution severity level

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Length x width x height

Ordering data

1 clamping bracket
2 clamping brack

SKHH15

Plug-in connector, acc. to DIN 41612 female
15H

15-pole female

aandc

100x160 mm euro format for 19" racks

250V UC
10A

0..55°C
40..60 °C

‘n
m

250V

2.1kv

0.13 mm2 / 6 mm?
56 mm/ 131 mm/ 144 mm

SKHH15S

Accessories

Weidmiiller 32
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SKH x 2

Card holders are used for adapting Euro cards (19”) to plug
connectors to [EC 603/DIN 41612 and DIN 41617.
 Screw connection

o Installed on rail TS 35 with accessories

Connection on control side
Type (control side)

Number of poles (control side)
Contact assembly

Design of the pluggable board

Rated voltage
Rated current per connection

Ambient temperature (operational)
Storage temperature
Approvals

Rated insulation voltage
Surge voltage category
Pollution degree

Pulse voltage test (1,2/50ps)

Clamping range, min./max. (field)
Length x width x height

Ordering data

1 clamping bracket

Accessories

N
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©
o
=
~
o
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o

SKH 2XC64 A+C

Card holders

SKH 2XD32 A+C

Plug-in connector, acc. to DIN 41612 female

Plug-in connector, acc. to DIN 41612 female

64C 320
64-pole female 32-pole female
aandc aandc

233x160 mm double euro format for 19" enclosures

233x160 mm double euro format for 19" enclosures

125V AC/ 150V DC 125V AC/ 150V DC
1A 4A

0..55°C 0..55°C

40..70°C 40..70°C

CE CE

125V AC 125 VAC

Il Il

2 2

1.1kV 1.1kv

0.13 mm2 / 6 mm?

0.13 mm? / 6 mm?

69 mm /286 mm / 144 mm

69 mm /286 mm / 144 mm

SKH £64*2 (A&C) RH2

1]
{f

SKH D32*2 LP5.08/16 RH2

Weidmiiller 32
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Service and support

Our expertise for your requirements
Service connects - worldwide

Automation technology functions are becoming more complex in a globally-
oriented world facing ambitious targets in terms of energy efficiency and smart
production. We are your equal partners for the best connections in Industrial
Connectivity. Our worldwide network of industrial managers for machine
construction, process automation, energy and traffic engineering and for device
manufacturers know the challenges you face and can support you in your specific
applications.

Training course on technologies, applications and the detailed functionality of our
products is available to you locally or at our headquarter in Germany. Our personal
support can answer any questions reliably and expertly. Our online services are
available 365 day a year around the clock to provide answers to your questions on
our products - from user documentation through software to planning tools.

In short: Weidmiuiller's global service combines our expertise with your
requirements.
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Professional advice on planning

Our global network of industrial managers has extensive
experience in automation technology and electrical
connectivity. This expertise allows us to assist you with
advice and planning support in order to work with you on
resolving the everyday challenges of your applications.

Technology and application training

Industrial automation is moving towards smart production. It
faces the challenges of new technologies and applications.
Our varied range of training courses develops this
knowledge further or provides more in-depth information on
the handling of our products and solutions. Our seminars are
modular and can be customised. We can train you and your
employees in our academy, on your premises if you wish or
online in our webinars at any time.

Customised installation

The challenges for the future are reducing costs and
increasing efficiency. This requires intelligent, individual
solutions which are tailored to your requirements. We can
offer a highly qualified customer-specific production service
in our application centre. Whether you need modified
products, pre-assembled terminal rails or complete small
cabinets: we produce the solutions developed for your
application quickly and flexibly.

Service and support

Weidmiiller 3¢
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Service and support

Online support and downloads
Exactly the right help and information on our solutions and products

If our products are used in your automation technology applications, you need the
best possible individual support, from planning through installation to operation.

For every stage of your application, we can offer the right tools and information
for our products and solutions. Up-to-date, uncomplicated, comprehensive and
around the clock via our service portal at www.weidmueller.com/service.

Fast access to our support and services is available via Weidmiiller webcodes.
Simply select the service you want on the right hand side, then enter the
webcode made up of five digits with a preceding hashtag into the search field in
the top right corner of www.weidmueller.com and it will bring up the details you
need.

Let's connect.

Weidmiiller 3¢

2690170000
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Engineering Support

As a developer, you need simple
processes and system-wide tools.

We support you in your development
environment with comprehensive data,
software tools and interfaces, product
selection guides and development
samples.

Engineering data
Webcode #01219

Product software
Wehcode #01212

Whitepaper for
device connectivity
Webcode #11359

Engineering
software
Webcode #11377

Product
configurators,
product selection
guides and samples
Webcode #01214

More offers in online support
and downloads

Not found what you are looking for? We

have even more to offer you in online
support and downloads.

2690170000

Technical data and downloads

Download all the documents and
software relating to our products by
simply entering the item number. You
can also view our Online Catalogue and
research the technical properties of our
products.

Find downloads
Webcode #11379

Products in the
Online Catalogue
Webcode #01217

Security Advisory
Board
Wehbcode # 11424

Product Change
Notification
Wehcode #11425

Approvals,
certificates and
declaration of
conformity
Wehbcode #11374

Service and support

Commercial support

Integrate our product data into your
commercial sytem using standardised
interfaces or familiarise yourself with the
wide range of products in our technical
catalogues.

Electronic catalogue
in BMECat format
and other formats
Wehcode #11378

i

Access our
Webshop
Webcode #11382

Technical catalogue
in PDF Format
Webcode #01218

Here you will find information on the
CE declaration of conformity, on RoHS
and REACH and other company related
certificates and approvals.

Weidmiiller 3¢
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Index / Type

X.2

Type Order No. Page  Type Order No. Page  Type Order No. Page  Type Order No. Page
B FTA300-32DIOHV-S 1221550000 B6  PACRJ40FIM 1452610xxx F9  PACUNIV-D25M-F-1M 1350430010 F4
FTA300-32DIOHV-Z 1221560000 B5  PACRJ40-SFLLM 2509360xxx F9  PACUNIV-D37FD37F-1M 1349930010 F4
BKP-16D0-SDV541-V0-S 2461730000 030  FTAC300-32DIOHV-Z 1221560000 B6  PACHDISFFVO-IM 1440780010 F6  PACUNIV-D37FF-1M 1350500010 F4
BKP-16D0-SDV541-V1-S 2436230000 c.30  FTAC300-32DO-FUSE-S 1246910000 B.5  PACHD15FHD15FVO-1M 1440750010 F6  PAC-UNIV-D37M-D37F-1M 1349990010 F5
FTA-C300-32D0-FUSE-S 1246910000 B.7  PACHD15M-FVO-TM 1440810010 F6  PAC-UNIV-D37M-D37M-1M 1349830010 F4
c FTA-C300-32D0-FUSE-Z 1246920000 B5  PACHD15MHD15FVO-1M 1440770010 F7  PACUNIV-D37MF1M 1350440010 F4
FTA300-32D0-FUSE-Z 1246920000 B.7  PACHD15M-HD15M-V0-1M 1440740010 F6  PACUNIV-D50F-D50F-1M 1349940010 F4
€300-16B-160B-28-M25-1M 1481690010 B.17  FTAC300-32D01D-S 1221590000 B5  PACHD26FFVO-IM 2093080010 F6  PACUNIV-D50F-F-1M 1350520010 F4
£300-16B-160B-2S-M34-1M 1481710010 B.17  FTAC300-32D01D-S 1221590000 B.7  PACHD26F-HD26FV0-1M 2094140010 F6  PACUNIV-D50M-D50F-1M 1350000010 F5
€300-16B-160B-28-M50-1M 1481720010 B.17  FTAL300-32D0-LD-Z 1221600000 B.5  PACHD26M-FVO-IM 2093680010 F6  PAC-UNIV-D50M-D50M-1M 1349850010 F4
€300-16B-F-25-M25-1M 1481740010 B.18  FTAC300-32D0-1D-Z 1221600000 B.7  PACHD26MHD26FV0-1M 2003420010 F7  PACUNIV-D50MF-1M 1350450010 F4
C300-16B-F-28-M34-1M 1481750010 B.18  FTAC300-32D0-RSLIM-S 1221570000 B5  PACHD26MHD26M-V0-1M 2094720010 F6  PACUNIV-D9F-DSF-1M 1349870010 F4
€300-16B-F-28-M50-1M 1481760010 B.18  FTAC300-32D0-RSLIM-S 1221570000 B.12  PACHD44FFVO-IM 2093090010 F6  PACUNIV-D9F-F-1M 1350470010 F4
€300-32B-216B-28-M25-1M 2699000010 B.19  FTAC300-32D0-RSLIM-Z 1221580000 B5  PAC-HDA4F-HDA4FVO-IM 2094180010 F6  PACUNIV-D9M-DIF-TM 1349950010 F5
€300-32B-216B-28-M34-1M 2699010010 B.19  FTA-L300-32D0-RSLIM-Z 1221580000 B.12  PACHD44MFVO-IM 2093910010 F6  PACUNIV-D9M-DIM-TM 1349750010 F4
C300-32B-216B-28-M50-1M 2699020010 B.19 PAC-HD44M-HD44FV0-1M 1989360010 F.7  PAC-UNIV-DIM-F-1M 1350400010 F4
C300-32B-320B-28-M25-1M 7789828010 B.13 G PAC-HD44M-HD44M-V0-TM 2094730010 F6  PACUNIV-FJ20-F-XXXX 1405070xxx F9
C300-32B-320B-28-M34-1M 7789888010 B.13 PACHDB2FHDB2FV0-TM 1988930010 F6  PACUNIV-HETOF-1M 1349730010 F3
€300-32B-320B-28-M50-1M 7789838010 B.13 G 20/2.00A/F 0430900000 C30  PACHD62M-HD62FVO-TM 2094800010 F7  PACUNIVHE10-HETO-TM 1349630010 F3
C300-32B-F-28-M25-1M 1349350010 B.15 PAC-HD62M-HD62M-V0-TM 2094770010 F6  PACUNIVHE14-F1M 1349740010 F3
C300-32B-F-28-M34-1M 7789617010 B.15 M PACHE10-FHF-1M 2420540010 F3  PACUNIV-HE14HE14-1M 1349640010 F3
C300-32B-F-28-M50-1M 7789895010 B.15 PACHE10-HETOHF-1M 2420550010 F3  PAC-UNIV-HE16-F-1M 1349770010 F3
C300-36B-324B-28-M25-1M 7789829010 B.14  MIGRATION DIN RAIL TS35 2003740000 G.32  PACHET4-FHF-1M 2425650010 F3  PACUNIV-HE16-HE16-TM 1349650010 F3
£300-36B-324B-2S-M34-1M 7789891010 B.14  MIGRATION RACK PLC5 H 2448890000 G31  PACHET4-HET4HF-1M 2425940010 F3  PACUNIV-HE20-F 1349790xxx F9
€300-36B-324B-2S-M50-1M 7789892010 B.14  MIGRATION RACK S5 115 H 1993530000 630  PACHETB-FHF-1M 2425710010 F3  PACUNIV-HE20-F-1M 1349790010 F3
€300-36B-F-28-M25-1M 1349370010 B.16  MIGRATION RACK S5 135 H 1993500000 G.30  PACHE1BHET6-HF-1M 2425700010 F3  PACUNIV-HE20-HE20 1349670xxx G5
€300-36B-F-25-M34-1M 1373780010 B.16  MIGRATION RACK TSX7 H 1993520000 G.31 PAC-HE20-F-HF-1M 2425660010 F3  PAC-UNIV-HE20-HE20 1349670xxx G.7
C300-36B-F-2S-M50-1M 1373820010 B.16 PAC-HE20-HE20-HF-1M 2425730010 F3  PAC-UNIV-HE20-HE20 1349670xxx G.9
P PAC-HE26-F-HF-1M 2425720010 F3  PACUNIV-HE20-HE20-TM 1349670010 F3
F PACHE26-HE26-HF-1M 2425740010 F3  PACUNIV-HE26-F-1M 1349820010 F3
PAC-2BLZF11-F-C50-XXXX 2679980XXX G.10  PACHE34-FHF-1M 2425690010 F3  PACUNIV-HE26-HE26-1M 1349680010 F3
FAD 1771-WA/WC SL10M 2448650000 6.10  PAC-2BLZF20-F-C50-XXXX 2679950XXX G.10  PACHE34-HE34-HF-1M 2425950010 F3  PACUNIV-HE34-F-1M 1349840010 F3
FAD 1771-WA/WC SL10M 2448650000 625  PAC-ABS8-HE20VO 778964 1xxx A2 PACHE40-FHF-IM 2425680010 F3  PAC-UNIV-HE34-HE34-1M 1349690010 F3
FAD 1771-WB/WD SL12 M 2448680000 G.10  PAC-ABS8-HE20V1 7789643xxx A12  PACHE40-HE40-HF-1M 2425960010 F3  PACUNIV-HE40F 1349880xxx F9
FAD 1771-WB/WD SL12 M 2448680000 G.25  PAC-ABS8-SD25-VO 7789657 xxx A12  PACM340-UNISVO-XXXX 2426750xxx F9  PACUNIV-HE40F-1M 1349880010 F3
FAD 1771-WF SL18 M 2448690000 G.10  PACBLZF10-F-L50-XXXX 2679940XXX G.10  PAC-M340-UNIS-V1-XXXX 2426760xxx F9  PACUNIV-HE4Q-HE40-TM 1349700010 F3
FAD 1771-WF SL18 M 2448690000 G.27  PACBLZF12-F-C50-XXXX 2679960XXX G.10  PAC-M340-UNIUVO 1355950xxx F9  PACUNIV-HE50-HES0-TM 1349720010 F3
FAD 1771-WG SL21 M 2563110000 G.10  PACBLZF18-F-C50-XXXX 2679970XXX G.10  PAC-PREM-UNIS-VO-XXXX 2426770xxx F9  PACYOK-MIL40F-1M 2420520010 .26
FAD 1771-WG SL21 M 2563110000 626  PAC-C300-16-F-25-1M 1481650010 B.18  PAC-PREM-UNIUVO 7789827xxx F9  PAC-YOK-MIL40-VO-TM 1536840010 C.26
FAD 1771-WH SL21 M 2448660000 G.10  PACC300-16F-34-1M 1481660010 B.18  PACRX3I-UNIS-VO-XXXX 2435780xxx F9  PACYOK-MILS0F-1M 2420530010 C.26
FAD 1771-WH SL21 M 2448660000 G.26  PAC-C300-16-F-50-1M 1481670010 B.18  PACRX3I-UNIU-VO 7789842xxx F9  PACYOK-MIL50VO-TM 1536820010 C.26
FAD 1771-WN 2SL20 M 2448670000 G.10  PACC300-1616-25-1M 1481610010 B.17  PAC-S1500-40P-05-VO-XXX 2579230xxx F9
FAD 1771-WN 2SL20 M 2448670000 628  PACC300-1616-34-1M 1481620010 B.17  PAC-S1500-40P-05-XXXX 2000150xxx F9 R
FAD BLK1 HE20 161 M 1985940000 6.9  PACC300-1616-50-1M 1481630010 B.17  PAC-S1500-HE20VO 1462040xxx A34
FAD BLK1 HE20 161 M 1985940000 G.19  PACC300-32-1616-25-1M 1373880010 B.19  PAC-S1500-HE20-V0 1462040xxx G5 RS 12102WLHS 9445630000 A35
FAD BLK1 HE20 160 M 1985950000 69  PACC300-32-1616-34-1M 7789893010 B.19  PAC-S1500-HE20V0 1462040xxx G7 RS 12I02WLHS 9445630000 A37
FAD BLK1 HE20 160 M 1985950000 G20  PACL300-32-1616-50-1M 1373920010 B.19  PAC-S1500-HE20VO 1462040xxx G9 RS B8IO2WLHS 9445530000 A35
FAD BLK1 SL24 M 1985930000 6.9  PACC300-32F25-1M 1349330010 B.15  PAC-S1500-HE20V1 1462090xxx A34 RS 8I02WLHS 9445530000 A36
FAD BLK1 SL24 M 1985930000 621  PACC300-32-F-34-1M 1373900010 B.15  PAC-S1500-HE20V1 1462090xxx G5 RS 16AIODPSDS 9448020000 A51
FAD BLK4 2XSL20 2494530000 G.24  PACC300-32-F-50-1M 1373940010 B.15  PAC-S1500-HE20V1 1462090xxx G9 RS16AIODPSDS 9448020000 A56
FAD BLK7 2XHE20 M 1985960000 G9  PAC-C300-3232-25-1M 7789880010 B.13  PAC-S1500-HE20-V3 1462110xxx A34  RS16AIODPSDZ 1308270000 A51
FAD BLK7 2XHE20 M 1985960000 G.22  PACC300-3232-34-1M 1498820010 B.13  PAC-S1500-HE20-VA-XXXX 1994500xxx A34 RS 16AIODPSDZ 1308270000 A56
FAD BLK9 2XHE20 M 1985970000 6.9  PACC300-3232-50-1M 7789882010 B.13  PAC-S1500-RV24-V1 1462140xxx A34 RS 16AI0 HM-DP SD § 9448120000 Ab1
FAD BLK9 2XHE20 M 1985970000 623  PACC300-36-F-25-1M 1349340010 B.16  PAC-S1500-SD37-V0 1462200xxx A34 RS 16AI0 |-M-DP SD § 9448120000 A56
FAD 5115 2XHE20 3210 M 1991730000 G5  PACC300-36F-34-1M 1373910010 B.16  PAC-S1500-SL20-AR0 2004590xxx G.7 RS 16AI0M-DP SDZ 1308280000 A51
FAD 85115 2XHE20 3210 M 1991730000 G.13  PACL300-36-F-50-1M 1373950010 B.16  PAC-S1500-SL20-AY0 2004600xxx G.7 RS 16AI0M-DPSDZ 1308280000 A56
FAD S5115 HE20 1610 M 1986010000 6.5  PACC300-3636-25-1M 7789884010 B.14  PAC-S1500-SL24-AR0 2004610xxx G9 RSIBIOIW HS 9445700000 A35
FAD S5115 HE20 1610 M 1986010000 G.12  PACC300-3636-34-1M 7789885010 B.14  PAC-S1500-SL24-AR1 2004530xxx G5 RSIBIOIW HS 9445700000 A.38
FAD §5115 SL24 M 1985980000 G5  PACL300-3636-50-1M 7789837010 B.14  PAC-S1500-SL24-AY0-XXXX 2004540xxx G5 RS16I01W RS 9441500000 A35
FAD 85115 SL24 M 1985980000 G.14  PACCJTW-UNISVO-XXXX 2426790xxx F9  PAC-S1500-UNISVO 1466240xxx F9 RS1BI01W RS 9441500000 A45
FAD §5115 SL46 AM 2045120000 G5 PAC-CJTW-UNIU-VO-XXXX 2426780xxx F9  PAC-S1500-UNISV1-1M 2579220xxx F9 RS16I01WHZ 1311750000 A35
FAD S5115 SL46 AM 2045120000 G.15  PACCMLX-UNIS-VO-XXXX 1350270xxx F9  PACS1500-UNIUVO 1466230xxx F9 RS16I01WHZ 1311750000 A38
FAD S5135 2XHE20 3210 R 1986050000 G.7  PACCMLX-UNIU-VO-XXXX 1350250xxx F9  PAC-S1500-UNIU-V1-XXXX 2579210xxx F9 RSIBIOIWIRS 9441860000 A35
FAD $5135 2XHE20 3210 R 1986050000 G.17  PACCTLXUNISVO 7789732xxx F9  PACS300-20-05F 1323930xxx F9 RS16I01WIRS 9441860000 A45
FAD S5135 HE20 1610 R 1986040000 G.7  PACCTLXUNISV1 7789734xxx F9  PACS300-40-05F 1323960xxx F9 RS16I0TWHHS 9445810000 A35
FAD S5135 HE20 1610 R 1986040000 G.16  PACCTLX-UNIUVO 778973 1xxx F9  PAC-S300-HE20V3 7789234xxx G5 RS16I0TWHHS 9445810000 A39
FAD S5135 SL20 R 1986030000 G.7  PACCTLX-UNIU-V1 7789733xxx F9  PAC-S300-HE20V3 7789234xxx G7 RS16I0TWIHZ 1311780000 A35
FAD S5135 SL20 R 1986030000 G.18  PACD15FD15FHF-1M 2426180010 F4  PACS300-HE20-V3 7789234xxx G9 RSIBIOIWIHHZ 1311780000 A39
FTA-C300-16AI-SH-S 1247120000 B5  PACDISFFHFIM 2426030010 F4  PACS300-HE20-V4 7789236xxx G5 RSI16I0TWLHS 9445710000 A35
FTA-C300-16AI-SH-S 1247120000 B.8  PACDI5M-DI5FHF-1M 2426150010 F5  PACS300-HE20-V4 7789236xxx G7 RSIBIOIWLHS 9445710000 A38
FTA-C300-16AI-SH-Z 1247130000 B5  PACD15M-D15M-HF-1M 2426070010 F4  PACS300-HE20V4 7789236xxx G9 RSTIBIOIWLHZ 1311770000 A35
FTA-C300-16A-SH-Z 1247130000 B8  PACDISM-FHF-1M 2425980010 F4  PAC-S300-SL20-AR0 2004880xxx G7 RS16I0TWLHZ 1311770000 A38
FTA-C300-16A-TEST-S 1247140000 B5  PACD25F-D25FHF-1IM 2426120010 F4  PAC-S300-SL20-AR1 2004870xxx G7 RS16I02W HS 9445720000 A35
FTA-C300-16AI-TEST-S 1247140000 B.8  PAC-D25F-D25FV0-1M 2491490xxx A12  PAC-S300-SL20-AY0 2004860xxx G7 RSI16I02W HS 9445720000 A40
FTA-C300-16AI-TEST-Z 1247150000 B5  PACD25FFHF-IM 2426040010 F4  PACS300-SL20-AY1 2004850xxx G7 RS16I02W RS 9441700000 A35
FTA-C300-16AI-TEST-Z 1247150000 B.8  PACD25M-D25F-HF-1M 2426160010 F5  PAC-S300-SL24-AR0 2004620xxx G5 RSI16I02W RS 9441700000 A46
FTA-C300-16A0-SH-P 1223010000 B5  PACD25M-D25M-HF-1M 2426080010 F4  PACS300-SL24-AR1 2004630xxx G5 RS16I02WFHS 9445820000 A35
FTAC300-16A0-SH-P 1223010000 B.9  PACD25M-FHF-1M 2425990010 F4  PAC-S300-SL24-AR2 2004650xxx G9 RSI16I02WFHS 9445820000 A43
FTAC300-16A0-SH-S 1222980000 B5  PACD37F-D37FHF-IM 2426130010 F4  PAC-S300-SL24-AR3 2004660xxx G9 RS16I02WFHZ 1311840000 A35
FTA-C300-16A0-SH-S 1222980000 B9  PAC-D37F-FHF-IM 2426050010 F4  PAC-S300-SL24-AY2 2004640xxx G5 RS16I02WFHZ 1311840000 A43
FTA-C300-16A0-SH-Z 1222990000 B5  PACD37M-D37FHF-1M 2426190010 F5  PAC-S300-SL46-AJ0-XXXX 2045970xxx G5 RSI6I02WFRS 9441560000 A35
FTA-C300-16A0-SH-Z 1222990000 B9  PACD37M-D37MHF-1M 2426090010 F4  PAC-S300-SL46-AMO-XXXX 2045910xxx G5 RSIBIO2WFRS 9441560000 A46
FTA-C300-16A0-TEST-S 1223020000 B5  PACD37M-FHF-1M 2426000010 F4  PAC-S300-UNISVO 7789607xxx F9 RS16I02WFLHS 1311850000 A35
FTA-C300-16A0-TEST-S 1223020000 B.9  PACDIF-DIFHF-1M 2426110010 F4  PAC-S300-UNISV1 7789609xxx F9 RS16I02WFLHS 1311850000 A43
FTA-C300-16A0-TEST-Z 1223030000 B5  PACD9FFHFIM 2426020010 F4  PAC-S300-UNIUVO 7789606xxx F9 RS16I02WFLHZ 1311870000 A35
FTA-C300-16A0-TEST-Z 1223030000 B9  PACDIM-DIFHF-1M 2420580010 F5  PAC-S300-UNIU-V1 7789608xxx F9  RS16I02WFLHZ 1311870000 A43
FTA-C300-16A0-TP-Z 2000020000 B5  PAC-DIM-DIV-HF-1M 2420570010 F4  PAC-S400-UNIS-VO-XXXX 1504020xxx F9 RS16I02WHZ 1311790000 A35
FTA-C300-16A0-TP-Z 2000020000 B.10  PACDIM-FHF-IM 2420560010 F4  PAC-S400-UNIU-VO-XXXX 1504000xxx F9 RS16I02WHZ 1311790000 A40
FTAC300-16DAI-SH-S 1415220000 B5  PACELCO 56-F56-F1M 7789765010 F8  PACUNIV-D15F-D15F-1M 1349890010 F4  RS1BI02WIHS 1311810000 A35
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RS 1610 2WLHS 9445730000 A40  RSF64LP2N 5/64 0224761001 D6  RSDK22LP/LP 0181061001 D21 RSM4 115VAC/DC 2C0 Z 1448730000 E6
RS 1610 2WLHZ 1311800000 A35  RSF64 LP3R 3/66 8012970000 D7  RSDKS LP/LP 1312750000 D21  RSM412V+1C0S 1447400000 E6
RS 1610 2WLHZ 1311800000 A40 RS F64 LPK 2H/66 8155550000 D7 RSM-12 C 1C08 9445060000 AB1  RSM412v+1C0Z 1447420000 E6
RS 1610 3W HS 9445760000 A35 RS LPK3/144 VERT 8199510000 D.19  RSM-12 C 1C0S 9445060000 A70  RSM4 12v+2C0 § 1448610000 E6
RS 1610 3W HS 9445760000 A44 RS PLCIPC620 12-points 6720000787 G41  RSM-12PLCC1COS 1289100000 A61  RSM4 12v+2C€0Z 1448630000 E6
RS 1610 3WHZ 1311880000 A35 RS PLCIPC620 22-points 6720000788 G41  RSM-12PLCC1COS 1289100000 AB9  RSM412V-1C0 S 1447410000 E6
RS 1610 3WH Z 1311880000 A44 RS PLCIPCB20 24-points 6720001226 G43  RSM-16 FOR 1C0 8 9445140000 AB1  RSM4 12V-1C0Z 1447430000 E6
RS 1610 3WIRS 9441600000 A35  RSPLCIPCB20 24-points 6720001226 G44  RSM-16 FOR 1C0 8 9445140000 A78  RSM4 12V-2C0 S 1448620000 E6
RS 1610 3WIRS 9441600000 A47 RS PLCIPCB20 24-points 6720001226 G45  RSM-16 FUS 1C0 8 9445120000 AB1  RSM412V-2007 1448640000 E6
RS 1610 W LHS 9445770000 A35 RS PLCIPC620 24-points 6720001226 G46  RSM-16 FUS 1C0 § 9445120000 A77  RSM4 230VAC 1C0 S 1447600000 E6
RS 16I03WLHS 9445770000 A44 RS PLCIPC620 24-points 6720001226 G47  RSM-16 FUS 1C0Z 9447120000 A61  RSM4 230VAC 100 Z 1447610000 E6
RS 1610 3WLHZ 1311890000 A35  RSPLCIPC-620 24-points 6720001226 648  RSM-16 FUS 1C0Z 9447120000 A77  RSM-4 230VAC 2C0 S 1448800000 E6
RS 1610 3WLHZ 1311890000 A44 RS PLCIPC-B20 24-points 6720001226 649  RSM-16 115VAC/DC 1C0 S 1448390000 E10  RSM-4 230VAC2C0Z 1448810000 E6
RS 3210 1W RS 9441510000 A35  RSPLCIPCB20 24-points 6720001226 G.50  RSM-16 115VAC/DC 1C0 Z 1448400000 E10  RSM424V+1C0S 1447440000 E6
RS 3210 1W RS 9441510000 A48 RS PLCIPCB20 24-points 6720001226 G.51  RSM-16 115VAC/DC 2C0 S 1449330000 E10  RSM424v+1C0Z 1447470000 E6
RS 3210 IWIRS 9441870000 A.35 RS PLC IPC-620 24-points 6720001226 G52  RSM-16 115VAC/DC2C0Z 1449340000 E10  RSM+4 24v+2C0 § 1448650000 E6
RS 3210 IWIRS 9441870000 A48  RSPLCIPC620 24-points 6720001226 G53  RSM-16 12V+ 1C0 S 1448230000 E10  RSM-4 24v+2C07 1448680000 E6
RS 3210 2W R § 9441710000 A35  RSPLCIPC-620 24-points 6720001226 G.54  RSM-16 12V+1C0Z 1448250000 E10  RSM4 24V+BASE S 1457430000 E6
RS 32102W R S 9441710000 A49 RS PLCIPC-B20 24-points 6720001226 G.55  RSM-16 12V+2C0 § 1443170000 E10  RSM-4 24V+BASEZ 1457440000 E6
RS32I02WFRS 9441570000 A35  RSPLCIPCB20 24-points 6720001226 G.56  RSM-16 12V+2C0Z 1443190000 E10  RSM424V-1C0 S 1447450000 E6
RS 3210 2WFRS 9441570000 A49 RS PLCIPC-620 24-points 6720001226 G.57  RSM-1612V-1C0 S 1448240000 E10  RSM-424V-100Z 1447480000 E6
RS 4AI0 DP SD § 9448000000 A51 RS PLC IPC-620 24-points 6720001226 658  RSM-16 12V-1C0 Z 1448270000 E10  RSM4 24V-2C0 § 1448670000 E6
RS 4AI0 DP SD § 9448000000 A52  RSPLCIPC620 24-points 6720001226 G.59  RSM-16 12V-2C0 § 1449180000 E10  RSM-4 24V-200Z 1448690000 E6
RS 4AI0 DP SD Z 1308230000 A51  RSPLCIPC-620 24-points 6720001226 G.60  RSM-16 12V-2C0 Z 1443200000 E10  RSM-4 24VAC/DC 1C0 S 1447540000 E6
RS 4AI0 DP SD 2 1308230000 A52  RSPLCIPC620 24-points 6720001226 G.61  RSM-16 230VAC 1C0 S 1448410000 E10  RSM4 24VAC/DC 1C0Z 1447550000 E6
RS 4AI0 DP-M258 SD § 1283090000 A51  RSPLCIPCB20 24-points 6720001226 G.62  RSM-16 230VAC 1C0 Z 1448420000 E10  RSM4 24VAC/DC 20 § 1448740000 E6
RS 4AI0 DP-M258 SD § 1289090000 A53 RS PLC IPC-620 38-points 6720001225 G42  RSM-16 230VAC 2C0 § 1449350000 E10  RSM-4 24VAC/DC 200 Z 1448770000 E6
RS 4AI0 HV-DP SD § 9448100000 Ab1  RSRJ45 8611320000 D.11  RSM-16 230VAC 2C0 Z 1449370000 E10  RSM448V+1C0 § 1447500000 E6
RS 4AI0 -M-DP SD § 9448100000 A52  RSRJ45 2WAY 8555440000 D11 RSM-16 24+ 1C0 S 1448280000 AB1  RSM448V+1C0Z 1447520000 E6
RS 4AI0 -M-DP $D Z 1308240000 A51  RSSD15BZ 8537400000 D8  RSM-16 24V+1C0 S 1448280000 A73  RSM-4 48V+2C0 8 1448700000 E6
RS 4AI0 -M-DP SD Z 1308240000 A52  RSSD15SZ 8537390000 A51  RSM-1624v+1C0 S 1448280000 E10  RSM448v+2C0Z 1448720000 E6
RS 8AI PREM/APR SD § 9448030000 A51  RSSD158SZ 8537390000 D8  RSM-1624V+1C0Z 1448300000 AB1  RSM448V-1C0 S 1447510000 E6
RS 8AI PREM/APR SD S 9448030000 A55 RS SD15B LP3R 8019830000 D9  RSM-16 24v+1C0Z 1448300000 A73  RSM448V-1C0Z 1447530000 E6
RS 8AITAQ MICRO SD § 9448040000 A51 RS SD15B UNC 4.40 LP2N 8005211001 D8  RSM-16 24V+1C0Z 1448300000 E10  RSM-448V-2C0 § 1448710000 E6
RS 8AI1AQ MICRO SD S 9448040000 A55 RS SD15B UNCLPK2 8209730000 D9  RSM-16 24V+2C0 S 1449210000 AB1  RSM448V-2C07 1448730000 E6
RS 8AIO DP SD S 9448010000 A51 RS SD15F HD UNC4.40 § 1428130000 D10 RSM-16 24V+2C0 § 1449210000 A76  RSM-4I24v+1C0 S 1447740000 E6
RS 8AIO DP SD S 9448010000 A54 RS SD15M HD UNC4.40 S 1428080000 D10 RSM-16 24v+2C0 § 1449210000 E10  RSM-4124v+1C02Z 1447750000 E6
RS 8AI0 DP SD 2 1308250000 A51  RSSD15SLP3R 8019940000 D9  RSM-1624V+200Z 1449230000 AB1  RSM4I24V+200 8 1448820000 E6
RS 8AIO DP SD Z 1308250000 A54 RS SD15S UNC 4.40 LP2N 8005201001 A51  RSM-16 24V+2C0Z 1449230000 A76  RSM4I24V+2C0Z 1448830000 E6
RS 8AIO -M-DP SD § 9448110000 A51 RS SD15S UNC4.40 LP2N 8005201001 D8  RSM-16 24V+2C0Z 1449230000 E10  RSM-8 115VAC/DC 1C0 S 1447980000 E8
RS 8AI0 -M-DP 8D § 9448110000 A54 RS SD15S UNC LPK2 8233350000 D.9  RSM-16 24V+ BASE § 1448480000 AB1  RSM-8 115VAC/DC 1C0 Z 1447930000 E8
RS 8AI0 -M-DP SD Z 9449110000 A51 RS SD25BZ 8537380000 D8  RSM-16 24V+ BASE § 1448480000 A81  RSM-8 115VAC/DC 2C0 S 1443050000 E8
RS 8AI0 M-DP SD Z 9449110000 A54 RS SD258Z 8537370000 A51  RSM-16 24V+BASE § 1448480000 E10  RSM-8 115VAC/DC 2C0 Z 1443070000 E8
RS ELCO 20/20LM § 1126630000 D12 RS SD25SZ 8537370000 D.8  RSM-16 24V+ BASEZ 1448430000 AB1  RSM-812v+1C0S 1447820000 E8
RS ELCO 20/20RM § 1126610000 D.12 RS SD25B LP3R 8019900000 D9  RSM-16 24V+ BASEZ 1448490000 A81  RSM-812v+1C0Z 1447840000 E8
RS ELCO 38/38LM § 1126670000 D.12 RS SD25B UNC 4.40 LP2N 8005191001 D.8  RSM-16 24V+ BASE Z 1448490000 E10  RSM-812V+2C0 S 1448890000 E8
RS ELCO 38/38RM § 1126650000 D12 RS SD25B UNC LPK2 8155620000 D9  RSM-1624V-1C0 § 1448290000 AB1  RSM8 12V+200Z 1448910000 E8
RS ELCO 56/32LM § 1126710000 D12 RS SD25S LP3R 8019950000 D9  RSM-1624V-1C0 S 1448290000 A83  RSM8 12V-1C0 8 1447830000 E8
RS ELCO 56/32RM § 1126690000 D12 RS SD258 UNC 4.40 LP2N 8005181001 A51  RSM-1624V-1C0 8 1448290000 E10  RSM812V-1C0Z 1447850000 E8
RS ELCO 56/54LM S 1126750000 D.12 RS SD25S UNC 4.40 LP2N 8005181001 D8  RSM-1624V-1C0Z 1448310000 AB1  RSM-8 12V-2C0 S 1448900000 E8
RS ELCO 56/54RM S 1126730000 D.12 RS SD25S UNC LPK2 8155650000 D9  RSM-1624V-1C0Z 1448310000 A83  RSM-8 12V-200Z 1448920000 E8
RS ELCO 56/56LM § 1126790000 D.12 RS SD26F HD UNC4.40 S 1428140000 D.10  RSM-16 24V-1C0Z 1448310000 E10  RSM-8230VAC 1C0 S 1448000000 E8
RS ELCO 56/56RM § 1126770000 D12 RS SD26M HD UNC4.40 § 1428090000 D10  RSM-1624V-2C0 S 1449220000 AB1  RSM-8 230VAC 1C0 Z 1448010000 E8
RS ELCO 90/90LM § 1126870000 D12 RS SD37BZ 8537250000 D8  RSM-1624V-2C0 S 1449220000 A84  RSM-8 230VAC 2C0 S 1443080000 E8
RS ELCO 90/90RM § 1126810000 D12 RS SD37Sz 8537240000 A51  RSM-16 24V-200 8 1449220000 E10  RSM-8 230VAC 2007 1443090000 E8
RS ELCOF 20/20LM § 1480750000 D.13  RSSD378Z 8537240000 D8  RSM-1624V-200Z 1449250000 A61  RSM-824V+1C0 § 1447870000 E8
RS ELCOF 20/20RM S 1480740000 D.13 RS SD37B LP3R 8019910000 D9  RSM-1624V-200Z 1449250000 A84  RSM-824v+1C0Z 1447890000 E8
RS ELCOF 38/38LM S 1480770000 D.13 RS SD37B UNC 4.40 LP2N 8003891001 D8  RSM-16 24V-2C0Z 1449250000 E10  RSM-824V+2C0 S 1448930000 E8
RS ELCOF 38/38RM S 1480760000 D13 RS SD37B UNC LPK2 8155630000 D9  RSM-16 24VAC/DC 1C0 8 1448370000 E10  RSM-824v+2C0Z 1448950000 E8
RS ELCOF 56/56LM S 1480790000 D.13 RS SD37SLP3R 8019960000 D9  RSM-16 24VAC/DC 1C0 Z 1448380000 E10  RSM-8 24V+BASE S 1457370000 E8
RS ELCOF 56/56RM S 1480780000 D.13 RS SD378 UNC 4.40 LP2N 8003881001 A51  RSM-16 24VAC/DC 2C0 S 1449310000 E10  RSM-8 24V+BASEZ 1457380000 E8
RS F10 LP2N 5/10 0224961001 D6 RS SD37S UNC 4.40 LP2N 8003881001 D8  RSM-16 24VAC/DC 2C0 Z 1449320000 E10  RSM-B 24V-1C0§ 1447880000 E8
RS F10 LP3R 3/12 8012850000 D.7 RS SD37S UNC LPK2 8155660000 D9  RSM-1624VDC INO+CS 1448450000 A61  RSM-824V-1C0Z 1447900000 E8
RS F10 LPK 2H/12 8155610000 D.7 RS SD44F HD UNC4.40 S 1428150000 D10 RSM-1624VDC INO+CS 1448450000 A80  RSM-8 24V-2C0 § 1448940000 E8
RSF10Z 8537190000 D.6 RS SD44M HD UNC4.40 S 1428110000 D10  RSM-1624VDC INO+CZ 1448470000 AB1  RSM-8 24V-2C0 Z 1448970000 E8
RS F14 LP2N 5/14 0225061001 D6 RS SD50BZ 8537360000 D8  RSM-1624VDC INO+CZ 1448470000 A80  RSM-8 24VAC/DC 1C0 S 1447950000 E8
RS F14LP3R 3/14 8012860000 D7  RSSD508Z 8537350000 D8  RSM-1648V+1C0S 1448320000 E10  RSM-8 24VAC/DC 100 Z 1447970000 E8
RS F14 LPK 2H/16 8258980000 D.7 RS SD50B LP3R 8019920000 D9  RSM-1648V+1C0Z 1448340000 E10  RSM-8 24VAC/DC 2C0 § 1443030000 E8
RSF147 8537200000 D6 RS SD50B UNC 4.40 LP2N 8005171001 D8  RSM-16 48V+2C0 § 1449270000 E10  RSM-8 24VAC/DC 2007 1449040000 E8
RS F16 LP2N 5/16 0225161001 D.6 RS SD50B UNC LPK2 8155640000 D9  RSM-1648V+2C0Z 1449290000 E10  RSM-824VDC INO+CS 1457390000 AB1
RS F16 LP3R 3/18 8012870000 D.7 RS SD50S LP3R 8019970000 D9  RSM-1648V-1C0 S 1448330000 E10  RSM-824VDC INO+CS 1457390000 A66
RS F16 LPK 2H/18 8265540000 D.7 RS SD50S UNC 4.40 LP2N 8005161001 D8  RSM-1648V-1C0Z 1448350000 E10  RSM-824VDC INO+CZ 1457400000 AB1
RS F20 LP2N 5/20 0224261001 A35 RS SD50S UNC LPK2 8155670000 D9  RSM-16 48V-2C0 S 1449280000 E10  RSM-824VDCINO+CZ 1457400000 A66
RS F20 LP2N 5/20 0224261001 D6 RS SD62F HD UNC4.40 § 1428160000 D.10  RSM-16 48V-200Z 1449300000 E10  RSM-848V+1C0 § 1447910000 E8
RS F20 LP3R 3/21 8012910000 D.7 RS SD62M HD UNC4.40 S 1428120000 D10 RSM-16C 1C0S 9445100000 AB1  RSM-848V+1C0Z 1447930000 E8
RS F20 LPK 2H/22 8155600000 D.7 RS SDYBZ 8537320000 D8  RSM-16C 1C08 9445100000 A75  RSM-848V+2C0 8 1448980000 E8
RSF207 8537110000 A35 RS SDYSZ 8537260000 D8 RSM-16C 1C0Z 9447100000 AB1  RSM-848V+200Z 1443010000 E8
RSF207 8537110000 D.6 RS SD9BLP3R 8019880000 D9 RSM-16C 1C0Z 9447100000 A75  RSM-848V-1C0 S 1447920000 E8
RS F26 LP2N 5/26 0224861001 D6 RS SDIB UNC 4.40 LP2N 8003911001 D8  RSM-16PLCCSW 1C0 S 1129030000 A61  RSM-848V-1C0Z 1447940000 E8
RS F26 LP3R 3/27 8012920000 D.7 RS SD9B UNC LPK2 8216480000 D9  RSM-16PLCCSW 1C0 S 1129030000 A72  RSM-848V-2C0 S 1448990000 E8
RS F26 LPK 2H/28 8213470000 D.7 RS SDISLP3R 8019930000 D9  RSM-16PLCCSW 1C0Z 1129040000 AB1  RSM-848V-2C07 1449020000 E8
RS F267 8537180000 D.6 RS SDIS UNC 4.40 LP2N 8003901001 D8  RSM-16PLCCSW 1C0Z 1129040000 A72  RSM8C 1C0S 9445000000 AB1
RS F34 LP2N 5/34 0224361001 D.6 RS SDYS UNC LPK2 8259010000 D9  RSM-16PLCITCO2HS 1431720000 AB61  RSM-8C 1C0S 9445000000 AB4
RS F34 LP3R 3/36 8012930000 D.7  RSVERT 4P 20X4 § 1128100000 D20  RSM-16PLCI1CO2HS 1431720000 A79 RSM8C 100Z 9447000000 AB1
RS F34 LPK 2H/36 8155590000 D.7 RS VERT 4P 20X4 Z 1128110000 D20  RSM-16 PLC SW 1C0 S 1129120000 A61  RSM-8C 1C0Z 9447000000 AB4
RSF347 8537130000 D6  RSVERT6P 12X6 S 1128120000 D20  RSM-16 PLC SW 1C0 S 1129120000 A74  RSM-8PLCCSW 1C0S 1128990000 AB1
RS F40 LP2N 5/40 0224461001 A35  RSVERT 6P 12X6 Z 1128130000 D20  RSM-16 PLCSW 1C0Z 1129130000 A61  RSM-8PLCCSW 1C0S 1128990000 AB3
RS F40 LP2N 5/40 0224461001 D6 RS VERT16 LPK2 8234620000 D.18  RSM-16 PLCSW 1C0Z 1129130000 A74  RSM-8PLCCSW 1C0 Z 1129000000 AB1
RS FA0 LP3R 3/42 8012940000 D7  RSVERT8 LPK2 8252010000 D.18  RSM-16DI 24VDC S 1312000000 A57  RSM-8PLCCSW 1C0Z 1129000000 AB3
RS FAQ LPK 2H/42 8155580000 D7  RSDI10LPAP 8022901001 D21 RSM-16DI24VDC S 1312000000 A58  RSM-BH 24v+1C0 S 1464780000 AB1
RS FA0Z 8537140000 A35  RSD12LP/LP 0181461001 D.21 RSM-16DI 24VDC Z 1312010000 A57  RSM-8H 24V+1C0 S 1464780000 AB5
RS F40Z 8537140000 D6  RSD20LPLP 8022911001 D.21 RSM-16DI 24VDC Z 1312010000 A58  RSM-8H 24V+1C0 Z 1464790000 AB1
RS F50 LP2N 5/50 0224561001 D6  RSD40LPLP 8022921001 D.21  RSM-16DI 48VDC S 1312020000 A57  RSM-8H 24v+ 1C0 Z 1464790000 AB5
RS F50 LP3R 3/51 8012950000 D7  RSDATOLP/LP 1312760000 D.21  RSM-16DI48VDC S 1312020000 A59  RSM-8H 24V-1C0 S 1464800000 AB1
RS F50 LPK 2H/52 8155570000 D7 RSDA20LP/LP 1312780000 D21 RSM-16124V+2C0 8 1449380000 E10  RSM-8H 24V-1C0 S 1464800000 AB8
RS F50Z 8537150000 D6  RSDA22 LP/LP 0180961001 D.21 RSM-161 24+ 2C0 Z 1449390000 E10  RSM8H24V-1C0Z 1464810000 AB1
RS F60 LP2N 5/60 0224661001 D6  RSDASLP/LP 1312740000 D.21 RSM-4 115VAC/DC 1C0 S 1447570000 E6  RSM-8H 24V-1C0 Z 1464810000 A68
RS F60 LP3R 3/63 8012960000 D7  RSDKITOLPLP 1312770000 D.21 RSM-4 115VAC/DC 160 Z 1447580000 E6  RSM-8I24V+1C0 S 1448140000 E8
RS F60 LPK 2H/62 8259000000 D.7  RSDK20 LP/LP 1312790000 D21 RSM-4 115VAC/DC 20 § 1448780000 E6  RSM-8I24V+1C0Z 1448170000 E8
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RSMS-8H 24V+ 1C0 S 1456540000 AB2  TBY-SAV144-2KS-S 1371180000 C.18  TRS24VDC 1C0 AU 1123000000 E20  TRZ 24VDC 1C0 1122880000 E24
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RSS112024 4061590000 C30 TAFI0 1463520000 E19  TRS 24VDC 1C0 AU 1123000000 E31  TRZ24vVDC 1C0 1122880000 E35
RSX LOETST. LP 0329761001 D.17  TIAF10 1463520000 E20  TRS 24VDC 1C0 AU 1123000000 E32  TRZ24VDC 1C0 1122880000 E36

TIAF10 1463520000 E21  TRS 24vDC 1C0 AU 1123000000 E33  TRZ24VDC 1C0 1122880000 E37
s TIAF10 1463520000 E23  TRS 24VDC 1C0 AU 1123000000 E34  TRZ24VDC 1C0 1122880000 E38

TIAF10 1463520000 E24  TRS 24VDC 1C0 AU 1123000000 E35  TRZ24vVDC 1C0 1122880000 E39
SCS 24VDC P1SIL3DS 1303890000 C30 TAFI0 1463520000 E26  TRS 24VDC 1C0 AU 1123000000 E36  TRZ24vDC 1C0 1122880000 E40
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SP-RS PLC PLC5 1771-WA/WC 6720001398 G.36  TIAF10 1463520000 E32  TRS 24vDC 1C0 AU 1123000000 E33  TRZ24VDC 1C0 1122880000 E43
SP-RS PLC PLC5 1771-WB/WD 6720001397 G37  TIAF10 1463520000 E34  TRS 24VDC 1C0 AU 1123000000 EA0  TRZ24VDC 1C0 1122880000 E46
SP-RS PLC PLC5 1771-WI 18CH 6720001399 G.38  TIAF10 1463520000 E36  TRS 24vDC 1C0 AU 1123000000 E41  TRZ24VDC 1C0 AU 1123120000 E19
SP-RS PLC PLC5 1771-WN 40CH 6720001400 G40 TIAF10 1463520000 E37  TRS 24VDC 1C0 AU 1123000000 E42  TRZ24VDC 1C0 AU 1123120000 E20

TIAF10 1463520000 E38  TRS 24VDC 1C0 AU 1123000000 E43  TRZ24VDC 1C0 AU 1123120000 E21
T TIAF10 1463520000 EA0  TRS 24VDC 1C0 AU 1123000000 E44  TRZ24VDC 1C0 AU 1123120000 E22

TIAF10 1463520000 E42  TRS 24VDC 1C0 AU 1123000000 E45  TRZ24VDC 1C0 AU 1123120000 E23
TBY-ADV151-24-PS-2KB-S 1384330000 C5 TIAF10 1463520000 E43  TRS 24VDC 1C0 AU 1123000000 E46  TRZ24VDC 1C0 AU 1123120000 E24
TBY-ADV151-24-PS-2KB-S 1384330000 C13  TAFI10 1463520000 E44  TRS 24VDC 2C0 1123490000 E19  TRZ24vVDC 1C0 AU 1123120000 E25
TBY-ADV151-24-PS-2KB-Z 1384320000 C5 TAFI0 1463520000 E45  TRS 24VDC 2C0 1123430000 E20  TRZ24vVDC 1C0 AU 1123120000 E26
TBY-ADV151-24-PS-2KB-Z 1384320000 C13  TAFI0 1463520000 E46  TRS 24VDC 2C0 1123490000 E21  TRZ24VDC 1C0 AU 1123120000 E27
TBY-ADV151-48-PS-2KB-S 1384280000 C5 TIAFI0 1463520000 EA7  TRS 24VDC 2C0 1123490000 E23  TRZ24VDC 1C0 AU 1123120000 E28
TBY-ADV151-48-PS-2KB-S 1384280000 C14  TIASUBD 158 1463530000 E25  TRS 24vVDC 2C0 1123490000 E24  TRZ24VDC 1C0 AU 1123120000 E29
TBY-ADV151-48-PS-2KB-Z 1384250000 C5  TIASUBD 158 1463530000 E48  TRS 24vDC 2C0 1123490000 E26  TRZ24VDC 1C0 AU 1123120000 E30
TBY-ADV151-48-PS-2KB-Z 1384250000 C14  TIALF10 1463540000 E19  TRS 24vDC 2C0 1123430000 E28  TRZ24VDC 1C0 AU 1123120000 E31
TBY-ADV151-PS-FL-2KB-S 1397820000 C5 TIALF10 1463540000 E20  TRS 24vDC 2C0 1123430000 E29  TRZ24VDC 1C0 AU 1123120000 E32
TBY-ADV151-PS-F-L-2KB-S 1397820000 C12  TIALF10 1463540000 E21  TRS 24VDC 2C0 1123490000 E32  TRZ24VDC 1C0 AU 1123120000 E33
TBY-ADV151-PS-FL-2KB-Z 1397830000 C5  TIALF10 1463540000 E23  TRS 24VDC 2C0 1123490000 E34  TRZ24VDC 1C0 AU 1123120000 E34
TBY-ADV151-PS-FL-2KB-Z 1397830000 C12  TIALFI0 1463540000 E24  TRS 24VDC 2C0 1123490000 E36  TRZ24VDC 1C0 AU 1123120000 E35
TBY-ADV151-PS-L-2KB-S 1384350000 C5  TIALF10 1463540000 E26  TRS 24vDC 2C0 1123490000 E38  TRZ24vVDC 1C0 AU 1123120000 E36
TBY-ADV151-PS-L-2KB-S 1384350000 C11  TIALF10 1463540000 E28  TRS 24vDC 2C0 1123430000 E40  TRZ24VDC 1C0 AU 1123120000 E37
TBY-ADV151-PS1-2KB-Z 1384340000 C5 TIALFI0 1463540000 E29  TRS 24vDC 2C0 1123430000 E42  TRZ24VDC 1C0 AU 1123120000 E38
TBY-ADV151-PS-L-2KB-Z 1384340000 C11  TIALF10 1463540000 E32  TRS 24VDC 2C0 1123490000 E43  TRZ24VDC 1C0 AU 1123120000 E39
TBY-ADV551-CF-PS-2KB-S 1379500000 C5 TIALFI0 1463540000 E34  TRS 24vVDC 2C0 1123490000 E46  TRZ24VDC 1C0 AU 1123120000 E40
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Type Order No. Page
TRZ 24VDC 2C0 1123610000 E20
TRZ 24VDC 2C0 1123610000 E21
TRZ 24VDC 2C0 1123610000 E23
TRZ 24VDC 2C0 1123610000 E24
TRZ 24VDC 2C0 1123610000 E26
TRZ 24vDC 2C0 1123610000 E28
TRZ 24vVDC 2C0 1123610000 E29
TRZ 24VDC 2C0 1123610000 E32
TRZ 24VDC 200 1123610000 E34
TRZ 24VDC 2C0 1123610000 E36
TRZ 24vDC 2C0 1123610000 E38
TRZ 24VDC 2C0 1123610000 E40
TRZ 24VDC 2C0 1123610000 E42
TRZ 24VDC 2C0 1123610000 E43
TRZ 24VDC 200 1123610000 E46
TRZ 24VDC 2C0 AU 1123850000 E19
TRZ 24VDC 2C0 AU 1123850000 E20
TRZ 24VDC 2C0 AU 1123850000 E21
TRZ 24VDC 2C0 AU 1123850000 E23
TRZ 24VDC 2C0 AU 1123850000 E24
TRZ 24VDC 2C0 AU 1123850000 E26
TRZ 24VDC 2C0 AU 1123850000 E28
TRZ 24VDC 2C0 AU 1123850000 E29
TRZ 24VDC 2C0 AU 1123850000 E32
TRZ 24VDC 2C0 AU 1123850000 E34
TRZ 24VDC 2C0 AU 1123850000 E36
TRZ 24VDC 2C0 AU 1123850000 E38
TRZ 24VDC 2C0 AU 1123850000 E40
TRZ 24VDC 2C0 AU 1123850000 E42
TRZ 24VDC 2C0 AU 1123850000 E43
TRZ 24VDC 2C0 AU 1123850000 E44
TRZ 24VDC 2C0 AU 1123850000 E45
TRZ 24VDC 2C0 AU 1123850000 E46
TRZ 24VUC 1C0 1122890000 E19
TRZ 24VUC 1C0 1122890000 E21
TRZ 24VUC 1C0 1122830000 E22
TRZ 24VUC 1C0 1122890000 E24
TRZ 24VUC 1C0 1122890000 E25
TRZ 24VUC 1C0 1122890000 E26
TRZ 24VUC 1C0 1122890000 E27
TRZ 24VUC 1C0 1122830000 E28
TRZ 24VUC 1C0 1122830000 E29
TRZ 24VUC 1C0 1122890000 E30
TRZ 24VUC 100 1122890000 E31
TRZ 24VUC 1C0 1122890000 E32
TRZ 24VUC 1C0 1122890000 E33
TRZ 24VUC 1C0 1122890000 E34
TRZ 24VUC 1C0 1122890000 E35
TRZ 24VUC 1C0 1122890000 E36
TRZ 24VUC 1C0 1122890000 E37
TRZ 24VUC 1C0 1122890000 E39
TRZ 24VUC 1C0 1122890000 E40
TRZ 24VUC 1C0 1122890000 E4
TRZ 24vUC 1C0 1122890000 E44
TRZ 24VUC 1C0 1122890000 E45
TRZ 24VUC 2C0 1123620000 E19
TRZ 24VUC 2C0 1123620000 E21
TRZ 24VUC 2C0 1123620000 E26
TRZ 24VUC 2C0 1123620000 E28
TRZ 24VUC 2C0 1123620000 E29
TRZ 24VUC 2C0 1123620000 E32
TRZ 24VUC 200 1123620000 E34
TRZ 24VUC 2C0 1123620000 E36
TRZ 24VUC 2C0 1123620000 E40
TRZ 24VUC 2C0 1123620000 E44
TRZ 24VUC 2C0 1123620000 E45

2690170000
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Index / Type
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Index / Order No.

X.6

Order No. Type Page Order No. Type Page Order No. Type Page Order No. Type Page
0 1 80000000 1122880000 TRZ 24VDC 1C0 E39 1123490000 TRS 24VDC 2C0 E46 1129120000 RSM-16 PLC SW 1C0 § AB1
1122880000 TRZ 24VDC 1C0 E40 1123500000 TRS 24VUC 200 E19 1129120000 RSM-16 PLC SW 1C0 § AT4
0180961001 RSD A22 LP/LP D.21 1122880000 TRZ 24VDC 1C0 E41 1123500000 TRS 24VUC 200 E21 1129130000 RSM-16 PLC SW 1C0Z AB1
0181061001 RSD K22 LP/LP D.21 1122880000 TRZ 24VDC 1C0 E42 1123500000 TRS 24VUC 2C0 E26 1129130000 RSM-16 PLCSW 1C0Z A4
0181461001 RSD 12 LP/LP D.21 1122880000 TRZ 24VDC 1C0 E43 1123500000 TRS 24VUC 2C0 E28
1122880000 TRZ 24VDC 1C0 E46 1123500000 TRS 24VUC 2C0 E29
0220000000 1122890000 TRZ 24VUC 1C0 E19 1123500000 TRS 24VUC 2C0 E32 1 220000000
1122890000 TRZ 24VUC 1C0 E21 1123500000 TRS 24VUC 200 E34 1221550000 FTA-C300-32DI0HV-S B5
0224261001 RS F20 LP2N 5/20 A35 1122890000 TRZ 24VUC 1C0 E22 1123500000 TRS 24VUC 200 E36 1221550000 FTA-C300-32DI0HV-S B.6
0224261001 RS F20 LP2N 5/20 D6 1122890000 TRZ 24VUC 1C0O E24 1123500000 TRS 24VUC 2C0 E40 1221560000 FTA-C300-32DIOHV-Z BS5
0224361001 RS F34 LP2N 5/34 D6 1122890000 TRZ 24VUC 1C0 E25 1123500000 TRS 24VUC 2C0 E44 1221560000 FTA-C300-32DIOHV-Z B.6
0224461001 RS F40 LP2N 5/40 A35 1122890000 TRZ 24VUC 1C0 E26 1123500000 TRS 24VUC 2C0 E45 1221570000 FTA-C300-32D0-RSLIM-S B5
0224461001 RS F40 LP2N 5/40 D6 1122890000 TRZ 24VUC 1C0 E27 1123610000 TRZ 24VDC 2C0 E19 1221570000 FTA-C300-32D0-RSLIM-S B.12
0224561001 RS F50 LP2N 5/50 D6 1122890000 TRZ 24VUC 1C0 E28 1123610000 TRZ 24VDC 2C0 E20 1221580000 FTA-C300-32D0-RSLIM-Z B5
0224661001 RS F60 LP2N 5/60 D6 1122890000 TRZ 24VUC 1C0 E29 1123610000 TRZ 24VDC 200 E21 1221580000 FTA-C300-32D0-RSLIM-Z B.12
0224761001 RS F64 LP2N 5/64 D6 1122890000 TRZ 24VUC 1C0O E30 1123610000 TRZ 24VDC 2C0 E23 1221590000 FTA-C300-32D0-LD-S BS5
0224861001 RS F26 LP2N 5/26 D6 1122890000 TRZ 24VUC 1C0 E31 1123610000 TRZ 24VDC 2C0 E24 1221590000 FTA-C300-32D0-LD-S B.7
0224961001 RS F10 LP2N 5/10 D6 1122890000 TRZ 24VUC 1C0 E32 1123610000 TRZ 24VDC 2C0 E26 1221600000 FTA-C300-32D0-LD-Z B5
0225061001 RS F14 LP2N 5/14 D6 1122890000 TRZ 24VUC 1C0 E33 1123610000 TRZ 24VDC 2C0 E28 1221600000 FTA-C300-32D0-L.0-Z B.7
0225161001 RS F16 LP2N 5/16 D6 1122890000 TRZ 24VUC 1C0 E34 1123610000 TRZ 24VDC 2C0 E29 1222940000 FTA-C300-32DLD-S B5
1122890000 TRZ 24VUC 1C0 E35 1123610000 TRZ 24VDC 2C0 E32 1222940000 FTA-C300-32D1-LD-S B.6
0320000000 1122890000 TRZ 24VUC 1C0O E36 1123610000 TRZ 24VDC 2C0 E34 1222950000 FTA-C300-32DI-.D-Z BS5
1122890000 TRZ 24VUC 1C0 E.37 1123610000 TRZ 24VDC 2C0 E36 1222950000 FTA-C300-32DI-.D-Z B6
0329761001 RSX LOETST. LP D.17 1122890000 TRZ 24VUC 1C0 E39 1123610000 TRZ 24VDC 2C0 E38 1222980000 FTA-C300-16A0-SH-S B5
1122890000 TRZ 24VUC 1C0 E40 1123610000 TRZ 24VDC 2C0 E40 1222980000 FTA-C300-16A0-SH-S B9
0430000000 1122890000 TRZ 24VUC 1C0 E41 1123610000 TRZ 24VDC 2C0 E42 1222990000 FTA-C300-16A0-SH-Z B5
1122890000 TRZ 24VUC 1C0 E44 1123610000 TRZ 24VDC 2C0 E43 1222990000 FTA-C300-16A0-SH-Z B9
0430900000 G 20/2.00A/F c30 1122890000 TRZ 24VUC 1C0O E45 1123610000 TRZ 24VDC 2C0 E46 1223010000 FTA-C300-16A0-SH-P BS5
1123000000 TRS 24VDC 1C0 AU E19 1123620000 TRZ 24VUC 2C0 E19 1223010000 FTA-C300-16A0-SH-P B9
1 1 20000000 1123000000 TRS 24VDC 1C0 AU E20 1123620000 TRZ 24VUC 2C0 E21 1223020000 FTA-C300-16A0-TEST-S B5
1123000000 TRS 24VDC 1C0 AU E21 1123620000 TRZ 24VUC 2C0 E26 1223020000 FTA-C300-16A0-TEST-S B9
1122770000 TRS 24VDC 1C0 E19 1123000000 TRS 24VDC 1C0 AU E22 1123620000 TRZ 24VUC 2C0 E28 1223030000 FTA-C300-16A0-TEST-Z B5
1122770000 TRS 24VDC 1C0 E20 1123000000 TRS 24VDC 1C0 AU E23 1123620000 TRZ 24VUC 2C0 E29 1223030000 FTA-C300-16A0-TEST-Z B9
1122770000 TRS 24VDC 1C0 E21 1123000000 TRS 24VDC 1C0 AU E24 1123620000 TRZ 24VUC 2C0 E32
1122770000 TRS 24VDC 1C0 E22 1123000000 TRS 24VDC 1C0 AU E25 1123620000 TRZ 24VUC 2C0 E34
1122770000 TRS 24VDC 1C0 E23 1123000000 TRS 24VDC 1C0 AU E26 1123620000 TRZ 24VUC 2C0 E.36 1 240000000
1122770000 TRS 24VDC 1C0 E24 1123000000 TRS 24VDC 1C0 AU E27 1123620000 TRZ 24VUC 2C0 E40 1246910000 FTA-C300-32D0-FUSE-S B5
1122770000 TRS 24VDC 1C0 E25 1123000000 TRS 24VDC 1C0 AU E28 1123620000 TRZ 24VUC 2C0 E44 1246910000 FTA-C300-32D0-FUSE-S B.7
1122770000 TRS 24VDC 1C0 E26 1123000000 TRS 24VDC 1C0 AU E29 1123620000 TRZ 24VUC 2C0 E45 1246920000 FTA-C300-32D0-FUSE-Z B5
1122770000 TRS 24VDC 1C0 E27 1123000000 TRS 24VDC 1C0 AU E30 1123730000 TRS 24VDC 2C0 AU E19 1246920000 FTA-C300-32D0-FUSE-Z B.7
1122770000 TRS 24VDC 1C0 E28 1123000000 TRS 24VDC 1C0 AU E31 1123730000 TRS 24VDC 2C0 AU E20 1247120000 FTA-C300-16AI-SH-S B5
1122770000 TRS 24VDC 1C0 E29 1123000000 TRS 24VDC 1C0 AU E32 1123730000 TRS 24VDC 2C0 AU E21 1247120000 FTA-C300-16AI-SH-S B8
1122770000 TRS 24VDC 1C0 E30 1123000000 TRS 24VDC 1C0 AU E33 1123730000 TRS 24VDC 200 AU E23 1247130000 FTA-C300-16AI-SH-Z BS5
1122770000 TRS 24VDC 1C0 E31 1123000000 TRS 24VDC 1C0 AU E34 1123730000 TRS 24VDC 2C0 AU E24 1247130000 FTA-C300-16AI-SH-Z B8
1122770000 TRS 24VDC 1C0 E32 1123000000 TRS 24VDC 1C0 AU E35 1123730000 TRS 24VDC 2C0 AU E26 1247140000 FTA-C300-16AITEST-S B5
1122770000 TRS 24VDC 1C0 E33 1123000000 TRS 24VDC 1C0 AU E36 1123730000 TRS 24VDC 2C0 AU E28 1247140000 FTA-C300-16AI-TEST-S B8
1122770000 TRS 24VDC 1C0 E34 1123000000 TRS 24VDC 1C0 AU E.37 1123730000 TRS 24VDC 2C0 AU E29 1247150000 FTA-C300-16AI-TEST-Z B5
1122770000 TRS 24VDC 1C0 E35 1123000000 TRS 24VDC 1C0 AU E38 1123730000 TRS 24VDC 2C0 AU E32 1247150000 FTA-C300-16AI-TEST-Z B8
1122770000 TRS 24VDC 1C0 E36 1123000000 TRS 24VDC 1C0 AU E39 1123730000 TRS 24VDC 2C0 AU E34
1122770000 TRS 24VDC 1C0 E37 1123000000 TRS 24VDC 1C0 AU E40 1123730000 TRS 24VDC 2C0 AU E36
1122770000 TRS 24VDC 1C0 E38 1123000000 TRS 24VDC 1C0 AU E41 1123730000 TRS 24VDC 2C0 AU E38 1 280000000
1122770000 TRS 24VDC 1C0 E39 1123000000 TRS 24VDC 1C0 AU E42 1123730000 TRS 24VDC 2C0 AU E40 1289090000 RS 4AI0 DP-M258 SD S Ab1
1122770000 TRS 24VDC 1C0 E40 1123000000 TRS 24VDC 1C0 AU E43 1123730000 TRS 24VDC 2C0 AU E42 1289090000 RS 4AI0 DP-M258 SD S Ab3
1122770000 TRS 24VDC 1C0 E41 1123000000 TRS 24VDC 1C0 AU E44 1123730000 TRS 24VDC 2C0 AU E43 1289100000 RSM-12PLCC 1C0 S AB1
1122770000 TRS 24VDC 1C0 E42 1123000000 TRS 24VDC 1C0 AU E45 1123730000 TRS 24VDC 2C0 AU E44 1289100000 RSM-12PLCC 1C0 S AB9
1122770000 TRS 24VDC 1C0 E43 1123000000 TRS 24VDC 1C0 AU E46 1123730000 TRS 24VDC 2C0 AU E45
1122770000 TRS 24VDC 1C0 E46 1123120000 TRZ 24VDC 1C0 AU E19 1123730000 TRS 24VDC 2C0 AU E46
1122780000 TRS 24VUC 1C0 E19 1123120000 TRZ 24VDC 1C0 AU E20 1123850000 TRZ 24VDC 2C0 AU E19 1 300000000
1122780000 TRS 24VUC 1C0 E21 1123120000 TRZ 24VDC 1C0 AU E21 1123850000 TRZ 24VDC 2C0 AU E20 1303760000 SCS 24VDCP1SIL3DS M C.30
1122780000 TRS 24VUC 1C0 E22 1123120000 TRZ 24VDC 1C0 AU E22 1123850000 TRZ 24VDC 2C0 AU E21 1303890000 SCS 24VDC P1SIL3DS C.30
1122780000 TRS 24VUC 1C0 E24 1123120000 TRZ 24VDC 1C0 AU E23 1123850000 TRZ 24VDC 2C0 AU E23 1308230000 RS 4AIDDPSDZ AS51
1122780000 TRS 24VUC 1C0 E25 1123120000 TRZ 24VDC 1C0 AU E24 1123850000 TRZ 24VDC 2C0 AU E24 1308230000 RS 4AIDDPSDZ AB2
1122780000 TRS 24VUC 1C0 E26 1123120000 TRZ 24VDC 1C0 AU E25 1123850000 TRZ 24VDC 2C0 AU E26 1308240000 RS 4AI0 -M-DP SDZ AS51
1122780000 TRS 24VUC 1C0 E27 1123120000 TRZ 24VDC 1C0 AU E26 1123850000 TRZ 24VDC 2C0 AU E28 1308240000 RS 4AI0 IVI-DP SD Z Ab2
1122780000 TRS 24VUC 1C0 E28 1123120000 TRZ 24VDC 1C0 AU E27 1123850000 TRZ 24VDC 2C0 AU E29 1308250000 RSBAIODPSDZ A51
1122780000 TRS 24VUC 1C0 E29 1123120000 TRZ 24VDC 1C0 AU E28 1123850000 TRZ 24VDC 2C0 AU E32 1308250000 RS8AIODPSDZ A54
1122780000 TRS 24VUC 1C0 E30 1123120000 TRZ 24VDC 1C0 AU E29 1123850000 TRZ 24VDC 2C0 AU E34 1308270000 RS 16AI0 DPSDZ AS51
1122780000 TRS 24VUC 1C0 E31 1123120000 TRZ 24VDC 1C0 AU E30 1123850000 TRZ 24VDC 2C0 AU E36 1308270000 RS 16AI0 DPSDZ A56
1122780000 TRS 24VUC 1C0 E32 1123120000 TRZ 24VDC 1C0 AU E31 1123850000 TRZ 24VDC 2C0 AU E38 1308280000 RS 16AI0 -M-DP SDZ AS51
1122780000 TRS 24VUC 1C0 E33 1123120000 TRZ 24VDC 1C0 AU E32 1123850000 TRZ 24VDC 2C0 AU E40 1308280000 RS 16AI0 |-M-DP SDZ Ab6
1122780000 TRS 24VUC 1C0 E34 1123120000 TRZ 24VDC 1C0 AU E33 1123850000 TRZ 24VDC 2C0 AU E42
1122780000 TRS 24VUC 1C0 E35 1123120000 TRZ 24VDC 1C0 AU E34 1123850000 TRZ 24VDC 2C0 AU E43
1122780000 TRS 24VUC 1C0 E36 1123120000 TRZ 24VDC 1C0 AU E35 1123850000 TRZ 24VDC 2C0 AU E44 1 3 1 0000000
1122780000 TRS 24VUC 1C0 E37 1123120000 TRZ 24VDC 1C0 AU E36 1123850000 TRZ 24VDC 2C0 AU E45 1311750000 RS 1610 IWHZ A35
1122780000 TRS 24VUC 1C0 E39 1123120000 TRZ 24VDC 1C0 AU E37 1123850000 TRZ 24VDC 2C0 AU E46 1311750000 RS 1610 IWHZ A38
1122780000 TRS 24VUC 1C0 E40 1123120000 TRZ 24VDC 1C0 AU E38 1126610000 RS ELCO 20/20RM S D.12 1311770000 RS 16I0 IWLHZ A35
1122780000 TRS 24VUC 1C0 E41 1123120000 TRZ 24VDC 1C0 AU E39 1126630000 RS ELCO 20/20LM D.12 1311770000 RS 16I0 IWLHZ A38
1122780000 TRS 24VUC 1C0 E44 1123120000 TRZ 24VDC 1C0 AU E40 1126650000 RS ELCO 38/38RM S D.12 1311780000 RS 1610 IW -LHZ A35
1122780000 TRS 24VUC 1C0 E45 1123120000 TRZ 24VDC 1C0 AU E41 1126670000 RS ELCO 38/38LM $ D.12 1311780000 RS 1610 W HLHZ A39
1122880000 TRZ 24VDC 100 E19 1123120000 TRZ 24VDC 1C0 AU E42 1126690000 RS ELCO 56/32RM S D.12 1311790000 RS 1610 2WHZ A35
1122880000 TRZ 24VDC 100 E20 1123120000 TRZ 24VDC 1C0 AU E43 1126710000 RS ELCO 56/32LM S D.12 1311790000 RS 1610 2WHZ A40
1122880000 TRZ 24VDC 1C0 E21 1123120000 TRZ 24VDC 1C0 AU E44 1126730000 RS ELCO 56/54RM § D.12 1311800000 RS 16I02WLHZ A35
1122880000 TRZ 24VDC 1C0 E22 1123120000 TRZ 24VDC 1C0 AU E45 1126750000 RS ELCO 56/54LM § D.12 1311800000 RS 16I02WLHZ A40
1122880000 TRZ 24VDC 1C0 E23 1123120000 TRZ 24VDC 1C0 AU E46 1126770000 RS ELCO 56/56RM S D.12 1311810000 RS 16102WIHS A35
1122880000 TRZ 24VDC 1C0 E24 1123490000 TRS 24VDC 2C0 E19 1126790000 RS ELCO 56/56LM S D.12 1311810000 RS 1610 2WIHS A4
1122880000 TRZ 24VDC 100 E25 1123490000 TRS 24VDC 2C0 E20 1126810000 RS ELCO 90/90RM § D.12 1311820000 RS 1610 2WIHZ A35
1122880000 TRZ 24VDC 100 E26 1123490000 TRS 24VDC 2C0 E21 1126870000 RS ELCO 90/90LM § D.12 1311820000 RS 1610 2WIHZ A4
1122880000 TRZ 24VDC 1C0 E27 1123490000 TRS 24VDC 2C0 E23 1128100000 RS VERT 4P 20X4 § D.20 1311830000 RS 1610 2W [ILHZ A35
1122880000 TRZ 24VDC 1C0 E28 1123490000 TRS 24VDC 2C0 E24 1128110000 RS VERT 4P 20X4 Z D.20 1311830000 RS 1610 2W ILHZ A4l
1122880000 TRZ 24VDC 1C0 E29 1123490000 TRS 24VDC 2C0 E26 1128120000 RSVERT 6P 12X6 S D20 1311840000 RS 1610 2WFHZ A35
1122880000 TRZ 24VDC 1C0 E30 1123490000 TRS 24VDC 2C0 E28 1128130000 RS VERT 6P 12X6Z D.20 1311840000 RS 1610 2WFHZ A43
1122880000 TRZ 24VDC 100 E31 1123490000 TRS 24VDC 2C0 E29 1128990000 RSM-8PLCCSW 1C0 S AB1 1311850000 RS 1610 2W FLHS A35
1122880000 TRZ 24VDC 100 E32 1123490000 TRS 24VDC 2C0 E32 1128990000 RSM-8PLCCSW 1C0 S AB3 1311850000 RS 1610 2W F-LHS A43
1122880000 TRZ 24VDC 1C0 E33 1123490000 TRS 24VDC 2C0 E.34 1129000000 RSM-8 PLCC SW 1C0Z AB1 1311870000 RS 1610 2W FLHZ A35
1122880000 TRZ 24VDC 1C0 E34 1123490000 TRS 24VDC 2C0 E36 1129000000 RSM-8 PLCC SW 1C0Z AB3 1311870000 RS 1610 2W FLHZ A43
1122880000 TRZ 24VDC 160 E35 1123490000 TRS 24VDC 2C0 E38 1129030000 RSM-16 PLCC SW 1C0 $ AB1 1311880000 RS 1610 3WHZ A35
1122880000 TRZ 24VDC 100 E36 1123490000 TRS 24VDC 2C0 E40 1129030000 RSM-16 PLCC SW 1C0 S A72 1311880000 RS 1610 3WHZ Ad4
1122880000 TRZ 24VDC 100 E37 1123490000 TRS 24VDC 2C0 E42 1129040000 RSM-16 PLCC SW 1C0Z AB1 1311890000 RS 16103WLHZ A35
1122880000 TRZ 24VDC 100 E38 1123490000 TRS 24VDC 2C0 E43 1129040000 RSM-16 PLCC SW 1C0Z A72 1311890000 RS 16103WLHZ Ad4
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1312000000 RSM-16DI 24VDC S A57 1371220000 TBY-RS-AIO--2KS-S €20 1428130000 RS SD15F HD UNC4.40 D10 1448630000 RSM-4 12V+200Z E6
1312000000 RSM-16DI 24VDC S A58 1371230000 TBY-RS-AIO--2KSZ C17 1428140000 RS SD26F HD UNC4.40 § D10 1448640000 RSM-4 12V-200Z E6
1312010000 RSM-16DI 24VDC Z A57 1371230000 TBY-RS-AIO-2KSZ €20 1428150000 RS SD44F HD UNC4.40 § D10 1448650000 RSM-4 24V+200S E6
1312010000 RSM-16DI 24VDC Z A58 1371240000 TBY-SAI143FLPS2KSS C17 1428160000 RS SDB2F HD UNC4.40 § D10 1448670000 RSM-4 24V-2C0 S E6
1312020000 RSM-16D1 48VDC S A57 1371240000 TBY-SAI143FLPS2KSS €22 1448680000 RSM-4 24+ 2007 E6
1312020000 RSM-16D1 48VDC S A59 1371250000 TBY-SAI143FLPS2KSZ c17 1448690000 RSM-4 24V-2007 E6
1312040000 FTA300-32D1-24VDC-S B5 1371250000 TBY-SAI143-FL-PS-2KSZ €22 1 43 000 0 uuo 1448700000 RSM-4 48V+200S E6
1312040000 FTAC300-32D-24VDC-S B.11 1371340000 TBY-RS-UNIV-SP-2KS-S C17 1431700000 RS 1610 2W H.2HS A35 1448710000 RSM-4 48V-2C0 S E6
1312740000 RSD A5 LP/LP D21 1371340000 TBY-RS-UNIV-SP-2KS-S €21 1431700000 RS 1610 2W H.2HS A42 1448720000 RSM-4 48V+200Z E6
1312750000 RSD K5 LP/LP D21 1371370000 TBY-RSUNIV-SP-2KSZ C17 1431720000 RSM-16 PLCI 1CO 2HS AB1 1448730000 RSM-4 48V-2C0Z E6
1312760000 RSD A10 LP/LP D21 1371370000 TBY-RSUNIV-SP-2KSZ €21 1431720000 RSM-16 PLCI 1CO 2HS A79 1448740000 RSM-4 24VAC/DC 200 S E6
1312770000 RSD K10 LP/LP D21 1371390000 TBY-SDV144-PS-2KB-S 17 1448770000 RSM-4 24VAC/DC 200 Z E6
1312780000 RSD A20 LP/LP D21 1371390000 TBY-SDV144-PS-2KB-S c.24 1448780000 RSM-4 115VAC/DC2C0 S E6
1312790000 RSD K20 LP/LP D21 1371410000 TBY-SDV144-PS-2KB-Z c17 1 44000 u 000 1448790000 RSM-4 115VAC/DC 2C0Z E6
1371410000 TBY-SDV144-PS-2KB-Z C24 1440740010 PACHD15MHD15M-V0-1M F6 1448800000 RSM-4 230VAC 2C0 § E6
1 3 200 0 000 n 1371470000 TBY-C3-AI0-2KS-S C5 1440750010 PACHD15F-HD15FV0-1M F6 1448810000 RSM-4 230VAC 20 Z E6
1371470000 TBY-C3-AI0-2KSS C6 1440770010 PACHD15MHD15FV0-IM F7 1448820000 RSM-41 24V+ 200 S E6
1323930xxx PAC-$300-20-05F F9 1371500000 TBY-C3-AI0-2KSZ C5 1440780010 PACHD15FFVO-TM F6 1448830000 RSM-4 24V+ 2007 E6
1323960xxx PAC-S300-40-05-F F9 1371500000 TBY-C3-AI0-2KS-Z C6 1440810010 PACHD15MFV0-IM F6 1448890000 RSM-8 12V+200S E8
1371530000 TBY-C3-16A12KSS C5 1447400000 RSM-4 12V+1C0 S E6 1448900000 RSM-8 12V-2C0 E8
13 40000000 1371530000 TBY-L3-16A12KSS C6 1447410000 RSM-4 12V-1C0S E6 1448910000 RSM-8 12V+200Z E8
1371540000 TBY-RSDIO-2KB-S C17 1447420000 RSM-4 12V+100Z E6 1448920000 RSM-8 12V-2C0Z E8
1349330010 PACC300-32-F-25-1M B.15 1371540000 TBY-RSDIO-2KB-S €23 1447430000 RSM-4 12V-1C0Z E6 1448930000 RSM-8 24V+200S E8
1349340010 PACC300-36-F-25-1M B.16 1371550000 TBY-C3-16A12KSZ C5 1447440000 RSM-4 24V+100 E6 1448940000 RSM-8 24V-200 S E8
1349350010 €300-32B-F-25-M25-1M B.15 1371550000 TBY-C3-16A12KSZ C6 1447450000 RSMH4 24V-1C0S E6 1448950000 RSM-8 24V+200Z E8
1349370010 C300-36B-F-25-M25-1M B.16 1371570000 TBY-RSDI0-2KB-Z C17 1447470000 RSMH4 24V+100Z E6 1448970000 RSM-8 24V-2C0Z E8
1349630010 PACUNIV-HETO-HE10-IM F3 1371570000 TBY-RSDI0-2KBZ €23 1447480000 RSMH4 24V- 1007 E6 1448980000 RSM-8 48V+200S E8
1349640010 PACUNIV-HET4-HE14-1M F3 1371580000 TBY-C3-16AI0-2KS-S C5 1447500000 RSM-4 48V+ 100 S E6 1448990000 RSM-8 48V-2C0 S E8
1349650010 PACUNIV-HET6-HE16-1M F3 1371580000 TBY-C3-16AI0-2KSS C6 1447510000 RSM-4 48V-1C0S E6 1449010000 RSM-8 48V+200Z E8
1349670010 PACUNIV-HE20-HE20-1M F3 1371590000 TBY-C3-16AI0-2KSZ C5 1447520000 RSM-4 48V+100Z E6 1449020000 RSM-8 48V-2007 E8
1349670xxx PACUNIV-HE20-HE20 65 1371590000 TBY-C3-16AI0-2KS-Z C6 1447530000 RSM-4 48V- 1007 E6 1449030000 RSM-8 24VAC/DC2C0 S E8
1349670xxx PACUNIV-HE20-HE20 67 1371600000 TBY-C3-AI0H2KS-S C5 1447540000 RSM-4 24VAC/DC 160 E6 1449040000 RSM-8 24VAC/DC 2C0Z E8
1349670xxx PACUNIV-HE20-HE20 69 1371600000 TBY-C3-AI0H2KSS C8 1447550000 RSM-4 24VAC/DC 1C0Z E6 1449050000 RSM-8 115VAC/DC2C0S E8
1349680010 PACUNIV-HE26-HE26-1M F3 1371610000 TBY-C3-AI02KSZ C5 1447570000 RSM-4 115VAC/DC 100 S E6 1449070000 RSM-8 115VAC/DC 2C0Z E8
1349690010 PACUNIV-HE34-HE34-TM F3 1371610000 TBY-C3-AI02KSZ C8 1447580000 RSM-4 115VAC/DC 1C0Z E6 1449080000 RSM-8 230VAC 200 § E8
1349700010 PAC-UNIV-HE40-HE40-IM F3 1371640000 TBY-C3-UNIV-SP-2KS-S C5 1447600000 RSM-4 230VAC 10 E6 1449090000 RSM-8 230VAC 2C0Z E8
1349720010 PACUNIV-HE50-HES0-1M F3 1371640000 TBY-C3-UNIV-SP-2KS-S C9 1447610000 RSM-4 230VAC 1C0Z E6 1449100000 RSM-81 24V+ 200 S E8
1349730010 PACUNIV-HET0F-1M F3 1371650000 TBY-C3-UNIV-SP-2KS-Z C5 1447740000 RSMH41 24V+ 100 S E6 1449110000 RSM-81 24V+200Z E8
1349740010 PACUNIV-HET4-F-1M F3 1371650000 TBY-C3-UNIV-SP-2KSZ C9 1447750000 RSM-41 24V+ 1007 E6 1449170000 RSM-16 12V+2C0 S E10
1349750010 PACUNIV-DIM-DIM-1M F4 1373780010 C300-36B-F-25M34-1M B.16 1447820000 RSM-8 12V+1C0 S E8 1449180000 RSM-16 12V-2C0S E10
1349770010 PACUNIV-HE16F-1M F3 1373820010 C300-36B-F-2S-M50-1M B.16 1447830000 RSM-8 12V-1C0S E8 1449190000 RSM-16 12V+2C0Z E10
1349780010 PACUNIV-D15M-D15M-1M F4 1373880010 PACC300-32-1616-25-1M B.19 1447840000 RSM-8 12V+100Z E8 1449200000 RSM-16 12V-2C0Z E10
1349790010 PACUNIV-HE20-F-1M F3 1373900010 PACC300-32-F-34-1M B.15 1447850000 RSM:-8 12V-1C0Z E8 1449210000 RSM-16 24V+ 200 AB1
1349790xxx PACUNIV-HE20-F F9 1373910010 PACC300-36-F-34-1M B.16 1447870000 RSM-8 24V+100 S E8 1449210000 RSM-16 24V+ 200 A76
1349800010 PACUNIV-D25M-D25M-1M F4 1373920010 PAC300-32-1616-50-1M B.19 1447880000 RSM:8 24V-1C0S E8 1449210000 RSM-16 24V+ 200 S E10
1349820010 PACUNIV-HE26-F-1M F3 1373940010 PACC300-32-F-50-1M B.15 1447890000 RSM-§ 24V+100Z E8 1449220000 RSM-16 24V-2C0 S AB1
1349830010 PACUNIV-D37M-D37M-1M F4 1373950010 PACC300-36-F-50-1M B.16 1447900000 RSM:-8 24V-1C0Z E8 1449220000 RSM-16 24V-2C0 S A84
1349840010 PACUNIV-HE34-F-1M F3 1379500000 TBY-ADV551-CF-PS-2KB-S C5 1447910000 RSM-8 48V+ 100 S E8 1449220000 RSM-16 24V-2C0 S E10
1349850010 PACUNIV-D50M-D50M-1M F4 1379500000 TBY-ADV551-CF-PS-2KB-S C15 1447920000 RSM-8 48V- 1C0S E8 1449230000 RSM-16 24V+ 2002 AB1
1349870010 PACUNIV-DIF-DF-1M F4 1379510000 TBY-ADV551-CF-PS-2KB-Z C5 1447930000 RSM-8 48V+100Z E8 1449230000 RSM-16 24V+200Z A76
1349880010 PACUNIV-HE40-F-IM F3 1379510000 TBY-ADV551-CF-PS-2KB-Z C15 1447940000 RSM:8 48V-1C0Z E8 1449230000 RSM-16 24V+200Z E10
1349880xxx PACUNIV-HE40F F9 1447950000 RSM-8 24VAC/DC 100 S E8 1449250000 RSM-16 24V-20Z AB1
1349890010 PACUNIV-D15FD15F-1M F4 1447970000 RSM-8 24VAC/DC 100Z E8 1449250000 RSM-16 24V-20Z A84
1349920010 PAC-UNIV-D25F-D25F-1M F4 1380000000 1447980000 RSM-8 115VAC/DC 100 S E8 1449250000 RSM-16 24V-2C0Z E10
1349920xxx PACUNIV-D25F-D25F-1M A12 1384080000 TBY-C3-UNIV-2KB-Z C5 1447990000 RSM-8 115VAC/DC 1C0Z E8 1449270000 RSM-16 48V+ 200 E10
1349930010 PACUNIV-D37F-D37F-1M F4 1384080000 TBY-C3-UNIV-2KB-Z 10 1448000000 RSM-8 230VAC 1C0 S E8 1449280000 RSM-16 48V-2C0 S E10
1349940010 PACUNIV-D50F-D50F-1M F4 1384090000 TBY-L3-UNIV-2KB-S C5 1448010000 RSM-8 230VAC 1C0Z E8 1449290000 RSM-16 48V+2C0Z E10
1349950010 PACUNIV-DIM-DSF-IM F5 1384090000 TBY-C3-UNIV-2KB-S C10 1448140000 RSM-81 24V+ 1C0S E8 1449300000 RSM-16 48V-2C0Z E10
1349970010 PACUNIV-D15M-D15F-1M F5 1384250000 TBY-ADV151-48-PS2KBZ C5 1448170000 RSM-81 24V+ 1C0Z E8 1449310000 RSM-16 24VAC/DC 2C0 S E10
1349980010 PAC-UNIV-D25M-D25F-1M F5 1384250000 TBY-ADV151-48-PS-2KB-Z C14 1448230000 RSM-16 12V+ 1C0S E10 1449320000 RSM-16 24VAC/DC 2C0Z E10
1349990010 PACUNIV-D37M-D37F-1M F5 1384280000 TBY-ADV151-48-PS-2KB-S C5 1448240000 RSM-16 12V-1C0 S E10 1449330000 RSM-16 115VAC/DC 2C0 S E10
1384280000 TBY-ADV151-48-PS-2KB-S C14 1448250000 RSM-16 12V+ 100Z E10 1449340000 RSM-16 115VAC/DC 2C0Z E10
1350000000 1384320000 TBY-ADV151-24-PS-2KB-Z C5 1448270000 RSM-16 12V- 1C0Z E10 1449350000 RSM-16 230VAC 2C0 S E10
1384320000 TBY-ADV151-24PS-2KBZ C13 1448280000 RSM-16 24V+ 1C0S AB1 1449370000 RSM-16 230VAC 200 Z E10
1350000010 PAC-UNIV-D50M-D50F-1M F5 1384330000 TBY-ADV151-24PS-2KB-S C5 1448280000 RSM-16 24V+ 1C0S A73 1449380000 RSM-161 24V+ 20 S E10
1350250xxx PACCMLX-UNIU-VOXXXX F9 1384330000 TBY-ADV151-24PS-2KB-S C13 1448280000 RSM-16 24V+ 1C0S E10 1449390000 RSM-161 24V+ 200 Z E10
1350270xxx PACCMLX-UNISVOXXXX F9 1384340000 TBY-ADV151-PSL-2KBZ C5 1448290000 RSM-16 24V- 1C0 S AB1
1350400010 PACUNIV-DIM-F-1M F4 1384340000 TBY-ADV151-PS1-2KBZ C11 1448290000 RSM-16 24V-1C0 A83
1350420010 PACUNIV-D15M-F-1M F4 1384350000 TBY-ADV151-PSL-2KB-S C5 1448290000 RSM-16 24V-1C0 S E10 1450000000
1350430010 PACUNIV-D25M-F-1M F4 1384350000 TBY-ADV151-PSL-2KB-S C11 1448300000 RSM-16 24V+ 1C0Z AB1  1452610xxx PACFJ40F-IM F9
1350430xxx PACUNIV-D25M-F F9 1448300000 RSM-16 24V+ 1C0Z A73 1456540000 RSMS-8H 24V+ 1C0 S AB1
1350440010 PACUNIV-D37M-F-1M F4 1448300000 RSM-16 24V+ 1C0Z E10 1456540000 RSMS-8H 24V+ 1C0 S A2
1350450010 PACUNIV-D50M-F-1M F4 1390000000 1448310000 RSM-16 24V- 1C0Z AB1 1456540000 RSMS-8H 24V+ 100 S E14
1350470010 PACUNIV-DIF-F-1M F4 1395370000 TBY-SDV144-F-PS-2KB-S C17 1448310000 RSM-16 24V- 1C0Z A83 1456550000 RSMS-8H 24V-1C0S AB1
1350480010 PACUNIV-D15FF-1M F4 1395370000 TBY-SDV144-F-PS-2KB-S €25 1448310000 RSM-16 24V- 1C0Z E10 1456550000 RSMS-8H 24V-1C0S AB7
1350490010 PACUNIV-D25FF-1M F4 1395380000 TBY-SOV144-FPS-2KBZ C17 1448320000 RSM-16 48V~ 1C0S E10 1456550000 RSMS-8H 24V-1C0 S E14
1350500010 PACUNIV-D37FF-1M F4 1395380000 TBY-SOV144-FPS-2KBZ €25 1448330000 RSM-16 48V-1C0 S E10 1456570000 RSMS-8H 24V+ 1C0Z AB1
1350520010 PAC-UNIV-D50FF-1M F4 1397820000 TBY-ADV151-PSFL-2KB-S C5 1448340000 RSM-16 48V+ 1C0Z E10 1456570000 RSMS-8H 24V+ 1C0Z A2
1356950xxx PAC-M340-UNIUVO F9 1397820000 TBY-ADV151-PSFL-2KB-S €12 1448350000 RSM-16 48V- 1C0Z E10 1456570000 RSMS-8H 24V+ 1C0Z E14
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7789827 xxx PAC-PREM-UNIUO F9 8259010000 RS SD9S UNCLPK2 D9 9448010000 RSBAIODPSDS A51
7789828010 C300-32B-320B-28-M25-1M B.13 9448010000 RSBAIODPSDS Ab54
7789829010 C300-36B-324B-28-M25-1M B.14 9448020000 RS 16AI0DPSD S AS51
7789837010 PAC300-3636-50-1M B.14 8260000000 9448020000 RS 16AI0DPSD S A56
7789838010 €300-32B-320B-28-M50-1M B.13 8265540000 RS F16 LPK 2H/18 D.7 9448030000 RS 8AI PREM/APR SD § A51
7789842xxx PAC-RX3I-UNIU-VO F9 9448030000 RS 8AI PREM/APR SD § A55
7789880010 PAC300-3232-25-1M B.13 9448040000 RS 8AITAO MICROSD S A51
7789882010 PAC300-3232-60-1M B.13 8530000000 9448040000 RS 8AITAO MICROSD S A55
7789884010 PAC300-3636-25-1M B.14 8537110000 RSF207 A35 9448100000 RS 4AI0 HM-DP SD $ AS51
7789885010 PAC300-3636-34-1M B.14 8537110000 RSF207 D6 9448100000 RS 4AI0 M-DP SD § A.52
7789888010 C300-32B-320B-25-M34-1M B.13 8537130000 RSF347 D6 9448110000 RS 8AIO HVI-DP SD § A51
7789891010 C300-36B-324B-25-M34-1M B.14 8537140000 RSF407 A35 9448110000 RS 8AIO V-DP SD § Ab54
7789892010 C300-368-3248-28-M50-1M B.14 8537140000 RSF40Z D6 9448120000 RS 16AI0 -M-DPSDS A51
7789893010 PACC300-32-1616-34-1M B.19 8537150000 RSF50Z D6 9448120000 RS 16AI0 M-DPSDS A56
7789895010 C300-32B-F-28-M50-1M B.15 8537180000 RSF267 D6 9449110000 RS BAIO HVI-DP SDZ AS51
8537190000 RSF10Z D6 9449110000 RS 8AIO HVI-DP SDZ Ab4
8000000000 8537200000 RSF14Z D6
8537240000 RS D37 82 A51
8003881001 RS SD378 UNC 4.40 LP2N A51 8537240000 RS SD37 82 D8
8003881001 RS SD378 UNC 4.40 LP2N D8 8537250000 RS SD37BZ D8
8003891001 RS SD378B UNC 4.40 LP2N D8 8537260000 RS SD9 SZ D8
8003901001 RS SD9S UNC 4.40 LP2N D8 8537320000 RS SD9BZ D8
8003911001 RS SD9B UNC 4.40 LP2N D8 8537350000 RS D50 82 D8
8005161001 RS SD50S UNC 4.40 LP2N D8 8537360000 RS $D50B8Z D8
8005171001 RS SD508 UNC 4.40 LP2N D8 8537370000 RS SD25 87 A51
8005181001 RS 80258 UNC 4.40 LP2N A51 8537370000 RS SD25 §Z D8
8005181001 RS SD258 UNC 4.40 LP2N D8 8537380000 RS SD25BZ D8
8005191001 RS SD25B UNC 4.40 LP2N D8 8537390000 RS SD15 82 AS51
8005201001 RS SD15S UNC 4.40LP2N A51 8537390000 RS SD15 82 D8
8005201001 RS SD15S UNC 4.40 LP2N D8 8537400000 RS $D15BZ 0.8
8005211001 RS SD158 UNC 4.40 LP2N D8
80 1 0000000 8555440000 RS RJ45 2WAY D.11
8012850000 RS F10 LP3R 3/12 D7
8012860000 RS F14 LP3R 3/14 D7
8012870000 RS F16 LP3R 3/18 0.7 86 1 0000000
8012910000 RS F20 LP3R 3/21 D.7 8611320000 RS RJ45 D.11
8012920000 RS F26 LP3R 3/27 D.7
8012930000 RS F34 LP3R 3/36 D7 ‘l ‘l
8012940000 RS F40 LP3R 3/42 D7 9 0000000
8012950000 RS F50 LP3R 3/51 D.7 9441500000 RS 1610 1W RS A35
8012960000 RS F60 LP3R 3/63 D.7 9441500000 RS16I01W RS A45
8012970000 RS F64 LP3R 3/66 D.7 9441510000 RS 320 W RS A35
8019880000 RS SD9B LP3R D9 9441510000 RS 320 1W RS A48
8019890000 RS SD15B LP3R D9 9441560000 RS 1610 2WFR S A.35
8019900000 RS SD25B LP3R D9 9441560000 RS 1610 2WFR S A46
8019910000 RS SD37B LP3R D9 9441570000 RS32I02WFRS A.35
8019920000 RS SD50B LP3R D.9 9441570000 RS32102WFRS A49
8019930000 RS SDIS LP3R D.9 9441600000 RS 1610 3WIRS A35
8019940000 RS SD15S LP3R D9 9441600000 RS 1610 3WIRS A47
8019950000 RS SD25S LP3R D9 9441700000 RS 16102W RS A35
8019960000 RS SD37S LP3R D9 9441700000 RS 16102W RS A46
8019970000 RS SD50S LP3R D9 9441710000 RS 32102W RS A35
9441710000 RS 32102W RS A49
8020000000 9441860000 RS 1610 1WIRS A35
9441860000 RS 1610 1WIRS A45
8022901001 RSD 10 LP/LP D21 9441870000 RS 3210 1WIRS A35
8022911001 RSD 20 LP/LP D21 9441870000 RS 3210 1WIRS A48
8022921001 RSD 40 LP/LP D21 94 RSM-8C 1C0S AB1
9445000000 RSM-8C 1C08 AB4
8 1 50000000 9445060000 RSM-12 C 1C0S AB1
94450680000 RSM-12 C 1C0S AT0
8155550000 RS F64 LPK 2H/66 D.7 9445100000 RSM-16C 1C0§ AB1
8155570000 RS F50 LPK 2H/52 D.7 9445100000 RSM-16C 1C0§ A75
8155580000 RS F40 LPK 2H/42 D.7 9445120000 RSM-16 FUS 1C0 S AB1
8155590000 RS F34 LPK 2H/36 D.7 9445120000 RSM-16 FUS 1C0 S AT7
8155600000 RS F20 LPK 2H/22 D.7 9445140000 RSM-16 FOR 1C0 S AB1
8155610000 RS F10 LPK 2H/12 D.7 9445140000 RSM-16 FOR 1C0 S AT8
8155620000 RS SD25B UNC LPK2 D9 9445530000 RS 8I02WLHS A35
8155630000 RS SD37B UNC LPK2 D9 9445530000 RS 8I02WLHS A.36
8155640000 RS SD50B UNC LPK2 D9 9445630000 RS 12102WLHS A35
8155650000 RS SD258 UNC LPK2 D9 9445630000 RS 12102WLHS A37
8155660000 RS SD37S UNC LPK2 D.9 9445700000 RS16I01W HS A35
8155670000 RS SD50S UNC LPK2 D9 9445700000 RS 1610 1W HS A38
9445710000 RS 1610 IWLHS A.35
81 90000000 9445710000 RS 1610 IWLHS A.38
9445720000 RS 16102W HS A35
8199510000 RS LPK3/144 VERT D.19 9445720000 RS16I02W HS A40
9445730000 RS16I02WLHS A35
8200000000 9445730000 RS 1610 2WLH S A40
9445750000 RS 1610 2W HLHS A35
8209730000 RS SD15B UNC LPK2 D9 9445750000 RS 1610 2W HLHS A4l
9445760000 RS 16103W HS A35
82 1 0000000 9445760000 RS16I03W HS A44
9445770000 RS16I03WLHS A35
8213470000 RS F26 LPK 2H/28 D.7 9445770000 RS16I03WLHS Ad4
8216480000 RS SD9B UNC LPK2 D9 9445810000 RS 1610 IWHLHS A35
9445810000 RS 1610 IWHLHS A39
8230000000 9445820000 RS 1610 2WFHS A35
9445820000 RS16I02WFHS A43
8233350000 RS SD158 UNCLPK2 D.9 9447000000 RSM-8C 1C0Z AB1
8234620000 RS VERT16 LPK2 D.18 9447000000 RSM8C 1C0Z AB4
9447100000 RSM-16C 1C0Z AB1
8250000000 9447100000 RSM-16C 1C0Z A75
9447120000 RSM-16 FUS 1C0Z AB1
8252010000 RS VERT8 LPK2 D.18 9447120000 RSM-16 FUS 1C0Z AT7
8258980000 RS F14 LPK 2H/16 D.7 9448000000 RS4AIODPSD S A51
8259000000 RS F60 LPK 2H/62 D.7 9448000000 RS4AIODPSD S A52
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